
Form 3160-3 SUBMIT IN CATE* Form approved.
(November 1983) (Other instructions on Budget Bureau No. 1004-0136
(formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR J. LEASE DESIGNATION AND SERIAL NO.

BUREAUOFLANDMANAGEMENT UTU-67845
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IFINDIAN,ALLOTTEROBTRIBENAME

18. TYPE OF WORK

DRILL DEEPENO PLUGBACK O 7. UNH AGREEMENT NAME

b. TTPEOFWELL NONE
OW

LL
GWABLL

OTHER
NNE zoUNLTIPLE 6. FARM OR LEASE NAME

2. NAME OF OPERATOR

GREENWOODHOLDINGS INC. 9. WELL NO.

3. ADDRESS OF OPERATOR 5600 S . QUEBEC ST . , SUITE 150-C FEDERAL 1-26
F.NGTRWOOD COLORADO 80111 to. FIELD AND POOL, OB WILDCA'T

4. LOCATI NœOF WELL (Report location clearly 'and in accordance with any State requirements.•)

461' FNL, 1880' FWL NENW SEC 26, T8S, R17E 11. .,2, on. .

At proposed prod. sone SEC 26, TSS, R17E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTT OR PARISH 18. BTATE

SEVEN(7) MILES SOUTHEAST OF MYTON, UTAH UINTAH UTAH
10. DISTANCE FBOM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACBES ASSIGNED

I.OCATION TO NBABEST 461' 1480 TO THE WELL 40PROPERTY OR LEASE LINE, FT.
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOBED LOCATION* 19. PROPOSED DEPTu 20. ROTABI OR CABLE TOOLS
o'.°N:^ti.'"L."o'NL, RIL COtiPLETED, 4500± N 6900 ' Öste, ROTARY

21. ar.svArroxa (Show whether DF, RT, GE. ete.) 22. APPROE. DATE WORK WILI. BTART*

51282 GL APRIL 1, 1991
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF NOLE BIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

12 k" 8 5/8" J55 24# 300 ' 200 SX CIRC. TO SURFACE*
7 7/8" 5 §" K55 15.5# 0-6900' 725 SX AS REQUIRED*

* CEMENT VOLUMES MAY CHANGE DUE TO HOLE SIZE. CALCULATE FROM CALIPER
LOG.

I herby certify that Greenwood Holdings Inc. is authorized by the
proper Lease Interest Owners to conduct lease operations associated
with this Application for Permit to Drill the Federal 1-26. Federal
Lease # UTU-67845 Bond coverage pursuant to 43 CFR 3104 for lease
activities is being provided by Continental Casualty Co. Nationwide
Bond #2666648, BLM Bond #WY2246. Greenwood Holdings Inc. will be
responsible for compliance with all the terms and conditions õf that
portion of the lease associated with this Application.

IN ABOVE SPACE DESCBIBM PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present prodnetive sone and proposed new productive
sone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program,

24. S.
SIGNÈg WITr. Vi ce Proca Mont war. Fabriierar /, 1991

*SeeInstructionsOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



GREEHWOO HOLD/HGS, ING LO D IN THE NE¼ OF THE NW¼OF

WELL LOCAT/0N PL A T SECTION 26, TSS, Rl7E, S.L.B.& M.

-PEDERAL 26-/
S 69°58'W (basis) 263/.73'
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' GREENWOOD HOLD/PGS, /NC.

EEDER1L 26-/
UNGRADE GROUND ELEV: 5/28'

N TH
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SCALE:1"=lOOO'
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LEGEND & HOTES SURVEYOR'S CERT/FICATE

* Monuments found and used by this I hereby certify that this plat was prepared
survey. from field notes of an actual survey

performed by me, during which the shown
The General Land Office (G.L.O.) monuments were found or established.
plat was used for reference and
calculations, and the basis of
bearings.

An elevation of 5110' above sea level at Jerfy'D. Allr , Registered Land
the N.W. Corner of Section 26 as indicated Skveyor, O'ert. No. 3817 (Utah)

on the USGS map was used as the basis
of elevations.

JERRY D. ALLRED & ASSOCIATES
Surveying& Engineering Consultants

121 North Center Street
P.O. Drawer C

DUCHESNE.UTAH 84021
18 Jan '91 91-121-001 (sol)



O O
DRILLING PROGRAM

Company Greenwood Holdings Inc, Well No. Federal 26-1

Location NE NW Section 26, T, SS 4, 17§ Lease No. UTU-67845

Onsite Inspection Date

All lease and/or unit operations will be conducted in such a manner that full
compliance is made with applicable laws, regulations (43 CFR 3100), Onshore Oil
and Gas Order No. 1, dnd the approved plan of operations. The operator is fully
responsible for the actions of his subcontractors. A copy of these conditions
will be furnished to the field representative to insure compliance.

1. Surfage Formation and Estimated Formation Tops:

Formation Depth Datum (GR)

Uinta Surface 5128'
Green River 1860' +3268
Douglas Creek Marker 5150' - 22'
Wasatch 6530' -1402'

TD 6900' -1772'

2. Estimated Depth at Which 0‡1, Gas, Water, or Other Mineral Bearing Kones
are Expected to be Encountered:

Formation Zan_g

Expected oil zones: Green River, Wasatch 5150'-6530',6530'-6900'
Expected gas zones: None
Expected water zones: None
Expected mineral zones: Oil Shale Top @ 1860'

All fresh water and prospectively valuable minerals (as described by BLM
at onsite) encountered during drilling, will be recorded by depth and
adequately protected. All oil and gas shows will be tested to determine
commercial potential.

3. Pressure Control Equipment: (Schematic Attached)

A 3000 WP BOP system as described in the BOP and Pressure Containment Data
(attached) will be installed and maintained from the surface casing as
described below:

A. Type: 11" Double Gate Hydraulic.

The Blow-Out Preventer will be equipped as follows:

1. One (1) blind ram (above) .

2. One (1) pipe ram (below).
3. Kill line (2-inch
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3. fressure Control Equipment: (Continued)

4. One (1) kill line valve (2-inch minimwn).
5. One (1) choke line valve.
6. Two (2) adjustable chokes.
7. Upper kelly cock valve with handle available.
8. Safety valve & subs to fit all drill strings in use.
9. 2-inch (minimum) choke line.

10. Pressure gauge on choke manifold.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

At a minimum, the BOP, choke manifold, and related equipment will be
pressure tested to the approved working pressure of the BOP stack (if
isolated from the surface casing by a test plug) or to 70% of the
internal yield strength of the surface casing (if the BOP is not
isolated from the casing by a test plug). Pressure will be maintained
for a period of at least ten (10) minutes or until the requirements
of the test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition to the above, the pipe and blind rams will be activated
each trip, but not more than once each day.

All BOP drills and tests will be recorded in the IADC driller's log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or
are targeted with running tees, and will be anchored to prevent whip
and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to close all BOP's and
retain 200 psi above precharge. Nitrogen bottles which meet the
manufacturer's specifications will be used as the backup to the
required independent power source. The accumulator precharge pressure
test will be conducted prior to connecting the closing unit to the BOP
stack and at least once every six (6) months thereafter. The
accumulator pressure will be corrected if the measured
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E. Accumulator: (Continued)

pressure is found to be above or below the maximum or minimum limits
specified in Onshore Operating Order #2.

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be
installed, tested andmaintained in compliance with the specifications
in and requirements of Onshore Operating Order #2.

The choke manifold and BOP extension rods with hand wheels will be
located outside the rig sub-structure. The hydraulic BOP closing unit
will be located at least twenty-five (25) feet from the well head but
readily accessible to the driller.

Exact locations and configurations of the hydraulic BOP closing unit
will depend upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 100
feet (minimum) from the center of the drill hole to a separate flare
pit.

4. The Proposed Çasing and Cementing Program:

A. Casing Program:

Hole Sige Csg Size Wt/Ft Grade Threads NewfUsed Depth

12-1/4" 8-5/8" 24# J-55 STC New 300'
7-7/8" 5-1/2" 15.5# K-55 LTC New/Used TD

Casing string(s) will be pressure tested to 0.22 psi per foot, or 1500
psi (not to exceed 70% of the internal yield strength of the casing),
whichever is greater, after cementing and prior to drilling out from
under the casing shoe.

B. Cementing Program:

Surface Casing : Cement with approximately 200 sx Class "G"
cement + additives, circulated to surface
with 100% excess.

Production Casing : Lead with approximately 325 sx "Lite" cement
with Cello-seal plus additives; tail with
approximately 400 sx class "G" cement +
additives. Volume will be calculated to
extend 200' above the top of the Green River
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B. Cementing Program: (Continued)

Actual cement volumes to be required will be determined from the
caliper log.

All waiting on cement (WOC) times will be adequate to achieve aminimum
of 500 psi compressive strength at the casing shoe prior to drilling
out.

5. Mud Program: (Visual Monitoring)

Interval ÏX2g Weight Viscosity Fluid Loss

0-300' Water ----- --------- ----------

300-6900' KCL Water 8.4 28 NC

Sufficient quantities of mud materials will be maintained or readily
accessible for the purpose of assuring well control during the course of
drilling operations.

No chromate additives will be used in the mud system on Federal lands
without prior BLM approval to ensure adequate protection of fresh water
aquifers.

6. Evaluat‡on Program:

L_ogg : DLL-GR-SP 6900'-Surface
FDC-CNL 6900'-4200'
Caliper log 6900'-1800'

DST's : None anticipated

Cores : None anticipated.

The proposed evaluationprogrammay change at the discretion of the wellsite
geologist, with prior approval from the Authorized Officer, Bureau of Land
Management.

Stimulation:

No stimulation or frac treatment has been formulated for this test at this
time. The drill site, as approved, will be of sufficient size to
accommodate all completion activities.

Whether the well is completed as a dry hole or as a producer, Well
Completion and Recompletion Report and Log (Form 3160-4) will be submitted
to the Book Cliffs Resource Area Office not later than thirty (30) days
after the completion of the well or after completion of operations being
performed, in accordance with 43 CFR
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Stimulation: (Continued)

Two (2) copies of all logs, core descriptions, core analyses, well test
data, geologic summaries, sample description, and all other surveys or data
obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Forn 3160-4. Samples (cuttings, fluids,
and/or gases) will be submitted when requested by the Authorized Officer,
Book Cliffs Resources Area Office, Bureau of Land Management, 170 South 500
East, Vernal, Utah 84078, Phone: (801) 789-1362.

7. Abnormal Conditiong:

No abnormal temperatures or pressures are anticipated. No H2S has been
encountered in or known to exist from previous wells drilled to similar
depths in the general area. Maximum anticipated bottom hole pressureerds
approximately 2,988 psi (calculated at 0.433 psi/foot).

8. Anticipated Staç¶ing pate; and Not‡gication of Operations:

A. Drilling Activity

Anticipated Commencement Date : April 10, 1991
Drilling Days : Approximately 10 Days
Completion Days : Approximately 7 Days

B. Notification of Overations

The Book cliffs Resource Area Office, Bureau of Land Management will
be notified at least twenty-four (24) hours PRIOR to the commencement
of the following activities:

1. Spudding of the well. This oral report will be followed up
with a Sundry Notice (Form 3160-5);

2. Initiating pressure tests of the blow-out preventer and
related equipment;

3. Running casing and cementing of ALL casing strings.

No location will be constructed or moved, no well will be plugged, and no
drilling or workover equipment will be removed from a well to be placed in
suspended status without prior approval of the Authorized Officer. If
operations are to be suspended, prior approval of the Authorized Officer
will be obtained and notification given before resumption of operations.

In accordance with Onshore Operating Order #1, this well will be reported
on MMSForm 3160-6, "Monthly Report of Operations", starting with the month
in which operations commence and continuing each month until the well is
physically plugged and abandoned. This report will be filed directly
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B. Notification of Operations (Continued)

the Royalty Management Program, Minerals Management Service, P. O. Box
17110, Denver, Colorado 80217.

Immediate Report: spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance
with the provisions of NTL-3A or its current revision.

If a replacement rig is contemplated for completion operations, a "Sundry
Notice" (Form 3160-5) to that effect will be filed for prior approval of
the Authorized Officer, and all conditions of this approved plan will be
applicable during all operations conducted with the replacement rig.

Should the well be successfully completed for production, the Authorized
Officer will be notified when the well is placed in a producing status.
Such notification will be sent by telegram or other written communication
no later than five (5) business days following the date on which the well
is placed on production.

Pursuant to NTL-2B, with the approval of the Authorized Officer, produced
water may be temporarily disposed of into the reserve pit for a period of
up to ninety (90) days. During this period so authorized, an application
for approval of the permanent disposal method, along with the required
water analysis and other information, must be submitted to the Authorized
Officer.

Pursuant to NTL-4A, lessees and operators are authorized to vent/flare gas
during initial well evaluation tests, not exceeding a period of thirty (30)
days or the production of fifty (50) MMCFof gas, whichever occurs first.
An application must be filed with the Authorized Officer, and approval
received, for any venting/flaring of gas beyond the initial thirty (30)
days or otherwise authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3,
and 3162.7-4 shall be submitted to the Vernal District Office within thirty
(30) days of installation or first production, whichever occurs first. All
site security regulations as specified in 43 CFR 3162.7 shall be adhered
to. All product lines entering and leaving hydrocarbon storage tanks will
be effectively sealed in accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within fifteen (15) days
after receipt of the first production notice.

No well abandonment operations will be commenced without the prior approval
of the Authorized Officer. In the case of newly-drilled dry holes or
failures, and in emergency situations, oral approval will be obtained from
the Authorized
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B. Notification of Operations (Continued)

A "Notice of Intention to Abandon" (Form 3160-5) will be filed with the
Authorized Officer within fifteen (15) days following the granting of oral
approval to plug and abandon.

Upon completion of approved plugging, a regulation marker will be erected
in accordance with 43 CFR 3161.6. The following information will be
permanently placed on the marker with a plate, cap, or beaded-on with a
welding torch: "Fed" or "Ind", as applicable; Company Name, Corporation
Well Name and Number, Location by Quarter/Quarter, Section, Township, Range,
and Federal or Indian Lease Number.

A "Subsequent Report of Abandonment" (Form 3160-5) will be submitted within
thirty (30) days following the actual plugging of the well bore. This
report will indicate where plugs were placed and the current status of
surface restoration operations. If surface restoration has not been
completed at that time, a follow-up report on Form 3160-5 will be filed
when all surface restoration work has been completed and the location is
considered ready for final inspection. Final abandonment will not to
approved until the surface reclamation work required by the approved
Application for Permit to Drill has been completed to the satisfaction of
the Authorized Officer or his representative, or the appropriate Surface
Management
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be tested at the time of installation

PIPE RANS and every 30 dayé thereafter. 30P's
will be mechanically checked daily .

I I 5. Modification of hook-up or testing
procedure will be approved in writing
on tour reports by wellsite representa-
tive.

3LIND RANS

I 1
BO P Schematic

(Ö '3 sit. 3000 * WP
Kill Line Choke Line T2EENWOODHOLDINGSINC

Federal 1-26
CSG. HEAD NE NW26 T8S R17E

Dintah County, UT

I

Accumulator

snaisraeuoom
10 AT 80/OR MUOMA$$EFMATOR,

GLOWOUTPREVENTER
STACKCUTI.ET UNE gLES UNE10 PIT ,

i mammt Lr no...at
DN EM 2°

ADAISTABLE



O O
MUITI-POINTSURFACE USE AND OPERATIONS PIAN

Company Greerwood Holdingq, Inc, Well No. Federal 26-‡

Location NE NW Section 26, T, 88 R, 17E Lease No. UTU-67845
Uintah County, Utah

1. Existinz Roads: Refer to Maps "C" & "D" (Shown in ORANGE)

A. The proposed well site is staked and four 200-foot reference stakes
are present.

B. To reach the location from the town of Myton, Utah; proceed southwest
1.5 miles on Highway 40 to the "Pleasant Valley" sign. Turn left on
State Highway 53 and go south approximately 2 miles to County Road 216.

Follow County Road 216 (3.7 miles) to BLM sign.

Continue on County Road 216 (0.7 miles) past the BLM sign to
intersection on east side of road. Turn left (east) towards radio
tower, proceed (3.0 miles) to gate.

From gate, continue east along hillside 1.5 miles. Turn right onto
lease road and proceed around perimeter of hayfield 0.6 miles to the
location.

Lease road will be marked with signs.

C. Access roads - refer to Maps "C" & "D".

D. Access roads within a one-mile radius - refer to Map "C".

E. The existing gravel roads will be maintained in the same or better
condition as existed prior to the commencement of operations and said
maintenance will continue until final abandonment and reclamation of
the well location.

2. Planned Access goads: Refer to Map "D" (Shown in Yellow)

Approximately 3100 feet of new road construction will be required for access
to the proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-foot road
running surface, crowned & ditched.

B. Construction standard - the access road will be constructed in
accordance with Bureau of Land Management Roadway Guidelines
established for oil and gas exploration and development activities as
referenced in the BLM/USFS publication: Surface Operating Standards
for Oil and Gas Eyploration and Development, Third
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2. Planned Açcess Roads: (Continued)

Construction standard - the road will be constructed to meet the
standards ofthe anticipated traffic flowandall-weatherrequirements.
Constructionwill include ditching, draining, graveling, crowning, and
capping the roadbed as necessary to provide a well constructed and safe
road.

Prior to construction/upgrading, the roadway shall be cleared of any
snow cover and allowed to dry completely.

Traveling off of the thirty (30) foot right-of-waywill notbe allowed.

Road drainage crossings shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so they will not cause
siltation or the accumulation of debris in the drainage crossing nor
shall the drainage be blocked by the roadbed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water off at
a frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and detours around
them avoided.

C. Maximum grade - 3%.

D. Turnouts - turnouts will be constructed along the access route as
necessary or required to allow for the safe passage of traffic. None
anticipated at this time.

E. Drainage design - the access road will be crowned, ditched, and water
turnouts installed as necessary to provide for proper drainage along
the access road route.

F. Culverts,cuts and fills - no culverts will be required. There are no
major cuts and/or fills on/along the proposed access road route.

G. Surface materials - any construction materials which may be required
for surfacing of the access road will be purchased from a local
contractor having a permitted source of materials in the area, if
required by the Authorized Officer, Bureau of Land Management. None
anticipated at this time.

H. Gates, cattle guards or fence cuts - none required.

I. Road maintenance - during both the drilling and production phase of
operations, the road surface and shoulders will be kept in a safe and
useable condition and will be maintained in accordance with the
original construction standards. All drainage ditches and culverts
will be kept clear and free-flowing, and will also be maintained
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2. Planned Access Roads: (Continued)

accordance with the original construction standards. The access road
right-of-way will be kept free of trash during operations.

J. The proposed access road is flagged.

3. Location of Existinz Wells Within a One-Mile Radius:

Please refer to Map "W".

A. Water Wells - none known.
B. Abandoned Wells - none known.
C. Temporarily Abandoned Wells - none known.
D. Disposal Wells - none known.
E. Drilling Wells - none known.
F. Producing Wells - NESE, Section 23, TSS, R17E.
G. Shut-in Wells - none known.
H. Injection Wells - none known.
I. Monitoring Wells - none known.

4. Location of Existing and/or Proposed Facilities OwnedbvGreenwoodHoldines.
Inc. Within a One-Mile Radius:

A. Existing - none.

1. Tank Batteries - none.
2. Production Facilities - none.
3. Oil Gathering Lines - none.
4. Gas Gathering Lines - none.

B. New Facilities Contemplated

1. All production facilities willbe locatedon the disturbedportion
of the well pad and at a minimum of twenty-five (25) feet from
the toe of the back slope or toe of the fill slope.

2. The production facilities (consisting primarily of a christmas
tree at the well head, dehydration unit, and emergency pit) will
require an area approximately 300' X 135'. A diagram showing the
proposed production facility layout will be submitted to the
Authorized Officer via "Sundry Notice" (Form 3160-5) for approval
of subsequent installation operations.

3. Production facilities will be accommodated on the existing well
pad. Construction materials required for installation of the
production facilities will be obtained from the site; any
additional materials required will be purchased from a local
supplier having a permitted (private) source of materials within
the
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B. New Facilities Contemplated (Continued)

The dike will be constructed completely around those production
facilities which contain fluids (i.e. production tanks, produced
water tanks, and/or heater/treater). These dikes will be
constructed of compacted subsoil, be impervious,hold 100% of the
capacity of the largest tank, and be independent of the back cut.

4. All permanent (on-site for sixmonths or longer) above-the-ground
structures constructed or installed including pumping units will
be painted a flat, non-reflective, earthtone color to match one
of the standard environmental colors, as determined by the five
(5) State Rocky Mountain Interagency Committee. All production
facilities will be painted within six (6) months of installation.

Facilities required to comply with Occupational Health and Safety
Act Rules and Regulations will be excluded from this painting
requirement.

The standard paint color is Carlsbad Canyon, Kunsell standard
Color number 2.5Y 6/2, or Desert Brown (10YR 6/3).

5. If at any time the facilities located on public lands and
authorized by the terms of the lease are on longer included in
the lease (due to a contraction in the unit or other lease or
unit boundary change) , the Bureau of Land Management will process
a change in authorization to the appropriate statute. The
authorization will be subject to the appropriate rental or other
financial obligation as determined by the Authorized Officer.

C. The production (emergency) pit will be fenced with woven wire mesh
topped with one (1) strand of barbed wire held in place with metal
side posts and wooden corner "H" braces in order to protect livestock
and wildlife. Please refer to Item #9E (page #'s 8&9) for additional
information on the fencing specifications.

D. During drilling and subsequent operations, all equipment and vehicles
will be confined to the access road right-of-way and any additional
areas as specified in the approved Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for operations will
be accomplishedby grading, leveling and seeding as recommended by the
Bureau of Land Management (Refer to Item #10A2, page 10) for the
appropriate seed mixture and rate of application.

5. Location and Type of Water Suvolv:

A. Water to be used for drilling and production of this well will be
hauled by truck from Pleasant Valley. In the event that this source
is not used, other arrangements will be made with the proper
authorities for an alternate
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5. Location and Type of Water Supp1v: (Continued)

All regulations and guidelines will be followed and deviations will
be made unless all concerned agencies are notified.

B. Water will be transported over existing roads via tank truck from the
point of diversion to the proposed NBU #116 well location. No new
construction will be required on/along the proposed water haul route.
No off-lease/unit Federal lands will be crossed on/along the proposed
water haul route.

C. No water well will be drilled on this location.

6. Source of Construction Materials:

A. Construction materials needed for surfacing of the well pad will be
obtained from a local contractor having a permitted source (private)
of materials in the area. Refer to Item #2F (page #2) regarding any
construction materials which amy be required on the access road.

B. No construction materials will be taken from Federal and/or Indian
lands without prior approval from the appropriate Surface Management
Agency.

C. If production is established, any additional construction materials
needed for surfacing the access road and installation of production
facilities will be purchased from a local supplier having a permitted
(private) source of materials in the area.

D. No new access roads for construction materials will be required.

7. Methods of Hapd1‡ng Waste Mater(als:

A. Cuttings - the cuttings will be deposited in the reserve pit.

B. Drilling fluids - including salts and chemicals will be contained in
the reserve pit. Upon termination of drilling and completion
operations, the liquid contents of the reserve pit will be removed and
disposed of at an approved waste disposal facilitywithinninety (90)
days after termination of drilling and completion activities.

In the event adverse weather conditions prevent removal of the fluids
from the reserve pit within this time period, an extension may be
granted by the Authorized Officer upon receipt of a written request
from Greenwood Holdings Inc.

The reserve pit will be constructed so as not to leak, break, or allow
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7. Methods of Handling Waste gaterials: (Continued)

C. Produced Fluids - liquid hydrocarbons produced during completion
operations will be placed in test tanks on the location. Produced
waste water will be confined to a lined pit (reserve pit) or storage
tank for a period not to exceed ninety (90) days after initial
production. During the ninety (90) day period, in accordance with
NTL-2B, an application for approval of a permanent disposal method and
location, along with the required water analysis, shall be submitted
for the Authorized Officer's approval. Failure to file an application
within the time frame allowed will be considered an incidence of
noncompliance.

Any spills of oil, gas, salt water or other noxious fluids will be
immediately cleaned up and removed to an approved disposal site.

D. Sewage - self-contained, chemical toilets will be provided for human
waste disposal. Upon completion of operations, or as needed, the
toilet holding tanks will be pumped as and the contents disposed of
in the nearest, approved, sewage disposal facility.

E. Garbage and other waste material - garbage, trash and other waste
materials will be collected in a portable, self-contained and fully-
enclosed trash cage during drilling and completion operations. Upon
completion of operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash will be
burned on location or placed in the reserve pit.

F. Immediately after removal of the drilling rig, all debris and other
waste materials not contained in the trash cage will be cleaned up and
removed from the well location. No adverse materials will be left on
the location. Any open pits will be fenced during the drilling
operation and the fencing will be maintained until such time as the
pits are back filled.

8. Ancillary Facilit‡es:

None anticipated.

9. Wellsite Layout:

A. Exhibit "A" shows the drill site layout as staked. Cross sections
have been drafted to visualize the planned cuts and fills across the
location. A minimum of six (6) inches of topsoil will be stripped
from the location (including areas of cut, fill, and/or subsoil
storage) and stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil stockpiles.

B. Exhibit "B" is a diagram showing the rig layout. No permanent living
facilities are planned. There will be one (1) trailer on location
during drilling operations for the
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9. Wellsite Layout: (Continued)

C. A diagram showing the proposed production facility layout will be
submitted to the Authorized Officer via Sundry Notice (Form 3169-5)
for approval of subsequent operations (Refer to Item #43, page #4, for
additional information in this regard).

D. If porous subsoil materials (gravel, scoria, sand, faulted rock
structures, etc.) are åncountered during reserve pit construction, an
impervious liner will be installed in order to prevent drilling water
loss through seepage. We do not anticipate the need for a pit liner
at this time.

E. Prior to the commencement of drilling operations, the reserve pit will
be fenced "sheep tight" on three (3) sides according to the following
minimum standards:

1. 30-inch net wire shall be used with at least one (1) strand of
barbed wire on top of the net wire (barbed wire is not necessary
if pipe or some type of reinforcement rod is attached to the top
of the entire fence).

2 . The net wire shall be no more than two (2) inches above the
ground. The barbed wire shall be three (3) inches above the net
wire. Total height of the fence shall be at least 42 inches.

3. Corner posts shall be cemented and/or braced in such a manner to
keep the fence tight at all times.

4. Standard steel, wood, or pipe posts shall be used between the
corner braces. Maximum distance between any two (2) posts shall
be no greater than sixteen (16) feet.

5. All wire shall be stretched, by using a stretching device, before
it is attached to the corner posts.

F. Any hydrocarbons on the pit will be removed from the pit as soon as
possible after drilling operations are completed.

10. Plans for Rec14mation of the Surface:

A. Production

1. Immediately upon well completion, the well location and
surrounding area(s) will be cleared of all debris, materials,
trash and junk not required for production.

2. Upon well completion, any hydrocarbons on the pit shall be removed
in accordance with 43 CFR
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A. Production (Continued)

3. If a plastic or nylon reinforced pit liner is used, it shall be
torn and perforated before back filling of the reserve pit.

4. Before any dirt work to restore the location takes place, the
reserve pit will be completely dry and all cans, barrels, pipe,
etc. will be removed. Other waste and spoil materials will be
disposed of immediately upon completion of drilling and workover
activities.

5. The reserve pit and that portion of the location and access road
not needed for production facilities/operations will be reclaimed
within ninety (90) days from the date of well completion, weather
permitting.

6. For production, the fill slopes will be reduced from a 1.5:1
slope to a 3:1 slope and the cut slopes will be reduced from a
1.5:1 slope to a 3:1 slope by pushing the fill material back up
into the cut.

7. If necessary a diversion ditch will be constructed above the east
side of the location (after reclamation of the reserve pit area)
and will be designed to divert runoff water to the south of the
producing well location.

8. Upon completion of back filling, leveling and recontouring, the
stockpiled topsoil will be evenly spread over the reclaimed
area(s). Prior to reseeding, all disturbed surfaces (including
the access road and location) will be scarified and left with a
rough surface. No depressions will be left that would trap water
and form ponds. All disturbed surfaces (including the access
road and well pad areas) will be reseeded. Seed will be broadcast
or drilled as recommended. If broadcast, a harrow or some other
implement will be dragged over the seeded area to assure seed
coverage.

The appropriate seed mixture and restoration season will be
determinedby the BLMeither as part of the Conditions of Approval
of the APD or according to a surface reclamation plan submitted
to and approved by the Surface Management Agency prior to
restoration.

B. Dry Hole/Abandoned Location

1. At such time as the well is physically plugged and abandoned,
Greenwood Holdings, Inc. will submit a "Subsequent Report of
Abandonment" to the Authorized Officer for approval. At that
time, the Bureau of Land Management will formulate the appropriate
surface rehabilitation requirements and attach them as the
conditions of approval for final
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11. Surface Ownership:

The well site and proposed access road are situated on surface estate which
is owned by the United States of America and administered by:

Area Manager
Book Cliffs Resource Area Office
Bureau of Land Management
170 South 500 East
Vernal, Utah 84078
Phone: (801) 789-1362

12. Other Information:

A. The proposed well is located in the southern central portion of the
Uinta Basin near the boundary between Duchesne and Uintah Counties
sevenmiles south ofMyton, Utah. The area is interlacedwith numerous
shallow gulches and arroyos ranging from a few feet to as much as 130'
in depth and separated by flat crested ridges formed in sandstone,
cobblerock, conglomerate, and shale deposits. Alongwith this badland
type topography are broad areas of gravel covered terraces and buttes
which support local dry land farming.

The majority of the small drainage are of a non-perennial nature with
normal flow limited to the early spring run-off and rare heavy
thunderstorms or rain storms. Normal annual precipitation is only
eight inches.

The oils of this semi-arid area are of the Uinta Formation and Wasatch
Formation, (the Fluvial Sandstone and Mudstone) from the Eocene Epoch.
Visible geologic structure consists of light brownish-gray clays to
sandy soils with poor gravels and shales and outcrops of rock
(sandstone, mudstone, conglomerate, and shale).

Due to the low precipitation, climatic conditions, and the marginal
types of soils, the vegetation that is found in the area is common of
the semi-arid region we are located in and in the lower elevations of
the Uinta Basin. It consists of, as primary flora; sagebrush,
rabbitbrush, some grasses, and cacti. Willow, Cottonwood and low scrub
brush are found long the lower areas close to drainage and streams.

The animal of the area consist predominately of mule deer, coyotes,
rabbits, varieties of small ground squirrels and other types of
rodents, and various reptiles common to the area. The birds of the
area are raptors, finches, ground sparrows, magpies, crows and jays.

B. Surface Use Activities: The primary surface use is for grazing, much
of the access road boarders sprinkler irrigated hayfields.

C. Proximity of Water, Occupied Dwellings, Archaeological, Historical or
Cultural
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12. Other Information: (Continued)

1. The closest source of permanent water is the Duchesne River.
The Duchesne River is located approximately 8 miles north of the
proposed location.

2. The closest occupied dwellings are located in the town of Myton,
approximately 7.0 miles to north-west.

3. Greenwood Holdings Inc. will be responsible for informing all
persons in the area who are associated with this project that
they will be subject to prosecution for knowingly disturbing
historic or archaeological sites or for collecting artifacts.
If historic or archaeological materials are uncovered, Greenwood
Holdings Inc. will suspend all operations that might further
disturb such materials and immediately contact the Authorized
Officer.

Within five (5) working days the Authorized Officer will inform
Greerwood Holdings Inc. as to:

- whether the materials appear eligible for the National
Register of Historic Places;

- the mitigation measures the operator will likely have to
undertake before the site can be used (assuming in situ
preservation is not necessary); and

- a time frame for the Authorized Officer to complete an
expedited review under 36 CFR 800.11 to confirm, through
the State Historic Preservation Officer are correct and
that mitigation is appropriate.

If Greenwood Holdings Inc. wishes, at any time, to relocate
activities to avoid the expense of mitigation and/or the delays
associated with this process, the Authorized Officer will assume
responsibility for whatever recordation and stabilization of the
exposed materials maybe required. Otherwise, Greenwood Holdings
Inc. will be responsible for mitigation costs.

3. The Authorized Officer will provide technical and procedural
guidelines for the conduct of mitigation. Upon verification from
the Authorized Officer that the required mitigation has been
completed, Greenwood Holdings Inc.will thenbe allowed to resume
construction.

D. Additional Stipulations for Operations on Lands Administered by the
Bureau of Land Management:

1. Greenwood Holdings Inc. will control noxious weeds along rights-
of-way for roads, pipelines, well sites, or other
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12. Other Information: (Continued)

facilities. A list of noxious weeds may be obtained from the
Bureau of Land Management, or the Uintah County Extension Office.
On lands administered by the Bureau of Land Management, it is
required that a "Pesticide Use Proposal" shall be submitted, and
approval obtained,priorto the applicationofherbicides orother
pesticides or possible hazardous chemicals for the control of
noxious weeds.

2. Drilling rigs and/or equipment used during drilling operations
on this well site.will not be stacked or stored on federal lands
after conclusion of drilling operations or at any other time
without the proper authorization from the Bureau of Land
Management. However, If BLE authorization is obtained, it is
only a temporary measure to allow Greenwood Holdings, Inc. the
time to make arrangements for permanent storage at a commercial
facility.

3. Greenwood Holdings Inc. shall contact the Bureau of Land
Management between 24 and 48 hours prior to commencement of
construction activities on the access road and/or well location:
(801) 789-1362.

4. The Bureau of Land Management shall be notified upon site
completion and prior to moving drilling tools onto the location.

13. Lessee's og Operator'q 89pgesentatt:ve and Cert‡ficat‡op:

Representat‡ve

Greenwood Holdings Inc. (303) 773-6703 Office (8:00AM-5:00PM)
Jim Ryder, Operations Manager (303) 973-6675 Home

Certif‡cation:

Greenwood Holdings Inc. (303) 773-6703 Office (8:00AM-5:00PM)
Tom Foster (303) 690-5061 Home

Greenwood Holdings Inc. (303) 773-6703 (8:00AM-5:00PM)
5600 S. Quebec Street
Suite 150-C
Englewood, CO. 80111

All lease and/or unit operations will be conducted in such a manner thatfull compliance is made with all applicable laws, regulations, Onshore Oil& Gas Orders, the approved plan of operations, and any applicable Noticeto Lessees.

Greenwood Holdings Inc. will be fully responsible for the actions of their
subcontractors. A complete copy of the approved Application for Permit
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Certification: (Continued)

Drill will be furnished to the field representative(s) to ensure compliance
and shall be on location during all construction and drilling operations.

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar with
the conditions which currently exist; that the statements made in this plan
are, to the best of my knowledge, true and correct; and that the work
associated with the operations proposed herein will be performed by
Greenwood Holdings, Inc., its contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is approved.

This statement is subject to the provisions of 18 U.S.C. 1001 for the filing
of a false statement.

FEBo4
Date Authorized Agent

Thomas B. Foster, Vice
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EM 3reenwood
Holdings Inc.

5600SouthQuebecStreet
Suite 150-C
Englewood, Colorado 80111
(303)773-6703
Facsimile: (303) 694-1154

Oil and Gas Supervisor r

- Û

State of Utah ÛÑ,
Division of Oil, Gas and Mining
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

February 5, 1991

Subject; APD Federal 1-26
NE NW Sec. 26 TSS R17E
Uintah County, Utah

Dear Oil and Gas Supervisor,

Enclosed for your files are two (2) copies of Greenwood Holdings Inc.'s
Application for Permit to Drill the Federal 1-26 at the above captioned
location. Three (3) original copies have been submitted to the Bureau of Land
Management in Vernal, Utah, for approval. This application includes the
following Exhibits:

* Application for Permit to Drill; Form 3160-3,
+ Ten Point Drilling Program,
+ Multi-Point Surface Use and Operations Plan,
o Survey Plat, Rig Layout, Cut and Fill Diagram,
* Well Location Plat ( Figure 1 ),
* Access Map ( Maps "C" & "D" ).

The approved APD, conditions of approval, archaeological survey and other
pertinent documents will be submitted under separate cover.

Please feel free to contact me at the letterhead address or phone if you should
need any further information.

Sincerely,
Greenwood Holdings Inc.

es P. Ryder
Petroleum
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Sta$of Utah
DEPARTMENTOFNATURALRESOURCES
DIVISION OF OIL, GAS AND MINING

Norman IL Bangerter
Genernor 365West North Temple

Dee C. Hansen
3 Tried Center, Suite 350

Diannet Meisonem Salt i.ake City,Utah 841804203
Didslen obeelor 801-538-5340

February 19, 1991

Greenwood Holdings, Inc.
5600 S. Quebec Street, Suite 150-C
Englewood, Colorado 80111

Gentlemen:

Re: Federal 1-26 - NE NWSec. 26. T. 88. R. 17E - UIntah County. Utah
461' FNL. 1880' FWL

Approval to drillthe referenced well is hereby granted in accordance with R615-3-2,
Oil and Gas Conservation General Rules, subject to the following stipulations:

1. Prior to commencement of drilling, recei t by the Division of evidence
providing assurance of an adequate an approved supply of water as
required by Chapter 3, Title 73, Utah Code Annotated.

2. Special attention is directed to compliance with R615-3-34, Oil and Gas
Conservation General Rules, which prescribes drilling procedures for
designated oil shale areas.

In addition,the followingactions are necessary to fullycomplywith thisapproval:

1. Spudding notificationwithin 24 hours after drilling operations commence.

2. Submittal of an Entity Action Form within five working days following
spudding and whenever a change in operations or interests necessitates an
entity status change.

3. Submittal of the Report of Water Encountered During Drilling,Form 7.

4. Prompt notification if it is necessary to plug and abandon the well. Notify R.
J. Firth, Associate Director, (Office) (801)538-5340, (Home) 571-6068, or Jim
Thompson, Lead Inspector, (Home) 298-9318.

an equal opportunity
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Greenwood Holdings, Int.
Federal 1-26
February 19, 1991

5. Compliance with the requirements of R615-3-20,Gas Flaring or Venting, Oil
and Gas Conservation General Rules.

6. Prior to commencementof the proposed drillingoperations, plans for facilities
for disposal of sanitary wastes at the drill site shall be submitted to the local
health department. These drilling operations and any subsequent well
operations must be conducted in accordance with applicable state and local
health department regulations. A list of local health departments and copies
of applicable regulations are available from the Division of Environmental
Health, Bureau of General Sanitation, telephone(801)538-6121.

7. This approval shall expire one (1) year after date of Issuance unless
substantial and continuous operation is underway or an applicationfor an
extension is made priorto the approvalexpirationdate.

The API number assigned to this well is 43-047-31953.

Sincerely,

R. J. rt
Associate Director, Oli &Gas

tas
Enclosures
cc: Bureau of Land Management

J. L. Thompson
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5600SouthQuebecStreel
Suite150-C
Englewood, Colorado 80111 DIVISIONOF
(303) 773-6703 OILGAS&MINING
Facsimile: (303) 694-1154

March 19, 1991

Oil and Gas Supervisor
State of Utah
Division of Oil, Gas and Mining
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

RE: 6onfidentiality of Well data.
Federal 1-26 qp
NENW Sec. 26 TSS R17E
Uintah County, Utah

Gentlemen:

Greenwood Holdings Inc. respectfully requests that all information, described in
paragraph 4 of General Rule R615-2-11 of the Utah Board of Oil, Gas & Mining, for
the above captioned well be held confidential for a period of 12 (twelve) months
following the submittal date of the APD (February 4, 1991).

Well logs, electrical logs, maps, geological data, engineering information and
well completion reports containing such information will be submitted marked
"confidential" in red.

A similar request has been submitted to the BLM.

Thank you in advance for your careful handling of this matter.

Very Truly Yours,
Greenwood Holdings Inc.

Stev . Fillingham
Consulting



ITED STATES
TIN LICATE* F

t N31, 11 454136

. DEPARTMENT OF THE INTERIOR s. s......8IGNATION AND BERIAL NO.

BUREAUOF LAND MANAGEMENT UTU-67845
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTES 08 TBIBM NAME

la. TTPE or woaK

DRILL DEEPENO PLUGBACKO 7. UNE AGRHMENT NAME

b. Trra or wmLL NONE
W'ELLL GWABLL O .2...

'ANNE ZOUNLTH LB 8. FARM OR MABB NAMS

2. NAME OF OPERATOR

GREENWOODHOLDINGS INC. O. WEI.I. NO.

3. ADDRESSOFOPERATO. 5600 S. QUEBEC ST., SUITE 150-C FEDERAL 1-26
ENGLEWOOD COLORADO AO111 to. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly'and in accordance with any State requirements.*) UNNAMED/WC
At surface

461' FNL, 1880' FWL, NENW SEC 26, TSS, R17E 11. ..2..... on .

At proposed prod. son. c SEC 26, T8S, R17E
14. DISTANCE IN MILEB AND DIRECTION FROM NEAREST TOWN 08 POst orrica* 12. COUNTY OR PARIBR 18. BTATE

SEVEN(7) MILES SOUTHEAST OF MYTON, UTAH UINTAH UTAH
10. DISTANCE FROM PROPOSED* 16. NO. OF ACREB IN LEABE 17. NO. OF ACRES AssIGNED

LOCATION TO NEABEST 461' 1480 '°2"" *=6 40PROPERTY OB LEASE LINE, FT,
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. BOTART OR CABLE TOOLS
•ZZ^Zion."•°NL, L COMPLETED, 4500*. 6900 ' ROTARY

21. EIÆVATIONs (Show whether DF, RT, GR, etc.) 22. Arraox. nara woax wrLL staar•

5128' GL APRIL 1, 1991
23.

PROPOSED CASING AND CEMENTING PROGRAM

BIZE OF HOLE SIZE OF CAalNG WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

12 (" 8 5/8" J55 24# 300 ' 200 SX CIRC. TO SURFACE*
7 7/8" 5 " K55 15.5# 0-6900' 725 SX AS REQUIRED*

* CEMENT VOLUMES MAY CHANGE DUE TO HOLE SIZE. CALCULATE FROM CALIÉER
LOG.

I herby certify that Greenwood Holdings Inc. is authorized by the
proper Lease Interest Owners to conduct lease operations associated
with this Application for Permit to Drill the Federal 1-26. Federal
Lease # UTU-67845 Bond coverage pursuant to 43 CFR 3104 for lease
activities is being provided by Continental Casualty Co. Nationwide
Bond # 2666648, BLM Bond # WY2246. Greenwood Holdings Inc. will be
responsible for compliance with all the terms and conditions öf that
portion of the lease associated with this Application.

IN ABOVE SPACE DESCRIBE PROPOSED PROGaAM: It proposal is to deepen or plug back, give data on present productive sone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.

»m APR0 4 N

NOTICEOF APPROVAL CONDITIONSOF AP?ROV

TO OPERATCR'S C i

*SeeInstructionsOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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CONDITIONSOF APPROVAL
FOR APH DRILL

Company/0perator: Greenwood Holdings Inc.

Well Name & Number: Federal 1-26

Lease Number: U-67845

Location: NENW Sec. 26 T. 8S R. 17E

Surface Ownership: Federal Location & Partially Private Road

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to
construction of location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding
the well

Casing String and - at least twenty-four (24) hours prior to running
Cementing casing and cementing all casing strings.

80P and Related - at least twenty-four (24) hours prior to initiating
Equipment Tests pressure tests.

First Production - within five (5) business days after new well begins
Notice or production resumes after well has been off

production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use
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CONDITIONSOF APPROVALFOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Orders, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being
constructed and/or when well is being drilled. Contact the appropriate
Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing
Lones are Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of
this office. Copies of State of Utah form OGC-8-X are acceptable.
If noticeable water flows are detected, submit samples to this
office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described
by BLMat onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

Usable water may be encountered from the surfact to + 130 feet in
the Uinta Formation. The Mahogany oil shale and

the¯L1 oil shale
have been identified from + 3530 - 3590 feet and + 3710 - 3790
feet, respectively. Therefore, as a minimum,

the¯resources shall
be isolated and/or protected via the cementing program for the
production casing by having a cement top for the production casing
at least 200 feet above the oil shale.

2. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,
with a minimum of one centralizer per joint.

3. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous
waste or demonstrating a characteristic of a hazardous waste will
not be used in drilling, testing, or completion operations.
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No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLMapproval to ensure adequate
protection of fresh water aquifers.

4. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted
to this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight
hours, unless specific approval to start during other hours is
obtained from the Authorized Officer. However, DSTsmay be allowed
to continue at night if the test was initiated during daylight
hours and the rate of flow is stabilized and if adequate lighting
is available (i.e., lighting which is adequate for visibility and
vaporproof for safe operations). Packers can be released, but
tripping should not begin before daylight unless prior approval is
obtained from the Authorized Officer (AO).

A cement bond log (CBL) shall be utilized to determine the tog of
cement (TOC) for the production casing.

5. Notifications of Operations

The date on which production is cannenced or resumed will be
construed for oil wells as the date on which liquid hydrocarbons
are first sold or shipped from a temporary storage facility, such
as a test tank, and for which a run ticket is required to be
generated or the date on which liquid hydrocarbons are first
produced into a permanent storage facility, whichever first occurs;
and, for gas wells, as the date on which associated liquid
hydrocarbons are first sold or shipped from a temporary storage
facility, such as a test tank, and for which a run ticket is
required to be generated, or the date on which gas is first
measured through permanent metering facilities, whichever first
occurs.

Gas produced from this well may not be vented or flared beyond an
initial authorized test period of thirty (30) days or 50 MMCF
following its completion, whichever occurs first, without the prior
written approval of the AO. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be
directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted
and the operator shall be required to compensate the lessor for
that portion of the gas vented or flared without approval which is
determined to have been avoidably lost.

All site security regulations, as specified in Onshore Oil and Gas
Order No. 3, shall be adhered to.
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6. Other Information

All loading lines will be placed inside the berm surrounding the
tank battery.

All off-lease storage, off-lease measurement, or commingling
onlease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
we11head. The gas flowline will be buried or anchored down from
the wellhead to the meter and 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter
installations and at least quarterly thereafter. The A0 will be
provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter
calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore
Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas
Order No. 5 for natural gas measurement.

The use of materials under BLMjurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or
workover program without prior approval from the A0. Safe drilling
and operating practices must be observed. All wells, whether
drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in
accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the
operating regulations at Title 43 CFR 3162.4-1(c), requires that
"not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or
allocated to a lease site, or resumes production in the case of a
well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry
notice, of the date on which such production has begun or resumed."



If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000
per violation for each day such violation continues, not to exceed
a maximumof 20 days. See Section 109(c)(3) of the Federal Oil and
Gas Royalty Management Act of 1982 and the implementing regulations
at Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the
signature date. An extension period may be granted, if requested,
prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, please contact
one of the following individuals:

Gerald E. Kenczka (801) 781-1190
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLMFAX Machine (801) 789-3634
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EPA'S LIST OF NONEXEMPTEXPLORATIONANDPRODUCTIONWASTES

While the following wastes are nonexempt, they are not necessarily hazardous:

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes such as empty drums, drum rinsate,
vacuumtruck rinsate, sandblast media, painting wastes, spend
solvents, spilled chemicals, and waste acids.

Vacuum truck and drum rinsate from trucks and drums, transporting or
containing nonexempt wastes.

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation, and miscellaneous solids
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SURFACEUSE PROGRAM

1. Location of Existing and/or Proposed Facilities

The facility/battery or the well pad shall be surrounded by a
containment dike of sufficient capacity to contain, one and one
half times the contents of the entire facility/battery. The reason
for this is to protect the nearby Pariette water fowl area.

2. Methods for Handling Waste Disposal

The reserve pit shall be lined.

"The plastic nylon reinforced liner will be a minimum of 12 mil
thickness with sufficient bedding (either straw or dirt) to cover
any rocks. The liner will overlap the pit walls and be covered
with dirt and/or rocks to hold it in place. No trash, scrap pipe,
etc., that could puncture the liner will be disposed of in the
pit. More stringent protective requirements may be deemed
necessary by the A.0."

3. Well Site Layout

The reserve pit will be located on the south east side. According
to the Sundry Notice variance submitted, the flare pit will be
located upwind of the prevailing wind direction on the south side,
a minimum of 100 feet from the well head and 30 feet from the
reserve pit fence. The reserve pit stockpile will shield the
location from the flare pit.

The stockpiled topsoil (first six inches) will be stored on the
south west side.

Access to the well pad will be from the north west side.

Fencing Requirements

All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire shall be used with at least one strand of
barbed wire on top of the net wire (barbed wire is not
necessary if pipe or some type of reinforcement rod is
attached to the top of the entire fence).

b. The net wire shall be no more than 2-inches above the ground.
The barbed wire shall be 3-inches above the net wire. Total
height of the fence shall be at least 42-inches.

c. Corner posts shall be cemented and/or braced in such a manner
to keep the fence tight at all times.
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d. Standard steel, wood, or pipe posts shall be used between the
corner braces. Maximum distance between any two posts shall
be no greater than 16 feet.

e. All wire shall be stretched, by using a stretching device,
before it is attached to the corner posts.

The reserve pit fencing will be on three sides during drilling
operations and on the fourth side when the rig moves off the
location. Pits will be fenced and maintained until clean-up.

4. Surface Ownership:

The well site and a portion of the proposed access road are
situated on surface estated owned by the United States of America,
and administered by Area Manager, Daimond Mountain Resource Area
Office, Bureau of Land Management, 170 South 500 East, Vernal,
Utah, 84078.

Additional Surface Stipulations

A silt catchment dam and basin will be constructed according to BLM
specifications approximately 200 feet east of the location, where
flagged (specifications attached).

In addition to the approved APDa complete copy of the approved
Right-of-Way grant shall be on location during construction of the
access road.
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MINIMUMSTANDARDSFORDAMS
IMPOUNDINGUNDER10 AC. FT.-

I. Site Location and Design
A. Authorized BLMpersonnel must approve site location, fill material,foundation material, spillway size and location.8. Dam layout and location shall be with surveying instruments byqualified personnel.

II. Sorrow Areas
A. Borrow material shall be taken from within the reservoir basinbelow the high water line whenever possible.B. Vegetation, debris, and topsoil shall be removed to a depth of

. 12" below natural ground line and deposited as directed.C. Vegetation, debris, and topsoil shall be stockpiled to be used
-as cover for borrow areas above the high water line as directed.D. Vegetation, debris and topsoil moved below the dam shall be contoured,smoothed and blended into natural ground lines away from fill areasand outside the wash bottom.E. Borrow areas shall be smoothed, contoured and blended into naturalground lines.

III. Core Trench and Dam FoundationA. A core trench shall be constructed 12' wide along the full lengthof the dam center line to a minimum depth of 3' or bedrock.8. Sides of the core trench shall not be steeper than 1:1 slopes.C. Soft or unstable material encountered in the core.trench or damfoundation shall be removed and will not be used as fill.
IV. Damand Core Fill

A. Fill shall be homogeneous material, preferably of highly impervious,compactable soils (such as high clay content soils free of organic. . material, sand or rock).B. Lifts of fill shall not exceed 6" when compacted.C. Fill shall be built up at a consistant rate the full length-ofthe dam.
D. Lifts shall be compacted by at least one pass of the crawler tractorover the entire width of the lift.E.. Fill shall be smoothed, maintaining specified slopes.

V. Spillway
A. Spillway shall be constructed through natural material.8. Spillway shall be constructed to divert overflow away from fillareas or natural material that is an integral part of the dam.C. Incorporate in-place rock or hauled-in rock in spillway and atdischarge point below spillway to prevent "down cutting" and"blowout" holes, when
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Form 2800-14 UNITED STATES issuing omce Vernal District
(August 1985) DEPARTMENT OF THE INTERIOR Diamond Mountain Resource Arer

BUREAU OF LAND MANAGEMENT
Serial Number

RIGHT-OF·WAYGRANTITEMPORARYUSE PERMIT U-65150

1. A (right-of-way) (permit) is hereby granted pursuant to:

a. Title V of the Federal Land Policy and Management Act of October 21, 1976 (90 Stat. 2776;
43 U.S.C. 1761);

b. Section 28 of the Mineral Leasing Act of 1920. as amended (30 U.S.C. 185);

c. Okr (descde)

2. Nature of Interest:

a Ry this instrument the holder Greenwood Holdings Inc. receives a

right to construe, ap,,,,, m,¡n,,¡. .na ,,,,¡,2,, .n access road to well #1-26 (OG Icase U-67845)

on public lands (or Federal land for MLA Rights-of-Way) described as follows:

T. 8 S., R. 17 E., SIM, Utah
Sec. 22, NWSE;
Sec. 23, N2SW, W2SE.

b. The right-of-way or permit area granted herein is
30 feet wide, ' feet long and contains acres, more or

less. If a site type facility, the facility contains acres.

c. 11tis instrument shall terminateon April 1, 2021 ,

30 years from its effectivedate unless, prior thereto, it is relinquished,

abandoned, terminated, or modified pursuant to the terms and conditions of this instrument or of any applicable Federal law or regulation.

d. Tilis instrument ŠmayO may not be renewed. If renewed, the right-of-way or permit shall be subject to the regulations existing at the time of renewat and

any other terms and conditions that the authorized officer deems necessary to protect the public interest.

e. Notwithstanding the expiration of this instrument or any renewal thereof, early relinquishment, abandoment, or termination, the provisions of this instrument,
to the extent applicable, shall continue in effect and shall be binding on the holder, its successors, or assigns, until they have fully satisfied the obhgations

and/or liabilities accruing herein before or on account of the expiration, or prior termination, of the
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United States De artment of the Interior DE

BUREAU OF LAND MANAGEMENT '

VERNAL DISTRICT OFFICE
170 SOUTH 500 EAST IN REPLY REFER TO:

VERNAL, UTAH 84078
'j, 3160

----
- UTO8438

April 4, 1991

Greenwood Holdings, Inc.
5600 S. QuebecSt., Suite 150-C
Englewood, CO 80111

Re: Well No. 1 -26

NENW,Sec. 26, T8S, R17E
Lease No. U-67845

Gentlemen:

Attached is an approved copy of the Application for Permit to Drill for the
above referenced well .

A copy of the approved APD was retained at this office to be picked up by your
field representative.

If you have any questions concerning this matter, please contact Margie
Herrmann of this office at (801) 789-1362.

Sincerely,

Howard B. Cleavinger II
Assistant District Manager
for Minerals

Attachment:

APRI 5 1991
DIVISIONOF

OILGAS&



F 3160-3 sUBMIT rJCATE* Form approved.
( e der 1983) (Other ins ructions on Budget Bureau No. 1004-0136
(forme 1y 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR a. 2,.... DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT UTU-67845
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK O. IFINDIAN,ALLOTTEROBTRIBMNAME

18. TTPE OF WORK

DRILL DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. TTrz or w.LL NONE
OILLL WASLL

OTHER
NNE ZONLTIPO 8. FRM OB LEASE NAME

2. NAME OF OPERATOR

GREENWOODHOLDINGS INC. 9. WELL NO.

3. ADDamas or orzaatoa 5600 S. QUEBEC ST., SUITE 150-C FEDERAL 16-!
FNGLEWOOD COLORADO A0111 to. FIELD AND POOL, OB WILDCAT

4. LOCATION Or wmLL (Report location clearly"and in accordance with any State requirementa.*) UNNAMED/WC
At sur£ace

. 461' FNL, 1880' FWL, NENW SEC 26, TSS, R17E 11.gen".'Jahr"3a°"a.".LK.

At proposed prod. zone
SEC 26, T8S, R17E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN on rost orricz* 12. CocxTT os PAaxas 13. staTa

SEVEN(7) MILES SOUTHEAST OF MYTON, UTAH UINTAH UTAH
10. DISTANCE FROM PROPOSED• 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST 461' 1480 =°2='" *== 40PROPERTY OR LEASE LINE, FT.
(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION• 19. PROPOSED DEPTH 20. ROTART OR CABLE TOOLS
o'.°irÎËr'o.."O'N

r
IN C PLETED 4500± 6900 ' ROTARY

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROE. DATE WOBE WILL START*

5128r GL APRIL 1, 1991
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE BIEE OF CABING WEIGHT PER FOOT SETTING DEPTH QUANTITT OF CEMENT

1_2_k' 8 5/8" J55 24# 300' 200 SX CIRC. TO SURFACE*
7 7 /8" 5 §" K55 15. 5# 0-6900 ' 725 SX AS REQUIRED*

* CEMENT VOLUMES MAY CHANGE DUE TO HOLE SIZE. CALCULATE FROM CALIPER
LOG.

I herby certify that Greenwood Holdings Inc. is authorized by the
proper Lease Interest Owners to conduct lease operations associated
with this Application for Permit to Drill the Federal 1-26. Federal
Lease # UTU-67845 Bond coverage pursuant to 43 CFR 3104 for lease
activities is being provided by Continental Casualty Co. Nationwide
Bond # 2666648, BLM Bond # WY2246. Greenwood Holdings Inc. will be
responsible for compliance with all the terms and conditions öf that
portion of the lease associated with this Application.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present prodnetive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.

s B. r

SIGN TITLE DË DATE FONYllmYi7 $1

(This space for Federal or State odice use)

P ED B DATE

NOTICEOFAPPROVAL
CONDITION3 OF APPROVAL ATTACHED*SeeInstructionsOn ReverseSide To OPERATOR'S COPY

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



GREEHWOOg HOLD/NGS, ING LO D IN THE NE¼ OF THE NW¼OF

WEL L LOCAT/OH PL A T SECTION 26, T8S, Rl7E, S.L.B.& M.

FEDERAL 26-/
SO9°58'W (basis) 263/.73'

/880' GREENWOOD HOLD/PGS, /NC
EEDERAL 26-/
UNGRADE GROUND ELEV: 5/28'

N :TH

26 )

SCALE:1"=lOOO'

LEGEÆO & NOTES SURVEYOR'S CERTIE/CATE

* Monuments found and used by this I hereby certify that this plat was prepared
survey. from field notes of an actual survey

performed by me. during which the shown
The General Land Office (G.L.O.) monuments were found or established.
plat was used for reference and
calculations, and the basis of
bearings.

An elevation of 5110' above sea level at Jerr D. Allr , Registered Land

the N.W. Corner of Section 26 as indicated Sdtveyor, ert. No. 3817 (Utah)

on the USGS map was used as the basis
of elevations.

JERRY D. ALLRED & ASSOCIATES
Surveying & Engineering Consultants

121 North Center Street
P.O. Drawer C

DUCHESNE.UTAH 84021
18 Jan '91 91-121-001
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DRILLING PROGRAM

Company Greenwood Holdings Inc, Well No. Federal 26-1

Location NE NW Section 26, T. SS R. 17E Lease No. UTU-67845

Onsite Inspection Date

All lease and/or unit operations will be conducted in such a manner that full
compliance is made with applicable laws, regulations (43 CFR 3100), Onshore Oil
and Gas Order No. 1, and the approved plan of operations. The operator is fully
responsible for the actions of his subcontractors. A copy of these conditions
will be furnished to the field representative to insure compliance.

1. Surface Formation and Estimated Formation Tops:

Formation Deoth Datum (GR)

Uinta Surface 5128'
Green River 1860' +3268
Douglas Creek Marker 5150' - 22'
Wasatch 6530' -1402'

TD 6900' -1772'

2. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones
are Expected to be Encountered:

Formation ign_g

Expected oil zones: Green River, Wasatch 5150'-6530',6530'-6900'
Expected gas zones: None
Expected water zones: None
Expected mineral zones: Oil Shale Top @ 1860'

All fresh water and prospectively valuable minerals (as described by BLM
at onsite) encountered during drilling, will be recorded by depth and
adequately protected. All oil and gas shows will be tested to determine
commercial potential.

3. Pressure Control Eguipment: (Schematic Attached)

A 3000 WP BOP system as described in the BOP and Pressure Containment Data
(attached) will be installed and maintained from the surface casing as
described below:

A. Type: 11" Double Gate Hydraulic.

The Blow-Out Preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Kill line (2-inch
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Greenwood Holdings Inc.

Drilling Prognosis
Page 2

3. Pressure Control Equioment: (Continued)

4. One (1) kill line valve (2-inch minimum).
5. One (1) choke line valve.
6. Two (2) adjustable chokes.
7. Upper kelly cock valve with handle available.
8. Safety valve & subs to fit all drill strings in use.
9. 2-inch (minimum) choke line.

10. Pressure gauge on choke manifold.

B. Pressure Rating: 3,000 psi

C. Testing Procedure:

At a minimum, the BOP, choke manifold, and related equipment will be
pressure tested to the approved working pressure of the BOP stack (if
isolated from the surface casing by a test plug) or to 70% of the
internal yield strength of the surface casing (if the BOP is not
isolated from the casing by a test plug). Pressure will be maintained
for a period of at least ten (10) minutes or until the requirements
of the test are met, whichever is longer.

At a minimum, the above pressure test will be performed:

1. When the BOP is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition to the above, the pipe and blind rams will be activated
each trip, but not more than once each day.

All BOP drills and tests will be recorded in the IADC driller's log.

D. Choke Manifold Equipment:

All choke lines will be straight lines unless turns use tee blocks or
are targeted with running tees, and will be anchored to prevent whip
and vibration.

E. Accumulator:

The accumulator will have sufficient capacity to close all BOP's and
retain 200 psi above precharge. Nitrogen bottles which meet the
manufacturer's specifications will be used as the backup to the
required independent power source. The accumulator precharge pressure
test will be conducted prior to connecting the closing unit to the BOP
stack and at least once every six (6) months thereafter. The
accumulator pressure will be corrected if the measured
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Drilling Prognosis
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E. Accumulator: (Continued)

pressure is found to be above or below the maximum or minimum limits
specified in Onshore Operating Order #2.

F. Miscellaneous Information:

The Blow-Out Preventer and related pressure control equipment will be
installed, tested andmaintained in compliance with the specifications
in and requirements of Onshore Operating Order #2.

The choke manifold and BOP extension rods with hand wheels will be
located outside the rig sub-structure. The hydraulic BOP closing unit
will be located at least twenty-five (25) feet from the well head but
readily accessible to the driller.

Exact locations and configurations of the hydraulic BOP closing unit
will depend upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 100
feet (minimum) from the center of the drill hole to a separate flare
pit.

4. The Proposed Casing and Cementine Program:

A. Casing Program:

Hole Size Cse Size Wt/Ft Grade Threads New/Used Depth

12-1/4" 8-5/8" 24# J-55 STC New 300'
7-7/8" 5-1/2" 15.5# K-55 LTC New/Used TD

Casing string(s) will be pressure tested to 0.22 psi per foot, or 1500
psi (not to exceed 70% of the internal yield strength of the casing),
whichever is greater, after cementing and prior to drilling out from
under the casing shoe.

B. Cementing Program:

Surface Casing : Cement with approximately 200 sx Class "G"
cement + additives, circulated to surface
with 100% excess.

Production Casing : Lead with approximately 325 sx "Lite" cement
with Cello-seal plus additives; tail with
approximately 400 sx class "G" cement +
additives. Volume will be calculated to
extend 200' above the top of the Green River
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Drilling Prognosis
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B. Cementing Program: (Continued)

Actual cement volumes to be required will be determined from the
caliper log.

All waiting on cement (WOC) times will be adequate to achieve a minimum
of 500 psi compressive strength at the casing shoe prior to drilling
out.

5. Mud Proeram: (Visual Monitoring)

Interval Tygg Weight Viscosity Fluid Loss

0-300' Water ----- --------- ----------

300-6900' KCL Water 8.4 28 NC

Sufficient quantities of mud materials will be maintained or readily
accessible for the purpose of assuring well control during the course of
drilling operations.

No chromate additives will be used in the mud system on Federal lands
without prior BUI approval to ensure adequate protection of fresh water
aquifers.

6. Evaluation Prorram:

Legg : DLL-GR-SP 6900'-Surface
FDC-CNL 6900'-4200'
Caliper log 6900'-1800'

DST's : None anticipated

Cores : None anticipated.

The proposed evaluationprogrammay change at the discretion of the wellsite
geologist, with prior approval from the Authorized Officer, Bureau of Land
Management.

Stimulation:

No stimulation or frac treatment has been formulated for this test at this
time. The drill site, as approved, will be of sufficient size to
accommodate all completion activities.

Whether the well is completed as a dry hole or as a producer, Well
Completion and Recompletion Report and Log (Form 3160-4) will be submitted
to the Book Cliffs Resource Area Office not later than thirty (30) days
after the completion of the well or after completion of operations being
performed, in accordance with 43 CFR
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Stimulation: (Continued)

Two (2) copies of all logs, core descriptions, core analyses, well test
data, geologic summaries, sample description, and all other surveys or data
obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings, fluids,' and/or gases) will be submitted when requested by the Authorized Officer,
Book Cliffs Resources Area Office, Bureau of Land Management, 170 South 500
East, Vernal, Utah 84078, Phone: (801) 789-1362.

7. Abnormal Conditions:

No abnormal temperatures or pressures are anticipated. No H2S has been
encountered in or known to exist from previous wells drilled to similar
depths in the general area. Maximum anticipated bottom hole pressurempak
approximately 2,988 psi (calculated at 0.433 psi/foot).

8. Anticipated Starting Dates and Notification of Operations:.

A. Drilling Activity

Anticipated Commencement Date : April 10, 1991
Drilling Days : Approximately 10 Days
Completion Days : Approximately 7 Days

B. Notification of Operations

The Book cliffs Resource Area Office, Bureau of Land Management will
be notified at least twenty-four (24) hours PRIOR to the commencement
of the following activities:

1. Spudding of the well. This oral report will be followed up
with a Sundry Notice (Form 3160-5);

2. Initiating pressure tests of the blow-out preventer and
related equipment;

3. Running casing and cementing of ALL casing strings.

No location will be constructed or moved, no well will be plugged, and no
drilling or workover equipment will be removed from a well to be placed in
suspended status without prior approval of the Authorized Officer. If
operations are to be suspended, prior approval of the Authorized Officer
will be obtained and notification given before resumption of operations.

In accordance with Onshore Operating Order #1, this well will be reported
on MMS Form 3160-6, "Monthly Report of Operations", starting with the month
in which operations commence and continuing each month until the well is
physically plugged and abandoned. This report will be filed directly
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B. Notification of Overations (Continued)

the Royalty Management Program, Minerals Management Service, P. O. Box
17110, Denver, Colorado 80217.

Immediate Report: spills, blowouts, fires, leaks, accidents, or any
other unusual occurrences shall be promptly reported in accordance
with the provisions of NTL-3A or its current revision.

If a replacement rig is contemplated for completion operations, a "Sundry
Notice" (Form 3160-5) to that effect will be filed for prior approval of
the Authorized Officer, and all conditions of this approved plan will be
applicable during all operations conducted with the replacement rig.

Should the well be successfully completed for production, the Authorized
Officer will be notified when the well is placed in a producing status.
Such notification will be sent by telegram or other written communication
no later than five (5) business days following the date on which the well
is placed on production.

Pursuant to NTL-23, with the approval of the Authorized Officer, produced
water may be temporarily disposed of into the reserve pit for a period of
up to ninety (90) days. During this period so authorized, an application
for approval of the permanent disposal method, along with the required
water analysis and other information, must be submitted to the Authorized
Officer.

Pursuant to NTL-4A, lessees and operators are authorized to vent/flare gas
during initial well evaluation tests, not exceeding a period of thirty (30)
days or the production of fifty (50) MMCF of gas, whichever occurs first.
An application must be filed with the Authorized Officer, and approval
received, for any venting/flaring of gas beyond the initial thirty (30)
days or otherwise authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3,
and 3162.7-4 shall be submitted to the Vernal District Office within thirty
(30) days of installation or first production, whichever occurs first. All
site security regulations as specified in 43 CFR 3162.7 shall be adhered
to. All product lines entering and leaving hydrocarbon storage tanks will
be effectively sealed in accordance with 43 CFR 3162.7-4.

A first production conference will be scheduled within fifteen (15) days
after receipt of the first production notice.

No well abandonment operations will be commenced without the prior approval
of the Authorized Officer. In the case of newly-drilled dry holes or
failures, and in emergency situations, oral approval will be obtained from
the Authorized
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B. Notification of Operations (Continued)

A "Notice of Intention to Abandon" (Form 3160-5) will be filed with the
Authorized Officer within fifteen (15) days following the granting of oral
approval to plug and abandon.

Upon completion of approved plugging, a regulation marker will be erected
in accordance with 43 CFR 3161.6. The following information will be
permanently placed on the marker with a plate, cap, or beaded-on with a
welding torch: "Fed" or "Ind", as applicable; Company Name, Corporation
Well Name andNtanber, LocationbyQuarter/Quarter, Section, Township, Range,
and Federal or Indian Lease Number.

A "Subsequent Report of Abandonment" (Form 3160-5) will be submitted within
thirty (30) days following the actual plugging of the well bore. This
report will indicate where plugs were placed and the current status of
surface restoration operations. If surface restoration has not been
completed at that time, a follow-up report on Form 3160-5 will be filed
when all surface restoration work has been completed and the location is
considered ready for final inspection. Final abandonment will not to
approved until the surface reclamation work required by the approved
Application for Permit to Drill has been completed to the satisfaction of
the Authorized Officer or his representative, or the appropriate Surface
Management
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MULTI-POINT SURFACE USE AND OPERATIONS PLAN

Company Greenwood Holdings, Inc, Well No. Federal 26-1

Location NE NW Section 26, T. 8S R. 17E Lease No. UTU-67845
Uintah County, Utah

1. Existing Roads: Refer to Maps "C" & "D" (Shown in ORANGE)

A. The proposed well site is staked and four 200-foot reference stakes
are present.

3. To reach the location from the town of Myton, Utah; proceed southwest
1.5 miles on Highway 40 to the "Pleasant Valley" sign. Turn left on
State Highway 53 and go south approximately 2 miles to County Road 216.

Follow County Road 216 (3.7 miles) to BLM sign.

Continue on County Road 216 (0.7 miles) past the BLM sign to
intersection on east side of road. Turn left (east) towards radio
tower, proceed (3.0 miles) to gate.

From gate, continue east along hillside 1.5 miles. Turn right onto
lease road and proceed around perimeter of hayfield 0.6 miles to the
location.

Lease road will be marked with signs.

C. Access roads - refer to Maps "C" & "D".

D. Access roads within a one-mile radius - refer to Map "C".

E. The existing gravel roads will be maintained in the same or better
condition as existed prior to the commencement of operations and said
maintenance will continue until final abandonment and reclamation of
the well location.

2. Flanned Access Roads: Refer to Map "D" (Shown in Yellow)

Approximately 3100 feet of new road construction will be required for access
to the proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-foot road
running surface, crowned & ditched.

B. Construction standard - the access road will be constructed in
accordance with Bureau of Land Management Roadway Guidelines
established for oil and gas exploration and development activities as
referenced in the BLM/USFS publication: Surface Operating Standards
for Oil and Gas Exploration and Development, Third
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2. Planned Access Roads: (Continued)

Construction standard - the road will be constructed to meet the
standards ofthe anticipated traffic flowandall-weatherrequirements.
Constructionwill include ditching, draining, graveling, crowning, and
capping the roadbed as necessary to provide awell constructed and safe
road.

Prior to construction/upgrading, the roadway shall be cleared of any
snow cover and allowed to dry completely.

Traveling off of the thirty (30) foot right-of-waywill notbe allowed.

Road drainage crossings shall be of the typical dry creek drainage
crossing type. Crossings shall be designed so they will not cause
siltation or the accumulation of debris in the drainage crossing nor
shall the drainage be blocked by the roadbed. Erosion of drainage
ditches by runoff water shall be prevented by diverting water off at
a frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and detours around
them avoided.

C. Maximum grade - 3%.

D. Turnouts - turnouts will be constructed along the access route as
necessary or required to allow for the safe passage of traffic. None
anticipated at this time.

E. Drainage design - the access road will be crowned, ditched, and water
turnouts installed as necessary to provide for proper drainage along
the access road route.

F. Culverts,cuts and fills - no culverts will be required. There are no
major cuts and/or fills on/along the proposed access road route.

G. Surface materials - any construction materials which may be required
for surfacing of the access road will be purchased from a local
contractor having a permitted source of materials in the area, if
required by the Authorized Officer, Bureau of Land Management. None
anticipated at this time.

H. Gates, cattle guards or fence cuts - none required.

I. Road maintenance - during both the drilling and production phase of
operations, the road surface and shoulders will be kept in a safe and
useable condition and will be maintained in accordance with the
original construction standards. All drainage ditches and culverts
will be kept clear and free-flowing, and will also be maintained
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2. Planned Access Roads: (Continued)

accordance with the original construction standards. The access road
right-of-way will be kept free of trash during operations.

J. The proposed access road is flagged.

3. Locat(on of Existine Wells Within a One-Mile Radius:

Please refer to Map "¤".

A. Water Wells - none known.
B. Abandoned Wells - none known.
C. Temporarily Abandoned Wells - none known.
D. Disposal Wells - none known.
E. Drilling Wells - none known.
F. Producing Wells - NESE, Section 23, TSS, R17E.
G. Shut-in Wells - none known.
H. Injection Wells - none known.
I. Monitoring Wells - none known.

4. Location of Existing and/or Proposed Facilities Ownedby Greenwood Holdings,
Inc, Within a One-Mile Radius:

A. Existing - none.

1. Tank Batteries - none.
2. Production Facilities - none.
3. Oil Gathering Lines - none.
4. Gas Gathering Lines - none.

B. New Facilities Contemplated

1. All production facilities willbe locatedon the disturbedportion
of the well pad and at a minimum of twenty-five (25) feet from
the toe of the back slope or toe of the fill slope.

2. The production facilities (consisting primarily of a christmas
tree at the well head, dehydration unit, and emergency pit) will
require an area approximately 300' X 135'. A diagram showing the
proposed production facility layout will be submitted to the
Authorized Officer via "Sundry Notice" (Form 3160-5) for approval
of subsequent installation operations.

3. Production facilities will be accommodated on the existing well
pad. Construction materials required for installation of the
production facilities will be obtained from the site; any
additional materials required will be purchased from a local
supplier having a permitted (private) source of materials within
the
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B. New Facilities Contemplated (Continued)

The dike will be constructed completely around those production
facilities which contain fluids (i.e. production tanks, produced
water tanks, and/or heater/treater). These dikes will be
constructed of compacted subsoil, be impervious, hold 100% of the
capacity of the largest tank, and be independent of the back cut.

• 4. All permanent (on-site for six months or longer) above-the-ground
structures constructed or installed including pumping units will
be painted a flat, non-reflective, earthtone color to match one
of the standard environmental colors, as determined by the five
(5) State Rocky Mountain Interagency Committee. All production
facilities will be painted within six (6) months of installation.

Facilities required to comply with Occupational Health and Safety
Act Rules and Regulations will be excluded from this painting
requirement.

The standard paint color is Carlsbad Canyon, Munsell standard
Color number 2.5Y 6/2, or Desert Brown (10YR 6/3).

5. If at any time the facilities located on public lands and
authorized by the terms of the lease are on longer included in
the lease (due to a contraction in the unit or other lease or
unit boundary change), the Bureau of Land Management will process
a change in authorization to the appropriate statute. The
authorization will be subject to the appropriate rental or other
financial obligation as determined by the Authorized Officer.

C. The production (emergency) pit will be fenced with woven wire mesh
topped with one (1) strand of barbed wire held in place with metal
side posts and wooden corner "H" braces in order to protect livestock
and wildlife. Please refer to Item #9E (page #'s 8&9) for additional
information on the fencing specifications.

D. During drilling and subsequent operations, all equipment and vehicles
will be confined to the access road right-of-way and any additional
areas as specified in the approved Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for operations will
be accomplished by grading, leveling and seeding as recommended by the
Bureau of Land Management (Refer to Item #10A2, page 10) for the
appropriate seed mixture and rate of application.

5. Location and Type of Water Supp1v:

A. Water to be used for drilling and production of this well will be
hauled by truck from Pleasant Valley. In the event that this source
is not used, other arrangements will be made with the proper
authorities for an alternate
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7. Methods of Handling Waste Materials: (Continued)

C. Produced Fluids - liquid hydrocarbons produced during completion
operations will be placed in test tanks on the location. Produced
waste water will be confined to a lined pit (reserve pit) or storage
tank for a period not to exceed ninety (90) days after initial
production. During the ninety (90) day period, in accordance with
NTL-2B, an application for approval of a permanent disposal method and
location, along with the required water analysis, shall be submitted
for the Authorized Officer's approval. Failure to file an application
within the time frame allowed will be considered an incidence of
noncompliance.

Any spills of oil, gas, salt water or other noxious fluids will be
immediately cleaned up and removed to an approved disposal site.

D. Sewage - self-contained, chemical toilets will be provided for human
waste disposal. Upon completion of operations, or as needed, the
toilet holding tanks will be pumped as and the contents disposed of
in the nearest, approved, sewage disposal facility.

E. Garbage and other waste material - garbage, trash and other waste
materials will be collected in a portable, self-contained and fully-
enclosed trash cage during drilling and completion operations. Upon
completion of operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash will be
burned on location or placed in the reserve pit.

F. Immediately after removal of the drilling rig, all debris and other
waste materials not contained in the trash cage will be cleaned up and
removed from the well location. No adverse materials will be left on
the location. Any open pits will be fenced during the drilling
operation and the fencing will be maintained until such time as the
pits are back filled.

8. Ancillary Facilities:

None anticipated.

9. Wellsite Layout:

A. Exhibit "A" shows the drill site layout as staked. Cross sections
have been drafted to visualize the planned cuts and fills across the
location. A minimum of six (6) inches of topsoil will be stripped
from the location (including areas of cut, fill, and/or subsoil
storage) and stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil stockpiles.

B. Exhibit "B" is a diagram showing the rig layout. No permanent living
facilities are planned. There will be one (1) trailer on location
during drilling operations for the
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9. Wellsite Lavout: (Continued)

C. A diagram showing the proposed production facility layout will be
submitted to the Authorized Officer via Sundry Notice (Form 3169-5)
for approval of subsequent operations (Refer to Item #43, page #4, for
additional information in this regard).

D. If porous subsoil materials (gravel, scoria, sand, faulted rock
structures, etc.) are encountered during reserve pit construction, an
impervious liner will be installed in order to prevent drilling water
loss through seepage. We do not anticipate the need for a pit liner
at this time.

E. Prior to the commencement of drilling operations, the reserve pit will
be fenced "sheep tight" on three (3) sides according to the following
minimum standards:

1. 30-inch net wire shall be used with at least one (1) strand of
barbed wire on top of the net wire (barbed wire is not necessary
if pipe or some type of reinforcement rod is attached to the top
of the entire fence).

2. The net wire shall be no more than two (2) inches above the
ground. The barbed wire shall be three (3) inches above the net
wire. Total height of the fence shall be at least 42 inches.

3. Corner posts shall be cemented and/or braced in such a manner to
keep the fence tight at all times.

4. Standard steel, wood, or pipe posts shall be used between the
corner braces. Maximum distance between any two (2) posts shall
be no greater than sixteen (16) feet.

5. All wire shall be stretched, by using a stretching device, before
it is attached to the corner posts.

F. Any hydrocarbons on the pit will be removed from the pit as soon as
possible after drilling operations are completed.

10. Plans for Reclamation of the Surface:

A. Production

1. Immediately upon well completion, the well location and
surrounding area(s) will be cleared of all debris, materials,
trash and junk not required for production.

2. Uponwell completion, any hydrocarbons on the pit shall be removed
in accordance with 43 CFR
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A. Production (Continued)

3. If a plastic or nylon reinforced pit liner is used, it shall be
torn and perforated before back filling of the reserve pit.

4. Before any dirt work to restore the location takes place, the
reserve pit will be completely dry and all cans, barrels, pipe,
etc. will be removed. Other waste and spoil materials will be
disposed of immediately upon completion of drilling andworkover
activities.

5. The reserve pit and that portion of the location and access road
not needed for production facilities/operations will be reclaimed
within ninety (90) days from the date of well completion, weather
permitting.

6. For production, the fill slopes will be reduced from a 1.5:1
slope to a 3:1 slope and the cut slopes will be reduced from a
1.5:1 slope to a 3:1 slope by pushing the fill material back up
into the cut.

7. If necessary a diversion ditch will be constructed above the east
side of the location (after reclamation of the reserve pit area)
and will be designed to divert runoff water to the south of the
producing well location.

8. Upon completion of back filling, leveling and recontouring, the
stockpiled topsoil will be evenly spread over the reclaimed
area(s). Prior to reseeding, all disturbed surfaces (including
the access road and location) will be scarified and left with a
rough surface. No depressions will be left that would trap water
and form ponds. All disturbed surfaces (including the access
road andwell pad areas) will be reseeded. Seed will be broadcast
or drilled as recommended. If broadcast, a harrow or some other
implement will be dragged over the seeded area to assure seed
coverage.

The appropriate seed mixture and restoration season will be
determinedby the BLMeither as part of the Conditions of Approval
of the APD or according to a surface reclamation plan submitted
to and approved by the Surface Management Agency prior to
restoration.

B. Dry Hole/Abandoned Location

1. At such time as the well is physically plugged and abandoned,
Greenwood Holdings, Inc. will submit a "Subsequent Report of
Abandonment" to the Authorized Officer for approval. At that
time, the Bureauof LandManagementwill formulate the appropriate
surface rehabilitation requirements and attach them as the
conditions of approval for final
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11. Surface Ownershio:

The well site and proposed access road are situated on surface estate which
is owned by the United States of America and administered by:

Area Manager
Book Cliffs Resource Area Office
Bureau of Land Management
170 South 500 East
Vernal, Utah 84078
Phone: (801) 789-1362

12. Other Information:

A. The proposed well is located in the southern central portion of the
Uinta Basin near the boundary between Duchesne and Uintah Counties
sevenmiles south ofMyton, Utah. The area is interlacedwith numerous
shallow gulches and arroyos ranging from a few feet to as much as 130'
in depth and separated by flat crested ridges formed in sandstone,
cobblerock, conglomerate, and shale deposits. Alongwith this badland
type topography are broad areas of gravel covered terraces and buttes
which support local dry land farming.

The majority of the small drainage are of a non-perennial nature with
normal flow limited to the early spring run-off and rare heavy
thunderstorms or rain storms. Normal annual precipitation is only
eight inches.

The oils of this semi-arid area are of the Uinta Formation and Wasatch
Formation, (the Fluvial Sandstone and Hudstone) from the Eocene Epoch.
Visible geologic structure consists of light brownish-gray clays to
sandy soils with poor gravels and shales and outcrops of rock
(sandstone, mudstone, conglomerate, and shale).

Due to the low precipitation, climatic conditions, and the marginal
types of soils, the vegetation that is found in the area is common of
the semi-arid region we are located in and in the lower elevations of
the Uinta Basin. It consists of, as primary flora; sagebrush,
rabbitbrush, some grasses, and cacti. Willow, Cottonwood and low scrub
brush are found long the lower areas close to drainage and streams.

The animal of the area consist predominately of mule deer, coyotes,
rabbits, varieties of small ground squirrels and other types of
rodents, and various reptiles common to the area. The birds of the
area are raptors, finches, ground sparrows, magpies, crows and jays.

B. Surface Use Activities: The primary surface use is for grazing, much
of the access road boarders sprinkler irrigated hayfields.

C. Proximity of Water, Occupied Dwellings, Archaeological, Historical or
Cultural
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12. Other Information: (Continued)

1. The closest source of permanent water is the Duchesne River.
The Duchesne River is located approximately 8 miles north of the
proposed location.

2. The closest occupied dwellings are located in the town of Myton,
approximately 7.0 miles to north-west.

3. Oreenwood Holdings Inc. will be responsible for informing all
persons in the area who are associated with this project that
they will be subject to prosecution for knowingly disturbing
historic or archaeological sites or for collecting artifacts.
If historic or archaeological materials are uncovered, Greenwood
Holdings Inc. will suspend all operations that might further
disturb such materials and immediately contact the Authorized
Officer.

Within five (5) working days the Authorized Officer will inform
Greenwood Holdings Inc. as to:

- whether the materials appear eligible for the National
Register of Historic Places;

- the mitigation measures the operator will likely have to
undertake before the site can be used (assuming in situ
preservation is not necessary); and

- a time frame for the Authorized Officer to complete an
expedited review under 36 CFR 800.11 to confirm, through
the State Historic Preservation Officer are correct and
that mitigation is appropriate.

If Greenwood Holdings Inc. wishes, at any time, to relocate
activities to avoid the expense of mitigation and/or the delays
associated with this process, the Authorized Officer will assume
responsibility for whatever recordation and stabilization of the
exposed materials maybe required. Otherwise, Greenwood Holdings
Inc. will be responsible for mitigation costs.

3. The Authorized Officer will provide technical and procedural
guidelines for the conduct of mitigation. Upon verification from
the Authorized Officer that the required mitigation has been
completed, Greenwood Holdings Inc. will thenbe allowed to resume
construction.

D. Additional Stipulations for Operations on Lands Administered by the
Bureau of Land Management:

1. Greenwood Holdings Inc. will control noxious weeds along rights-
of-way for roads, pipelines, well sites, or other
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12. Other Information: (Continued)

facilities. A list of noxious weeds may be obtained from the
Bureau of Land Management, or the Uintah County Extension Office.
On lands administered by the Bureau of Land Management, it is
required that a "Pesticide Use Proposal" shall be submitted, and
approval obtained,prior to the applicationofherbicides orother
pesticides or possible hazardous chemicals for the control of' noxious weeds.

2. Drilling rigs and/or equipment used during drilling operations
on this well site.will not be stacked or stored on federal lands
after conclusion of drilling operations or at any other time
without the proper authorization from the Bureau of Land
Management. However, If BLM authorization is obtained, it is
only a temporary measure to allow Greenwood Holdings, Inc. the
time to make arrangements for permanent storage at a commercial
facility.

3. Greenwood Holdings Inc. shall contact the Bureau of Land
Management between 24 and 48 hours prior to commencement of
construction activities on the access road and/or well location:
(801) 789-1362.

4. The Bureau of Land Management shall be notified upon site
completion and prior to moving drilling tools onto the location.

13. Lessee's or Operator's Representative and Certification:

Representative

Greenwood Holdings Inc. (303) 773-6703 Office (8:00AM-5:00PM)
Jim Ryder, Operations Manager (303) 973-6675 Home

Certification:

Greenwood Holdings Inc. (303) 773-6703 Office (8:00AM-5:00PM)
Tom Foster (303) 690-5061 Home

Greenwood Holdings Inc. (303) 773-6703 (8:00AM-5:00PM)
5600 S. Quebec Street
Suite 150-C
Englewood, CO. 80111

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with all applicable laws, regulations, Onshore Oil
& Gas Orders, the approved plan of operations, and any applicable Noticeto Lessees.

Greenwood Holdings Inc. will be fully responsible for the actions of their
subcontractors. A complete copy of the approved Application for Permit
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Certification: (Continued)

Drill will be furnished to the field representative(s) to ensure compliance
and shall be on location during all construction and drilling operations.

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar with
the conditions which currently exist; that the statements made in this plan
are, to the best of my knowledge, true and correct; and that the work
associated with the operations proposed herein will be performed by
Greenwood Holdings, Inc., its contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is approved.

This statement is subject to the provisions of 18 U.S.C. 1001 for the filing
of a false statement.

Date Authorized Agent
Thomas B. Foster, Vice
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EM Gireenwood
Holdings Inc.

5600SouthOuebecStreet
Suite 150-C
Englewood, Colorado 80111
(303)773-6703
Facsimile: (303) 694-1154

April 11, 1991

Oil and Gas Supervisor
State of Utah
Division of Oil, Gas and Mining
3 Triad Center, Suite 350 DIVISONOFSalt Lake City, Utah 84180-1203 OLGASSM#AR3
Subject; APD Federal 1-26

NENW Sec. 26 T8S R17E
Uintah County, Utah

Dear Oil and Gas Supervisor, 2) •Ô '

Enclosed for your files is one (1) copy of the approved Application for
Permit to Drill the above captioned well. Changes and/or additions to the
previously submitted application include the following:

e Approved APD BLM No. UTO80-1M49
e Conditions of Approval
e Sundry Notice of (3/27/91) relocation of flare pit.
* Archaeological Survey
e Right-of-Way Grant

If you should require further information please do not hesitate to call.

Sincerely,

Steve . ingham
Greenw d Holdings
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CONDITIONSOF APPROVAL
FOR APPLICATIONFOR PERMIT TO DRILL

Company/Operator: Greenwood Holdings Inc.

Well Name & Number: Federal 1-26

Lease Number: U-67845

Location: NENW Sec. 26 T. 8S R. 17E

Surface Ownership: Federal Location & Partially Private Road

NOTIFICATIONREQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to
construction of location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding
the well

Casing String and - at least twenty-four (24) hours prior to running
Cementing casing and cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating
Equipment Tests pressure tests.

First Production - within five (5) business days after new well begins
Notice or production resumes after well has been off

production for more than ninety (90) days.

For more specific details on notification requirements, please check the
Conditions of Approval for Notice to Drill and Surface Use



CONDITIONSOF APPROVALFOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant
holds legal or equitable title to those rights in the subject lease which
would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Orders, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

Se aware fire restrictions may be in effect when location is being
constructed and/or when well is being drilled. Contact the appropriate
Surface Management Agency for information.

A. DRILLINGPROGRAM

l. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing
2ones are Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of
this office. Copies of State of Utah form OGC-8-X are acceptable.
If noticeable water flows are detected, submit samples to this
office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described
by BLMat onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

Usable water may be encountered from the surfact to + 130 feet in
the Uinta Formation. The Mahogany oil shale and

the~L1
oil shale

have been identified from + 3530 - 3590 feet and + 3710 - 3790
feet, respectively. ThereTore, as a minimum,

the¯resources shall
be isolated and/or protected via the cementing program for the
production casing by having a cement top for the production casing
at least 200 feet above the oil shale.

2. Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,
with a minimumof one centralizer per joint.

3. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous
waste or demonstrating a characteristic of a hazardous waste will
not be used in drilling, testing, or completion operations.



No chromate additives will be used in the mud system on Federal and
Indian lands without prior BLMapproval to ensure adequate
protection of fresh water aquifers.

4. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted
to this office on a weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight
hours, unless specific approval to start during other hours is
obtained from the Authorized Officer. However, OSTs may be allowed
to continue at night if the test was initiated during daylight
hours and the rate of flow is stabilized and if adequate lighting
is available (i.e., lighting which is .adequate for visibility and
vaporproof for safe operations). Packers can be released, but
tripping should not begin before daylight unless prior approval is
obtained from the Authorized Officer (AO).

A cement bond log (CBL) shall be utilized to determine the top of
cement (TOC) for the production casing.

5. Notifications of Operations

The date on which production is commencedor resumed will be
construed for oil wells as the date on which liquid hydrocarbons
are first sold or shipped from a temporary storage facility, such
as a test tank, and for which a run ticket is required to be
generated or the date on which liquid hydrocarbons are first
produced into a permanent storage facility, whichever first occurs;
and, for gas wells, as the date on which associated liquid
hydrocarbons are first sold or shipped from a temporar.y storage
facility, such as a test tank, and for which a run ticket is
required to be generated, or the date on which gas is first
measured through permanent metering facilities, whichever first
occurs.

Gas produced from this well may not be vented or flared beyond an
initial authorized test period of thirty (30) days or 50 MMCF
following its completion, whichever occurs first, without the prior
written approval of the AO. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be
directed to shut-in the well until the gas can be captured or
approval to continue venting or flaring as uneconomic is granted
and the operator shall be required to compensate the lessor for
that portion of the gas vented or flared without approval which is
determined to have been avoidably lost.

All site security regulations, as specified in Onshore Oil and Gas
Order No. 3, shall be adhered to.



6. Other Information

All loading lines will be placed inside the berm surrounding the
tank battery.

All off-lease storage, off-lease measurement, or commingling
onlease or off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
we11head. The gas flowline will be buried or anchored down from
the wellhead to the meter and 500 feet downstream of the meter run
or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in place
prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter
installations and at least quarterly thereafter. The A0 will be
provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter
calibration reports will be submitted to the Vernal District
Office. All meter measurement facilities will conform with Onshore
Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas
Order No. 5 for natural gas measurement.

The use of materials under BLMJurisdiction will conform to 43 CFR
3610.2-3.

There will be no deviation from the proposed drilling and/or
workover program without prior approval from the AO. Safe drilling
and operating practices must be observed. All wells, whether
drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for
approval for all changes of plans and other operations in
accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act
of 1982, as implemented by the applicable provisions of the
operating regulations at Title 43 CFR 3162.4-1(c), requires that
"not later than the 5th business day after any well begins
production on which ro.yalty is due anywhere on a lease site or
allocated to a lease site, or resumes production in the case of a
well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry
notice, of the date on which such production has begun or resumed."



If you fail to comply with this requirement in the manner and time
allowed, you shall be liable for a civil penalty of up to $10,000
per violation for each day such violation continues, not to exceed
a maximumof 20 days. See Section 109(c)(3) of the Federal Oil and
Gas Royalty Management Act of 1982 and the implementing regulations
at Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the
signature date. An extension period may be granted, if requested,
prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, please contact
one of the following individuals:

Gerald E. Kenczka (801) 781-1190
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLMFAXMachine (801) 789-3634



EPA'S LIST OF NONEXEMPTEXPLORATIONANDPRODUCTIONWASTES

While the following wastes are nonexempt, they are not necessarily hazardous:

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes such as empty drums, drum rinsate,
vacuum truck rinsate, sandblast media, painting wastes, spend
solvents, spilled chemicals, and waste acids.

Vacuum truck and drum rinsate from trucks and drums, transporting or
containing nonexempt wastes.

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation, and miscellaneous solids



e &
SURFACEUSE PROGRAM

1. Location of Existing and/or Proposed Facilities

The facility/battery or the well pad shall be surrounded by a
containment dike of sufficient capacity to contain, one and one
half times the contents of the entire facility/battery. The reason
for this is to protect the nearby Pariette water fowl area.

2. Methods for Handling Waste Disposal

The reserve pit shall be lined.

"The plastic nylon reinforced liner will be a minimum of 12 mil
thickness with sufficient bedding (either straw or dirt) to cover
any rocks. The liner will overlap the pit walls and be covered
with dirt and/or rocks to hold it in place. No trash, scrap pipe,
etc., that could puncture the liner will be disposed of in the
pit. More stringent protective requirements may be deemed
necessary by the A.0."

3. Well Site Layout

The reserve pit will be located on the south east side. According
to the Sundry Notice variance submitted, the flare pit will be
located upwind of the prevailing wind direction on the south side,
a minimum of 100 feet from the well head and 30 feet from the
reserve pit fence. The reserve pit stockpile will shield the
location from the flare pit.

The stockpiled topsoil (first six inches) will be stored on the
south west side.

Access to the well pad will be from the north west side.

Fencing Requirements

All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire shall be used with at least one strand of
barbed wire on top of the net wire (barbed wire is not
necessary if pipe or some type of reinforcement rod is
attached to the top of the entire fence).

b. The net wire shall be no more than 2-inches above the ground.
The barbed wire shall be 3-inches above the net wire. Total
height of the fence shall be at least 42-inches.

c. Corner posts shall be cemented and/or braced in such a manner
to keep the fence tight at all times.



d. Standard steel, wood, or pipe posts shall be used between the
corner braces. Maximum distance between any two posts shall
be no greater than 16 feet.

e. All wire shall be stretched, by using a stretching device,
before it is attached to the corner posts.

The reserve pit fencing will be on three sides during drilling
operations and on the fourth side when the rig moves off the
location. Pits will be fenced and maintained until clean-up.

4. Surface Ownership:

The well site and a portion of the proposed access road are
situated on surface estated owned by the United States of America,
and administered by Area Manager, Daimond Mountain Resource Area
Office, Bureau of Land Management, 170 South 500 East, Vernal,
Utah, 84078.

Additional Surface Stipulations

A silt catchment dam and basin will be constructed according to BLM
specifications approximately 200 feet east of the location, where
flagged (specifications attached).

In addition to the approved APD a complete copy of the approved
Right-of-Way grant shall be on location during construction of the
access road.
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MINIMUMSTANDARDSFOR DAMS
IMPOUNDINGUNDER10 AC. FT..

I. Site Location and Design
A. Authorized BLMpersonnel must approve site location, fill material,foundation material, spillway size and location.B. Dam layout and location shall be with surveying instruments byqualified personnel.

. II. Borrow Areas
A. Borrow materiaT shall be taken from within the reservoir basinbelow the high water line whenever possible.B. Vegetation, debris, and topsoil shall be removed to a depth of

. 12" below natural ground line and deposited as directed.C. Vegetation, debris, and topsoil shall be stockpiled to be used -as cover for borrow areas above the high water line as directed.D. Vegetation, debris and topsoil moved below the dam shall be contoured,smoothed and blended into natural ground lines away from fill areasand outside the wash bottom.
E. Borrow areas shall be smoothed, contoured and blended into naturalground lines.

III. Core Trench and Dam Foundation
A. A core trench shall be constructed 12' wide along the full lengthof the dam center line to a minimum depth of 3' or bedrock.B. Sides of the core trench shall not be steeper than 1:1 slopes.C. Soft or unstable material encountered in the core.trench or damfoundation shall be removed and will not be used as fill.

IV. Damand Core Fill
A. Fill shall be homogeneous material, preferably of highly impervious,compactable soils (such as high clay content soils free of organicmaterial , sand or rock).
B. Lifts of fill shall not exceed 6" when compacted.C. Fill shall be built up at a consistant rate the full length.ofthe dam.
D. Lifts shall be compacted by at least one pass of the crawler tractorover the entire width of the lift.E.. Fill shall be smoothed, maintaining specified slopes.

V. Spillway
A. Spillway shall be constructed through natural material.B. Spillway shall be constructed to divert overflow away from fillareas or natural material that is an integral part of the dam.C. Incorporate in-place rock or hauled-in rock in spillway and atdischarge point below spillway to prevent "down cutting" and"blowout" holes, when



Form 2800-14 UNITED STATES issuing office Vernal District
(August 1985) DEPARTMENT OF THE INTERIOR Diamond Mountain Resource Are

BUREAUOFLANDMANAGEMENT
Serial Number

RIGHT-OF·WAY GRANTTTEMPORARYUSE PERMIT U-65150

1. A tright·of-way)(permit) is hereby granted pursuant to:

a. Title V of the Federal Land Policy and Management Act of October 21, 1976 (90 Stat. 2776;
43 U.S.C. 1761)

b. Section 28 of the Mineral Leasing Act of 1920. as amended (30 U.S.C. 185)

c. Other (describe)

2. Nature of Interest:

a Ry this instrument the holder Greenwood Holdings Inc. . .
receives a

right m constmet. operate m9intain and terminare an access road to well #1-26 (OG Lease U-678451

on public lands (or Federal land for MLA Rights-of-Way) described as follows:

T. 8 S., R. 17 E., SIN, Utah
Sec. 22, NWSE;
Sec. 23, N2SW, W2SE.

b. The rightof-way or permit area granted herein is
30 feet wide,

6,864 feet long and contains 'n acres, more or

less. If a site type facility, the facility contains acres.

c. This instrumentshall terminate on April 1, 2021 ,

30 years from itseffectivedate unless, prior thereto, it is relinquished,

abandoned, terminated, or modified pursuant to the terms and conditions of this instrument or of any applicable Federal law or regulation.

d. This instrument may O may not be renewed. If renewed, the right-of-way or permit shall be subject to the regulations existing at the time of renewal and

any other terms and conditions that the authorized officer deems necessary to protect the public interest.

e. Notwithstanding the expiration of this instrument or any renewal thereof, early relinquishment, abandoment, or termination, the provisions of this instrument,
to the extent applicable, shall continue in effect and shall be binding on the holder, its successors. or assigns, until they have fully satisfied the oblig2tions

and/or liabilities accruing herein before or on account of the expiration, or prior termination, of the



UNITED STATES
DEPARTMENT OF THE INTERIOR

GEOLOGICAL SURVEY
30" 89

21 --- 2 ¯

T. 4 5 Co

5' -

- E IBIT "A", March 22,



A CULTURAL RESOURCES SURVEY OF

PROPOSED GREENWOOD WELL FEDERAL 26-1 IN PLEASANT VALLEY,

UINTAHCOUNTY, UTAH

by

Michael R. Polk
Principal Investigator

Prepared for:

Greenwood Holdings
Englewood, Colorado

Prepared by:

Sagebrush Archaeological Consultants
4263 Monroe Boulevard

Ogden, Utah 84403

Under Authority of Cultural Resources Use Permit No. 90-UT-53630

and

Utah State Antiquities Permit No. U-91-SJ-037b,p

Archaeological Report No. 451

March 16,



R IMODUCTION

In February, 1991 Greenwood Holdings of Englewood, Colorado requested that Sagebrush
Archaeological Consultants (Sagebrush) conduct an archaeological clearance survey of a
proposed well pad and access road in the Pleasant Valley area south of Myton, Utah. The well
pad, Federal 26-1, is located in T. SS., R. 17E., S. 26 NENW with the access road extending
north into the southernportion of section 23 (Figure 1). The project area lies on the Pariette
Draw SW 7.5' USGS Quadrangle(1964). The survey was undertaken by the authoron Febru-
ary 27 and March 14, 1991 under authority of Cultural Resources Use Permit No. 90-UT-
54630 and Utah State Antiquities Permit No. U-91-SJ-037b,p.

Prior to conducting the survey a file search was conducted by the author at the Bureau of Land
Management (BLM) in Vernal on February 27 and through Renae Weder of the Antiquities
Section, Division of State History in Salt Ide City on February 25, 1991.

The searches indicate that four different projects have been conducted in the survey area. In
1982 Brigham Young University (BYU) conducted a survey of a seismic line for Consolidated
Georex Geophysics which extended throughthe eastern portions of sections 26 and 23 (Billat,
Duffin and Nielson 1982). No sites were found. In 1984 Grand River Consultants, Inc.
conductedtwo surveysfor wells and accessroads (Hartley 1984a, 1984b). One of these was
for a short access road and well pad location in the southeast corner of S. 23. The other was
for an access road beginning in the eastern portion of S. 23 and extending to the east. Neither
of these projects resulted in site discoveries. Finally, in 1990, the BLM conducted a survey of
a proposed pipeline and pond in S. 22 and the extreme southwest corner of S. 23 (Phillips
1990). Three isolatedstonetoolswere foundon this surveyin S. 22.

ENVIRONMENT

The survey areas lies along the southern margin of Pariette Draw on a high broad slightly
undulating eroded tableland remnant. The tableland remnant drops off sharply to the south
along an erosional escarpment into an eroded area of loose decomposing claystoneand sand-
stone boulders and silty sand soils. There is a deeply cut intermittent wash just north of the
well pad along the proposed accessroad. The elevation of the area is between 5070 feet and
5120 feet a.s.l..

Vegetation densityis moderate with an average of 20 to 30 percent cover, thoughnear the deep
draw that density increases to 40 percent or more. Vegetation on the well pad includes shad-
scale, saltbush, greasewood, bunchgrass, prickly pear cactus, and some Big sagebrush and
rabbitbrush. The area in the draw has dense grasses and some willows. North of the wash
most of the area is under cultivation. Soils in the area vary from silty clays with somepebble
concentrations on the well pad to silty sandat the southernedge of the well pad survey area (at
the base of the escarpment). The cultivatedarea containssilty loams. The nearest permanent
water source is a small seep located a few hundred feet northeast of the well pad area in the
bottom of the deep wash. Natural disturbance in the area includes some arroyo cutting and
sheetwash. Cultural disturbance is due to construction of two-track roads, fence lines and
cultivation activities.
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Figure 1. Location of the area surveyed for Greenwood Holdings' Federal 26-1 well
and access road, Uintah County, Utah. Taken from: USGS Pariette Draw SW,
Utah 7.5' Quadrangle (1964). All BIN land.



' METHODOLOGY

A 10 acre well pad area was surveyed (using the centerstake of the well pad as the center
point) along with a proposedaccessroad measuring about 2600 feet. The well location was
surveyed using maximum 15 meter parallel transects. The access road was surveyed in two
parallel transectsspaced 10-15 meters apart to cover a width of 100 feet. Ground visibility in
the area was good. The total acreage surveyed (including the access road) was 15.97 acres.

RESULTS

No cultural resources were found during surveyof the well pad and access road. The exposed
position of this location and the eroded nature of the deposits no doubt contributed to an ab-
sence of prehistoric sites.

RECOMMENDATIONS

Since no cultural resources were encountered as a result of this inventory, it is suggested that
the project be allowed to proceed as planned.

This investigation was conducted with techniqueswhich are considered adequate for evaluating
culturalresources which could be adversely affected by the project. However, should cultural
resources be discovered during construction, a report should be made immediately to the Dis-
trict Archaeologist, Bureau of Land Management District Office, Vernal, Utah.
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Term P 9 UNITED STATES FORN movec
Domst m. DEPARTMENT OF THE INTERlOR

SUREAUOF LAND MANAGEMENT 5 La Det non ana Sero

U67845
SUNDRY NOT1CESAND REPORTS ON WELLS , i,

Do not use this form for proposals to drill of to deepen or reentry to a different reservoir.

Use "APPUCATION FOR PERM1T-" for such proposals
7. If ÉÑter CA. Agreerr.er.:

SUSMIT IN TRIPLICATE

2- N- of ev•==' RJF %dera l 1-2 6
Greenwood Holdir ^n wea.se.

3. Aar... and te.gon, .se

43-047-31953

5600 S. Quebec 5 SLS . 80111 'i*idar=F=°•°'i==l e=6

4. t.ocanonei wea Foomee. se:.. T . a Wi ldc a t
11. County or Pansa. Sata

NE NW S26--T8S-R1 DTS Uintah, Utah

12. CHECK APPROP DTlCE, REPORT, OR OTHER DATA

TYPEOF SUBMISSl' YPE OF ACTION

Neuce of Intem Chuge of Nam

MICROFILM New Conscrocuon

O SubsequentRepon FILE LJ swaouanev.2cung
O w.., sa«

O es »..cos... > O e-.-= t-
Other

:No<e: Report results of muluple comptenon on Wed Com:te::ca at

Recometeuon Re:ort armiLog form.)

13 Descnee Proposa3 or Campieted Operscons iCleanv nate all pert:nem eemus. Inc goe perurent dates. CiudUtg CSGm2Ltd dALE O( IL1füng any p *Oft ËÍ*€ .1 dire:::Col

give subsurface locanons and measure: ard tr.te semcal depths for all tr.atkers athi tones pertment to:nts wort.P

24 Hour notice Prior to BOP test. Verbally 4/16/91.

W©©¾
APR1ô 1991

DIVISIONOF
OILGAS&MINING

I'

Sibereby c focqata

Title PfÁ ËÊ Date

(Tlus spacs forfederal or Stue offses u.se)

Approved by Tide Date

Condauonsof approval. sí



Term 3¾$ UNITED STATES FOR-M movan
Dwmar m' DEPARTMENT OF THE INTER10R ,',',|11"

BUR.EAUOF LAND MANAGEMENT s uaseoessaanen
U67845

SUNDAY NOTICES AND REPORTS ON WELLS e it aan. «aone, , ro e s.

Do not use this form for propc3als to drill of to deeperi or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT--" ter such proposals

SUBMIT IN TRIPLICATE
7.uc:aa c.a.4,2,,,..-,:=

1. Type of Weß
, OB Gas 3. Well Name azzt No.

Wei! Weil Other
2. sam..<operar Federa l 1-26

Greenwood Holdings Inc. ^"*'">°

43-047-31953
3. Mdress arut Telepoone No.

5600 S. Quebec St., Suite 150-C, Englewood, Co. 80111 "id*="°°'·°629'°"'°"

4. Locanon of Wed (Footage. Sec.. T.. R., M.. or Sur.:y Descopgena Wildcat
11. County or Pansa. State

NE NW S26-T8S-R17E Uintah, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOT1CE, REPOR , OA OTHER DATA

TYPEOF SUSMISSION TYPE OF ACTION

Neuce of Intent Mand- O es...< a 22.

I O a-,,.... O s.. co-o.

O 2-2... a.,== O muu , a.« O s. a-. s.-,
O c.., a- O w.., s-

O ra 2........, soo.. O ».=2, c.., O c..- == to-

Other
INote: Report resuits of muitpie comptenon on Weil Com:te::en a:

Recometeuon Re:ort and Log form.)

13 DescneeProposat or Compicted CÑrscoiCean t2te all pert:nent ceaus. Inc goe perur.ent dates. .nctuatog
esumated date of star:2ngany pg wort if acti ;s dire::.::mis

give subsurface locanons and measured and tr.te serucal depths for all matters and zones pemnent to mis wort.;•

24 Hour notice Prior to BOP test. Verbally 4/16/91.

W©©¾
APR1ô 1991

DIVISIONOF
OILGAS&MINING

I

15ih:rebyc

Tide / f.// // ff Date

(Ttus space forfederal or Stam olisca use)

Approved by Tide Date

Condatsom o( approval. lí



e e
CÒNFIDENTi

Fe, ras UNITED STATE3
FM uno

0"" "' DEPARTMENT OF THE LNTEPJOR $
BUREAU OF LAND MANAGEMENT : una coeucca

U67845
SUNDRY NOTICES AND REPORTS ON Y/ELLS , in.222.

Do not use mis forrn fct procesals to drill er to descen er 'eentry to a ci atent resaricir.

Use "AFPUCATiCN FOR ?ERMIT-" 'er suen p::cesa s
7. ll Lau er CA. gr:e

SUSMIT IN TRIPL!CATE

I- Type of Weil

24 On Os,
Los-e-

* "-°i>= b Federal 1-26

Greenwood Holdings Inc.
D.^nwease.

3 --= = rum a | 43 -Cé7 - SNS3
5600 S. Que'oec St., Suite 150--C, Enzlewood, Co. 80111 II° "'6 ·=''?

' °i * '" l'· 5" ' I Wi ldc a t
11. Conry or Parna. 32=

NE NW S26-T8S-R17E Uintah, Utah

12. CHECK APPROPRIATE BOX(s) TO INOICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPECF SUSMISSiCN TYPE OF ACTlCN

Noact of late:·.
C of Flas

O s= c=-os

O sum.22 a «
O s--a=

Oc O w.2, som

O ra .= s== O -.se O c--:o t-

CWr
Noœ: Aegert -w,au of -.ulupte

comptecen ca Wed C

I
Recotrtetecon Re:en u:4 Log fern.)

13 Descr.:.•P-:posen or C: :::=1 Cyncer.s :Cex:tv sace a momenteraus. are De greert aces. ..oc:ocang
ese.e.xx. m:( vi-.1 my wort il wel a

give suasernce locacer.s am ·rmsa:-: am T;e seruca ::pe.s ict 10 -at:n 1:>: ::r.es 7.o.ne::: :o .:ns
ac<a y

24 Hour notice Prior to Spud. Verbally 4 /15 / 91.

mlyg
APR1 8 1991

DIVISIONOF
OILGAS&MINING

Sibert:y c forqo.n

Ede ÑAÂÛf/ Date

(131: space forfeeeni or Staa ot*.ce nel

Approved by Tide
Date

Corvisuonsof approval. tí my:

-r -- I'-.·-• Lov Ê115C. ÛCil: L3 i
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- APR241991

DIVISIONOFOIL,GASANDMINING OIL

SPUDDINGINFORPATIONAPI e 43-047-31953

NRIOFCCFFANY:Greenwood Holdings Inc.

WFilNAFF:Federal 1-26

SECTION 26 TOWNSHIP8S RANGE17E COUNTYUintah

DRIUJNGCONTRACTORMaxim orilling

RIG# 1

SPUDDED:DATE 4/16|91

TIMF /2 o/ AN

ÑOW Rotarv

DRILLINGWILL COMMENCFfollowine surface casino

REPORTEDBY Jim Rvder

IELEPHONEÑ (303) 773-6703

4/17/91 SIGNED



O O
Torm Pas UNITEDSTATES FORM APPROVED

ossemer "' DEPARTMENT OF THE INTERIOR ; f,',f .'",,",1,

BUREAUOF LAND MANAGEMENT s Lan. oesenanenna sen, so
I
i U67845

SUNDRY NOTICES AND REPORTS ON WELLS i su tuuma. Alone, x rue, s.m.

Do not use this forrn for proposals to drill or to deepen or reentry to a different reservoir. :

Use "APPUCATION FOR PEAMIT-" for such proposals !

SUSMIT IN TRIPLICATE
7. u canor ca. 4,,...,= o.assanon

1. Type of Wou
Oû Gas 3. Wed Name and No.
w,u wen osser •

2. Name of operaler i ŸA ÀR ST 3.- 6
Greenwood Holdings Inc. '^rsw.u.s..

3. Address and Toispoons No.

5600 S. Quebec St., Suite 150-C, Englewood, Co. 80111 10.FicidandPool.orExploramry Area

4. i =•- of Weg (Foocage. Sec.. T., A., M.. or Surrey Desanpuan» Wi ldc a t
11. Comaryor Partsh. Sata

NE NW S26-T8S-R17E Uintah, Utah

12. CHECK APPROPAIATE BOX(s) TO INDICATENATURE OF NOTlCE, REPORT, OR OTHER DATA

TYPEOF SUBMISSION TYPE OF ACTION

Nouccot iat.. O 4........ Oc4 .< r ..

O a.......... O n.. c...-..

O s. ... a.... O n...., .... ONwRomFm ag

O c... a..., O w.., sa..-o«

O ro me....... s-.. O s..., c... O c......... i.,.....

E o..,
aNoce: Report results of amfupis compsecon on Well Comptenon or
Recomptenon Report and t.ogform.)

13 Deacribe Proposed or Completed Operanons•Clearly unte all perunent actaus, anc gate perunent dates. Including csumated dam of starung any proposed wort lf mail as daracuenany .e

gsvc subsurface locanons and meuured and true strucal depths for all markers and zones pernment to this wort.!*

See Attached Spudding Report.

APR241991

DMSIONOF
O\LGAS&MINING

14. I hereby carnfy that the foregoing

Signed NA Tide PÁ ÑÆlÊÛÑÊ Date

I I
.. .

(This space forfederal or Stats offica assi

Approved by Tide Date

Conditaansof approval, sí any:

Title 18 U.S.C. Secace 1001. maass at a crime for any person knowmgiy and edifidly a make o any department or agency of the Umtad Scatesany false. or frauduient
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SPUD REPORT

Well: FEDERAL 1-26
API No.; 43-047-31953
ROW Permit: U-65150
Location: NE¼NW½ Section 26 TSS R17E

Uintah County, Utah
Footage: 1880' FWL, 461' FNL
Elevations: GL:5128 '

, rGL:5129' , Rig sub+bushing: (14') , rKB; 5143'
Contractor: Maxim Drilling & Exploration, Rig #1
Contract depth: 69 0 '
Spudded: 2÷30Plf, ril 16, 1991
Foreman: Bill , Jim



0 0

5600 South Quebec Street
Suite 150-C

DIVISIONOFEnglewood, Colorado 80111
(303) 773-6703 OILGAS&MINING
Facsimile: (303) 694-1154

Oil and Gas Supervisor
State of Utah
Division of Oil, Gas and Mining
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

May 2, 1991

Subject; Sundry Reports Federal 26-1
NE NW Sec. 26 TSS R17E
Uintah County, Utah

Dear Oil and Gas Supervisor,

As the result of a clerical oversight, it appears from our records that your
office has not been provided with a complete set of sundry notices for the above
captioned well. We apologize for this shortfall and are providing a complete set
of forms and notices herewith.

Timely notice was provided to the BLM for all casing tests and procedures on this
well.

Casing was set on April 30th, and completion is scheduled to commence on May
15th.

Please feel free to contact me at the letterhead address or phone if you should
need any further information.

Sincerely,
Greenwood Holdings Inc.

Steve ingham



O O

5600 South Quebec Street
suiteiso-o MAY0 6 1991
Englewood, Colorado 80111
(303) 773-6703
Facsimile: (303) 694-1154 DIVISIONOF

DRILLING REPORT
OfLGAS&MINING

FEDERAL 1-26

NENW Sec 26-T8S-R17E
Uintah County, Utah

Operator: Greenwood Holdings Inc.
Drilling Contractor: Maxim Drilling & Exploration, Inc.

Rig #1
Total Depth: 6,900' Green River
GHI Working Interest: 25%

4-10-91 Building location. Anticipated spud 4-15-91 p.m.

4-11-91 - 4-14-91 Building location

4-15-91 Building location and rat hole

4-16-91 Drilling rat hole. Will spud today.

4-17-91 Current Oper:WOC, Depth 310' (310'/14.00 Hrs), Spudded
well @ 12:01p.m. 4/16/91, MW: 8.4, Vis:NC, WL:NC, filter
cake:NC, pH:NR, Solids:NR, RPM:120, WOB:10,000#,
PP:1000#, SPM:68.

SPUD REPORT

Well: FEDERAL 1-26
API No.: 43-047-31953
ROW Permit: U-65150
Location: NE1/4NW1/4 Section 26 T8S R17E

Uintah County, Utah
Footage: 1880' FWL, 461' FNL
Elevations: GL:5128', rGL:5129', Rig

sub+bushing:(14'), rKB:5143'
Contractor: Maxim Drilling & Expl., Rig #1
Contract Depth: 6900'
Spudded: 12:01PM, April 16, 1991
Foreman: Joe Duncan, Jim Ryder

Ran 7 Jts. (new) 24# J-55 ST&C 8 5/8' surf csg. set @
304'. Assy: 294.25' 8 3/4" csg, + 9.75' Guide shoe + IFV
(flapper value) used 3 centralizers, cemented with 220 sx
Class "G" plus additives. Good returns



CEIVE
APR26 1991

Torm E--s UNITEDSTATES ' ove
Desemner -• DEPARTMENTOF THE INTERIOR ,',", , "fi

BUREAU OF LAND MANAGEMENT s ossarnannane sen. so

U67845
SUNORY NOTICES AND REPORTS ON WELLS + triaana. Au re. rue.s.

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use 'APPUCATION FOR PERMIT-' for such proposals

SUSMIT IN TRIÞUCATE
t. Typ.of wa .

Œ2. On Oom., ***"=•œ>•

z. s....t o....r i Fe<i 781 1-7 6
Greenwood Holdings Inc. * ^*****•·

5600 S. Quebec St., Suite 150-C, Englewood, Co. 80111 '*· "'"'""'''••"'**'"©

4. or wa ar...... s.... r.. a.. -M.. or surseo=•¤vn==> Wilde nt
it. Countyor Pama. Scam

NE NW S26-T8S-R17E Uintah, Utah

¤. CHECK APPAOPRIATE 80X(s) TO INDICATENATUAE OF NOTICE, AEPORT, CA OTHER DATA

TYPEOF St.lBMISSION TYPE OF ACTICK

© s.....n.... O a.......... O o....« m...
O a......... O n.. e........

O «. - a.... O m......... O s......... en.....
O c.... a.... O w.., si..«

O Fag Absadonmem Nonce Almang Cuang Cavamos a Imunes

o..,
aNote: Repen muin of muin¢e campsenoa on WM Comptenon or
Recornptenen Repen aug Lag form.)

13 DescnosPrepassa or CompletesOpersaans sceany uste all perunens ennus, anc pae paranent asses. metuam; estunases gase et stamag any proposed wort if well ta darscuenan

ovesuasurfasa locanons ane measures aan tras vemsaa sapes for all martars and zones pumnem to ens wars.a•

See attached for drilling reports dated 4/10/91 through 4/19/91.

MAY061991

DIVISiONOF 'o
OILGAS&MINING

Ga¿ggy

mussp... forfeu.ra or sw.ens..

App....s av ym, o... A R 2 4 1991
Condinous



Greenwood
Holdings inc.

5600 South Quebec Street
Suite 150-0
Englewood, Colorado 80111
(303) 773-6703
Facsimile: (303) 694-1154

DETLLTNG REPORT

FEDERAL 1-26

NENW Sec 26-TSS-R17E
Uintah County, Utah

Operator: Greenwood Holdings Inc.
Drilling Contractor: Maxim Drilling & Exploration, Inc.

Rig #1
Total Depth: 6,900' Green River
GHI Working Interest: 25%

4-10-91 Building location. Anticipated spud 4-15-91 p.m.

4-11-97 - 4-14-91 Building location

4-15-91 Building location and rat hole
1

4-16-91 Drilling rat hole. Will spud today.

4-17-91 Current Oper:WOC, Depth 310' (310'/14.00 Hrs) , Spudded
well § 12:01p.m. 4/16/91, MN: 8.4, Vis:NC, WL:NC, filter
cake:NC, pH:NR, Solids:NR, RPM:120, WOB:10,000#,
PP:1000#, SPM:68.

SPUD REPORT

: FEDERAL 1-26
API No.: 43-047-31953
ROW Permit: U-65150
Location: NE1/4NW1/4 Section 26 TSS R17E

Uintah County, Utah
Footage: 1880' FWL, 461' FNL
Elevations: GL:5128', rGL:5129', Rig

sub+bushing: (14') , rKB:5143'
Contractor: Maxim Drilling & Expl. , Rig #1
Contract Death: 6900 *

Soudded: 12:01PM, April 16, 1991
F_oreman: Joe Duncan, Jim Ryder

Ran 7 Jts. (new) 24# J-55 ST&C 8 5/8' surf csg. set @
304'. Assy: 294.25' 8 3/4" csg, + 9.75' Guide shoe + IFT
(flapper value) used 3 centralizers, cemented with 220 ex
Class "Gu plus additives. Good returns



Drilling Report
Federal 1-26
Page 2

Bit No.:1A, Type: retip Yll, In @ surf, Out @310'
Ftg:(310'/14.00 Brs), Survevs: 1/2 at 117'. Last 24

Hours: (4.00 Hrs) complete MIRU, DRL rat hole and mouse
hole, (14.00 Hrs) Drilling, (3.00 Hra Run and cat surf
csg) , (3.00 Hrs) cementing w/Halliburton.

DWC CNC $26,543

4-18-91 Present Oper: Testing BOP's, Depth 310' (O'/0.00 Hrs),
MW: 8.3ppg, Vis:NR, WL:NC, FC:NC, pH:NR, WL:NC, WOB: ,

RPM: , PP: , SPM: ,

Bit No. 1A, Serial No.: NR, Type Yll, Out @ 310.

Last 24 Hrs: (1.00/Hrs) Finish cementing w/Halliburtion
plug down at 8:00 AM, (13.00/Hrs) WOC, (9.00/Hrs) NU
BOP's, (1.00/Hrs) Test BOP's.

DWC $8,339 CNC $34,882

4-19-91 Present Oper: Drlg, Drlg 7 7/8" hole w/fresh water, Depth
910' (600'/12.25 Brs) , Formation: Shale, MW:8.4, Bit
No.:1 in 9 310', check BOP held to 3,000#, tested csq OK,
survey @ 600' 1/2°.

Last 24 Hrst check BOP (9.00 Hrs) , Drly Plug (2.50 Hrs) ,

Dr1¶ (12.25 Hrs), Misc (.25 Hrs).

DWC $8,339 CWC



2 6
Form 3 s UNITEDSTATES -M APPROVED

tarmeer ••-9. DEPARTMENTOF THE INTERIOR
BE

stes per

BUREAUOF LAND MANAGEMENT s t.ns•o••en== ano sen. s

U67845
SUNDRY NOTICES AND REPORTSON WELLS + innema. non..or too, s.

Do not use this form for proposals to drill et to deepen or reentry to a different reservoir.

Use "APPUCATlON FOR PERMIT-" for such proposals

SUBMITIN TRIPücATE
7. u can or ca. ser......o.w-

i. Typeof Weg

Œ& O A O o..,
3. WM Name o.

2. s....«op.e..r , Forl ers) 1 -7 6
Greenwood Holdings Inc.

^n*•¤¾•-

3. Address agmiTalspoone No.

5600 S. QuebecSt., Suite150-C. Englewood, Co. 80111 10.FisigangPoet.orExploratoryArms

4. 4.assoon et Weg(Footage. Sec.. T.. A., .w.. or Surrey Descripum' Wildcat
11. Cosmyor Partsa. Scam

NE NW S26-TSS-R17E Uintah, Utah

12. CHECK APPAOPRIATE 80X(s) TO INDICATENATUREOF NOTICE, REPORT, OA OTHER DATA

TYPEOF SUSMISSION TYPE OF ACTION

00s.....n... O a......... O ca.....« m..
O w.... O s.. c........

O 2....... a.... O n....., ... O 9......... er......
O c.... a.... O w..r Shut-OR

0 vm......... s.... O m.... c... O c....... . i.,.....

o...
s.Now: Report resula of mulupiacoatpoenomon Well Comptenen or

Recomptenen Repost and I.og form.)

13 DescrsarProposes or CompletseOpersoons IClearly state all perunent assaus. anc pas pomnent dates. Includut; estunated gass of sarang any proposed wert [f well la darsenenaugr:..«

gave subsagface locanons and measures aan trus semcat depths for all markers and zonsa peranom to aus mort.r*

See Attached Spudding Repot

S192Ogy

MAY0 6 199

Receivec
l'ObBLM

DIVISIONOF

vematos

OfLGAS&MINING

C of appsovat. af any:

Tide 18 U S.C. Secace 1001. magassea cruns for any person knowingly and wtilfuity a mass e any deparansat or atency of the Uanse Sam any false, ficanous or frandment



SPUD REPORT ggy Qg 199)
WJ: FEDERAL 1-26

DIVISIONOFAPI No, ; 43-047-31953
ROW Pepn‡t: U-65150 OILGAS&MINING
Location: NE¼NW¼ Section 26 TSS R17E

Uintah County, Utah
Footage: 1880' FWL, 461' FNL
Elevattepç: GL:5128 '

, rGL:5129' , Rig sub+bushing: (14') ,
rKß•5143'

Contractor: Maxim Drilling & Exploration, Rig #1
Contract depth: 6900'
Spudded: M April 16, 1991
Foreman: Bill Ryan, Jim



CONFIDENT!AL""°6'"'

DIVISIONOF
,OILGAS&MINING

DIVISIONOFOIL,GASANDMINING

SPUDDINGINFORMATIONmx 43-047-31953

NRTOFCOTANY:Greenwood Holdings Inc,

El NWF.Federal 1-26

SECTION 26 TOWNSHIP8S RANGF17E COUNTYUintah

DRILLINGCONTRACTORMaxim Drining

RIG# 1

SPUDED:DATP 4/16/91

OW Rotarv

DRILLINGWILLC0ttlENCF followinc· surface casine

REPORTEDBY .Tir Rvrier

TELEPHONEÑ (303) 773-6703

PAJF 4/17/91 SIGNEI)



Pas UNITEDSTATES --
-·- FOR-9 APPROVED

DEPARTMENTOF THE INTERIOR ,",,

BUREAU OF I.AND MANAGEMENT s una o.24.au..4.4 s.
U67845

SUNDRY NOTICES AND AEPORTS ON WELLS e utamaa.Ana...« rn.s.
Do not use tttis form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPt.lCATION FOR PERMIT-" for sucti proposals

SUBMITIN TRIÞf.JCATE
7. u canor c a. 4,,....=n o.2,222.,

1. Typeof Weß

ŒW. On O o.., . .

*- == N- -.s.

2..9....top....r Federal 1-26
.

Greenwood Holdings Inc. (303) 773-6703 s..anwa.s..

5600 S. Quebec St., Suite 150-C, Englewood, Co. 80111 to.F=ssa..P..t..,a2,s...,y4,.
4. u...... .« we us...... s.... T.. a.. .w.. . so ry o..n paa.' Wi ldc a t

11. Cosmyor Pansa. Som

NE NW S26-T8S-R17E
Uintah, Utah

12. CHECK APPROPRIATEBOX(s)TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPEOF SUSMISSION TYPEOF ACTION

O s.....n... . O - C ca.... « m...
0 - C s.. e.........

O ..- ..,.. O n..... .... E .-- -- r-,
0 c.... a.,.. C w- s..-on

O r... - s.... O e... E e-- . s.-
2 o..

sNoss: Report resuimet anlapis comptance on Weil Comptenonor
Recompleues Report and lag form.)

13 Delsnes Propossa or CompiecesOperuanas scearty som adi pernannt damals. ans pse perunem dates. matussag essunaten gass of as any poposes wors tf wett la duscuanaus 4.
gave susserfans insanons and tusasures and trus verncal depuis for all markers and zonaspenmem to ansmort.a*

Move flare pit as illustrated in attached well site diagram. Due to
plumbing restrictions the pit will be located upwind from the
excavated reserve pit material and thus flares will be shielded
from the rig equipment.

APR1 5 1991 MapTATE
MAY0 6 1991

- OF UTAH DIVistoN OF
DIVISIONCl·

Ott GA ND Mi 1 G
DIVISIONOF OILGAS&MI ' 3

OILGAS&MINING SY

. M S o... APR0 4 1991
CondinouseMppiovat.si



STATE OF UTAH
NDIVISION OF OIL, GAS AND MINING OPERATOR OPERATOR ACCT. NO.

ENTITY ACTION FORM- FORM 6 ADDRESS ym scun- C EBE

ACTION CURRENT NEW API NUMBER WELLNAME JELL AIX N SPUD EFFECTIVE
CODE ENTITY NO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

e
WELL 2 COMMENTS:

WELL3 COMMENTS:

WELL4 COMMENTS:

Ill

I \ \
WELL 5 COMMENTS:

ACTIONCODES(See instructions on back of form)
A - Establish new entity for new well (single well only) /**
8 - Add new well to e×isting entity (group or unit well) Signature
C - Re-assign well from one existing entity to another existing entity gg( Q6 199
D - Re-assign well from one existing entity to a new entity
E - Other (explain in comments section) Title Date

DIVISIONOFNOTE: Use COMMENTsection to explain why each Action Code was selected. Phone No. ( )
OILGAS&M!NING



Fonn P s UNITED STATES M APP140VED

n.:sem"" DEPARTMENT OF THE INTERIOR
e sessuma i

SUREAU OF LAND MANAGEMENT 5 uma oss.«nnonana sum so

U67845
SUNDRY NOTICESAND REPOATS ON WELLS e inne... «uone, x rue, s.m.

Do not use ttyis form for proposals to drill or to deepen or reentry to a different reservoir.

Use •APPtJCAT10N FOR PERMIT-" for such proposals

SUSMIT IN TRIPLICATE
7. it umsor c.a. 4,«...-... o.s.seaua

i. Type of Weli

ŒT.. O O om.,
' ''""'-••••"•

2. .Nasas of Operssar 1 Fp ()pyp 1 1 - 2 6
Greenwood Holdings Inc. * ^***•¤¾•

3. Address and Toispoons No-

5600 S. Quebec St., Suite 150-C, Englewood, Co. 80111 to.mua.or..t.oremon.on=

4. l.ocanon of Weg i Footage. Sec.. T.. A.. M.. or Surssy Descapuons Wi 1de a e
11. Couaryor Partsa. Stata

NE NW S26-T8S-R17E Uintah, Utah

12. CHECK APPAOPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHiR DATA

TYPEOF SUSMISSION TYPE OF ACTION

Noacs of In... O Abudonment O a....< m2.
O a..., .... O s.. c...-.

O s....... a.... O m...., .... O s.. a..... s= == =..

O c.... a..., O w.., sa..oe

0 v.u »........ s.... O m..., e.., O c....... . i.,....

E o..,
:Noce: Repen restütz of andupts comptenen on Wed Comptenen or
Recornatenon Repen and Log form.)

13 Descnos Ptoposait or Campicted Opersnans IClearly state all partinent dataus. ana goe perunent dates. tactudut; esumated data of statuni any proposed wart li med is strecuenauyc:

gave subsurfaca locanons and measured and trus strucal depchs for au markers and zones peronent to cms wort. *

See Attached Spudding Report. ggony
MY 1997

DiviS OFOILGAS&MINING

I'

(T1tisspecs forjadersi or Sms otScs nas)

Approved by Tide Oste

Condinonsof appenval. If
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OlVISIONOF

DIVISIONOFOIL,GASANDMINING OtteAssonNiles

SPUDDIN6INFORMATIONAr t 4 43-047-31953

NRfOFErfPANY:Greenwood Holdings Inc.

WELLNAFE:Federal 1-26

SECTION 26 TOWNSHIP8S RANGE17E Û0UNTYUintah

DRILLINGCONTRACTORMaxim orilling

RIG# 1

SPUDDED:DATE 4/16/91

TIMF / o / PM

ÑOW Rotary

DRILLINGWILL C0ttlENCE following surface casing

REPORTEDBY Jim Rvder

TELEPHONEÑ (303) 773-6703

DATE 4/17/91 SIGNED



O O
Form 3160-5 UNITED STATES FORM APPROVED
i December 1989) Budget Bureau No. 1004-0135

DEPARTMENT OF THE INTERIOR Expires: September 30. 1990

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
UTU-67845

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. NONE
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE NONE

1. Type of Well

EÑu O °w",'n O omer I8. Well Name and No.

FEDERAL 26-12. Name of Operator
GREENWOOD HOLDINGS INC. (303) 773-6703 9. API Well No.

43-047 -319533. Address and Telephone No.
5600 S. QUEBEC ST. , SUITE 150-C, ENGLEWOOD, CO 80111 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) UNNAMED/WILDCAT
ll. County or Parish, State

461' FNL 1880' FWL NE¼NW¼ SEC 26 T8S T17E UINTAH CO. UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Non e onntent Abandonment Change of Plans

a.co.pl.tion O New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Ahering Cning Cmersion to 14ecdon

Other .
(Note: Report results of multiple completion on Well Completion or
Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The well was drilled to a total depth of 7120' (DTD) to allow rathole for
completion. Shows were encountered at 6880 and 6950'.

Drilling Reports thru 4/30/91. Rig released 4/30 casing set @ 7119' KB.
Completion report to follow.

MAYO6 1991

DMSIONOF
OILGAS&MINING

14. I hereby cer regomg is d correct
Steve M. Fillingham May 2, 1991

Si d Title ÛPol Agi<•† Date
(This space for Fede use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitíbus or fraudulent statements
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse
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Drilling Report
Federal 1-26
Page 2

Bit No.:1A, Type: retip Y11, In @ surf, Out @310'
Ftg:(310'|14.00 Hrs), Surveys: 1/2° at 117'.
Last 24 Hours: (4.00 Hrs) complete MIRU, DRL rat hole and
mouse hole, (14.00 Hrs) Drlg, (3.00 Hrs Run and cmt surf
csg), (3.00 Hrs) cementing w/Halliburton.

DWC CWC $26,543
4-18-91 Present Oper: Testing BOP's, Depth 310' (O'/0.00 Hrs),

MW: 8.3ppg, Vis:NR, WL:NC, FC:NC, pH:NR, WL:NC, WOB: ,

RPM: , PP: , SPM: ,

Bit No. lA, Serial No.: NR, Type Yll, Out @ 310.
Last 24 Hrs: (1.00/Hr) Finish cmtg w/Halliburtion PD @
8:OOa.m., (13.00/Hrs) WOC, (9.00/Hrs) NU BOP's, (1.00/Hr)
Test BOP's.

DWC $8,339 CWC $34,882
4-19-91 Pres Oper: Drlg, Drlg 7 7/8" hole w|fresh H2O, Depth 910'

(600'|12.25 Hrs), Form: shale, MW:8.4, Bit #1 in @ 310',
BOP held to 3,000#, tested csg OK, survey @ 600' 1/2°.
Last 24 Hrs: check BOP (9.00 Hrs), Drlg Plug (2.50 Hrs),
Drlg (12.25 Hrs), Misc (.25 Hrs).

DWC $8,339 CWC $43,221
4-20-91 Pres Oper: Drlg, depth: 2091', Form: shale, drlg 7 7/8"

hole w/H20, MW 8.4, Bit #1 in @ 310', checked BOP @
10:30a.m., surveys: 3/4° @ 946', 1/2° @ 1471', 1° @ 1990'
Last 24 hrs: drlg (22.25 hrs), misc. (1 3/4 hrs).

DWC: $8,339 CWC: $51,560
4-21-91 Pres Oper: Drlg, depth: 3070', Form: shale, drlg 7 7/8"

hole w/KCL, MW 8.4, survey @ 2493' 1°
Last 24 hrs: drlg (22 hrs), misc. (2 hrs).

DWC: $8,339 CWC: $59,899
4-22-91 Pres Oper: Drlg, depth: 3952', Form: shale, drlg 7 7/8"

hole w/4% KCL, MW 8.6, pH 10, avg background gas is 700
units, Bit #1 in @ 310', surveys 1/2° @ 3235', 1° @ 3734'
Last 24 hrs: drlg (22.50 hrs), misc. (1.50 hrs).

DWC: $8,339 CWC: $68,238

Drilling
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Drilling Report
Federal 1-26
Page 3

4-23-91 Pres Oper: Drlg, depth: 4568',Trip for bit, Form: shale,
drlg 7 7/8" hole w/4% KCL, MW 8.6, pH 10, avg background
gas is 150 units, 23,000 chlorides, Bit #1 in @ 310' out
@ 4568', surveys 1° @ 4265', 1° @ 4568'.
Last 24 hrs: drlg (21.25 hrs), Trip (2.0 hrs), misc.
(.75 hrs).

DWC: $8,339 CWC: $76,577

4-24-91 Pres Oper: Drlg, depth: 4780', Form: shale, drlg 7 7/8"
hole w/4% KCL, MW 8.6, pH 10, 300 units background gas up
to a maximum of 1400, Bit #2 in @ 4568'.
Last 24 hrs: rig up rotating head till 6:00 PM. (11.00
hrs), trip (3.00 hrs), drlg (7.00 hrs), misc (3.00 hrs).

DWC: $9,339 CWC: $85,916
4-25-91 Pres Oper: Drlg, depth: 5378', Form: shale, drlg 7 7/8"

hole w/4% KCL, MW 8.6, Bit #2 in @ 4568', surveys 1° @
5095'.
Last 24 hrs: drlg (23.00 hrs), misc (1.00 hrs).

DWC: $9,339 CWC: $95,255
4-26-91 Pres Oper: Drlg, depth: 6062', Form: shale, drlg 7 7/8"

hole W/4% KCL, MW 8.6, pH 10, Bit #2 in @ 4568', surveys
1 3/4° @ 5658'.

Last 24 hrs: drlg (22.00 hrs), circ samp (.75 hrs), misc
(1.25 hrs).

DWC: $9,339 CWC: $104,594

4-27-91 Pres Oper: Drlg, depth: 6654*, drlg 7 7/8" hole w/4% KCL,
MW 8.6, pH 10.5, Bit #2 in @ 4568', surveys 1 1/2° @
6275'.

Last 24 hrs: drlg (22 hrs.), misc. (2 hrs.)

DWC: $9,339 CWC: $113,933
4-28-91 Pres Oper: circ for logs, Depth: 7020', Form: Wasatch,

drld 366' w/4% KCL, MW 8.6, pH 10.5, Bit #2 in @ 4568'
out @ 7020'.

Last 24 hrs: drlg & short trip (17.25 hrs.), log (6.50
hrs.), misc. (.25 hrs).

DWC: $9,339 CWC:
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Drilling Report
Federal 1-26
Page 4

4-29-91 Pres Oper: circ for csg, Depth: 7120', Form: Wasatch,
drld 100'w/4% KCL, Bit #3 in @ 7020' out @ 7120', MW 8.7,
pH 9.5, survey 1 1/2° @ 7020'.

Last 24 hrs: log (14.25 hrs), drlg (5.00 hrs), case (4.75
hrs).

DWC: $22,339 CWC: $145,611

Logger's TD 6998' w|no correction to the board, ran Atlas
Wireline DLL, SPGR, from 302'-6998', CDL, ENGRCAL from
1700'-6970', log formation tops: Green River 1860', Oil
Shale 2190'-2700', Mahogany Oil Shale 3502', L1 Oil Shale
3725', Garden Gulch 4350', TGR Lime 6390', Colton 6515'.

Formation Depth Interval Porosity Neutron Rt R, S,

Garden Gulch 4328-36 8' 20% OG 90 0.13 19%
GR 800 5210-15 5' 17% OG 200 0.09 12%
GR 800 5218-20 2' 18% OG 100 0.09 17%
GamaRay RGR 800 5280-86 6' 24% OG 300 0.09 7%
Douglas Creek 6080-84 4' 13% OB 28 0.08 41%
Douglas Creek 6086-94 8' 12% OB 35 0.08 40%
GR 100 6328-36 8' 15% OG 45 0.08 20%
B 200 6564-70 6' 21% OB 38 0.08 22%
D 400 6750-60 10' 13% OY 70 0.08 26%

OG = oil w/gas saturation
OB = black oil
OY = yellow wax (yellow oil)

4-30-91 Pres Oper: tearing down, Depth: 7120', Form: Wasatch, ran
172 jts 5 1/2" 15.5# ST&C csg, set @ 7119'KB, cmtd by
Western w/500 sx Super G tailed w/400 sx reg, pumped 10
bbls gel w/10 SCU N2 per bbl, pumped 168 bbls lt cmt
11.1# per bbl, 230 bbls Thixatropic 14# per bbl, est TOC
2000', good returns throughout, plug dn @ midnight, set
slips. RIG RELEASED @ 5:30 a.m.

Last 24 hrs: case (22.50 hrs), tearing down (1.50 hrs).

DWC: $47,764 CWC:



Form 3160-5 UNITED STATES FORM APPROVED
i December 1989) Budget Bureau No. 1004-0135

DEPARTMENT OF THE INTERIOR Expires: September 30. 1990
BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

UTU-67845
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir· NONE
Use "APPLICATION FOR PEAMIT--" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE NONE

1. Type of Well

11
Wnu

Oder 8. Well Name and No.

2. NameofOperator FEDERAL 26-1
GREENWOOD HOLDINGS INC. (303) 773-6703 9. APIWellNo.

3. Address and Telephone No. 43-047 -31953

5600 S. QUEBEC ST., SUITE 150-C, ENGLEWOOD, CO 80111 10.FieldandPool,orExploratoryArea

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) UNNAMED/WILDCAT
11. County or Parish. State

461' FNL 1880' FWL NE¼NW¼ SEC 26 T8S T17E UINTAH CO. UTAH

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plus

O a.co.,i.so. O New Construction
O Subsequent Repon Plugging Back Non-Routine Fracturing

O Cning Repair Water Shut-Off

O Final Abandonment Notice Mering Cumg Coversion to Inytion

O om.,
(Note: Report results of multiple completion on Well Completion or
Recompletion Report and Lag form.)

13. Describe Proposed or Completed Operations (Cicarly state all pertinent details, and give pertinent dates. including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

DTD 7120 ' Completing well, daily operations reports attached.
Also enclosed is otte copy of the mudlog for this well. Please
keep this and all other pertinent infomation confidential.

MAY1 6 1991

DMSION OF
OiLGAS&MINING

3tFillingham MaLœ14,1991

Approved by Title DateConditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.

*See Instruction on Reverse
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Drilling Report
Federal 1-26
Page 3

4-23-91
thru

5-11-91 DTD 7120' SI WO completion rig.

5-12-91 MIRU Quality Well Service.

5-13-91 PU Tbg, RIH drill out cmt, prep to



00 IDENTIAL

Form Pas UNITEDSTATES FOR-9 APPtovte

t)<sem ' ' DEPARTMENTOF THE INTERIOR
Budgetm ma 1 --

BUREAUOF LAND MANAGEMENT s I.ase oessenauenano serms

U67845
SUNDRY NOTICES AND REPORTS ON WELLS + itina.a.. saan.. 2r rue, s.

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPUCATION FOA PE.RMIT-" for such proposals

SUBMITIN TRIPLICATE
7.uennor c.a.«ar......o.s.canon

1. Type of Wou

Ð & O O o...
* *•= "- e•

2. Nam..top.r...« s Fe<terg 1 -26

Greenwood Holdings Inc .

' ^n w.m.s..

5600 S. Quebec St., Suite 150-C, Englewood, Co. 80111 10.FieldandPoni.orExplorator>Area

4. i.acanon of Weli i Footage. Sec.. T.. A., M.. or Surrey Dessnpuona Wi ldc a t
11. Couaryor Pansa. Stats

NE NW S26-T8S-R17E Uintah, Utah

t2. CHECK APPAOPRIATE BOX(s) TO INDICATENATURE OF NOT1CE, REPORT, CA OTHER DATA

TYPEOF SUSMISS10N TYPE OF ACTION

Neuce ona.. O Mandonment O o....< m..
O a...,..... O s.. c...-..

Os ...... a.... O m...., .... O s....... s-.,
O c... a..., O w... so.-on

0 Fu Mandonmem Nmca Manas Cum; Cavemon m Inyecuae

i.Noce: Repon resuitsof amtupts comptenon on Well Comptenen or
Recompteuen Reson and Lag form.I

13 Deacnos Proposes of Completed Operanons:Clearly stata all perunent scinds,ane gi e pamnent dates, includut; catunated data of starung any proposed wort lf men is direcuenaats.•:
.

gave subsurface locanons and measured and true semcal depths for all markers and tones pamaant to tms marx.i*

Completion Reports from 5-18-91 through 5-23-91. See attached.

Mud logs included, PLEASE KEEP THESE CONFIDENTIAL, well is a
TIGHT HOLE.

MAY2 8 1991

DMSION OF
LGAS&MMNG

14. I hereby canty masthe foregotag

tiened ... .

Tide /Á ANÊÊ Date

(This space forfedersi or Stars ofnce nas)

Approved by Title Date

Conditaansof approvat. It any:

Tide 18 U.S.C. Secnon 1001. makes it a crune for any persce knowingly and stilkily co maks e any deparanent or agency of the Umtsi Satas any false. ficanous or frauduient
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CONTIDENTIAL

Completion Report
Federal 1-26
Page 7

5-17-91 Csg Psi 2050, bled off in 2 1/2 hrs, rec 148 bbls, RIH
w|tbg to 6790', circ hole clean, unseat BP @ 6796' & move
to 6713', set & press check to 2000# (held good), move
end of tbg to 6607', SI.

CC: $2,189 CWC: $308,390

5-18-91 Tbg Psi 1350, Csg Psi 1350, bled off press, RU
Halliburton, RIH to 20', tag oil could not fall thru,
POOH w/gun, RD Halliburton, RU & circ oil out of tbg, RU
Halliburton, RIH & perf 0 6634'-38' 4 SPF 16 holes, POOH,
RD Halliburton, RU Western, break down perfs, broke @
3900# 1 BPM, pumped into perfs @ 5 BPM 3750#, good ball
action, btm did not ball off, total fluid 70 bb1s, surge
off balls, pumped in @ 3780, 65 BPM, ISIP 2200#, 5 min
2020, 10 min 1990, 15 min 1980, RD Western, RIH unseat
RBP, move to 6607', set & press test to 4000# (held
good), POOH w|tbg, RU Halliburton, perf @ 6564'-72' 4 SPF
32 holes w/4" csg gun, POOH, RD Halliburton, RIH w/N.C.,
ball wiper, SN & tbg to 6607', broke on perfs @ 3900#,
good ball action, surged off balls, pumped @ 6.7 BPM
3700#, RIH wipe off balls, RU Western to frac (break on
ISIP 2100, 5 min 1950, 10 min 1840, 15 min 1770), attempt
to frac w/no luck because of high friction, psi 3900# @
5 BPM, SI.

CC: $7,802 CWC: $316,192

5-19-91 SI, travel to Vernal, meeting w/Western, Bill Ryan, Jim
Ryder & Joe Duncan to discuss frac procedures, line up
operations for next day.

CC: $375 CWC: $316,567

5-20-91 TBG PSI 300, CSG PSI 300, POOH w/dead string, RIH
w|retaining tool unseat RBP @ 6607, POOH, RIH w/RBP &
PKR, set RBP @ 6607 and PKR @ 6595, tools would not test,
reset tools in two more settings w|no test, POOH w|tools,
found BTM rubber on RBP gone & rubber in values, SI.

CC: $5,559 CWC: $322,126

5-21-91 CSG 850#, 697 bbls frac, 171 bbls break, RIH w|tbg to
2500', circulate, POOH, RU, RBP & PKR, RIH, set RBP @
6613 & PKR @ 6610, RU Western, pressure check RBP & PKR
to 4000# (held good), move PKR to 6513, set and pressure
check csg & PKR to 2000# (held good), RU Western to break
Dn, pumped 9.5 BPM @ 4000#, 150% excess ball sealers
(80), good ball action w/16 breaks, balled off, surge off
balls, pump in 13.5 BPM @ 5800, ISIP 2600,
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Completion Report CONORË¾ -

Federal 1-26
Page 8

frac G .82, 5 min 2450#, 10 min 2400#, 15 min 2400#, POOH
w|tbg, RU Halliburton, RIH, perforate (again) @ 6564-72,
4 SPF, 32 holes, POOH, RD Halliburton, RIH w/NC & tbg to
6513, RU Western for break down, spot balls in tbg or
first 20 bbls fluid, pump 93 bbls w/128 balls, good ball
action and perfs balled off, surged off balls and pumped
into formation @ 10 BPM - 3800#, ISIP 2600#, RU Western
and fracd down, annulus w/39,000# of 20/40 sand tailed in
w|approx 1200# of 16/30 before screen out, avg rate 14.8
BPM, avg PSI 3800#, 697 total bbls of fluid, circulate
sand out of csg under pressure, SI.

CC: $5,386 CWC: $327,512

5-22-91 TBG PSI 1825, CSG PSI 2050, flow back frac fluid @ 1 BPM,
flow back well for 10 1/2 hrs, recovered 281 bbls, POOH
w|tbg, SI.

CC: $40,300 CWC: $367,812

5-23-91 CSG PSI 1150#, bled off press, RIH w|tbg, tag sand @
6572', circ to plug § 6613', unseat & move plug to 6540',
set & press test to 2000# (held good), swab FL dn 1000',
RU Halliburton, perf @ 6406'-10', 6472'-76', 6496'-99',
4 SPF 44 total holes, POOH, RD Halliburton, RU Western,
broke dn perfs w/100% excess ball sealers, good ball
action, balled off, surged off balls, pumped in @ 6.5 BPM
@ 3960#, ISIP 2500#, 5 min 2240#, RD Western, move RBP to
6388', set & press test to 4000#, POOH w|tbg, RU
Halliburton, RIH, perfd 8 6324'-36' 4 SPF 48 holes, POOH,
RD Halliburton, RIH w/NC & tbg, set EOT @ 6263', RU
Western, broke dn perfs § 3970 to 2500# taking 7.1 BPM,
pump 96 balls (100% excess), balled off perfs, surged off
balls, established rate of 10 BPM @ 3960#, ISIP 1800#
(F.G. .72) 5 min 1500#, 10 min 1420#, 15 min 1370#, RU
Western to frac, frac well w/38,580# total sand, 32,700#
of 20/40, 5880# of 16/30, 18 bbls short of flush before
well screened out, total fluid 576 bbls, avg rate 25.2
BPM, avg PSI 3534#, displaced sand out of csg under 3000#
press & shut well in.

CC: $38,891 CWC:
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Form 3•••-s UNITEDSTATES FOR-M APPROVED
onemner•»•9. DEPARTMENTOF THE INTERIOR "$"

BUREAUOF I..ANDMANAGEMENT s tan. o•uenamenano sen.,
U67845

SUNDRY NOTICES AND REPORTSON WELLS + tr taa.... Ana...or rue, s. .

Do not use this forrn for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPt.lCATION FOR PERMIT-" for such proposals

............... .....

SUBMIT IN TRIPt.ICATE
7.« ca.« c.a. 44,.....o.sa-.

i. Typeof Well
Oil •- Gas 3. Weil Name and No.

= w.a U wou oom •

2. N...«op... * Federa 1 1 -2 6
Greenwood Holdings Inc. l' ^"***N•

3. Addma ami Telspoons No. - Û
5600 S. Quebec St., Suite150-C, Englewood, Co. 80111 to.ri.idaagPool.orExploratoryAm

4. om....or wea lreams•. s•=..T.. a.. w..or s•r*•r •••=9= •• Wilde t
11. Commyor Partsh. Stais

NE NW S26-T8S-R17E Uintah, Utah

12. CHECK APPACPRIATE BOX(s)TO INDICATENATUREOF NOTICE,REPORT, CA OTHER DATA

TYPEOF SUSMISSION TYPEOF ACTION

É s....a r... ÖAban amam Gangs of Ptaat

O ......... ONewC a ma scuan

O --- a.... O es........ O s......... e......
O c.... a.... O w.- si...or

O r.« a....-- 9.... Ça.... c.... O c.-... Im-

a om.r
i.Noe: rauda of nunple conspieuse on Wed Comptenenor
Recompleuen Reson and t.agform.)

13 DescribePropuest ar Comptems Opmanom IClearlynam all partment demus. ana gavepamnent dams. Lacteding esumatet date of starnas any proposed wort. lf weil is duernonasty a
gave suosurface insanans ano almasures and mis semcal depas for all markars and tones pernaam to tms wort. a•

Completion Reports for Week ending 6-6-91. See Attached.

Acoustic cement bond log is also included. Please keep this
information confidential as well is a tight hole.

JUN10 1991
DIVISIONOF

LGAS&MINING

14. I hereby carnty

(This.spansforfederat or Stais otBER MIRA

Appmwed by Tide USE

Condillemof appleval. If asy:

Tide 18 U.S.C. Secnos 1001. makes it a cruns for any persom knowingly and edindly to maks to any departmem or agency of the Ummt Sassaany false, ficunous or frauduient
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circ balls out, POOH w/tbg to 5100', RU Western, started
frac, screened out w/220 bbls and 9900# 20/40 sand in
formation, avg rate 25 BPM avg press 3700#, circ sand out
of csq under 3000# press, SI.

DWC: $24,288 CWC: $534,950

6-05-91 TBG 0 CSG 0, opened well & flowed back for 4 hrs, rec 183
bbls (good oil show), circ hole clean, POOH w|tbg, PU
retrieving tl, RIH, tag RBP @ 5250', circ hole clean,
unseat RBP & POOH, RIH w|tbg (N.C., 1 jt, S.N. & tbg) to
5174', SI.

DWC: $2,901 CWC: $537,851

6-06-91 TBG 300 CSG 350, circ oil out of tbg, RIH, tag sand @
6588', (467' of sand), RU, circ sand out to 7044', POOH
to 6885', RU swab euip, SI.

DWC: $8,314 CWC:



CONTIDENTIAL
Form 3160-·4 Form approved.
(No, eyr91Aol UNI ED STATES SUBMIT IN DU

otherin-

End et reauNo. 11090845-0137

DEPARTMENT OF THE INTERIOR .5. I,EASE DESIGNATION AND SERIAL NO.

BUREAUOF LAND MANAGEMENT UTU-67845
6. IV INDIAN, ALLOTTEE On TRIBM NAME

WELLCOMPLETIONOR RECOMPLETIONRE
la. TYPE OF WELL:

I.I. 4 1. DRY Oth 7. UNIT AGREEMENT NAME

b. TYPE OF COMPLETION: NONE
,NEW WORK EI'-

n. Other JUN2 4 1991 km OR LEASE NAME

2. NAME OF OPERATOR

GREENWOOD HOLDINGS INC. Op 9. WEU, NO.

a. Anna... or ormaaro= OI GAS&MINING FEDERAL 1-26
5600 S. QUEBEC ST., SUITE 150-C, ENGLEWOOD, CO $01.11 io. FIELD AND POOL, 08 WILDCAT

4. I.OCATION or wat,L (Report location clearly and in accordance icith any State requirernenta)• UNNAMED Wildcat
At sortace 461' FNL, 1880 ' FWL, NE¼NW¼SEC 26 TSS R17E 11. SEC., T., R., M., OR BLOCK AND BURVEY

OR AREA

At top prod. interval reported below
SEC 26, TSS-R17E

At total depth

14. PERMIT NO• DATE ISSUED 12. COUNTY 08 13. STATE

43-047-31953 2/19/91. 'ŸËtah Co. Utah
15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COhfPL. (Etady to pr04.) 18. ELEVATIONS (DF. RKB, RT, GB, ETC.)e 19. ELEV. CASINGREAD

4/16/91 4/28/91 6/13/91 KB: 5142 '
, GL: 5129 ' 5129 '

20. TorAL DEPrH, MD A T¥D Êl. PLUO, BACK T.D., MD & TVD 22. 17 MPLTIPLE COMPL., I 23. INTERTALE ROTART TOOLS CABLE TOOLS

7120 ' 7044 ' lŠow manr• DRILLED BT
ROtary

24. PRODUCING INTERVAL(B), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TTD)* 25. WAS DIRECTIONAL

6952-64',6880-85',6760-71',6634-38',6564-72',6406-10',6472-76',6496-99', suavar mana

6324-36',6222-27',6028-45',5282-87',5210-15' ('g. 6 No
26. TTPE ELECT IC AND OTHER LOGS RUN 27. WAs wsLL coman

DLL-GR, FDCOL-GR-CAL BL-CL-GR ult¢Dt.DS •$4-9/ NO
28. CASING RECORD (Report an strings set in toen)

CASINO SIzz WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIžg CEMENTING RECORD AMOUNT PULLED

8 5/8" Jh5 24# 302' 12 1/4" 220 SX "G"
5 ½" J53 157 illy' i //8" '>UU sx "G" tailed w/ 400

sacks Lite.

29. LINER RECORD 30. TUBING RECORD
RIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH BET (MD) PACKEW SET (M

2 //8" 6891' Anchor
set Ld5111'

31. TaaroaATron ascono (Interval, sire and usaber) 32. ACID. SHOT, FRACTURE, CEMENT SQUEEEE, ETC.

DEPTH INTERVAL (MD) Abt0CNT AND EIND OF MATERIAL USED
6952-62', 6880-85', 6760-71', 676ù-71 Brac 46,uuus 20/40,16/.50
6634-8 '

,
6564-72'

,
6406-10'

,
6472-6'

,
6564-72' Frac 4Ù, ÙÙ¾ 2Ù/4U, ib/,5U

6496-99'
,
6324-36'

,
6222-27'

,
6028-45'

,
6324-36' F1.ae bö, Jö0 2ù/40,167.su

5282-87'
,

5210-15'
. All 4 JSPF äee aLLadhhlehts.

33.* PRODUCTION
DATE FtmaT PRODUCTION PRODUCTION METHOD (FIOloing, gGB liff, PURpifig--BiB@ Sfid $$pf Of puffsp) WELL STATUS (Proggging Of

6/14/91 Pumping 228-84 Trico ' """' Producing
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS--Mer. WATER--BBL. GAS-OIL RATIO

6/18/91 24 HRS TEST PERIOD I 102 BOPD I TSTM I 96 BLWPD
FiaW. TUBING PREUS. CASING PRESSCRE CALCULATED Otr.-BBL. GAS--MCP. WATER--BBL. OIL GRATITT-API (CORE.)

24-Houx RArm 1102 BOPD ! TSTM i 96 BLWPD NA
34. DISPOSITION OF GAa (ßold, seed for fusi, versted, etc.) | TagT WITNEBBSD BT

Lease use and vented. Gas test and Oil Gravity tst to follow. Joe Duncan
35. LIST OW ATTACHMENTS

Production reports 6/14/91 thr 6/19/1991.
. 30. I hereby certify that the fore a bed i rmation is complete and correct as determined from all available records

James P. Ryder June 19, 1991
SIGNED / TITLE Operations MgT - DATE

*(SeeInÁcds and Spacesfer Additional Data on ReverseSide)
I'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly anct willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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Page 5 coNr!DENTIAL
COMPLETION REPORT

FEDERAL 1-26

NENW Sec 26-T8S-R17E
Uintah County, Utah

5-1-91
thru

5-8-91 DTD 7120' SI WO completion rig.

DWC:$O CWC: $193,375

5-9-91 MI Quality Well Service, too windy to work on tank
battery.

DWC: $0 CWC: $193,375
5-10-91 RU Quality Well Service, NU BOP, PU BHA consisting of

Smith Bit 4 3/4 SN#J63847, X-O, 4 drill collars, X-O, 2
7/8 TBG, tag CMT @ 6885.30, RU to drill, circulate btms
up, pull 2 stands, SI.

DWC: $39,606 CWC: $232,981

5-11-91 TBG PSI 0, CSG PSI 0, RIH w/2 stands, tag cmt 8 6885.30,
RU to drill, drill to 7055.84, circ hole clean, Im drlg
equip, POOH w|tbg, LD BHA, PU bit + csg scraper, RIH,
tagged PBTD, worked last four stands up & down, PU off
BTM, mixed chemical and displaced hole w/170 bbls 2% KCL,
Bidside, clay stabilizers + demulisfiers, POOH w|tbg bit
and scraper, SWI.

DWC: $4,935 CWC: $237,916

5-12-91 SI.

DWC: $0 CWC: $237,916

5-13-91 Loggers - PBTD @ 7044', Pressure test csg to 2000#, held
good, RU Halliburton Logging Service, ran bond log from
TD @ 7044 to 200' out of cmt @ 1130', logged under 1000#
PSI after pressure testing csg to 2000# (held good),
perforated @ 6952'-6964', 12' 4 SPF, 120 DEG phasing, RIH
w/PKR, ball test sub, x-over, set PKR @ 6916', RU
Western, tested csg to 3000# (held good), broke Dn perfs
w/Western, swabbed after break Dn, 13 runs recovered 65
1/2 bbls (H2O), fluid level from surface to 6250', no oil
or gas
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Completion Report
Federal 1-26
Page 6

TIME TBG PSI RATE BBLS

3:11pm 3000 0 0
3:19pm 3620 4.7 30
3:26pm 3000 4.7 58 shut dn ballout
3:53pm 2200 4.6 78 start flush
3:56pm 3500 0 71 shut dn

ISIP 2650, 15 min 2360

DCC: $8,576 CWC: $246,492
5-14-91 TBG PSI 0, CSG PSI 0, perfs @ 6952-64, made 6 swab runs,

FL @ 5400' (800' of entry overnight) swabbed 3.7 bbls,
unseat PKR @ 6916', POOH w|tbg & PKR, PU BP, RIH & set
plug @ 6916', POOH to 6796' w/EOT, press test plug on TBG
w/Western to 3000#, RU Halliburton & perf thru tbg @
6880'-85' 4 SPF 20 holes, RD Halliburton, RU Western,
Break down perfs @ 4000#, pumped 7 bbls ahead, 20 bbls
w/2 ball sealers per BBL (40 balls), 3 bbls behind, flush
w/41.3 bbls, pumped @ 3.2 BPM @ 3400#, no ball action,
ISIP 2800, 5 min. 2800, 10 min. 2750, 15 min. 2750, move
BP to 6796, set & press test to 4000#, POOH w|tbg, SI.

DWC: $17,406 CWC: $263,898
5-15-91 SI.

DWC: $75 CWC: $263,973
5-16-91 TBG PSI 1360, CSG PSI 1360, plug @ 6796', bled off press,

finish POOH w/20 stands & 1 single, RU Halliburton, RIH,
tag @ 150', worked thru tag again @ 1150, POOH, found
pariffin on tls, RU Western,,press test csg & plug to
3900#, held good, as ordered by Steve Fillingham & Jim
Ryder, it was decided to move ahead w/original program &
not test zone @ 6880'-85', RIH w|tbg to 1500', circ oil
out of hole, POOH w|tbg, RU Halliburton, RIH & tag plug
@ 6788, perforate § 6760'-71, 4 SPF, 44 holes, RIH w|tbg,
landed EOT (NC, Ballwiper & SN) @ 6713 (blast joint @
surface), RU Western, broke on perfs @ 3850#, avg. rate
7 BPM @ 3600#, good ball action, did not ball off, surge
off balls, made 4 wiper passes, reset EOT @ 6713, attempt
frac w/press increasing to 4500# and rate decreasing to
7BPM, friction PSI to high to attempt any sand, SD to
pull tbg to frac down csg, POOH w|tbg, RU Western to
frac, frac w/48,800# of 20/40 + 16/30 sand, avg rate of
25.6 BPM, avg PSI of 3700#, SI.

DWC: $42,228 CWC:
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5-17-91 Csg Psi 2050, bled off in 2 1/2 hrs, rec 148 bb1s, RIH
w|tbg to 6790', circ hole clean, unseat BP @ 6796' & move
to 6713', set & press check to 2000# (held good), move
end of tbg to 6607', SI.

DWC: $2,189 CWC: $308,390

5-18-91 Tbg Psi 1350, Csg Psi 1350, bled off press, RU
Halliburton, RIH to 20', tag oil could not fall thru,
POOH w/gun, RD Halliburton, RU & circ oil out of tbg, RU
Halliburton, RIH & perf @ 6634'-38' 4 SPF 16 holes, POOH,
RD Halliburton, RU Western, break down perfs, broke @
3900# 1 BPM, pumped into perfs @ 5 BPM 3750#, good ball
action, btm did not ball off, total fluid 70 bbls, surge
off balls, pumped in @ 3780, 65 BPM, ISIP 2200#, 5 min
2020, 10 min 1990, 15 min 1980, RD Western, RIH unseat
RBP, move to 6607', set & press test to 4000# (held
good), POOH w|tbg, RU Halliburton, perf @ 6564'-72' 4 SPF
32 holes w/4" csg gun, POOH, RD Halliburton, RIH w/N.C.,
ball wiper, SN & tbg to 6607', broke on perfs 8 3900#,
good ball action, surged off balls, pumped @ 6.7 BPM
3700#, RIH wipe off balls, RU Western to frac (break on
ISIP 2100, 5 min 1950, 10 min 1840, 15 min 1770), attempt
to frac w/no luck because of high friction, psi 3900# @
5 BPM, SI.

DWC: $7,802 CWC: $316,192

5-19-91 SI, travel to Vernal, meeting w/Western, Bill Ryan, Jim
Ryder & Joe Duncan to discuss frac procedures, line up
operations for next day.

DWC: $375 CWC: $316,567

5-20-91 TBG PSI 300, CSG PSI 300, POOH w/dead string, RIH
w|retaining tool unseat RBP @ 6607, POOH, RIH w/RBP &
PKR, set RBP @ 6607 and PKR @ 6595, tools would not test,
reset tools in two more settings w|no test, POOH w|tools,
found BTM rubber on RBP gone & rubber in values, SI.

DWC: $5,559 CWC: $322,126

5-21-91 CSG 850#, 697 bb1s frac, 171 bbls break, RIH w/tbg to
2500', circulate, POOH, RU, RBP & PKR, RIH, set RBP @
6613 & PKR @ 6610, RU Western, pressure check RBP & PKR
to 4000# (held good), move PKR to 6513, set and pressure
check csg & PKR to 2000# (held good), RU Western to break
Dn, pumped 9.5 BPM @ 4000#, 150% excess ball sealers
(80), good ball action w/16 breaks, balled off, surge off
balls, pump in 13.5 BPM @ 5800, ISIP 2600,



O O

Completion Report
Federal 1-26
Page 8

frac G .82, 5 min 2450#, 10 min 2400#, 15 min 2400#, POOH
w|tbg, RU Halliburton, RIH, perf (again) @ 6564-72, 4
SPF, 32 holes, POOH, RD Halliburton, RIH w/NC & tbg to
6513, RU Western for break Dn, spot balls in tbg or first
20 bbls fluid, pump 93 bbls w/128 balls, good ball action
and perfs balled off, surged off balls and pumped into
formation @ 10 BPM - 3800#, ISIP 2600#, RU Western and
fracd down, annulus w/39,000# of 20/40 sand tailed in
w|approx 1200# of 16/30 before screen out, avg rate 14.8
BPM, avg PSI 3800#, 697 total bbls of fluid, circ sand
out of csg under pressure, SI.

DWC: $5,386 CWC: $327,512

5-22-91 TBG PSI 1825, CSG PSI 2050, flow back frac fluid @ 1 BPM,
flow back well for 10 1/2 hrs, recovered 281 bb1s, POOH
w|tbg, SI.

DWC: $40,300 CWC: $367,812

5-23-91 CSG PSI 1150#, bled off press, RIH w|tbg, tag sand @
6572', circ to plug @ 6613', unseat & move plug to 6540',
set & press test to 2000# (held good), swab FL dn 1000',
RU Halliburton, perf @ 6406'-10', 6472'-76', 6496'-99',
4 SPF 44 total holes, POOH, RD Halliburton, RU Western,
broke dn perfs w/100% excess ball sealers, good ball
action, balled off, surged off balls, pumped in @ 6.5 BPM
@ 3960#, ISIP 2500#, 5 min 2240#, IE)Western, move RBP to
6388', set & press test to 4000#, POOH w|tbg, RU
Halliburton, RIH, perfd @ 6324'-36' 4 SPF 48 holes, POOH,
RD Halliburton, RIH w/NC & tbg, set EOT @ 6263', RU
Western, broke dn perfs @ 3970 to 2500# taking 7.1 BPM,
pump 96 balls (100% excess), balled off perfs, surged off
balls, established rate of 10 BPM @ 3960#, ISIP 1800#
(F.G. .72) 5 min 1500#, 10 min 1420#, 15 min 1370#, RU

Western to frac, frac well w/38,580# total sand, 32,700#
of 20/40, 5880# of 16/30, 18 bbls short of flush before
well screened out, total fluid 576 bbls, avg rate 25.2
BPM, avg PSI 3534#, displaced sand out of csg under 3000#
press & shut well in.

DWC: $38,891 CWC: $406,703

5-24-91 CSG PSI 1400#, TBG PSI 1400#, Well flowed back for 6 hrs
rec 258 bbls w/good oil & gas show, POOH w|tbg, RIH
w|retrieving head, tag sand @ 6340, circ sand off RBP @
6388, unseat and move RBP to 6280, move EOT to 6100.

DWC: $1,645 CWC:
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5-25-91
thru

5-27-91 operations shut down Saturday, Sunday, Monday.

DWC: $225 CWC: $408,573

5-28-91 TBG PSI 850, CSG PSI 850, RU to test RBP, would not test
(w/Western), POOH w/RBP, found top rubber gone, RIH w/2nd .

RBP set @ 6280 (again), RU Western to test, plug would
not test, circulated complete hole volume, attempt to
test (no test), move plug to 6270', tried to test (no
test), move RBP to 5910' set & attempt to test (held
good), RIH to 6253', set plug, RU Western, tested to
4000# (held good), move EOT to 6109', RU Halliburton,
RIH, perf @ 6222-27 thru tbg, 4SPF, 20 holes, RU Western,
broke Dn perfs w/40 ball sealers (100% excess), broke @
2400-6BPM, pumped 8 2700# - 6BPM w|no ball action, ISIP
2000 (F.G. .75) 5 min - 1710#, 10 min - 1580#, 15 min -

1490#, move RBP to 6100', set & press check to 4000#
(held good), POOH w|tbg, SI.

DWC: $6,922 CWC: $415,496

5-29-91 TBG 0 CSG 0, RU Halliburton, RIH perf 8 6028'-45' 4 SPF
68 holes, POOH, RD Halliburton, RIH w|tbg (dead string),
EOT @ 5827', RU Western to break Dn perfs w/136
ballsealers (100% excess), broke @ taking fluid 3440 @
7.5 BPM, broke to 2900 @ 8 BPM, fair ball action, did not
ball off, surge off balls, est rate thru tbg @ 3000# 9
BPM, ISIP 1500#, 5 min 1240#, 10 min 1160#, 15 min 1280#
(F.G. .69), RU Western to frac, pumped 25,400# of 20/40
sand, 9700# @ 16/30 sand @ a rate avg of 28.3 BPM, press
avg of 3294#, total fluid 585 bbls, ISIP 1900#, 5 min
1700#, 10 min 1600#, 15 min 1570#, SI.

DWC: $29,705 CWC: $445,201

5-30-91 TBG PSI 950, CSG PSI 1000, well flowed back for 5 hrs,
rec 189 bbls w|trace of oil, POOH w|tbg, RIH w|retriving
head, tag sand @ 6100', circ hole, clean sand, balls off
RBP @ 6150', move RBP to 5487', set and tested to 2000#
(held good), *note plug would not test @ 5400', POOH
w|tbg, SI.

DWC: $2,300 CWC: $447,501
5-31-91 TBG 0 CSG 0, RU Halliburton, RIH perf @ 5282'-87' 4 SPF

20 holes, POOH, RD Halliburton, RIH w|dead string to
5114', RU Western for break dn, spot hot fluid in tbg,
broke 3500# 7 BPM, pumped 100% excess ball sealers
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balls) 3500# to 2900# taking 8 BPM, good ball action, did
not ball off, surge balls off, est injection rate of 8.4
BPM @ 3400#, ISIP 1300# (F.G. .68), 5 min 980#, 10 min
940#, 15 min 910#, RU to frac, spotted pre pad in
annulus, pumped 85 bbls into formation (no sand), had 1-

2# sand in annulus before perfs shot off @4500#, reverse
out sand, try to est rate w/2% KCL w/no luck, RIH w|tbg
past perfs, circ dn annulus @ 8 BPM to wash off perfs,
POOH above perfs, try to inject w/no luck, POOH w|tbg,
RIH w/5 1/2" 15.5# csg scraper, wiped past perfs 4 times,
POOH above perfs, SI.

DWC: $7,335 CWC: $454,836

6-01-91 TBG 150 CSG 175, RU Western to est rate of 16 BPM @ 4300#
w/breaking action from 4 to 16 BPM @ 4000#, at 16 BPM
well started to increase press from 4000# to 4300#, ISIP
1600# (F.G. .74), 5 min 1120#, 10 min 1100#, 15 min
1060#, POOH w|tbg, LD csg scraper, RIH w/dead string to
5114', RU Western to frac, pumped 6900# of 20/40 sand
into formation before screen out, total fluid pumped 300
bbls, avg rate 23 BPM, avg press 4000#, circ sand out of
annulus under press, washed out 2 choke stems, 1 choke
seat, 1 chicksan and 2 ball valves, SI.

DWC: $18,122 CWC: $472,958

6-02-91 TBG 875 CSG 600, flowed back frac @ 1 BPM, rec 48 bbls,
circ hole clean, POOH w|tbg, PU retrieving tl, RIH, tag
sand 0 5100', circ sand dn to plug § 5459', clean hole,
unseat & move plug to & set @ 5250', press test plug to
2000#, held good, POOH w|tbg, SI.

DWC: $2,130 CWC: $475,088

6-03-91 Waiting on orders.

DWC:$35,575 (cost adj) CWC: $510,663

6-04-91 RU Western, test RBP to 4000# (held good), RU Halliburton
to perf, RIH, tag plug @ 5250' and perf @ 5210-15', 4SPF,
20 holes, RIH w|tbg to 5100', RU Western, spot 40 bbls
hot fluid in tbg, started break Dn, perfs broke @ 2400#
taking 2.4 BPM, increased rate to 7.6 BPM @ 2950#, ISIP
1380# after 24 bbls, pump back into formation w/32 bbls,
4 ball sealers per bbl, 40 balls, 100% excess, good ball
action, balled off, surge balls off est rate @ 7.5 BPM @
3000#, ISIP 1300#, est second rate after surge of 7.5 BPM
@ 3000#, ISIP 1300#, 5 min 1250#, 10 min 1200#, 15 min
1200# (F.G. .69), RIH w/tbg to 5247' and circ @ 8 BPM
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circ balls out, POOH w/tbg to 5100', RU Western, started
frac, screened out w/220 bbls and 9900# 20/40 sand in
formation, avg rate 25 BPM avg press 3700#, circ sand out
of csg under 3000# press, SI.

DWC: $24,288 CWC: $534,950

6-05-91 TBG 0 CSG 0, opened well & flowed back for 4 hrs, rec 183
bbls (good oil show), circ hole clean, POOH w|tbg, PU
retrieving tl, RIH, tag RBP @ 5250', circ hole clean,
unseat RBP & POOH, RIH w/tby (N.C., 1 jt, S.N. & tbg) to
5174', SI.

DWC: $2,901 CWC: $537,851

6-06-91 TBG 300 CSG 350, circ oil out of tbg, RIH, tag sand @
6588', (467' of sand), RU, circ sand out to 7044', POOH
to 6885', RU swab euip, SI.

DWC: $8,314 CWC: $546,165

6-07-91 TBG 125 CSG 120, started swabbing, made 26 runs, rec 408
bbls, swabbed FL from surface to 1500', avg oil/water cut
25% oil 75% water, high oil/water cut 50% oil 50% water,
3224 bbls injected, 1107 bbls flowed back, 306 bbls
swabbed, 1811 bbls left to rec, est rec on 6/7/91 306
bbls water 102 bb1s oil, still swabbing, trace of sand.

DWC: $6,240 CWC: $552,405

6-08-91 TBG 325 CSG 250, well flowed for 2 hrs, made 37 swab
runs, rec 371 bbls, FL on last 10 runs 1700', avg
oil/water cut 20%-25% oil 80%-75% water, 3224 bbls
injected, 1107 bbls flowed back, 603 bbls swabbed, 1514
bbls water left to rec, est recovered on 6/8/91 297 bbls
water 74 bbls oil, still swabbing, trace of sand.

DWC: $2,231 CWC: $554,636

6-09-91 Operations shut down for Sunday.

DWC: $25 CWC: $554,661

6-10-91 TBG 350 CSG 580, opened well, flowed for 2 hrs, rec 12

bbls oil, RU, swab equip, made 18 runs, rec approx 191
bbls, FL on last run @ 1500', avg oil/water cut 50% oil
50% water, last run cut was 70% oil 30% water, bbls
injected 3224, flowed back 1107 bbls, swabbed 699
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left to rec 1418 bbls, est rec on 6/10/91 96 bb1s water
107 bbls oil.

DWC: $ 2,389 CWC: $557,050

6-11-91 TBG 0 CSG 0, RIH from 5000' to 7044', POOH, changing out
bad 2 7/8" collars, RIH w/N.C., 1 jt, 3' perforated sub,
SN, landed EOT @ 6885', anchor § 5111', ND BOP, set
anchor w/13,000# tension, SI.

DWC: $3,248 CWC: $560,298

6-12-91 TBG 0 CSG 0, landed EOT @ 6891', SN @ 6856', anchor @
5111', RU rod equip, RIH w/2 1/2" x 1 3/4" x 16' RHAC
(TRICO) pump, 115" max stroke length, top cap held down,

weight rod, 4' centralizer, weight rod, 165 3/4" rods,
107 7/8" rods, 6'-8'-4' x 7/8" subs, 1-30' x 1 1/4"
polish rod, seated pump & press checked to 600# (held
good), produced well all night, as of 5:30 a.m. 6-13-91

rec 120 bb1s, 3284 bb1s injected, 1107 bbls flowed back,
699 bbls swabbed, 120 bbls pumped, 1358 bbls LW left to
rec.

DWC: $2,605 CWC: $562,903

6-13-91 TBG 50 CSG 300-310, RD Quality Well Service, pumped well
for 15 hrs, rec 144.4 bbls, csg built up to 300# in 9 hrs
while rigging down unit,3285 bbls injected, 1107 bbls
flow back, 699 bbls swabbed, 264 bbls pumped, 1214 bbls
left to rec.

DWC: $355 CWC: $563,258

6-14-91 Recovered 131.09 bbls water, 101.64 bbls oil by 5:45
a.m., 1083 bbls left to rec, 1000# press gauge.

DWC: $355 CWC: $563,613

6-15-91 Recovered 121 bbls water, 115 bbls oil by 6:00 a.m., 962
bbls left to recover.

DWC: $355 CWC:
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Completion Report
Federal 1-26
Page 13

6-16-91 Recovered 106 bbls water, 116 bbls oil by 6:00 a.m.
Note: transferred 115.23 bbls from frac tank, sold 176.46
bbls, run ticket #0073744.

Totals Recovered:

Oil produced 215 Water pumped 517
Oil swabbed 115 swabbed 699

330 flow back 1107
2323

856 bbls LW to recover.

DWC: $355 CWC: $564,323

6-17-91 Produced 105 bbls oil, 98 bbls water, sold 216 bbls oil,
758 bb1s left to recover.

DWC: $300 CWC: $564,623

6-18-91 Produced 102 bbls oil, 96 bbls water, 662 bbls LW to
recover.

DWC: $300 CWC: $564,923

6-19-91 Producted 108 bbls oil, 92 bbls water, 570 bbls left to
recover.

DWC: $300 CWC:
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EM Gareenwood
Holdings Inc.

5600SouthQuebecStreet
Suite 150-C

" Englewood, Colorado 80111

June 19, 1991

F3a0c3)im7ie3: 33)
694-1154

EJUN2 4 1991

Mr. R. J. Firth DIVISK)NOF
State of Utah OILGAS&MINING
Division of Oil, Gas & Mining
3 Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

Subject: Application for wildcat designation.
Federal 1-26 NENW Sec. 26 T8S R17E
Uintah County, Utah

Dear Sir:

Greenwood Holdings Inc. hereby requests that the above captioned well be given
a final status designation of "wildcat" pursuant to General Rule R615-3-35. The
well was completed June 18, 1991 as stated on the Well Completion form filed
herewith.

In support of this request we are providing the following inform tion:

1.1 A plat showing the location of the well in relation to the Pariette
Draw Federal 9-23. Prior to drilling of the subject well, this was
the only well within the one (1) mile radius.

1.2 Completion reports for the Greenwood Holdings Federal (1-26 Exhibit
"B1") and the Pariette Federal 9-23 (Exhibit "B2"). New pays were
established by the Greenwood Federal 1-26 in the deeper Colton
Formation, as well as several thin sands as specified on the
Completion Report.

1.3 Cross Section Exhibit "C" showing the new pays established by the
Greenwood Federal 1-26. The thick "Texaco" channel sand shown on
the cross section was the primary objective of the test, and was not
encountered by the Greenwood well. One thin sand is common to both
the Greenwood and the Pariette Federal 9-23, however these thin beds
are not believed to be in pressure communication.

1.4 The area may be considered a known geologic structure to the extent
that multiple productive sands exist regionally. There is no known
relationship between geologic structure, and the distribution or
trend of the stratigraphic



O O
Page 2.
FEDERAL 1-26
Wildcat Designation.

1.5 No bottom hole pressure data is available. All sands should be at
original reservoir pressure.

1.6 The Green River and Colton sands of the Monument Butte and Pariette
Bench are typically developed on a 40 acre spacing unit basis. The
most encouraging shows in this well were in the Colton sand members
which liberated a greenish/black crude during drilling. These
deeper sands were either not present or were not penetrated in the
nearest existing wells. With the establishment of these new
objectives, Greenwood believes that this well should qualify for
wildcat status. We respectfully request that a final designation be
made, and that the State Tax Commission be informed of the status of
this well as it relates to Section 59-5-102(2)(d) for the purpose of
severance tax exemption. Development drilling in and around the
subject well will be based upon economics derived from the near term
production potential demonstrated by the Colton sand members.

Please review this information and inform us of your determinationby contacting
the undersigned at the letterhead address.

Sincerely,
Steve M. Fillingham

Greenwood Holdings Inc.
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Form 3160-5 UNITED STATES FORM APPROVED
•December 19×9:

DEPARTMENT OF THE INTERIOR "E s
Sm Noer

30
BUREAU OF LAND MANAGEMENT 5. i.ease Designation and Serial No.

UTU-67845
SUNDRY NOTICES AND REPORTS ON WELLS 6. If 1ndian. Allottee or Tribe Name

Do not use this form for proposals to drlll or to deepen or reentry to a different reservoir. NONE
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA. Agreemen! Designation
SUBMIT IN TRIPLICATE NONE

1. Type of Well

OW.» O°w','nO o.., 8. Wen Nm and No.
2. Name of Operator FEDERAL 26-1

GREENWOODHOLDINGS INC. (303) 773-6703 9. API Wen No.
3. Address and Telephone No. 43-047-31953

5600 S. QUEBEC ST. , SUITE 150-C, ENGLEWOOD, CO 80111 10. Field and Pool. or Exploratory Area

4. Ocation of Well (Foorage. Sec.. T.. R.. M.. or Survey Description) UNNAMED/WILDCAT
i I. County or Parish. State

461' FNL 1880' FWL NE¼NW¼SEC 26 T8S T17E UINTAH CO. UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Nake of Inten. O Abandonment Change of Plans

O a.......... O New Construction
O Subsequent Reput Plugging Back

,
Non-Rotam F acmring

O c...., a..., O Waer Shut-Off

O Fimi Mandomnent Naic. O si..., c..... O c..........>......
O om.,

(Note: Report results of multiple completion on Well Completion or
Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates. including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Greenwood respectfully requests permission to continue to vent gas from
the subject well. The well was producing an estimated 15 to 25 mcfpd as
of August 14, 1991, most of which is being used to heat crude for
shipping, and the rest vented. We do not believe that the well is
capable of producing a sufficient volume of gas to justify the
construction of a gas pipeline. Interline Gas has initiated the
permitting of a gas pipeline and gathering system for this area. Should
they be successful in this effort we will address the feasibility of
connecting to their syste

14. I hereby certify that the foregoing is true and correct

Signed y¡g¡e
S eve M. Fillinghg GAS&Mig§ st 14, 1991" " I nnl-girt

(This space for te office use)

Approved by Title DateConditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitibus or fraudulent statementsor representations as to any matter within its jurisdiction.

'See Instruction on Reverse



9 •
Forrn 3160-5 UNITED STATES FORM APPROVED
toecember!9×9:

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. i.esse Designadou and Serial No.

UTU-67845
SUNDRY NOTICES AND REPORTS ON WELLS 6. If indian. Anottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir- NONE
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unk or CA. Agreement Designanon
SUBMIT IN TRIPLICATE NONE

1. Type of Well

OR O S'n O o.., . 8. WW Name ud No.

2. Name of Operator .
FEDERAL 26-1

GREENWOODHOLDINGS ING. (303) 773-6703 9. API Weu No.

3. Address and Telephone No. 43-047-31953
5600 S. QUEBEC ST. , SUITE 150-C, ENGLEWOOD, CO 80111 10. Field and Pool, or Exploratory Area

4. Location of Well (Foorage, Sec.. T., R.. M., or Survey Description) UNNAMED/WILDCAT
11. County or Parish, State

461' FNL 1880' FWL NE¼NW¼SEC 26 T8S T17E UINTAH CO. UTAH

12. CHECK APPROPRIATE BOX(s)TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O sone..r r.... O Atandomnent O a....<ri..
O a....w.a.. O s. c.......

O Subsequent Repon Plugging Back
. O Nu-Rotam Fuc uring

O Cang Repair O w.., si...orr
OFM AbandonmentN a sc. O -, c...., O c......- . s.m.

O o..,
(Note: Report results of mukiple completion on Well Completion or
Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a 1pertinent details. and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled.
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The reserve pit for the subject well has been backfilled and the fence
removed. The fluids from the reserve pit were removed prior to
backfilling of the pit. Produced water from the well is being hauled
by Nebeker Trucking to an approved facility for disposal.

A fiberglass tank-has been installed on location for collection of
produced water prior to hauling.

SEP1 6 199

DMSION
OILGAS&MNNG

14. I hereby certify that the is true and correct
Steve M. Fillingham Sept 10, 1991

Si Title t- Date
(This space for Fedsfal15f State office use),

bY Title DateConditions of approval. if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willftsily to make to any department or agency of the United States any false. fictitiöus or fraudulent statementsor representations as to any matter within its jurisdiction.
*See instruction on Reverse



e OForm also-s URTEI D STATES FORMAPPROVEDÏÚccumhet19W41 Budget Bureau No. 1004-0135DEPARTMENTOF THE INTERIOR Expires: September 30, 1990
BUREAU OF LAND MANAGEMENT s. t...se Designation and Serial No.

UTU-67845
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Anonce or Tribe NameDo not use this form for proposals to drlil or to deepen or reentry to a different reservoir· NONEUse "APPUCATION FOR PERMIT-" for such proposals

7. If Unit or CA. Agreement DesignanonSUBMIT IN TRIPLICATE NONE
1. Type of Well

O2W.O a O o.., 8. Well Name and No.
2. Name of Operator FEDERAL 26-1

GREENWOODHOLDINGS INC. (303) 773-6703 9. API Weil No.
3. Address and Telephone No. 43-047-31953

5600 S. QUEBEC ST. , SUITE 150-C, ENGLEWOOD, CO 80111 10. Field and Pool, or Exploratory Area
4. lacation of Well (Foorage, Sec.. T.. R., M.. or Survey Description) UNNAMED/WILDCAT

11. Cosmy or Parish. State
461' FNL 1880' FWL NE¼NW¼SEC 26 TSS T17E UINTAH CO. UTAH

12. CHECK APPROPRIATE BOX(s)TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Nodœ of Inmm andonment Chuge of Plans
/ O a....w.a.. O New ConsuuchonO Subsequent Report O ri..,s., ...a . O Non-Ranta FucmnngO Cong Repair Waar Shm-OHO Final Abandonment Noda Altenng Cas... O c.........w..O o..,

(Note: Report results of multiple completion on Well Completion or
Recompletion Report and Log fortn.)

13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates. including estimated date of starting any proposed work. If well is directionally drilled,give subsurface locations and measured and true vertical depths for all markers and zones peninent to this work.)•

Attached are produced water and oil sample analyses for the subjectwell. The water appears to be nearly fresh, with a TDS of 6,845 ppm.
The crude oil produced at this location is 36.:P API gravity, with apour point of 96* F.

SEP16 1991
DMSION O

LGAS&MINNG

14. I hereby certi the foregoin is true and correct

Approved by Tide DateConditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a critne for any person know ngly and willMiy to make to any deparanent or agency of the United States any false fictit us or fraudulent statementsor representations as to any mauer wkhin its jurisdiction.
*See Instruction on Reverse



SW7N
ENEMY SERVICES
a memor g Au.sad neovers con onnon ·

, ÛŸÍ
1435 South 1200 East

VIS NOFVemal,Utah 84078
Phone (801) 789-95eo

, GAS&MINING

COMPANY: GREENWOODHOLDING REPORT DATE: 7/19/91
ADDRESS: • COUNTY: DUCHESNE

,

FIELD: MONUMENTRUTTE

ATTENTION: JIM gyhER FORMATION: ·

DATE SAMPLED: 7/15/91 LEASE:

WELL: FEDERAT. 1-26

WATER ANALYSIS

SPECIFIC GRAVITY: 1.005
- pH: 10.0

CHLORIDE: 4000 wom CALCIUM: 425 ppm
BICARBONATE: ad MAGNESIUM: nd
SULFIDE: nd TOTAL IRON: nd
SULFATE:

. 200 pom SODIUM: 129 ppm

TOTAL HARDNESS: 199 ppm TOTAL DISSOLVED(AS CaCO3) SOLIDS: 6,845 ppm

RESISTIVITY: -
60° 7 OHMMETERS @: ,01

POTASSIUM: 5+ 2000

' SAMPLE SOURCE:

REMARKS: High Ph indicates frac water

SMITH



ENEMY SERVICES
Aoivoonor ALLIED encouers conmonanon

1436 South 1200 East
Vemal, Utah 84078
Phone (801) 780.0600

TO: JIM RYDER

FROH . HIKE HILL

DATE: JULY 19, 1991

SUBJECT: OIL ANALYSIS

POUR POINT 96 DEGREE FAHRENHEIT

.02% SUSPENDED SOLIDS

1% BSW

I RE-RAN THE BICARS TEST ON THE WATER AND GOT 735
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Torm vas UNITEDSTATES : Foa. oven
ossemerI""' DEPARTMENTOF THE INTERIOR ; i,',

BUREAUOF LAND MANAGEMENT s unsaoes.enanenana sans so
I

U67845
SUNDAY NOTICES AND REPORTS ON WELLS e it inutan. Anar.. >r rue, s...

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use ••APPUCATION FOR PERMIT-" for such proposals '

SUBMITIN TRIPLICATE
7. u caso,ca. Aar.....o.s.s- a

1. Typeof Well

Œ& OA O o... * **"- 9•s•
z..9....top.ra.« x Ferieval 1-76

Greenwood Holdings Inc. ' ^"*****

5600 S. Quebec St., Suite 150-C, Englewood, Co. 80111 10.FisidangPoot.orExploratory Area

4. t........« ww.F..mee. s... r.. a...w..or su"'Y ©•'" '" Wildcat
11. Coumyor Pansk. Scam

NE NW S26-T8S-R17E Uintah, Utah

12. CHECK APPAOPRIATE BOX(s) TO INDICATENATUREOF NOTlcE, REPORT, OR OTHER DATA

TYPEOF SUSMISSION TYPE OF ACTION

O s.....n... O Abudonm.. O a....< a-
O a......... O s.. c..... ...

O $ubse em 2 890 8 O m...., a.« O 9........ se......

O c... a.,., O w.., sa..<«
0 Fa bandonmemNouce M an.. c... O e........ . t.,.....

2 o..,
i Noce: Repon resulls of muinple coaspaeaan on Weil Comptenonor
Recomptenen Report and t.ogform.)

13 Descnos Proposat or CompletagOperanons IClearlystate all pertinent demis. ana goe peronent dates. tactudmg estunated dara of starung any proposed wort lf meti is stracconaugr
gave suosurface locanons and measuret and mas serncal depths for all markers and zones pomnem to mas wort.;•

Site Facility diagram.

g©mV
SEP1 9 1991

DIVISIONOF
OILGAS&MINING

14. I hereby carnty dias M/IP

A Titta .fÅÔ ÊNÊÊ Date -1 7-91

(This spam forfederal or State odies unst

Approved by T¡de Date
C-la of approval. :I asy•

Titta 18 11 in secuen1001. makes at a came for any persom knowtasty and stil ally to maks e any departmem or agency of the ilmtsi Sama any false. fictinous of frauduient
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Form 3166-5 UNITED STATES FORM APPROVED
11)ccember 1989! Budget Bureau No. 1004-0135DEPARTMENT OF THE INTERIOR Expires: September 30, 1990

BUREAU OF LAND MANAGEMENT 5. Lease Desianation and Serial No.UTU-67845
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. NONE
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreemem Designation
SUBMIT IN TRIPLICATE NONE

I. Type of Well
OW

11
GWasu

Other 8. Well Name and No.
2. Name of Operator FEDERAL 1-26

GREENWOODHOLDINGS INC. (303) 773-6703 9. API Well No.
3. Address and Tclephone No.

43-047-31953
5600 S. QUEBEC ST. , SUITE 150-C, ENGLEWOOD,CO 80111 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) WMDRILDCAT
11. Coumy or Parish, State

461' FNL 1880' FWL NE¼NV¼SEC 26 TSS T17E UINTAH CO. UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Ahering Casing Convmion to Injecdon
Other

(Note: Report results of multiple completion on Well Completion or
Recompiction Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface k>cations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Produced water will be hauled by Nebecker Trucking to an approved
disposal site. The site used by Nebecker Trucking is Hansen
Disposal Pit located in Section 7, T3S, R3W in Duchesne County,
Utah. An alternate site would be the Cresent Disposal located in
Section 32, T1S, R1W in Duchesne County, Utah.

OCi 3 0 1991

DIVISIONOF
OILGAS&MINING

14. I hereby certify that the foregoing is true and correct

Signed. Title Steve M. Fillingham Date Oct 28 , 1991
(This spaWr Fe te office use, bedlogh L

Approved by Tide Date
Conditions of approval, if any:

Titic 18 U.S.C. Section ItXII. makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, netitiousor fraudulent statements
or represemations as to any matter within its lunsdiction.

*See Instruction on Reverse
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EQUITABLERESOURCES
ENERGYCOMPANY
BALCHON OIL DIVISION
1601 Lewis Avenue Office: (406) 259-7860
P.O. Box 21017 FAX: (406) 245-1365

Billings, MT 59104 FAX: (406) 245-1361

July 26, 1993

-- VIA FEDERAL EXPRESS --

Lisha Cordova
State of Utah
Division of oil, Gas & Mining
355 West North Temple
Salt Lake City, UT 84180

Dear Lisha:

Enclosed are sundry notices requesting approval of the Change
of Operator effective August 1, 1993, for the following wells:

Federal #22-25
SE NW Section 25, TSS, R17E
Duchesne County, Utah

Federal #1-26
NE NW Section 26, T8S, R17E
Duchesne County, Utah

If you have any questions or need further information, please
give me a call at (406) 259-7860. Thank you.

Bobbie Schuman
Coordinator of Operations,

Environmental and Regulatory Affairs

/rs

Enclosures
DIVISIONOF

OILGAS&



. FORM ATE OF UTAH

DIVISIONOF OIL, GAS AND MINING
5. Lease Designadon and Sedal Number:

UTU-67845

SUNDRY NOTICES AND REPORTS ON WELLS 6.Kindian,AllotteeorTdbeName:

n/a
7. Unit Agreement Name:

Do not use this form for proposals to dd\t new wells, deepen exisdng wells, or to reenter plugged and abandoned wells.
u.. ArrucAvioN FORPERMITTO DRIU.OR DEEPEN form for such proposals. O

1. Type of Well: OIL GAS OTHER:
8. Well Name and Number:

Federal #1-26
2. Name of Operator• 9. API Well Number:

Equitable Resources Energy Company, Balcron Oil Division 43-047-31953
i Address and Telephone Number 10. Field and Pool, or Wildcat:

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 Monument Butte/Green River
4. Locadan of Well

,,. 461' FNL, 1880' FWL county: Duchesne
oo.s•c..T..n.a: NE NWSection 26, TSS, R17E se.t.: UTAH

11· CHECK APPROPRIATE BOXES TO INDICATE NtTURE OF NOTICE, REPORT,.OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandonment O New Construction O Abandonment O New Construction

O casingRepair O Pull or Alter casing O Casing Repair O Pull or Alter Casing

O Change of Plans O Recompletion O Change of Plans O Shoot or Acidize

O conversionto injection O Shoot or Acidize O Conversion to injection O Ven Gare

O Fracture Treat O Vent or Flare O Fracture Treat O wo soff
O Multiple Completion O Water Shut-Off [EOther Change of operator
O Other

Date of v completion

Approximate date work will start Aeport resets of MMRipleCompletions and Recompletions to different reservers on WELL
COMPLETION OR RECOMPLETION AND (DG form.

* Must be accompanied by a cement verification report

12. DESCRIBEPADPOSEDOR COMPLETED OPERAT10NS (Clearly state an pertinent detans, and give pettinent dates. If well is directionally ddlied, give subsurface locatlons and measured and true
vertical depths for all markers and zones pertinent to this work.)

Effective August 1, 1993, the Operator of this well will be:

Equitable Resources Energy Company, Balcron Oil Division
P.O. Box 121017
Billings, MT 59104
(406) 259-7860 y)[ 2 7 jpg)

Operations will be taken over from: Greenwood Holdings, Inc.
5600 So. Quebec Street
suite 1so-c DiVISIONOF
Englewood, CO 80111 CASS MINING

13
.

Coordinator of Environmental
Name&Signature: Re: and RegüÏ&tOry Affairs

le Schuman
(Thie space for State use only)

(12\92) (See Instructions on Reverse
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AUG-50-93 MON 1 - 57 P - 05

monga . STATEOF UTAH

OMSION OF OIL, GAS AND MtNING
.signego6 and 8.4.1 Number.

UTu-67845

- SUNDRYNOTICES AND REPORTS ON WELLS
"'" ", ""°"

n/a
7.UnitAnteementName:

Omnot use IMtforg for propoogleto ddi newwens, deepen existingwens. or lo rearâ6¢plugge¢and abando^+d weia ,

Use APrudATIO½FORPERMtT14 OftLL OA OLTPEN fotwnfor suchproposefa

s.typ••rw* 01L GASOOTHER: era # 26

a.Name ofOperater•
9. APIWu!INulm6er.

Equitable Resources Energy Copy, Balcron Oil Division
43-047-31953

3. Addressand foisphoneFromber:
la field an¢Punt, at Wildaar: i

P.O. Box 21017, Billings, NT 59104 (406) 259-7860 Fbnument Butte/Grelen River

&theation af Wet om. Duchesne
'**9 461' FNL, 1880 ' FWL

A* NE NW Section 26 « TSS, R17E
• Utah

** CHECK APPROPatATE BOXESTOINDICATENiTURE OF NOTICE,REPOAT,OR OTHEADATA

NOTICEOFINTENT
$UBAEO0tNTREPOflT

(samnt.o.µe.t.) (sandt ortet..!rermo.wi

O Atendonment O Newconstruction O Abandonment
* Q New Construction

O Ca•tsg Ropair Q Puffor Altercasing . O casingRepair O Pulto<AlterCaelog

O Change ofPlans O Accompletion ' O Changeof Place O Shootor Actdtte

0 conversionto Inleetten a shooto< Acidiz• 0 converstento inteetten O Ventor Flaro

O fractureTreat Q Vent or Flere Q Fracture Treat O WaterShut-Off

Q MultipleCompletion Water Shut-Ô¾ Other Change of Operatpr

O Othet Dete ofwe<kcompletion

Approximstedate work wit1stelt nepomerunsofMolups.comNeuesswe Neoom¢•¤=nato diderent osevott enWEU-

00MincN on pécOMPLEDONMO LOGfora

• Mostby menompanted by a esinentvedicairon repor

til f4KHOC Pnoersco CA ðOMPtgrco CPERAllONS(ÒleoAgstate aWpertinentdetalle, gg ghe p4itinent4& Kwedis direcdoña dIllta¢, garesubewfaceWMiens and menswee 4M154

vedest deptba hr .x mantenand renes pedaant to this *

Effective August 1, 1993, the Operator of this well will be:

Equitable Besources Energy Ctttipany, Balcron Oil Division

P.O. Box 21017
Billings, MT 59104
(406) 259-7860

Öperations were taken over fram: Greenwood Holdings Inc.
2582 So. Tejon Street
Englemod, CD 80110

/ Greenwood Holdings Inc.

••stre r.
,.

Accouriting Manager o..,. 8 30



O O
orm 3160-5 UNITED STATES FORM APPROVED

une 1990) DEPARTMENT OF THE INTERIOR Ex
iresr aNo lo4 03135

BUREAU OF LAND MANAGEMENT 5. L:ase Designation and Serial No.

UTU-67845
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian. Anonce or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA. Agreement Desigmtion

SUBMIT IN TRIPLICATE
1. Type of Well

11 O °w'.1, O os., 8. WeH Nm and No.

2. Name of Operator Federal #1-26
Equitable Resources Energy Company, Balcron Oil Division ' ^"**""°·

3. Address and Telephone No. 43-047-31953

P.O. Box 21017; Bil li ngs, MT59104 (406) 759-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec.. T.. R., M., or Survey Description) MOnument Butte/Green RÎVer

NE NWSection 26, TSS, R17E 11. County or Parish, State

461' FNL, 1880' FWL · Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O None onntent Abandonment Change of Plans

O a.......so. O s,w c.....co..
O Subsequent Repon Plugging Back Non-Rodo Fracmring

O ex., a.,,, O Water Shut-Off

O Bul Abandoment Nonce Ahering CWmg Convmson to Injection

Ð Other change of operator Dispose Water
(Notc. Reportresulthof mullspiccompletiononWell

Completion or Recomplenon Report and Logform.)

13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If weit is directionally drilled;

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)•

Effective August 1, 1993, the Operator of this well will be:

Equitable Resources Energy Company, Balcron Oil Division RE ' --m

P.O. Box 21017
Billings, MT 59104 7 Î993
(406) 259-7860

Operations will be taken over from: Greenwood Holdings, Inc.
5600 So. Quebec Street
Suite 150-C
Englewood, CO 80111

14. I hereby certi t the foregoing i rue and correct Coordinator of Environmental
Signed Tide An(1 Ñ QUlAÌPy Affairc Dat

(This sps ¿Nral,M i die use

Approv Title Date
Conditi f approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowin811 and willfully to make to any department or agency of the United States any false fictitious or frauduleni statements

or representations as to any matter within its jurisdiction.

'See Instruction on Reverse



Division of Oil, Gas and Mining Rou '
•

OPERATOR CHANGEHORKSHEET '
i 7-SJ /

Attach all documentation received by the division regarding this change.
Initial each listed item when completed. Write N/A if item is not applicable. .

3-VLC
4

NULChange of Operator (well sold) O Designation of Agent 522

O Designation of Operator O Operator Name Change Only 6JPL

The operator of the wel1(s) listed below has changed (EFFECTIVE DATE:
8-1-93

y

TO (new operator) EQUITABLE RESOURCES ENERGY CO FROM(former operator) GREENWOOD HOLDING INC
(address) BALCRON OIL DIV (address) 2582 S TEJON ST

PO BOX 21017 ENGLEHOOD, CO 80110
BILLINGS, NT 59104 KATHY HANKINS
phone ( 406; 259-7860 phone (303 )936-2363

account no. N9890 account no. N 0745

He11(s) (attach additional page if needed):

Nam :FEDERAL 22-25/GRRY API. 43-047-32008 Entity:11226 Sec25_TwpiRng ELease TypetrB67841

Na ERAL 1-26/GR-WS API:43-047-31953 Entity:11227 Sec2§_Twp§S_Rng_17ELease Typegru67845
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng_

_
Lease Type:

Name: .API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:

OPERATORCHANGEDOCUMENTATION

i 1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form). /kg 7/g/g {&gálfoo43)

L 2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator
(Attach to this form). 66,5/ 94743)

h]N_ 3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file nùmber: .

LLL4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Oil and Gas Information System (Wang/IBM) for each well
listed above. («-¾49)

6. Cardex file has been updated for each well listed above.(g-AMW)

7. Well file labels have been updated for each well listed above.fu-3o49)

C 8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission.(u-3&-fá)

C_9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



'ERATOR CHANGEHORKSHEET (CONTINUED) In.cial each item when completëd. Write No if item is not applicable.

ENTITY REVIEH

t 1. (Rule R615-8-7) Entity assi ments have been reviewed for all wells listed above. Here
entity changes made? (yes/ (If entity assignments were changed, attach copies of
Form 6, Entity Action Form).

N_Áf2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BONDVERIFICATION (Fee wells only)

a 1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

A ? 2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no)
_

.

Today's date 19 . If yes, division response was made by letter
dated 19___.

LEASE INTEREST OHNERNOTIFICATION RESPONSIBILITY

^¾± 1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19

_,
of their responsibility to notify any

pry person with an interest in such lease of the change of operator. Documentation of such
, ,, notification has been requested.

24_ 2. Copies.of documents have been sent to State Lands for changes involving State leases.

FIL ING

1. All attachments to this form have been microfilmed. Date: ()(f(PfûŸ3PX * 19 c

FILING

e 1. Co_p_iesof all attachments to this form have been filed in each well file.

¿L2. The oElsin_al of this form and the original attachments have been filed in the Operator
Change file.

d0MMENTS



Form 3160-5 · UNITED STATES FORM APPROVED
Budget Bureau No. 10044135(June 1990) DEPARTMENT OF THE INTERIOR MARl 6 Expires: March 31, 1993BUREAU OF LAND MANAGEMENT

. ase Designation and Serial No.
U-67845

SUNDRY NOTICES AND REPORTS ON W pg findian, AllotteeorTribeNameDo not use this form for proposals to drill or to deepen or reent adi cent-reservo
Use "APPLICATION FOR PERMIT--" for such proposals R/3

SUBMIT IN TRIPLICA TE 7. u unitor cA. Agreement oes¡gnauen

1. Typeof Well . Ofû
OWncu

W Oder 8. Weu Nm and No.
2. Name of Operator Federal #1-26

Equitable Resources Energy Company, Balcron Oil Division 9490S°Šl953
3. Address and Tclephone No.

P.0. Box 21017; Bill ings, MT 59103 (406) 259-7860 10. Field and Pool, or Exploratory.Area
4. Location of Well (Footage. Sec., T.. R., M., or Survey Description) MuriullieriL BuLl.e/Greeri Ri ver

NE NWSection 26, T8S, R17E cout or Parish, State

461' FNL, 1880' FWL Ruskaana County, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE bF SUBMISSION TYPE OF ACTION
,

O s.ac..n.... · O Abandonment Change of Plans
O Roompledon New Consinicion

Subsequent Repon O Plugging Back Non•Routine FracturingO c..., a.,.i, O w..., ss...orrO Fand Mandamem Nodce O a..., ca, O ca........iërce,son
G one, site security diagram O Dispose Water

(Note: Reportresultsoi multipiccompictiononWell
Completion or Recompletion Report and Log form.)13. Describe Proposed or Completed Operations (Clearly state a 1pertinent details, and give pertinent dates. including estimated date of starting any proposed work. If well is directionally drilled,give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached is our revised site security diagram for this well.

a ' c rdd ooryE nm ntal
March 13, 1994

Approved 6y T¡tle DateConditions of approval, if any:

Tide Ï8U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United Slates any false, fictitious or fraudulent statementsor representations as to any matter within its jurisdiction.

'See Instruction on Reverse



Eqgble Resources Energy (grnpany
Federal 1-26

Production Facility Diagram

DiKE
Federal 1-26
NENW Sec. 26, T8S,Rl7E

Uintah Dü€hSSOO COunty, Utah
Federal Lease AJTU-67845

#1 400 2" DI2AINUNE 461' FNL, 1880' FWL
- bbl #5

#2 TANK
100

gas line X bbi
WATER

4" load line

#a 400
- bbl #6

#8
¯

#4 TANK
NORTH

2" DRAIN UNE

100
-D _

bbL
FIBERGLASS#7 WATER

2 GAS POP-OFF
): 2" DRAIN UNE

4' X 15' HORIZ,
TREATER

2" STEELGAS LINE
" " * VALVEDESCRIPTION

DURING DURING
PROD. SALES

VALVE#2 OPEN CLOSED
VALVE#3 CLOSED OPEN

PF/OD N UNE
t- 2 VALVE#4 OPEN CLOSED

VALVE-#5 CLOSED CLOSED
VALVE#5 CLOSED CLOSED
VALVE#7 OPEN CLOSED
VALVE#8 CLOSED OPEN

1O WELLHEAD

& EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOIL DIVISION
1601 LewisAvenue

DIAGRAM NOT TO SCALE BÑrigs597104-1017

(406) 259-7860 q



AUG22!¾
Form 3tão-5 · UNITED STATES FORM APPROVED

pune 1990) DEPARTMENT OF THE INTERIOR -

Budget 8 cau No 1004 135

- BUREAU OF LAND MANAGEMENT * is? Lease oesignationana serialNo.
UTU-67845

SUNDRY NOTICES AND REPORTS ON WELLS 6. N indian, AHonce or Tac Name

Do not use this form for proposals to drill or todeepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMITIN TRIPLICATE

1. Type of Well .

G °w".« O°wit O os.,
a- w a n===--s s=·

2· Na=e•f or-r Federal #1-26

Equitable Resources Energy Company, Balcron Oil Division 9·^ weuN•-

3. Address and Telephone No.
43-047-31953

P.O. Box 21017; Bil l ings, MT 59104 (406) 259-7860 10. Ficid and Pool.or Exploratory Arca

4. Um:ationof Wen (Foomgc. Sec., T.. R., M., « Survey Description) Monument Butte/Green River

NE NWSection 26, T8S, R17E
.

n. co,mryor r.,ax, sue

461' FNL, 1880' FWL
Uintah County, UTAH

II. CHECK APPROPR1ATE BOX(s) TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION ' TYPE OF ACTION

Notice of Inten: Abandonment O es.....c n...

O a-.,i.... O s,w c.....w..

Subsequent Repor, O as,,.., ma O s...a...ne Fadng

O cas, a..... O w..., ss...orr

O Firtal Abandonment Notice O »..4, cas, O c.........i.»
Other Súspension of O ouposewater

Producti on ""' '''•""' "''' "'"" ""'6"°•*'"
Completion er Recomptessen Report and 1.et form.)

13. Describe Proposed or Completed Operations (Clearty state all peninent deuila, and give pertanentdates. including estimated date of staning any proposed work. If weit is directionaklydrilled,

give subsurface locations end measured and Irve vertical depths for au markera and zones peninent to this work.)*

Production on this well was suspended beginning May 23, 1994, due to the pumping unit

breaking. Operator is currently looking for parts; however, they have not been

available. We are continuing our efforts to find parts to repair the unit. This well

will stay SI until we are able to locate parts, repair the unit, and return the well

to production.

AU
a vsono

011,Gas and Mining

FORRECORDONLY

Tide

is spa foi Ëeierafdr te a sce use)

Approved by Tillr
Da e

Conditions of approval, if any:

Tide 15 U.S.C. Section 1001, makes it a crime for any person knowingly and wilitully to make to any department or agency of the United States any false, fictitious or fraudulent sutemenu

or representations as to any maner within its jurisdiction.

.
-

*See Instruction on Reverse



(if (Ib

i EQUITABLE· • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860

1601 Lewis Avenue
FAX: (406) 245-1365 O

Billings, MT 59102
FAX: (406) 245-1361

March 22, 1996

APR-8 1996
Utah Division of Oil, Gas and Mining

355 West North Temple

Salt Lake City, UT 841so DIVOFOIL,GAC

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources

Energy Company, Balcron Oil Division to Equitable Resources Energy

Company. Attached is a sundry notice reflecting that change. To

simplify paperwork, I have done one sundry notice with copies for each

of the wells. To this letter I have attached a list of our wells for

your ease in filing the sundry notices in the well files. This should

be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to

have them sorted differently (for example, the Montana Board of Oil and

Gas prefers them sorted by API number), please give me a call at (406)

259-7860, extension 240 and I would be glad to provide a list to your

specifications.

This change affects only our : company name. The physical locations of

our offices and the personnel remain the same. We will be changing our

well signs and ask for your patience and cooperation as this will be

done as soon as possible but may take some time since we do have so many

properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



UTAH

Boll Weevil Federal #26-13 Undesignated NW SW 26 8S 16E Duchesne UT OTA Green River U-34346 43-013-30770 1980' FSL, 660' FWL Vemal
C&OGov't #1 Monument Butte NW SW 12 9S 16E Duchesne UT Oil Green River U-035521-A 434)13-15111 1905' FSL, 660' FWL Vemal Jonah
C&OGov't #2 Monument Butte NWSE 12 9S 16E Duchesne UT Oil Green River U-035521-A 43-013-15112 1960' FSL, 2080' FEL Vemal Jonah
C&OGov't #4 Monument Butte NE SW 12 9S 16E Duchesne UT WIW Green River U-035521-A 43-013-30742 2140' FSL, 1820' FWL Vemal Jonah
Castle Peak Federal #22-15 Monument Butte SE NW 15 9S 16E Duchesne UT Oil Green River U-017985 43-013-30634 2125' FNL, 2006' FWL Vemal Jonah
Castle Peak Federal #24-10A Monument Butte SE SW 10 9S 16E Duchesne UT Oil Green River U-017985 43-013-30555 660° FSL, 1980° FWL Vemal
Castle Peak Federal #24-15 Monument Butte SE SE 15 9S 16E Duchesne UT Oil Green River U-017985 43-013-30631 720' FSL, 2050' FWL Vernal Jonah
Castle Peak Federal #31-15 Monument Butte NW NE 15 9S 16E Duchesne UT Oil Green River U-017985 43-013-30613 548° FNL, 2062' FEL Jonah
Castle Peak Federal #33-15 Monument Butte NWSE 15 9S 16E Duchesne UT Oil Green River U-017985 43-013-30632 2341' FSL, 1790 FEL Vemal Jonah
Castle Peak Federal #42-15 Monument Butte SE NE 15 9S 16E Duchesne UT Oil Green River U-017985 43-013-30633 1820' FNL, 820' FEL Vemal Jonah
Castle Peak Federal #44-10 Monument Butte SE SE 10 9S 16E Duchesne UT Oil Green River U-017985 43-013-30630 55T FSL, 66T FEL Vemal Jonah
Castle Peak State #43-16 Monument Butte NE SE 16 9S 16E Duchesne UT Oil Green River U-017985 43-013-30594 1820' FSL, 820' FEL Vemal Castle Peak
Chomey Federal #1-9 Pariette Bench SE SW 9 SS 19E Uintah UT OSI Green River U-5843 43-047-30070 660' FSL, 198iFWL Vemal

O Cobra Federal #42-35 Wildcat SE NE 35 15S 19W Millard UT PND Paleozoic UTU-66504 1600' FNL, 660' FEL Fillmore
Coyote Basin $1-12 Coyote Basin NE SE 12 BS 24E Unitah UT Oil Green River U-58226 43-047-20221 1830' FSL, 1980' FWL Vemal Coyote Basin
Coyote Basin #32-6 Coyote Basin SW NE 6 8S 25E Uintah UT WTR Green River U-20309-D 43-047-31635 1900° FNL, 2200' FEL Vemal Coyote Basin
Coyote Basin Federal #12-13 Coyote Basin SW NW 13 BS 24E Uintah UT Oil Green River ,U-018073 43447-31266 2098' FNL,689' FWL Vemal Coyote Basin
Coyote Basin Federal #21-7 Coyote Basin NE NW 7 8S 25E Uintah UT Oil Green River U-41377 43-047-31673 591' FNL, 1858' FWL Vemal Coyote Basin
Coyote Basin Federal #43-12 Coyote Basin NE SE 12 8S 24E Uintah UT Oil Green River U-038797 43-047-30943 2140' FSL, 820' FEL Vemal Coyote Basin
D. Duncan State #16-5 Monument Butte SW NW 16 9S 17E Duchesne UT Oil Green River State ML-3453-B 43-013-30570 1922' FNL, 865' FWL Beluga
DMDFederal #17-1 Monument Butte NE SE 17 9S 17E Duchesne UT Oil (SI) Green River U-44430 43-013-30689 Vernal Beluga
East Red Wash Federal #1-12 'Coyote Basin SW NE 12 8S 24E Uintah UT Oil Green River U-038797 4&D47-20207 1980' FNL, 1980' FEL Vemal Coyote Basin
East Red Wash Federal #1-13 Coyote Basin NE NW 13 8S 24E Uintah UT Oil Green River U-018073 43-047-20222 660' FNL, 1980' FWL Vemal Coyote Basin
East Red Wash Federal #1-5 Coyote Basin SE NW 5 SS 25E Uintah UT Oil Green River U-063597-A 43-047-20174 1989' FNL, 2105' FWL Vemal Coyote Basin
East Red Wash Federal #1-6 Coyote Basin SE NE 6 BS 25E Uintah UT Oil Green River U-017439-B 43-047-20208 1980' FSL, 660' FEL Vemal Coyote Basin
East Red Wash Federal #2-5 Coyote Basin NW NW 5 SS 25E Uintah UT OTA Green River Ud635974 43-047-20252 800' FNL,525' FWL Vemal Coyote Basin
East Red Wash Federal #4-6 Coyote Basin SW SE 6 8S 25E Uintah UT WIW Green River U-20309-D 43-047-20261 660° FSL, 1980' FEL Vemal Coyote Basin
Federal #1-18 Monument Butte NWNE 18 9S 17E Duchesne UT OSI Green River U-3563 43-013-30332 636' FNL,2186' FEL Vemal Beluga
Federal #1-26 Monument Butte NE NW 26 8S 17E Uintah UT Oil Green River UTU-67845 43-047-31953 461' FNL,1880' FWL Vemal
Federal #13-13 Coyote Basin NW SW 13 SS 24E Uintah UT Oil Green River U-67208 43-047-32196 1976' FSL, 598' FWL Vemal Coyote Basin
Federai #144 Coyote Basin SW SW 4 8S 25E Uintah UT Oil Green River UTU-41376 43-047-15678 510' FSL, 660' FWL Vemal Coyote Basin
Federal #2-1 Monument Butte NE NE 1 9S 16E Duchesne UT Oil Green River U-33992 43-013-30603 784' FNL,812' FEL Vemal Jonah
Federal #22-25 Monument Butte SE NW 25 SS 17E Uintah UT Oil Green River UTU-67845 43-047-32008 166T FNL, 1773° FWL Vernal
Getty #12-1 Monument Butte NW NE 12 9S 16E Duchesne UT Oil Green River U-44426 43-013-30889 501' FNL,2012° FEL Vemal Jonah
Getty #7-A Monument Butte NE NE 7 9S 17E Duchesne UT Oil Green River UA4426 43-013-30926 761' FNL,664' FEL Vemal Jonah

Page



FonM e S OF UTAH

DIVISION OF OIL, GAS AND MINING
5. Lease Designation and Serial Number:

See attached listing
0. If indian, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit AgreementName

Do not use this formfor proposals to ddll new wells, deepen existing wells, or to reenter plugged and abandoned wells See attached 1i sti n
Use APPUCATioN FOR PEAMITTO DAIL1.OR DEEPEN form for such proposals.

B. Well Name and Number.
1.TypeafWell: OILO GASO OTHER: See attached listing See attached listing
2. Name af Operator: B. API WellNumber:

Eauitable Resources Energv Companv. Balcron Oil Division See attached listing

3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Location of Well

Footages: See attached listing county: See attached list

ca.s.o..T.,R.,M.: State: UTAH

" CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Origins! Form Only)

O Abandon O New Construction O Abandon O New construction
0 Repair Casing O Pull or Alter Casing O Repair casing O Pull or Alter casing
O Change of Plans O Recomplet• O Change of Plans O Reperforate

O convertto injection O Reperforat• O convertto injection O ventor Fiare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O MultipleCompletion O Water Shut-Off g Other Operator name change

O Other
Date of work completion

Approximate date work will start Report results of Muttlple Completions and Rooompletione to different reservoirs on WELL
COMPLETION OR RECOMPLETION REPORT ANDLOG form.

* Must be accompanied by a cement verificationreport.

12. DESCRIBE PADPOSED OA COMPLETED OPERATloNS (Clearly state all pertinent details, and give pertinent dates, if well is directionally drilled, give subsurface locations and measured and true

vertical depths for all markers and zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT 59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change
only. It affects the wells on the attached listing.

Regulatory and
Name&S natum: Hie: Environmental Specialist oat.: March 27 1996

Bobbie Schuman
(Thie apeos for State use only)

(4\94) (See Instructions on Reveme



O O
Divi.sion of Oil, Gas and Miriing
OPERATORCHANGEHORKSHEET "°" 2

1 7-SJ el
Attach all documentation received by the division regarding this change. 2 58-FIL

Initial each listed item when completed. Write N/A if item is not applicable. A GI
4

O Change of Operator (well sold) O Designation of Agent 5
O Designation of operator REKeparator Name changeOnig 6 ILK

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROM(former operator) EQUITABLE RESOURCES ENERGY CC
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LEWIS AVE
BILLINGS MT 59102-4126

phone (406 )259-7860 phone (406 )259-7860
account no. N9890 account no. N9890

Hell(S) (attach additional page if needed)

Name:**SEE ATTACHED** API:¾ 66 Entity: Sec Twp Rng_ Lease Type:
Name: API: Entity: Sec __Twp __Rng___ Lease Type:
Name: API: Entity: Sec___Twp __Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:

OPERATORCHANGEDOCUMENTATION

411. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).(g//pf...ÿ¿ s V4-fg

B1 2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator
(Attach to this form).

§ 3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number:

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the 011 and Gas Information System (Hang/IBM)44w-NNH9tsudd

6. Cardex file has been updated for each well listed above.ff-//-îá)

L7. Hell file labels have been updated for each well listed above. ((Ly-îá

8. Changes have been included on the monthly "Operator, Address and Account Changes" memo
for distribution to State Lands and the Tax Commission. (t||p,f

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



(ik (Iþ '

OPERATOR CHANGEWORKSHEET(CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REVeEHR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/ o (If entity assignments were changed, attach copies of
Form 6, Entity Action Formr.

2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

O VERIFICATION (Fee wells only)

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

A L 3. The former operator has requested a release of liability from their bond (yes/no)
_

.

Today's date 19____. If yes, division response was made by letter
dated 19_ _.

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19__ , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. Co le o do um nts have beep sept to4State Lands for changes involving State leases.

All attachments to this form have been microfilmed. Date: $$ 1 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The originAl of this form and the original attachments have been filed in the Operator
Change file.

OMMENTS



FORM 10 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Page 2 og 11

355 West North Temple, 3 Triad, Suite 350, Salt Lake City, UT 84180-1203

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBElt

N9890

BALCRON OI L DIVIS ION REPORT PERIOD (MONTH/YEAR)
EQUITABLE RESOURCES ENERGY
1601 LEWlS AVE
BI LLDIGS NT 59102-4126

AMENDED REPORTOGIighlight Clmnges)

Well Name! Producing Well Days Production Volumes

Batity ,,,, 140aíba Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)
ARIETTE BENCH FED 43-6
304731616 10280 095 19E 6 GRRV

v STATE 16-6
301331145 -11195 99$' 17E 16

0 FEDERAL 22-25
44þ0473200ß 11226 OSS 17E 25 GRRV
t/YEDERAL 1-26

§30473195311227 085 17E 26 GR-ws
t/C&O GOVT #l

301315111 11492 995 16E 12 GRRV
BC & O GOVT #2
!¶ ,

01315112 11492 095 16E 12 GRRV
v/neLEN FEDERAL A-l
,¾301375780 17492 - 995 17E 5 GRRV
L/00ATES (ED. #1,
't:4þ01315789 11492,,, 995:o:16E 11 GRRV

ALCRONMONUMENTFEDERAL 13-11J
4)01375790 'l

1492^'
995 16E i i GRRv

40ATES FED #3
Apol315791 11492 095 166 14 GRRV

v/WALTONFEDERAL l
4301315791.-17492

,,995 16E 11 GRRv
R/WALTONFED.lA2
' 01^415793 11492 095' 16E 14 GRRV

ALTON FEDERAL &
94301315795 11492 995 16E 11 GRRV

TOTALS

X)MMENTS

hereby certify that this report is true and complete to the best of my knowledge. Date

4ame and Signature Telephone Number



w 10 STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Page 21594 West North Temple, Suite 1210, PO Box 145801. Salt Lake city, UT 84114-5801

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT NUMBER

N9890

C/0 CRAZY MTN 0&G SVS'S 9 / 97REPORT PERIOD (MONTH/YEAR):EQUITABLE RESOURCES ENERGY
Po BOX 577
LAUREL MT 59044 AMENDED REPORTO(Highlight Changes)

Well Name Producing Well Days Production Volumes
API Number Entìty Incation Zone Status Oper OIL(BBL) GAS(MCF) WATER(BBL)

MONUMENTFED 32-6-9-16Y (RE-ENTtY)
4301331300 11211 OSS 16E 6 GRRV
FEDERAL 1-26'
4304731953 11227 OSS 17E 26 GR-WS
CEO GOVT#l
4301315111 11492 OSS 16E 12 GRRV 5 /
C & O GOVT#2
4301315112 11492 OSS 16E 12 GRRV
ALLEN FEDERAL A-1
4301315780 11492 OSS 17E 5 GRRV
GOATES FED. #l

101315789 11492 095 16E 11 GRRV 5
.CRON MONUMENTFEDERAL 13-llJ

4301315790 11492 095 16E 11 GRRV / 5
GOATES FED #3 ¯

4301315791 11492 095 16E 14 GRRV
WALTON FEDERAL 1
4301315792 11492 095 16E 11 GRRV // 5
WALTON FED. #2
4301315793 11492 095 16E 14 GRRV
WALTON FEDERAL4
4301315795 11492 095 16E 11 GRRV
MONUMENTFED 22-12J
4301315796 11492 095 16E 12 GRRV
MONUMENTFËD 52-llJ
4301330066 11492 095 16E 11 GRRV

TOTALS

OMMENT3

bereoy certify that this report is true and complete to the best of my knowledge. Date:

ame and Signature Telephone Number



0CT 1 0 1997

October 7, 1997
RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approvaL

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTION COMPANY

Patsy B u

/pb
encls.

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
"°;

3
BUREAU OF LAND MANAGEMENT 5. unseDesignauon and seri.I No.

See Attached
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allonee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir· See Attached
Use "APPLICATION FOR PERMIT-" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE See Attached
1. Type of Well

11
GW

OAcr 8. Well Name and No.

2. Name of Operator See Attached
Inland Production Company

_

9. API Wen No.

3. Address and Telephone No. See Attached
475 - 17th Street, Suite 1500, Denver, CO 80202 (303) 292-0900 10. Field and Pool, or Exploratory Ama

4. Location of Well (Footage. Sec., T., R., M., or Survey Description) See Attached
See Attached Exhibit 11. countyor Parish, State

See Attached

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nonce of Intem Mandoment Chuge of Mus

O Remmpledon New Consacdo

Subsequent Repon Mugging Back No-Ronne Fmctunng

O Casing Repair O w.., ss.o«
O Final Abandonment Notice Alanag Cassag Covenio o Ingo

Other hange of Operator Dispose Waar
(Note: Reponresultsof multipiccompletiononWell

Completion or Recompletion Report and Logfornt)

13. Describe Proposed or Completed Operations (Clearly state a 1pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Effective September 30, 1997, Inland Production Company will take over operations of '

the wells on the attached list. The previous operator was:
Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the
terms and conditions of the leases for operations conducted on the leased lands
or a portion thereof under BLM Bond No. UTOO56 issued by The Hartford Insurance
Group. pn on

0CT 1 0 1997

14. I hereby certi

HRIS POTTER,MIORNEY-INBCTDa e

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse





D
5100

lL, GAS AND MlNING OPERATOR INLAND PRODUCTION COMPANY oPERATon Acci. No. N5160

ENTITY ACTION FORH- roRM 6 AnnREss

ACTION CURRENT NEW APl NUNDER WELL NAHE WFI| \OCATIDM SPUD EFFECTIVE
CODE ENTifY NO. ENTITY NO. QQ SC TP RG COUNTY DATE DATE

D 12391 **SEE ATTACHED** 5-1-98

WELL 1 CONHENTS: GREATER BOUNDARY (GRRV) UNIT EFF 5-1-98

O
WELL 2 COHHEllTS:

WELL 3 CUNNENTS:

WELL 4 COMHENTS:

O
WELL 5 COHNENTS:

ACTION CODES (See instructions on back of form)
A - Establish new entity for new well (single well only) L. CORDOV (DOGM)
D - Add. new well to existing entity (group or unit well) SignatureC - Re-assign well from one existing entity to another existing entity ENG. TECH 6-26-980 - Re-assign well from one existing entity to a new entity
E - Other (explain in convnents section) . Title Date '

HOTE: Use COHNENT section to explain why each Action Code was selected. Phone No. ( }



O O
United States Department of the Interior

La / BUREAU OF LAND MANAGEMENT
Vemal District Office
170 South 500 East Phone: (801) 7814400

[N REPLY REFER TO: Vemal, Utah 84078-2799 Fax: (801) 781-4410

3162.3
UTO8438

November 20, 1997 ECE nÏË

DIV.0F0lL,GAS&MINING
Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202

Re: Well No. Federal 1-26
NENW, Sec. 26, T8S, R17E
Lease U-76240
Uintah County, Utah

Dear Sir:

This correspondence is in regard to the self-certificationstatement submitted requesting a change
in operator for the referenced well. After a review by this office, the change in operator request
is approved. Effective immediately, Inland Production Company is responsible for all operations
performed on the referenced well. All liability will now fall under your bond, BLM Bond No.
UTOO56, for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Sincere

Howard B. Cleavinger II
Assistant Field Manager,
Minerals Resources

cc: Divisionof Oil, Gas & Mining
Equitable Resources Energy





83/16/1997 05: 15 1-406- 4164 CRAZY MTN O&G PAGE 02

0 EQUITABLERESOURCES
ENERGYCOMPANY
WESTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional infornation.

Sincerely,

Molly Conra
Agent for Equitable Resources

Energy Company



½3/10/1997 05:15 1-406 4164 CRAZY MTN O&G PAGE 01

CrazyMountain Oil Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 6284165

TO:

PROM. MollyConrad
CrazyMountainOil & Gas Services
(406) 6284164

PagesAttached . Including Coversheet
.

NOTE



9 0
nas..of ON,Gas and Mining Routi

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change. 1-nd

initial each listed item when completed. Write N/A if item is not applicable. d-Vi

18 Change of Operator (well sold) O Designation of Agent
O Designation of Operator O OperatorName Change Only

The operator of the well(s) listed belowhas changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES COMPANY

(address) Po Box 1446 (address) PO Box 577
ROOSEVELT UT 84066 LAUREL MT 59044

C/O CRAZY HTN O&G

Phone: (801)722-5103 Phone: (406)628--4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: **SEE ATTACHED** API: #S-O/#'Ï- 963 Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R

__

Lease:
Name: API: Entity· S T R Lease:
Name: API: Entity S T R Lease:

O ERATOR CHANGE DOCUMENTATION

1. (1649-8-10) Sundryor other legaldocumentation has been received from the FORMER operator (attach to this
form). M/ /2 /o

e 2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (0) jomp7

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number·

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. (/23

7. Well file labels have been updated for each well listed above.

C 8. Changes have been includedon the monthly "Operator,Address, and Account Changes" memo for distribution
to Tmst Lands, SovereignLands, UGS, TaxCommission, etc. (¡ 747

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for
oference during muting and pocessing of the originaldocuments. ------======

- OVER



O O
OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

4 Entity assignments have been reviewed for all wells listed above. Were entity changes made?(yes/ If entity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, Sovereign Lands, Tax Commission,etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

NA 1. (r649-3-1) The NEW operator ofany fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

A l. Copies of documents have been sent on to at Trust Lands for changes
e involving State leases, in order to remind that agency of their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

l. All attachments to this form have been microfilmed. Today's date: Ì• •
.

FILING

l. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



ggtM 3160-5 TED STATES FORM APPROVED
1 (June 1990) DEP) - NT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-67845
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, Allotteeor TribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, AgreementDesignation

SUBMIT IN TRIPLICATE GREATER BOUNDARY
1.Type of Well

X Oil Gas 8. Well Name and No.

Well Well Other FEDERAL 1-26
9. API Well No.

2. Name of Operator 43-047-31953
INLAND PRODUCTION COMPANY 10. Field and Pool, or ExploratoryArea

3. Address and Telephone No. PARIETTE DRAW
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. location of Well (Footage, Sec.,T., R., m., or SurveyDescription)

0461 FNL 1880 FWL NE/NW Section 26, TOSS R17E UINTAH COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans

Recompletion New Construction
X SubsequentReport Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off
Final Abandonment Notice Altering Casing Conversion to Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

14. I herebyecertify tha e

itle Manager,Regulatory Compliance Date 10/30/98

(This space for Federalor Stateoffice use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the United Statesany false, fictitious

or fradulent statementsor representationsas to any matter within its



InlÊdProduction Co any
Site Facility Diagram

Federal 1-26

NE/NW Sec. 26, TSS, 17E

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed
Gas Sales Meter

2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 1 open Pumping Unit

Diked Section
Draining Phase:

1) Valve 3 open

Emulsion Line -·····

Load Line

Water Line -·-·-·-·-

Gas Sales



RESOURCES INC.

March 11, 2002

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post OfficeBox 145801
Salt Lake City, Utah 84114-5801

Re: Permit Application for Water Injection Well
Federal #1-26
Monument Butte Field, Greater Boundary Unit, Lease #UTU-76240
Section 26-Township 8S-Range 17E
Uintah County, Utah

Dear Mr. Jarvis:

Inland Production Company herein requests approval to convert the Federal #1-26 from a
producing oilwell to a water injection well in the Greater BoundaryUnit of Monument Butte Field.

I hope you find thisapplicationcomplete; however, ifyou have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Joyce McGough
Regulatory Specialist

Enclosure

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX



STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Inland Production Company
ADDRESS 410 17th Street, Suite 700

Denver, Colorado 80202

Well Name and number: Federal 1-26

Field or Unit name: Monument Butte (GR) Greater Boundary Unit Lease No. UTU-76240

Well Location: QQ NE/NW section 26 township 8S range 17E county Uintah

is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ } No[X]

Is this application for a new well to be drilled? . .. . . . . . . . . Yes [ ] No [ X ]
If thisapplication is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-047-31953

Proposed injection interval: from 4350' to 6964'
Proposed maximum injection: rate 500 bpd pressure 1288 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through"R"

I certify that this report is true and complete to the best of my knowledge.

Name: Joyce I. McGough Signature d.
Title Regulatory Specialist Date / / p
Phone No. (303) 893-0102

(State use only)
Application approved by Íitle
Approval Date



UNDERGROUNDINJECTIONCONTROL c
4 W PERMITAPPLICATION

(CollectedundertheauthorityoftheSafeDrinking
uic WaterAct.Sections1421,1422,40 CFR144)

READATTACHEDINSTRUCTIONSBEFORESTARTING
FOROFFICIALUSEONLY

ApplicationApproved DateReceived D OF UIL, GAS & MINING
mo day year mo day year Permit/WellNumber Comments

FacilityÑame Owner/OperatorName
Federal #1-26 Inland Production Company

StreetAddress StreetAddress
Section 26 - Township 8S - Range 17E 410 17th Street, Suite 700

City State ZipCode City State ZipCode
Uintah County Utah Denver CO 80202

X A.Federal B.State C. Private

D.Public E. Other(Explain)

DateStarted
A. mo day year B. Modification/Conversion C. Proposed

Operating 6 13 91

NumberofExist- NumberofPro- Name(s)offield(s)or project(s)

O A.Individual B.Area ingwells posedwells Greater Boundary Unit
Minor Modification 16 1

A.Class(es) B.Type(s) C.1fclass is "other'ortypeis code'x', explain D.Numberofwellsper type(ifareapermit)
(entercodes(s)) (entercodes(s))

II R NA 16
IX.LOCATIONOFWELL(S)ORAPPROXIMATECENTEROF FIEEÜÖRPROJECT X.INDIANLANDS(Mark'x')
C A.Latitude B.Longitude Townshipand Range

Deg Min Sec Deg Min Sec Twsp Range Sec ¼ Sec Feet from Line Feet from Line Yes X No

i 8S 17E 26 NENW 461 N 1880 W

(Completethefollowingquestionson a separate sheet(s)and numberaccordingly;see instructions)
FORCLASSESI,ll, Ill(andotherclasses)completeandsubmitonseparatesheet(s)AttachmentsA - U(pp2-6)as
appropriate.Attachmapswhererequired.Listattachmentsbyletterwhichareapplicableandare includedwith
yourapplication.

I certify under the penalty of law that I have personally examined and am familiar with the information
submitted in this document and all attachments and that,based on my inquiry of those individuals
immediately responsible for obtaining the information, I believe thatthe information is true, accurate,
and complete. I am aware that there are significantpenalties for submitting false information, including
including the possibiity of fine and imprisonment. (Ref 40 CFR 144.32)

A. Nameand Title(Typeor Print) B.PhoneNo.(AreaCodeand No.)

Joyce I. McGough/R,pgulatory Specialist 303-893-0102
C. Signature . DateSigned

EPA Form 7520-6 (2-84) Page 1 of



INLAND PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

FEDERAL #1-26
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MARCH 11,
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole
with rods and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with
packer and tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down, move out.

Federal



ATTACHMENT A

AREA OF REVIEW METHODS

Give the methods and, if appropriate, the calculations used to determine the size of the area of review
(fixed radius or equation). The area of review shall be a fixed radius of 1/4 mile from the well bore
unless the use of an equation is approved in advance by the Director.

The area of review shall be a fixed radius of ½ mile from the Federal #1-26. Inland Production Company
has chosen to use a fixed radius of ½ mile to satisfy the requirements of both the EPA and the State of
Utah.

Attachment A-1 One-half Mile Radius Map

Attachment A-2 Listing of Surface Owners

Attachment A-3 Certification for Surface Owner Notification

Attachment A-4 Well Location Plat

Attachment A-5 Name(s) and Address(s) of Surface Owners

Federal



Federal #1-26
Spud Date: 4/16/91 Initial Production: 102 STBOPD,
Put on Production: 6/13/91 Wellbore Diagra 96 STBWPD
GL: 5129' KB: 5142'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6-4-91 5210'-5215' Breakdown w/gel using ball sealers, ISIP
GRADE: J-55 @1380#, 5-min @1250#,10 min @

1200#, 15 min @1200#. Frac w/9900#
WEIGHT:24# 20/40 sand; screened out.

LENGTH: 7 jts.(289') 5-31-91 5282'-5287 Breakdown w/gel using ball sealers. ISIP
DEPTH LANDED: 302' KB @1300#, 5-min @980#, 10-min 940#,

15-min @910#, Second Breakdown try
HOLE SIZE:12-l/4" w/get On 6-1-91, Frac w/6900#20/40

CEMENT DATA: 220 sxs Class G sand. Screened out.

5-29-91 6028'-6045' Breakdown w/gel using ball sealers. ISIP
| \ @1500#, 5-min @1240#, 10-min

- 1160#, 15-min@1280#. w/gel. Frac
w/25,400#20/40 sand, 9700# 16/30
sand.Screened out. ISIP 1900#, 5-min
1700#, 10-min 1600#, 15-min 1570#.

PRODUCTION CASING 5-28-91 6222'-6227 Broke down w/40 ball sealers, @2400 -

6 BPM. Pump @2700#- 6 BPM w/no
CSG SIZE: 5-1/2" ball action. ISIP 2000#, 5-min 1710#,

GRADE: J-55 10-min 1580#, 15-min 1490#.

WEIGHT: 15# 5-23-91 6324'-6336' Brokedown w/gel using ball sealers, ISIP
1800#, 5-min @1500#, 10-min 1420#,

LENGTH: 172jts.(7106') 15-min @1370#. Frac w/38,580#20/40
DEPTH LANDED: 7119' KB sand and 16/30 sand. Avg rate 25.2 BPM,

avg press 3534#..
HOLE SIZE: 7-7/8"

5-23-91 6406'-6499' Brokedown w/gel using ball sealeri, ISIP
CEMENT DATA: 500 sxs Super G; tailed w/400 sx Class '

2500#, 5-min 2240#.

CEMENT TOP AT: 1130' KB 5-21-91 6564'-6572' Brokedown w/gel using ball sealers,
ISIP 2600#, 5-min 2450#, 10-min 2400#,
15-min 2400#. Re-perf 6564-72'. On
2nd breakdown use gel w/ball sealers.
ISIP 2600# - good ball action. Frac

TUBING down annulus w/39,000#20/40 sand; tail
in w/approx 1200# 16/30 before screen

SIZE/GRADE/WT.: 2-7/8"/J-55/6.#. out. Avg rate 14.8 BPM, avg press
3800#. 697 total bbis fluid.NO. OF JOINTS: 164 jts.

5-18-91 6564'-6572' Broke down w/gel using ball sealers @TUBING ANCHOR: 6852.5' 3900#- good ball action, surged off balls
SEATING NIPPLE: 2-7/8" (1.10') - pump @6.7 BPM @3700#. ISIP

2100#, 5-min @1950#, 10-min 1840#,TOTAL STRING LENGTH: EOT @6903.92' 15-min 1770#. Attempted frac failed
SN LANDED AT: 6856.50' (?) due to high friction - 3900# @5 BPM.

5-18-91 6634-38' Broke down w/gel using ball sealers,
ISIP 2200#, 5 min 2020#, 10 min 1990#,
15 min 1980#. No frac.

5-16-91 6760'-6771' Brokedown w/gel using ball sealers, Frac
w/Western on 5/16/91 48,800 lbs 20/40
and 16/30 sand @avg rate of25.6 BPM

SUCKER RODS and avg sud press of 3700 psig.

POLISHED ROD: 1-1/4" x 22' polished rod. '5210'-15' 5-14-91 6880'-6885' Brokedown w/KCl using ball sealers,
.5282'-87' ISIP 2800#, 5-min @2800#, 10-min

SUCKER RODS: 107-7/8"plain, 165-3/4" plain rods, 2 I-3/4"Weighted 2750#, 15-min 2750#.
PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC pump 6028'-45' 5-13-91 6952'-6964' Brokedown w/KCl, swabbed down to
STROKE LENGTH: 86" 6222'-27' 6250, w/no entry, no show of oil or gas.

6324'-36' ISIP 2650#, 15 min 2360#.
PUMP SPEED, SPM: 4 SPM 6406'-10'
LOGS:Dual Latedog, GR, SP, Spectra1Density-Dual SpacedNeutron, CBL-GR

Note: 8/12/99- replaced pump

6564'-72'
6634'-38'

PERFORATION RECORD
6760'-71'

6-04-91 5210'-5215' 4 JSPF
Anchor@6852.5' 5-31-91 5282'-528T 4JSPF

6880'-85, 5-29-91 6028'-6045' 4 JSPF
-6952'-64 5-28-91 6222'-6227' 4 JSPF

5-23-91 6324'-6336' 4 JSPF
5-23-91 6406'-6410' 4 JSPF
5-23-91 6472'-6476' 4 JSPF
5-23-91 6496'-6499' 4 JSPF

....- Inland Resources Inc. SN@6856.S'(7)
FEOT @6903.92' 5-16-91 6760'-6771' 4 JSPFFederal #1-26 PBTD 7044' 5-14-91 6880'-6885' 4 JSPF

461 FNL 1880FWL
TD @7120' 5-13-91 6952'-6964' 4 JSPF

NENW Section 26-T8S-Rl7E

Uintah Co. Utah

API #43-047-31953; Lease #UTU-76240 JM
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Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1 Township 8 South, Range 17 East U-45431 Inland Production Company (Surface Rights)
Section 23: Lot 1, SE/4NE/4, E/2SE/4 HBP Carr Kel Oil Partnership USA
Section 24: Lots 2-5, SW/4, W/2SE/4 Thomas J. Lambert

Larry R. Simpson
Vaughey & Vaughey
Montana & Wyoming Oil Co.

John R. Warne
Bonnie B. Warne
Great Northern Drilling Co.
Phantom Investments, Inc.
Lambert Trust dtd 9/13/91

2 Township 8 South, Range 17 East U-67845 Inland Production Company (Surface Rights)
Section 25: W/2E/2, NW/4, N/2SW/4, HBP USA

SE/4SW/4
Section 26: N/2NE/4, NE/4SE/4

3 Township 8 South Range 17 East UTU-76239 Inland Production Company (Surface Rights)
Section 23: Lots 2-4, SW/4NE/4, HBP USA

S/2NW/4, SW/4,



Page 2

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

4 Township 8 South, Range 17 East UTU-76240 Inland Production Company (Surface Rights)
Section 26: W/2NE/4, NW/4, N/2SW/4 HBP USA

NW/4SE/4

5 Township 8 South, Range 17 East U-76241 Inland Production Company (Surface Rights)
Section 26: S/2SW/4, SW/4SE/4 HBP USA
Section 27: All
Section 28: All
Section 33: N/2NE/4
Section 34: N/2, N/2SE/4

6 Township 8 South, Range 17 East UTU-77233 Inland Production Company (Surface Rights)
Section 22: NE/4, E/2NW/4, S/2 HBP Brad Nelson, et ux

Lee Nelson, et ux



ATTACHMENT A-3

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

Re: Application for Approval of Class II Injection Well
Federal #1-26

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed: R , C .

Inl d Pro ction Company
Joyce I. McGough
Regulatory Specialist

Sworn to and subscribed before me this _llth_ day of March , 2002.

Notary Public in and for the State of Colorado:

My commission expires: August 29,
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* Monuments found and used by this I hereby certify that this plat was prepared
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performed by me, during which the shown
The General Land Office (G.L.O.) monuments were found or established.
plat was used for reference and
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JERRY D. ALLRED & ASSOCIATES
Surveying& Engineeringconsuttants

121 North Center Street
P.O. Drawer C

DUCHESNE,UTAH 84021
18 Jan '91 91-121-001 (* 1)



ATTACHMENT A-5

Names and Addresses of Surface Owners

1. USA

Federal



ATTACHMENT B

MAPS OF WELLS/AREA AND AREA OF REVIEW

Submit a topographic map, extending one mile beyond the property boundaries, showing the
injection well(s) or project area for which a permit is sought and the applicable area of review.

There are no hazardous waste, treatment, storage or disposal facilities within a one-mile radius of the
property boundaries.

Attachment B-1 Area of Review and Existing/Proposed Waterlines

Federal



ATTACHMENT C

CORRECTIVE ACTION PLAN AND WELL DATA

Submit a tabulation of data reasonably available from public records or otherwise known to the
applicant on all wells within the area of review, including those on the map required in Attachment
B, which penetrate the proposed injection zone.

Step rate tests will be performed periodically to determine the fracture pressure. The injection pressure will
be kept under the fracture pressure.

Attachment C-1 Wellbore Diagram - Federal #1-26

Attachment C-2 Wellbore Diagram - Greater Boundary #1-27-8-17

Federal



ATTACHMENT H

OPERATING DATA

Submit the following proposed operating data for each well (including all those to be covered by area
permits): (1) average and maximum daily rate and volume of the fluids to be injected; (2) average
and maximum injection pressure; (3) nature of annulus fluid; and (4) for Class II wells, source and
analysis of the physical and chemical characteristics of the injection fluid.

1. Estimated average daily rate is 300 BPD, and the estimated maximum daily rate is 500 BPD.
2. The average and maximum surface pressure will be determined upon testing.
3. Fresh water treated with scale inhibitor, oxygen scavenger, biocide (behind packer fluid).
4. The injected fluid is primarily culinary water from the Johnson Water District; in secondary cases

the injected fluid will be culinary water from the Johnson Water District commingled with
produced water. (See Attachments E-lthrough E-3 for analysis).

Federal



ATTACHMENT M

CONSTRUCTION DETAILS

Submit schematic or other appropriate drawings of the surface and subsurface construction details
of the well.

Attachment M-1 Wellbore schematic of Federal #1-26.

Attachment M-2 Site Plan of Federal #1-26.

Federal



Federal #1-26
Spud Date: 4/16/91 Initial Production: 102 STBOPD,
Put on Production: 6/13/91 Proposed Injection 96 STBWPD
GL: 5129' KB: 5142' Wellbore Diagram
SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: 1-55

WEIGHT:24#

LENGTH: 7 jts.(289')
DEPTH LANDED: 302' KB

HOLE SIZE:12-l/4"

CEMENT DATA: 220 sxs Class G

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15#

LENGTH: 172 jts.(7106')
DEPTH LANDED: 7119' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 500 sxs Super G; tailed w/400 sx Class 'G'

CEMENT TOP AT: I130' KB
Note: 8/12/99 - replaced pump

TUBING
SIZE/GRADE/WT.: 2-7/8"/J-55/6.#,

NO. OF JOINTS: 164jts.
TUBING ANCHOR: 6852.5'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT @6903.92'

SN LANDED AT: 6856.50' (7)

Packer @5148'

5210'-15'
56282'-87'

6222'-2T
6324'-36'

. 6406'-10'
E -6472'-76'

6496'-99'
PERFORATION RECORD

6564'-72' 6-04-91 5210'-5215' 4 JSPF
6634'-38' 5-31-91 5282'-528T 4 JSPF

5-29-91 6028'-6045' 4 ISPF
6760'-71= 5-28-91 6222'-6227' 4 JSPF
6880'-85• 5-23-91 6324'-6336' 4 JSPF
6952'-64

5-23-91 6406'-6410' 4 JSPF
5-23-91 6472'-6476' 4 JSPF
5-23-91 6496'-6499' 4 JSPF

- Inland Resources Inc. SNæ@6865965 (2 8 91
44 PF

Federal #1-26 PBDTD77044'
46911 68 00

88
44JSSPFF

461 FNL l880 FWL
5-13-91 6952'-6964' 4 JSPF

NENW Section 26-T8S-Rl7E

Uintah Co, Utah

API #43-047-31953; Lease #UTU-76240 JM



Inlg Production Cogny
Site Facility Diagram

Federal 1-26

NEINW Sec. 26, TSS, 17E

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1 and 3 sealed closed
Gas Sales Meter

2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 1 open Pumping Unit

Diked Section
Draining Phase:

1) Valve 3 open

Emulsion Line ·-

Load Line

WaterLine ---------·

Gas Sales



ATTACHMENT Q

PLUGGING AND ABANDONMENT PLAN

Submit a plan for plugging and abandonment of the well. Submit this information on EPA Form
7520-14, Plugging and Abandonment Plan.

Attachment Q-1 EPA Form 7520-14, Plugging and Abandonment Plan

Attachment Q-2 Wellbore Schematic of Proposed Plugging and Abandonment

Attachment Q-3 Work Procedure for Plugging and Abandonment

Federal



Federal #1-26
Spud Date: 4/16/91 Initial Production: 102 STBOPD,
Put on Production: 6/13/91 Wellbore Diagrant 96 STBWPD
GL: 5129' KB: 5142'

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" 6-4-91 5210'-5215' Breakdown w/gel using ball sealers, ISIP
GRADE: J-55 @1380#, 5-min @1250#,10 min @

1200#, 15 min @1200#. Frac w/9900#
WEIGHT:24# 20/40 sand; screened out.

LENGTH: 7 jts.(289') 5-31-91 5282'-5287 Breakdown w/gelusing ball sealers. ISIP
DEPTH LANDED: 302' KB @1300#, 5-min @980#, 10-min 940#,

15-min@910#. Second Breakdown try
HOLE SIZE;12-l/4" w/gel. On 6-1-91, Frac w/6900#20/40

CEMENT DATA: 220 sxs Class G sand. Screened out.
5-29-91 6028'-6045' Breakdown w/gel using ball sealers. ISIP

@1500#, 5-min @1240#, 10-min
1160#, 15-min@1280#. w/gel. Frac
w/25,400# 20/40 sand, 9700# 16/30
sand.Screened out. ISIP 1900#, 5-min
1700#, 10-min 1600#, 15-min 1570#.

PRODUCTION CASING 5-28-91 6222'-6227 Bro ownw/40 11sealer @M2400-

CSG SIZE: 5-1/2" ball action. ISIP 2000#, 5-min 1710#,

GRADE: J-55 10-min 1580#, 15-min 1490#.

WEIGHT: 15# 5-23-91 6324'-6336' Brokedown w/gel using ball sealers, ISIP
1800#, 5-min @1500#, 10-min 1420#,

LENGTH: 172 jts.(7106') 15-min @1370#, Frac w/38,580#20/40

DEPTH LANDED: 7119' KB sand and 16/30 sand. Avg rate 25.2 BPM,
avg press 3534#..

HOLE SIZE: 7-7/8"
5-23-91 6406'-6499' Brokedown w/gel using ball sealers, ISIP

CEMENT DATA: 500 sxs Super G; tailed w/400 sx Class 'G' 2500#, 5-min 2240#.

CEMENT TOP A 5-21-91 6564'-6572' Brokedown w/gel using ball sealers,
ISIP 2600#, 5-min 2450#, 10-min 2400#,
15-min2400#, Re-perf 6564-72'. On
2nd breakdown use gel w/ball sealers.
ISIP 2600# - good ball action, Frac

TUBING down annulus w/39,000# 20/40 sand; tail
in wlapprox 1200# 16/30before screen

SIZE/GRADE/WT.: 2-7/8"/J-55/6.#. out. Avg rate 14.8 BPM, avg press

NO. OF JOINTS: 164 jts.
3800#. 697 total bbis fluid.

5-18-91 6564'-6572' Broke down w/gel using ball sealers @TUBING ANCHOR: 6852.5' 3900# - good ball action, surged off balls
SEATING NIPPLE: 2-7/8" (1.10') -.pump @6.7 BPM @3700#. ISIP

2100#, 5-min @1950#, 10-min 1840#,
TOTAL STRING LENGTH: EOT @6903.92' 15-min 1770#. Attempted frae failed
SN LANDED AT: 6856.50' (7) due to high friction - 3900# @5 BPM.

5-18-91 6634-38' Broke down w/gel using ball sealers,
ISIP 2200#, 5 min 2020#, 10 min 1990#,
15 min 1980#, No frac.

5-16-91 6760'-6771' Brokedown w/gel using ball sealers, Frac
w/Western on 5/16/91 48,800 lbs 20/40
and 16/30 sand @avg rate of 25.6 BPM

SUCKER RODS and avg surf press of 3700 psig.

POLISHED ROD: 1-1/4" x 22' polished rod. 5210'-15' 5-14-91 6880'-6885' Brokedown w/KCl using ball sealers,
5282'-87' ISlP 2800#, 5-min@2800#, 10-min

SUCKER RODS: 107-7/8" plain, 165-3/4" plain rods, 2 1-3/4" Weighted 2750#, 15-min2750#.
PUMP SIZE: 2-1/2" x 1-1/2" x 12' x 16' RHAC pump 6028'-45' 5-13-91 6952'-6964' Brokedown w/KCl, swabbed down to
STROKE LENGTH: 86" 6222'-27' 6250, w/no entry, no show of oil or gas.

6324'-36' ISIP 2650#, 15min 2360#.PUMP SPEED, SPM: 4 SPM 6406'-10'
LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

Note: 8/12/99- replaced pump

6564'-72'
6634'-38'

PERFORATION RECORD
6760'-7l'

6-04-91 5210'-5215' 4 JSPF
Anchor@6852.5' 5-31-91 5282'-528T 4JSPF

6880'-85, 5-29-91 6028'-6045' 4 JSPF
-6952'-64 5-28-91 6222'-622T 4 JSPF

5-23-91 6324'-6336' 4 JSPF
5-23-91 6406'-6410' 4 JSPF
5-23-91 6472'-6476' 4 JSPF
5-23-91 6496'-6499' 4 JSPF

-- Inland Resources Inc. SN @6856.5' (7)
EOT @6903.92' 5-16-91 6760'-6771' 4 JSPFFederal #1-26 PBTD 7044' 5-14-91 6880'-6885' 4 JSPF
TD @7120' 5-13-91 6952'-6964' 4 JSPF461 FNL 1880 FWL

NENW Section 26-TSS-Rl7E

Uintah Co, Utah

API #43-047-31953; Lease #UTU-76240 JM



Greater Boundary Unit #1-27-8-17
SpudDate: 5/10/2001 Initial Production: 77.5 BOPD,
Put on Production: 7/23/2001 Wellbore Diagram 47.4 MCFD, 28.5 BWPD
GL: 5083' KB: 5093'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7/16/01 5931'-6154' Frac CP sand as follows:
GRADE: J-55 135,800#20/40 sand in 822 bbis Viking

I-25 fluid. Treated @avg press of 1425
WEIGHT: 24# psi w/avg rate of35.5 BPM. ISIP 1700
LENGTH: 7 jts. (302') psi. Flowed for 6 hrs. then died.

DEPTH LANDED: 310, 7/17/01 5369'-5388' Frac B-0.5 sand as follows:
106,720#20/40 sand in 759 bbis Viking

HOLE SIZE:12-1/4" I-25 fluid. Treated @avg press of 1600
0CEMENT DATA: 145 sxs Class "G" emt. psi w/avg rate of 30 BPM. ISIP 1910

psi. Flowed for 5 hrs. then died.
7/18/01 4502'-4612 Frac GB sand as follows:

48,660#20/40 sand in 391 bbis Viking
I-25 fluid. Treated @avg press of 190
psi w/avg rate of29.8 BPM. ISIP 2100
psi. Flowed for 4 hrs. then died.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 150 jts. (6329.05' KB)

DEPTH LANDED: 6324' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 367 sk Prem. Lite II mixed & 525 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 195 jts (6106')

TUBING ANCHOR: 6116' PERFORATION RECORD
NO. OF JOINTS: 2 jts (63')

7/14/01 6145'-6154' 4 JSPF 36 holes
SEATING NIPPLE: 2-7/8" (1.10') 7/14/01 6058'-6063' 4 JSPF 20 holes
SN LANDED AT: 6182' KB 7/14/01 5996'-6006' 4 JSPF 40 holes

4502-08' 7/14/01 5931'-5939' 4 JSPF 32 holes
NO. OF JOINTS: 1 jt (31') 7/17/01 5369'-5388' 4 JSPF 76 holes
TOTAL STRING LENGTH: EOT @6215'

4 08-12'

SUCKER RODS
5369-88'

POLISHED ROD: 1-1/2" x 22' SM

SUCKER RODS:4-1 1/2" weight bars; 10-3/4" scrapered rods; 142-3/4" slick,
90-3/4" scraper rods, 1-4', 1-6'x 3/4" pony rods. 5931-39'

PUMP SIZE: 2-1/2" x 1-1/2" x 15' RHAC

STROKE LENGTH: 86" : 5996-6006'

PUMP SPEED, SPM: 5.5

LOGS: DIGUSP/GR/CAL : 6058-63'

Anchor @6116'

6145-54'

Inland Resources Inc. SN@6182'

EOT@6215'Greater Boundary Unit #1-27-8-17
PBTD@6324'

733' FNL & 726' FEL TD @6339'

NENE Section 27-TSS-Rl7E

Duchesne Co, Utah
BDH 8/22/01

API #43-013-32228; Lease



ATTACHMENT E

NAME AND DEPTH OF USDWs

For Class H wells, submit geologic name and depth to bottom of all underground sources of drinking
water, which may be affected by the injection.

Due to the location and depth of the well, it will not affect any source of drinking water. See Attachments
E-1 through E-3, showing pertinent water analyses.

Attachment E-1 Water analysis of the primary fluid to be injected (Unichem Water Analysis of the
Johnson Water District, taken January 27, 2000)

Attachment E-2 Water Analysis of the formation fluid to be injected from the well

Attachment E-3 Analysis of the compatibility of the injected and formation water

Federal



UNIC HEM ÊÑae..À.inegy- E -

A Divhion of BJ Services P.O. Box217 Office(435) 722-5088
Roosevelt, Utah 84066 Fax (435) 722-5727

WATER ANALYSISREPORT

company INLAND PRODUCTION Addoss Date 1-27-00

Source JOHNRON Data Sampled 76-00 Analysis No.

Analysis mg/l(pPm) 'Meg/l
1. PH 7.4
2. HaS (Qualltative) O†
3. Specific Gravity

__ 1.001
4. Distoived Sollds 60Û
5. Alkallnity (CaCO,) CO: Û ÷30 0 co,
6. Bicarbonate (HCO) NCO ÅÛ ÷61 4 sco;

O 07. Hydroxyl(OH) OH + 17 OH
B. Chlorides (CI) Ci 7 I ÷ 35.5 Cl
9. Sulfates (SO,) SO 130 , 4 3 so,
lo, calclum(Ca) Ca 12 ÷20 Ca

11. Magne slum(Mg) MG AÎ ÷ 12.2 Mg

12. Total Hardness (CaCO,) 350
13. Total tron(Fe) O6
14. Manganese
15. Phosphate Residuals

Mllliequivalents per Iter
PRÓBABLE MINERAL COMPOSITION

Comoound µquiv. WT. X Maall = M

4 c, acom n.e4 4 3744 c. HCOs
caso. 6 -07

MG SO CaCI, 55.50

Mg(NCO2)a 73.17

Na e so, so.se 3 181

MgCla 47.62
Saturation Valuse Distilled woer2c•C

CaCO2 13 Mg/I NaHCOs 84.00

casca 2H.O 2,000 Mg Na:Sot 71.03

MgCOs 103 Mg/1 NaCI 58.48



BJUnichem
Analytical Laboratory Report for: ChemicatServices

Inland Production UNICHEM Representative: Rick Crosby

Production Water Analysis

Listed below please find water analysis report from: GBU, 1-26-8-17

Lab Test No: 2001402757 Sample Date: 11/21/2001
Specific Gravity: 1.008
TDS: 10865
pH: 8.40

Cations: mg/L as:

Calcium 16 (Ca**)

Magnesium 34 (Mg'''
Sodium 4015 (Na')
Iron 1.80 (Fe )
Manganese 0.00 (Mn *)

Anions: mg/L as:

Bicarbonate 1098 (HCO )
Sulfate 0 (SO4
Chloride 5700 (CI)
Gases:
Carbon Dioxide (CO )
Hydrogen Sulfide 0 (H S)

2



DownHole SAT(tm)
MIXED WATER DEPOSITION POTENTIAL INDICATORS

1) Johnson Water 2) GBU 1-26-8-17

Report Date: 11-26-2001

SATURATION LEVEL MOMENTARY EXCESS (Lbs/1000 Barrels)
Calcite (CaCO3) 7.50 Calcite (CaCO3) 8.53
Aragonite (CaCO3) 6.35 Aragonite (CaCO3) 8.16
Witherite (BaCO3) 0.00 Witherite (BaCO3) -3.69

Anhydrite (CaSO4) 0.00223 Anhydrite (CaSO4) -516.38

Gypsum (CaSO4*2H2O) 0.00272 Gypsum (CaSO4*2H2O) -524.57

Barite (BaSO4) 0.00 Barite (BaSO4) -0.312

Hydroxyapatite 0.00 Hydroxyapatite -251.11

Iron hydroxide (Fe(OH)3) 3653 Iron hydroxide (Fe(OH)3) < 0.001
Iron sulfide (FeS) 0.00 Iron sulfide (FeS) -0.0116

SIMPLE INDICES BOUND IONS TOTAL FREE
Langelier 1.05 Calcium 30.04 22.77
Stiff Davis Index 0.979 Barium 0.00 0.00

Carbonate 53.20 19.17
Phosphate 0.00 0.00
Sulfate 55.00 49.17

OPERATING CONDITIONS
Temperature (°F) 100.00
Time(mins) 3.00

UNICHEM - Corporate Office
14505 Torrey Chase Boulevard, Houston, Texas



ATTACHMENT G

GEOLOGICAL DATA ON INJECTION AND CONFINING ZONES

For Class II wells, submit appropriate geological data on the injection zone and confining zones,
including lithologic description, geological name, thickness, and depth and fracture pressure.

The proposed injection well produced from and will inject into the Green River formation. Water is
sourced from the Johnson Water District and injected or is commingled with produced water at the
Monument Butte Injection Facility and processed for individual well injection.

The injection zones are in the Green River formation, bounded by the Garden Gulch marker and the
Wasatch. The Green River is composed of porous and permeable lenticular calcareous sandstone and low
porosity carbonates and calcareous shales. At the Federal #1-26 location, the proposed injection zone is.
from 4350'-6964'. The porous and permeable lenticular sandstones vary in thickness from O' -- 31' and are
confined to the Monument Butte area by low porosity calcareous shales and carbonates.

The confining strata directly above and below the injection zones are the Green River formation and the
Wasatch in the Federal #1-26 well. The strata confining the injection zone are composed of tight,
moderately calcareous, sandy lucustrine shales. All of the confining strata are impermeable, and will
effectively seal off the oil, gas, and water of the injection zone from any strata directly above or below it.

The fracture pressure of the Federal #1-26 will be determined upon testing. The minimum fracture gradient
calculates at 0.68 psig/ft. The maximum injection pressures will be limited so as not to exceed this
gradient. A step rate test will be conducted upon injection and periodically thereafter to determine the
actual fracture pressure. As the fracture pressure increases, we may elect to increase the injection pressure,
but will not exceed the maximum of 1288 psig.

Communication Prevention:
The injection system will be equipped with high and low pressure shut down devices, which will
automatically shut in injection waters if a system blockage or leakage occurs. One way check
valves will also ensure proper flow management. Relief valves will also be utilized for high-
presstire relief.

Attachment G-1 Formation Tops

Attachment G-2 Proposed Maximum Injection Pressure

Attachment G-3 Fracture Reports Dated 5/13/91 through 6/4/91

Attachment G-4 Drilling and Completion Reports Dated 4/16/91 through 6/19/91

Federal



ATTACHMENT G-1

FORMATION TOPS

FEDERAL #1-26

FORMATION DEPTH (ft)

Uinta Surface

Green River 1860'

Garden Gulch 4350'

Lime Marker 6390'

Colton Member 6515'

Wasatch 6950'

Total Depth



Attachment "G-2"

Federal #1-26 (8-17)
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax

8 5210 5215 5213 1380 0.70 1368
5282 5287 5285 1300 0.68 1288
6028 6045 6037 1900 0.75 1884
6222 6227 6225 2000 0.75 1986
6324 6336 6330 1800 0.72 1785
6406 6499 6453 2500 0.82 2468
6564 6572 6568 2600 0.83 2584
6634 6638 6636 2200 0.76 2185
6760 6771 6766 unknown
6880 6885 6883 2800 0.84 2784
6952 6964 6958 2650 0.81 2633

Minimum 1288

8 Calculation of Maximum Surface injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.005.

Frac Gradient = (ISIP +(0.433*Avg. Depth))/Avg. Depth

Please note: These are existing perforations; additional perforations may be added during the actual
completion



Page 5

COMPLETION REPORT

FEDERAL 1-26

NENW Sec 26-T8S-R17E
Uintah County, Utah

5-1-91
thru

5-8-91 DTD 7120' SI WO completion rig.

CC:$0 CWC: $193,375

5-9-91 MI Quality Well Service, too windy to work on tank
battery.

CC: $0 CWC: $193,375
5-10-91 RU Quality Well Service, NU BOP, PU BHA consisting of

Smith Bit 4 3/4 SN#J63847, X-O, 4 drill collars, X-O, 2
7/8 TBG, tag CMT @ 6885.30, RU to drill, circulate btms
up, pull 2 stands, SI.

CC: $39,606 CWC: $232,981
5-11-91 TBG PSI 0, CSG PSI 0, RIH w/2 stands, tag omt @ 6885.30,

RU to drill, drill to 7055.84, circ hole clean, RD drlg
equip, POOH w|tbg, LD BHA, PU bit + csg scraper, RIH,
tagged PBTD, worked last four stands up & down, PU off
BTM, mixed chemical and displaced hole w/170 bbls 2% KCL,
Bidside, clay stabilizers + demulisfiers, POOH w|tbg bit
and scraper, SWI.

CC: $4,935 CWC: $237,916
5-12-91 SI.

CC: $0 CWC: $237,916
5-13-91 Loggers - PBTD @ 7044', Pressure test csg to 2000#, held

good, RÚ Halliburton Logging Service, ran bond log from
TD @ 7044 to 200' out of cmt @ 1130', logged under 1000#
PSI after pressure testing csg to 2000# (held good),
perforated @ 6952'-6964', 12' 4 SPF, 120 DEG phasing, RIH
w/PKR, ball test sub, x-over, set PKR @ 6916', RU
Western, tested csg to 3000# (held good), broke Dn perfs
w/Western, swabbed after break Dn, 13 runs recovered 65
1/2 bbls (H20), fluid level from surface to 6250', no oil
or gas



Completion Report
Federal 1-26
Page 6

TIME TBG PSI RATE BBLS

3:11pm 3000 0 0
3:19pm 3620 4.7 30
3:26pm 3000 4.7 58 shut dn ballout
3:53pm 2200 4.6 78 start flush
3:56pm 3500 0 71 shut dn

ISIP 2650, 15 min 2360

CC: $8,576 CWC: $246,492
5-14-91 TBG PSI 0, CSG PSI 0, perfs @ 6952-64, made 6 swab runs,

FL @ 5400' (800' of entry overnight) swabbed 3.7 bbls,
unseat PKR @ 6916', POOH w|tbg & PKR, PU BP, RIH & set
plug @ 6916', PooH to 6796' w/EOT, press test plug on TBG
w/Western to 3000#, RU Halliburton & perf thru tbg @
6880'-85' 4 SPF 20 holes, RD Halliburton, RU Western,
Break down perfs @ 4000#, pumped 7 bbls ahead, 20 bbls
w/2 ball sealers per BBL (40 balls), 3 bbls behind, flush
w/41.3 bbls, pumped @ 3.2 BPM @ 3400#, no ball action,
ISIP 2800, 5 min. 2800, 10 min. 2750, 15 min. 2750, move
BP to 6796, set & press test to 4000#, POOH w|tbg, SI.

CC: $17,406 CWC: $263,898
5-15-91 SI.

CC: $75 CWC: $263,973
5-16-91 TBG PSI 1360, CSG PSI 1360, plug @ 6796', bled off press,

finish POOH w/20 stands & 1 single, RU Halliburton, RIH,
tag @ 150', worked thru tag again @ 1150, POOH, found
pariffin on tls, RU Western, press test csg & plug to
3900#, held good, as ordered by Steve Fillingham & Jim
Ryder, it was decided to move ahead w/original program &
not test zone @ 6880'-85', RIH w|tbg to 1500', circ oil
out of hole, POOH w|tbg, RU Halliburton, RIH & tag plug

6788, perforate @ 6760'-71, 4 SPF, 44 holes, RIH w|tbg,
landed EOT (NC, Ballwiper & SN) @ 6713 (blast joint @
surface), RU Western, broke on perfs @ 3850#, avg. rate
7 BPM @ 3600#, good ball action, did not ball off, surge
off balls, made 4 wiper passes, reset EOT @ 6713, attempt
frac w/press increasing to 4500# and rate decreasing to
7BPM, friction PSI to high to attempt any sand, SD to
pull tbg to frac down csg, POOH w|tbg, RU Western to
frac, frac w/48,800# of 20/40 + 16/30 sand, avg rate of
25.6 BPM, avg PSI of 3700#, SI.

CC: $42,228 CWC:
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5-17-91 Csg Psi 2050, bled off in 2 1/2 hrs, rec 148 bbls, RIH
w|tbg to 6790', circ hole clean, unseat BP @ 6796' & move
to 6713', set & press check to 2000# (held good), move
end of tbg to 6607', SI.

CC: $2,189 CWC: $308,390
5-18-91 Tbg Psi 1350, Csg Psi 1350, bled off press, RU

Halliburton, RIH to 20', tag oil could not fall thru,
A POOH w|gun, RD Halliburton, RU & circ oil out of tbg, RU

Halliburton, RIH & perf @ 6634'-38' 4 SPF 16 holes, POOH,
, RD Halliburton, RU Western, break down perfs, broke @

3900# 1 BPM, pumped into perfs @ 5 BPM 3750#, good ball
action, btm did not ball off, total fluid 70 bbls, surge
off balls, pumped in @ 3780, 65 BPM, ISIP 2200#, 5 min
2020, 10 min 1990, 15 min 1980, RD Western, RIH unseat
RBP, move to 6607', set & press test to 4000# (held
good), POOH w|tbg, RU Halliburton, perf @ 6564'-72' 4 SPF
32 holes w/4" csg gun, POOH, RD Halliburton, RIH w/N.C.,
ball wiper, SN & tbg to 6607', broke on perfs @ 3900#,
good ball action, surged off balls, pumped @ 6.7 BPM
3700#, RIH wipe off balls, RU Western to frac (break on
ISIP 2100, 5 min 1950, 10 min 1840, 15 min 1770), attempt
to frac w|no luck because of high friction, psi 3900# @
5 BPM, SI.

CC: $7,802 CWC: $316,192
5-19-91 SI, travel to Vernal, meeting w/Western, Bill Ryan, Jim

Ryder & Joe Duncan to discuss frac procedures, line up
operations for next day.

CC: $375 CWC: $316,567

5-20-91 TBG PSI 300, CSG PSI 300, POOH w/dead string, RIH
w|retaining tool unseat RBP @ 6607, POOH, RIH w/RBP &
PKR, set RBP @ 6607 and PKR @ 6595, tools would not test,
reset tools in two more settings w|no test, POOH w|tools,
found BTM rubber on RBP gone & rubber in values, SI.

CC: $5,559 CWC: $322,126
5-21-91 CSG 850#, 697 bbls frac, 171 bbls break, RIH w|tbg to

2500', circulate, POOH, RU, RBP & PKR, RIH, set RBP @
6613 & PKR @ 6610, RU Western, pressure check RBP & PKR
to 4000# (held good), move PKR to 6513, set and pressure
check csg & PKR to 2000# (held good), RU Western to break
Dn, pumped 9.5 BPM @ 4000#, 150% excess ball sealers
(80), good ball action w/16 breaks, balled off, surge off
balls, pump in 13.5 BPM @ 5800, ISIP 2600,
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frac G .82, 5 min 2450#, 10 min 2400#, 15 min 2400#, POOH
w|tbg, RU Halliburton, RIH, perforate (again) @ 6564-72,

4 SPF, 32 holes, POOH, RD Halliburton, RIH w/NC & tbg to
6513, RU Western for break down, spot balls in tbg or
first 20 bbls fluid, pump 93 bbls w/128 balls, good ball
action and perfs balled off, surged off balls and pumped
into formation @ 10 BPM - 3800#, ISIP 2600#, RU Western
and fracd down, annulus w/39,000# of 20/40 sand tailed in
w|approx 1200# of 16/30 before screen out, avg rate 14.8
BPM, avg PSI 3800#, 697 total bbls of fluid, circulate
sand out of csg under pressure, SI.

CC: $5,386 CWC: $327,512

5-22-91 TBG PSI 1825, CSG PSI 2050, flow back frac fluid @ 1 BPM,
flow back well for 10 1/2 hrs, recovered 281 bbls, POOH
w|tbg, SI.

CC: $40,300 CWC: $367,812
5-23-91 CSG PSI 1150#, bled off press, RIH w|tbg, tag sand @

6572', circ to plug @ 6613', unseat & move plug to 6540',
set & press test to 2000# (held good), swab FL dn 1000',
RU Halliburton, perf @ 6406'-10', 6472'-76', 6496'-99',
4 SPF 44 total holes, POOH, IH) Halliburton, RU Western,
broke dn perfs w/100% excess ball sealers, good ball
action, balled off, surged off balls, pumped in @ 6.5 BPM
@ 3960#, ISIP 2500#, 5 min 2240#, RD Western, move RBP to
6388', set & press test to 4000#, POOH w|tbg, RU
Halliburton, RIH, perfd @ 6324'-36' 4 SPF 48 holes, POOH,
RD Halliburton, RIH w/NC 8: tbg, set EOT @ 6263', RU
Western, broke dn perfs @ 3970 to 2500# taking 7.1 BPM,
pump 96 balls (100% excess), balled off.perfs, surged off
balls, established rate of 10 BPM @ 3960#, ISIP 1800#
(F.G. .72) 5 min 1500#, 10 min 1420#, 15 min 1370#, RU

Western to frac, frac well w/38,580# total sand, 32,700#
of 20/40, 5880# of 16/30, 18 bbls short of flush before
well screened out, total fluid 576 bbls, avg rate 25.2
BPM, avg PSI 3534#, displaced sand out of csg under 3000#
press & shut well in.

CC: $38,891 CWC: $406,703

5-24-91 CSG PSI 1400#, TBG PSI 1400#, Well flowed back for 6 hrs
rec 258 bbls w|good oil & gas show, POOH w|tbg, RIH
w|retrieving head, tag sand @ 6340, circ sand off RBP @
6388, unseat and move RBP to 6280, move EOT to 6100.

CC: $1,645 CWC:
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5-25-91
thru

5-27-91 Operations shut down Saturday, Sunday, Monday.

DCC: $225 CWC: $408,573

5-28-91 TBG PSI 850, CSG PSI 850, RU to test RBP, would not test
(w/Western), POOH w/RBP, found top rubber gone, RIH w/2nd

RBP set @ 6280 (again), RU Western to test, plug would
not test, circulated complete hole volume, attempt to
test (no test), move plug to 6270', tried to test (no

, test), move RBP to 5910' set & attempt to test (held
good), RTH to 6253', set plug, RU Western, tested to
4000# (held good), move EOT to 6109', RU Halliburton,
RIH, perf @ 6222-27 thru tbg, 4SPF, 20 holes, RU Western,
broke Dn perfs w/40 ball sealers (100% excess), broke @
2400-6BPM, pumped @ 2700# - 6BPM w|no ball action, ISIP
2000 (F.G. .75) 5 min - 1710#, 10 min - 1580#, 15 min -

1490#, move RBP to 6100', set & pressure check to 4000#
(held good), POOH w|tbg, SI.

DCC: $6,922 CWC: $415,496
5-29-91 TBG 0 CSG 0, RU Halliburton, RIH perf @ 6028'-45' 4 SPF

68 holes, POOH, RD Halliburton, RIH w/tbg (dead string),
EOT @ 5827', RU Western to break Dn perfs w/136
ballsealers (100% excess), broke @ taking fluid 3440 @
7.5 BPM, broke to 2900 @ 8 BPM, fair ball action, did not
ball off, surge off balls, establish rate thru tbg @
3000# 9 BPM, ISIP 1500#, 5 min 1240#, 10 min 1160#, 15
min 1280# (F.G. .69), RU Western to frac, pumped 25,400#
of 20/40 sand, 9700# @ 16/30 sand @ a rate avg of 28.3
BPM, press avg of 3294#, total fluid 585 bbls, ISIP
1900#, 5 min 1700#, 10 min 1600#, 15 min 1570#, SI.

DCC: $29,705 CWC: $445,201
5-30-91 TBG PSI 950, CSG PSI 1000, well flowed back for 5 hrs,

recovered 189 bbls w|trace of oil, POOH w|tbg, RIH
w|retriving head, tag sand @6100', circulate hole, clean
sand, balls off RBP @ 6150', move RBP to 5487', set and
tested to 2000# (held good), *note plug would not test @
5400', POOH w|tbg, SI.

DCC: $2,300 CWC: $447,501
5-31-91 TBG 0 CSG 0, RU Halliburton, RIH perf @ 5282'-87' 4 SPF

20 holes, POOH, RD Halliburton, RIH w|dead string to
5114', RU Western for break dn, spot hot fluid in tbg,
broke 3500# 7 BPM, pumped 100% excess ball sealers
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balls) 3500# to 2900# taking 8 BPM. Good ball action. Did not ball off. Surge off balls,
establish injection rate of 8.4 BPM @3400. ISIP 1300# (F.G. .68), 5 - min 980, 10 - min
940, 15 - min 910. RU to frac. Spotted pre pad in annulus. Pumped 85 bbls into
formation (no sand). Had 1 & 2# sand in annulus before perfs shut off @4500#.
Reverse out sand. Try to establish rate w/2% HCl w/no luck. RIH w/tbg past perfs,
circulate, down annulus @8 BPM to wash off perfs. POOH above perfs, try to inject
w/no luck. POOH w/tbg. RIH w/5-l/2", 15.50# csg scraper. Wiped past perfs 4 times,

, POOH above perfs. SI.

DCC: $7,335 CWC: $454,836

6-01-91 TBG 150 CSG 175, RU Western to establish rate of 16 BPM @4300# w/breaking action
from 4 to 16 BPM # 4000#. At 16 BPM well started to increase pressure from 4000 to
4300#. ISIP 1600# (F.G. .74), 5 - min 1180#, 10 min - 1180, 15 - min 1060. POOH
w/tbg, LD esg scraper, RIH w/dead string to 5114'. RU Western to frac, pumped 6900#
of 20/40 sand into formation before screen out. Total fluid pumped 300 bb1s, avg rate 23
BPM, avg pressure 4000#. Circulated stand out of annulus under pressure. Washed out 2
choke stems, 1 choke seat, 1 chicksen and 2 ball valves. SI. Note: Frac was going as
planned w/Nolte on a slight decline when formation slammed shut.

DCC: $18,122 CWC: $472,958

6-02-91 TBG 875 CSG 600, Flowed back frac @1 BPM, recovered 48 bbls. Circulate hole
clean, POOH w/tbg. PU retrieving tool. RIH & tag sand @5100'. Circulate sand down
to plug @5459'. Clean hole, unset & move plug to, and set @5250'. Pressure test plug
to 2000# - held good. POOH w/tbg. SI

DCC: $2,130 CWC: $475,088

6-03-91 Operations shut down Mem Day. Cost adjustment: CWC: $510,663

6-04-91 RU Western, test RBP to 4000# (held good). RU Halliburton to perf, RIH, tag plug @
5250' and perforate @5210-15', 4 SPF, 20 holes. RIH w/tbg to 5100'. RU Western,
spot 40 bbls hot fluid in tbg. Started break down perfs. Broke @2400#, taking 2.4
BPM. Increased rate to 7.6 BPM @2950. ISP 1380 after 24 bbls. Pump back into
formation w/32 bbls, 4 ball sealers per bbl, 40 balls, 150% excess. Good ball action -

balled off. Surge balls off. Established rate @7.5 BPM @3000#. ISIP 1300#.
Establish strong rate after surge of 7.5 BPM @3000#. ISIP 1300#, 5 - min 1250, 10 -

min 1200, 15 - min 1200 (F.G. .69). RIH w/tbg to 5247' and circulate @8 BPM
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circulate balls out. POOH w/tbg to 5100'. RU Western, started frac. Screened out
w/220 bbls and 9900# 20/40 sand in formation. Avg rate 25 BPM , avg pressure 3700#.
Circulate sand out of csg under 3000# pressure. SI.

DCC: $24,288 CWC: $534,950

6-5-91 Opened well and flowed back for 4 hrs. Recovered 183 bbls (goodoil show). Circulated
> hole clean, POOH w/tbg. PU retrieving RIH tag RBP @5250'. Circulate hole clean.

Unset RBP and POOH. RIH w/tbg (N.C., 1jt, S.N. & tbg) to 5174'. SI.

6-6-91 Tbg 300 Csg 350
Circulate oil out of tbg. RIH tag sand @6588' (467' of sand). RU circulate sand out to
7044'. POOH to 6885', RU swab equip. SI.

6-7-91 Tbg 100 Csg 120
Started swabbing; made 26 runs. Recovered 408 bbls. Swabbed fluid level from surface
to 1500'. Avg oil/water cut 25% oil, 75% water. High oil/water cut 50% oil, 50% water.
Bbls injected 3224
Bbls flowed back 1107
Bbls swabbed 306
Water left to recover 1817 bbls. Est recovery 6/7/91 - 306 BW and 102 BO. Still
swabbing sand.

6-8-91 Tbg 325 Csg 250
Well flowed for 2 hrs. Made 37 swab runs - recovered 371 bbls. Fluid level on last 10
runs 1700'. Avg oil/water cut 20%-25% oil, 80%-75% water.
Bbls injected 3224
Flow back 1107 bbls
Swabbed 603 bbls
Water left to recover 1514 bbls. Est recovery 297 BW and 74 BO. Still swabbing sand.

6-9-91 Operations shut down for Sunday.

6-10-91 Tbg 350 Csg 580,
Open well; flow for 2 hrs. Rec 12 BO. RU swab eqt; made 18 swab runs - rec 191 bbls.
Fluid level last run @1500'. Avg oil/water cut 50% oil, 50% water. Last run, cut was
70% oil, 30% water. Bbls injected 3224, Flow back 1107 bb1s, Swab 699 bbls.
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6-16-91 Recovered 106 bbls water, 116 bb1s oil by 6:00 a.m.
Note: transferred 115.23 bbls from frac tank, sold 176.46
bbls, run ticket #0073744.

Totals Recovered:

Oil produced 215 Water pumped 517
Oil swabbed 115 swabbed 699

330 flow back 1107
2323

856 bbls LW to recover.

DWC: $355 CWC: $564,323

6-17-91 Produced 105 bbls oil, 98 bbls water, sold 216 bb1s oil,
758 bbls left to recover.

DWC: $300 CWC: $564,623

6-18-91 Produced 102 bbls oil, 96 bbls water, 662 bbls LW to
recover.

DWC: $300 CWC: $564,923

6-19-91 Producted 108 bbls oil, 92 bbls water, 570 bbls left to
recover.

DWC: $300 CWC:
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left to rec 1418 bb1s, est rec on 6/10/91 96 bbls water
107 bbls oil.

DWC: $ 2,389 CWC: $557,050

6-11-91 TBG 0 CSG 0, RIH from 5000' to 7044', POOH, changing out
bad 2 7/8" collars, RIH w/N.C., 1 jt, 3' perforated sub,
SN, landed EOT @ 6885', anchor @ 5111', ND BOP, set
anchor w/13,000# tension, SI.

DWC: $3,248 CWC: $560,298

6-12-91 TBG 0 CSG 0, landed EOT @ 6891', SN @ 6856', anchor @
5111', RU rod equip, RIH w/2 1/2" X 1 3/4" x 16' RHAC
(TRICO) pump, 115" max stroke length, top cap held down,

weight rod, 4' centralizer, weight rod, 165 3/4" rods,
107 7/8" rods, 6'-8'-4' x 7/8" subs, 1-30' x 1 1/4"
polish rod, seated pump & press checked to 600# (held
good), produced well all night, as of 5:30 a.m. 6-13-91

rec 120 bb1s, 3284 bbls injected, 1107 bbls flowed back,
699 bbls swabbed, 120 bbls pumped, 1358 bb1s LW left to
rec.

DWC: $2,605 CWC: $562,903

6-13-91 TBG 50 CSG 300-310, RD Quality Well Service, pumped well
for 15 hrs, rec 144.4 bbls, csg built up to 300# in 9 hrs
while rigging down unit,3285 bbls injected, 1107 bbls
flow back, 699 bbls swabbed, 264 bbls pumped, 1214 bb1s
left to rec.

DWC: $355 CWC: $563,258

6-14-91 Recovered 131.09 bbls water, 101.64 bbls oil by 5:45
a.m., 1083 bbls left to rec, 1000# press gauge.

DWC: $355 CWC: $563,613

6-15-91 Recovered 121 bbls water, 115 bbls oil by 6:00 a.m., 962
bb1s left to recover.

DWC: $355 CWC:
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circulate balls out. POOH w/tbg to 5100'. RU Western, started frac. Screened out
w/220 bbls and 9900# 20/40 sand in formation. Avg rate 25 BPM , avg pressure 3700#.
Circulate sand out of esg under 3000# pressure. SI.

DCC: $24,288 CWC: $534,950

6-5-91 Opened well and flowed back for 4 hrs. Recovered 183 bbls (goodoil show). Circulated
hole clean, POOH w/tbg. PU retrieving RIH tag RBP @5250'. Circulate hole clean.
Unset RBP and POOH. RIH w/tbg (N.C., 1jt, S.N. & tbg) to 5174'. SI.

6-6-91 Tbg 300 Csg 350
Circulate oil out of tbg. RIH tag sand @6588' (467' of sand). RU circulate sand out to
7044'. POOH to 6885', RU swab equip. SI.

6-7-91 Tbg 100 Csg 120
Started swabbing; made 26 runs. Recovered 408 bbls. Swabbed fluid level from surface
to 1500'. Avg oil/water cut 25% oil, 75% water. High oil/water cut 50% oil, 50% water.
Bbls injected 3224
Bbls flowed back 1107
Bbls swabbed 306
Water left to recover 1817 bbls. Est recovery 6/7/91 - 306 BW and 102 BO. Still
swabbing sand.

6-8-91 Tbg 325 Csg 250
Well flowed for 2 hrs. Made 37 swab runs - recovered 371 bbls. Fluid level on last 10
runs 1700'. Avg oil/water cut 20%-25% oil, 80%-75% water.
Bbls injected 3224
Flow back 1107 bbls
Swabbed 603 bbls
Water left to recover 1514 bbls. Est recovery 297 BW and 74 BO. Still swabbing sand.

6-9-91 Operations shut down for Sunday.

6-10-91 Tbg 350 Csg 580,
Open well; flow for 2 hrs. Rec 12 BO. RU swab eqt; made 18 swab runs - ree 191 bbls.
Fluid level last run @1500'. Avg oil/water cut 50% oil, 50% water. Last run, cut was
70% oil, 30% water. Bbls injected 3224, Flow back 1107 bbls, Swab 699 bbls.
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balls) 3500# to 2900# taking 8 BPM. Good ball action. Did not ball off. Surge off balls,
establish injection rate of 8.4 BPM @3400. ISIP 1300# (F.G. .68), 5 - min 980, 10 - min
940, 15 - min 910. RU to frac. Spotted pre pad in annulus. Pumped 85 bbls into
formation (no sand). Had 1 & 2# sand in annulus before perfs shut off @4500#.
Reverse out sand. Try to establish rate w/2% HCl w/no luck. RIH w/tbg past perfs,
circulate, down annulus @8 BPM to wash off perfs. POOH above perfs, try to inject
w/no luck. POOH w/tbg. RIH w/5-l/2", 15.50# csg scraper. Wiped past perfs 4 times,
POOH above perfs. SI.

DCC: $7,335 CWC: $454,836

6-01-91 TBG 150 CSG 175, RU Western to establish rate of 16 BPM @4300# w/breaking action
from 4 to 16 BPM # 4000#. At 16 BPM well started to increase pressure from 4000 to
4300#. ISIP 1600# (F.G. .74), 5 - min 1180#, 10 min - 1180, 15 - min 1060. POOH
w/tbg, LD csg scraper, RIH w/dead string to 5114'. RU Western to frac, pumped 6900#
of 20/40 sand into formation before screen out. Total fluid pumped 300 bbls, avg rate 23
BPM, avg pressure 4000#. Circulated stand out of annulus under pressure. Washed out 2
choke stems, 1 choke seat, 1 chicksen and 2 ball valves. SI. Note: Frac was going as
planned w/Nolte on a slight decline when formation slammed shut.

DCC: $18,122 CWC: $472,958

6-02-91 TBG 875 CSG 600, Flowed back frac @ l BPM, recovered 48 bbls. Circulate hole
clean, POOH w/tbg. PU retrieving tool. RIH & tag sand @5100'. Circulate sand down
to plug @5459'. Clean hole, unset & move plug to, and set @5250'. Pressure test plug
to 2000# - held good. POOH w/tbg. SI

DCC: $2,130 CWC: $475,088

6-03-91 Operations shut down Mem Day. Cost adjustment: CWC: $510,663

6-04-91 RU Western, test RBP to 4000# (held good). RU Halliburton to perf, RIH, tag plug @
5250' and perforate @5210-15', 4 SPF, 20 holes. RIH w/tbg to 5100'. RU Western,
spot 40 bbls hot fluid in tbg. Started break down perfs. Broke @2400#, taking 2.4
BPM. Increased rate to 7.6 BPM @2950. ISP 1380 after 24 bbls. Pump back into
formation w/32 bbls, 4 ball sealers per bbl, 40 balls, 150% excess. Good ball action -

balled off. Surge balls off. Established rate @7.5 BPM @3000#. ISIP 1300#.
Establish strong rate after surge of 7.5 BPM @3000#. ISIP 1300#, 5 - min 1250, 10 -

min 1200, 15 - min 1200 (F.G. .69). RIH w/tbg to 5247' and circulate @8 BPM
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5-25-91
thru

5-27-91 Operations shut down Saturday, Sunday, Monday.

DCC: $225 CWC: $408,573

5-28-91 TBG PSI 850, CSG PSI 850, RU to test RBP, would not test
(w/Western), POOH w/RBP, found top rubber gone, RIH w/2nd
RBP set @ 6280 (again), RU Western to test, plug would
not test, circulated complete hole volume, attempt to
test (no test), move plug to 6270', tried to test (no
test), move RBP to 5910' set & attempt to test (held
good), RIH to 6253', set plug, RU Western, tested to
4000# (held good), move EOT to 6109', RU Halliburton,
RIH, perf @ 6222-27 thru tbg, 4SPF, 20 holes, RU Western,
broke Dn perfs w/40 ball sealers (100% excess), broke @
2400-6BPM, pumped @ 2700# - 6BPM w/no ball action, ISIP
2000 (F.G. .75) 5 min - 1710#, 10 min - 1580#, 15 min -

1490#, move RBP to 6100', set & pressure check to 4000#

(held good), POOH w|tbg, SI.

DCC: $6,922 CWC: $415,496

5-29-91 TBG 0 CSG 0, RU Halliburton, RIH perf @ 6028'-45' 4 SPF
68 holes, POOH, RD Halliburton, RIH w|tbg (dead string),
EOT @ 5827', RU Western to break Dn perfs w/136
ballsealers (100% excess), broke @ taking fluid 3440 @
7.5 BPM, broke to 2900 @ 8 BPM, fair ball action, did not
ball off, surge off balls, establish rate thru tbg @
3000# 9 BPM, ISIP 1500#, 5 min 1240#, 10 min 1160#, 15
min 1280# (F.G. .69), RU Western to frac, pumped 25,400#
of 20/40 sand, 9700# @ 16/30 sand @ a rate avg of 28.3
BPM, press avg of 3294#, total fluid 585 bb1s, ISIP

1900#, 5 min 1700#, 10 min 1600#, 15 min 1570#, SI.

DCC: $29,705 CWC: $445,201

5-30-91 TBG PSI 950, CSG PSI 1000, well flowed back for 5 hrs,
recovered 189 bbls w|trace of oil, POOH w|tbg, RIH
w|retriving head, tag sand @ 6100', circulate hole, clean
sand, balls off RBP @ 6150', move RBP to 5487', set and
tested to 2000# (held good), *note plug would not test @
5400', POOH w|tbg, SI.

DCC: $2,300 CWC: $447,501

5-31-91 TBG O CSG 0, RU Halliburton, RIH perf @ 5282'-87' 4 SPF
20 holes, POOH, RD Halliburton, RIH w/dead string to
5114', RU Western for break dn, spot hot fluid in tbg,
broke 3500# 7 BPM, pumped 100% excess ball sealers
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frac G .82, 5 min 2450#, 10 min 2400#, 15 min 2400#, POOH
w|tbg, RU Halliburton, RIH, perforate (again) @ 6564-72,
4 SPF, 32 holes, POOH, RD Halliburton, RIH w/NC & tbg to
6513, RU Western for break down, spot balls in tbg or
first 20 bbls fluid, pump 93 bbls w/128 balls, good ball
action and perfs balled off, surged off balls and pumped
into formation @ 10 BPM - 3800#, ISIP 2600#, RU Western
and fracd down, annulus w/39,000# of 20/40 sand tailed in
w/approx 1200# of 16/30 before screen out, avg rate 14.8
BPM, avg PSI 3800#, 697 total bbls of fluid, circulate
sand out of csg under pressure, SI.

CC: $5,386 CWC: $327,512
5-22-91 TBG PSI 1825, CSG PSI 2050, flow back frac fluid @ 1 BPM,

flow back well ·for 10 1/2 hrs, recovered 281 bbls, POOH
w|tbg, SI.

CC: $40,300 CWC: $367,812

5-23-91 CSG PSI 1150#, bled off press, RIH w|tbg, tag sand @
6572', circ to plug @ 6613', unseat & move plug to 6540',
set & press test to 2000# (held good), swab FL dn 1000',
RU Halliburton, perf @ 6406'-10', 6472'-76', 6496'-99',
4 SPF 44 total holes, POOH, RD Halliburton, RU Western,
broke dn perfs w/100% excess ball sealers, good ball
action, balled off, surged off balls, pumped in @ 6.5 BPM
@ 3960#, ISIP 2500#, 5 min 2240#, RD Western, move RBP to
6388', set & press test to 4000#, POOH w|tbg, RU
Halliburton, RIH, perfd @ 6324'-36' 4 SPF 48 holes, POOH,
RD Halliburton, RIH w/NC & tbg, set EOT @ 6263', RU
Western, broke dn perfs @ 3970 to 2500# taking 7.1 BPM,
pump 96 balls (100% excess), balled off.perfs, surged off
balls, established rate of 10 BPM @ 3960#, ISIP 1800#
(F.G. .72) 5 min 1500#, 10 min 1420#, 15 min 1370#, RU

Western to frac, frac well w/38,580# total sand, 32,700#
of 20|40, 5880# of 16/30, 18 bbls short of flush before
well screened out, total fluid 576 bbls, avg rate 25.2
BPM, avg PSI 3534#, displaced sand out of csg under 3000#
press & shut well in.

CC: $38,891 CWC: $406,703

5-24-91 CSG PSI 1400#, TBG PSI 1400#, Well flowed back for 6 hrs
rec 258 bbls w/good oil & gas show, POOH w|tbg, RIH
w|retrieving head, tag sand @ 6340, circ sand off RBP @
6388, unseat and move RBP to 6280, move EOT to 6100.

CC: $1,645 CWC:
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5-17-91 Csg Psi 2050, bled off in 2 1/2 hrs, rec 148 bbls, RIH
w|tbg to 6790', circ hole clean, unseat BP @ 6796' & move
to 6713', set & press check to 2000# (held good), move
end of tbg to 6607', SI.

CC: $2,189 CWC: $308,390
5-18-91 Tbg Psi 1350, Csg Psi 1350, bled off press, RU

Halliburton, RIH to 20', tag oil could not fall thru,
POOH w|gun, RD Halliburton, RU & circ oil out of tbg, RU
Halliburton, RIH & perf @ 6634'-38' 4 SPF 16 holes, POOH,
RD Halliburton, RU Western, break down perfs, broke @
3900# 1 BPM, pumped into perfs @ 5 BPM 3750#, good ball
action, btm did not ball off, total fluid 70 bbls, surge
off balls, pumped in @ 3780, 65 BPM, ISIP 2200#, 5 min
2020, 10 min 1990, 15 min 1980, RD Western, RIH unseat
RBP, move to 6607', set & press test to 4000# (held
good), POOH w|tbg, RU Halliburton, perf @ 6564'-72' 4 SPF
32 holes w/4" csg gun, POOH, RD Halliburton, RIH w/N.C.,
ball wiper, SN & tbg to 6607', broke on perfs @ 3900#,
good ball action, surged off balls, pumped @ 6.7 BPM
3700#, RIH wipe off balls, RU Western to frac (break on
ISIP 2100, 5 min 1950, 10 min 1840, 15 min 1770), attempt
to frac w/no luck because of high friction, psi 3900# @
5 BPM, SI.

CC: $7,802 CWC: $316,192
5-19-91 SI, travel to Vernal, meeting w/Western, Bill Ryan, Jim

Ryder & Joe Duncan to discuss frac procedures, line up
operations for next day.

CC: $375 CWC: $316,567
5-20-91 TBG PSI 300, CSG PSI 300, POOH w/dead string, RIH

w|retaining tool unseat RBP @ 6607, POOH, RIH w/RBP &
PKR, set RBP @ 6607 and PKR @ 6595, tools would not test,
reset tools in two more settings w/no test, POOH w|tools,
found BTM rubber on RBP gone & rubber in values, SI.

CC: $5,559 CWC: $322,126
5-21-91 CSG 850#, 697 bb1s frac, 171 bbls break, RIH w|tbg to

2500', circulate, POOH, RU, RBP & PKR, RIH, set RBP @
6613 & PKR @ 6610, RU Western, pressure check RBP & PKR
to 4000# (held good), move PKR to 6513, set and pressure
check csg & PKR to 2000# (held good), RU Western to break
Dn, pumped 9.5 BPM @ 4000#, 150% excess ball sealers
(80), good ball action w/16 breaks, balled off, surge off
balls, pump in 13.5 BPM @ 5800, ISIP 2600,
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TIME TBG PSI RATE BBLS

3:11pm 3000 0 0
3:19pm 3620 4.7 30
3:26pm 3000 4.7 58 shut dn ballout
3:53pm 2200 4.6 78 start flush
3:56pm 3500 0 71 shut dn

ISIP 2650, 15 min 2360

CC: $8,576 CWC: $246,492

5-14-91 TBG PSI 0, CSG PSI 0, perfs @ 6952-64, made 6 swab runs,
FL @ 5400' (800' of entry overnight) swabbed 3.7 bbls,
unseat PKR @ 6916', POOH w|tbg & PKR, PU BP, RIH & set
plug @ 6916', POOH to 6796' w/EOT, press test plug on TBG
w/Western to 3000#, RU Halliburton & perf thru tbg @
6880'-85' 4 SPF 20 holes, RD Halliburton, RU Western,
Break down perfs @ 4000#, pumped 7 bbls ahead, 20 bbls
w/2 ball sealers per BBL (40 balls), 3 bbls behind, flush
w/41.3 bb1s, pumped @ 3.2 BPM @ 3400#, no ball action,
ISIP 2800, 5 min. 2800, 10 min. 2750, 15 min. 2750, move
BP to 6796, set & press test to 4000#, POOH w|tbg, SI.

CC: $17,406 CWC: $263,898

5-15-91 SI.

CC: $75 CWC: $263,973

5-16-91 TBG PSI 1360, CSG PSI 1360, plug @ 6796', bled off press,
finish POOH w/20 stands & 1 single, RU Halliburton, RIH,
tag @ 150', worked thru tag again @ 1150, POOH, found
pariffin on tls, RU Western, press test csg & plug to
3900#, held good, as ordered by Steve Fillingham & Jim
Ryder, it was decided to move ahead w/original program &
not test zone @ 6880'-85', RIH w|tbg to 1500', circ oil
out of hole, POOH w|tbg, RU Halliburton, RIH & tag plug
@ 6788, perforate @ 6760'-71, 4 SPF, 44 holes, RIH w|tbg,
landed EOT (NC, Ballwiper & SN) @ 6713 (blast joint @
surface), RU Western, broke on perfs @ 3850#, avg. rate
7 BPM @ 3600#, good ball action, did not ball off, surge
off balls, made 4 wiper passes, reset EOT @ 6713, attempt
frac w/press increasing to 4500# and rate decreasing to
7BPM, friction PSI to high to attempt any sand, SD to
pull tbg to frac down csg, POOH w|tbg, RU Western to
frac, frac w/48,800# of 20/40 + 16/30 sand, avg rate of
25.6 BPM, avg PSI of 3700#, SI.

CC: $42,228 CWC:



Page 5

COMPLETION REPORT

FEDERAL 1-26

NENW Sec 26-T85-R17E
Uintah County, Utah

5-1-91
thru

5-8-91 DTD 7120' SI WO completion rig.

CC:$0 CWC: $193,375
5-9-91 MI Quality Well Service, too windy to work on tank

battery.

CC: $0 CWC: $193,375

5-10-91 RU Quality Well Service, NU BOP, PU BHA consisting of
Smith Bit 4 3/4 SN#J63847, X-O, 4 drill collars, X-O, 2
7/8 TBG, tag CMT @ 6885.30, RU to drill, circulate btms
up, pull 2 stands, SI.

CC: $39,606 CWC: $232,981

5-11-91 TBG PSI 0, CSG PSI 0, RIH w/2 stands, tag cmt @ 6885.30,
RU to drill, drill to 7055.84, circ hole clean, RD drlg
equip, POOH w/tbg, LD BHA, PU bit + csg scraper, RIH,
tagged PBTD, worked last four stands up & down, PU off
BTM, mixed chemical and displaced hole w/170 bb1s 2% KCL,
Bidside, clay stabilizers + demulisfiers, POOH w|tbg bit
and scraper, SWI.

CC: $4,935 CWC: $237,916

5-12-91 SI.

CC: $0 CWC: $237,916

5-13-91 Loggers - PBTD @ 7044', Pressure test csg to 2000#, held
good, RU Halliburton Logging Service, ran bond log from
TD @ 7044 to 200' out of cmt @ 1130', logged under 1000#
PSI after pressure testing csg to 2000# (held good),
perforated @ 6952'-6964', 12' 4 SPF, 120 DEG phasing, RIH
w/PKR, ball test sub, x-over, set PKR @ 6916', RU
Western, tested csg to 3000# (held good), broke Dn perfs
w/Western, swabbed after break Dn, 13 runs recovered 65
1/2 bbls (H2O), fluid level from surface to 6250', no oil
or gas



Daily Drilling Report Maxim #1
Greenwood 1-26
NE/NW Sec. 1-26-8-17

4-16-91
Prep to cement @310' At 7 am - drill mouse hole and rat hole. Spud at 12:00 noon 1-16. Survey @
166' -

½*. Drill to 310' - run 8-5/8" esg 294.25'.

4-17-91
At 310'; Cement casing & WOC.

4-18-91
Drilling ahead @913' - survey @600' -

½*.

4-19-91
Drilling ahead @2093' - survey @946' - ¾*; 1471' - ½*; 1990' -

1*.

4-20-91
Drilling ahead @3066' - survey @2493' -

1*. Possible show 2600-2680' - black tar over shaker.

4-21-91
Drilling ahead @3954'. Survey @3081' - misrun. Survey @3235' - ½*; 3734' -

1*.

Shows at 3300-3310'; 3480-90'; 3520-45'; 3600-40'; 3710-20'.

4-22-91
Drilling ahead @4568'. Survey @4261' -

1*. Trip for bit.
Shows at 3710-20'; 3760-70'; 3800-20'; 3860-80'.

4-23-91
Drilling ahead @4780'. Down to service rig. Possible show at 4620-60'.

4-24-91
Drilling ahead @5376'. Survey @5095' -

1*. Shows at 5220-25'; 5290-5300'.

4-26-91
Drilling ahead @6656'. Survey @6275' -

1-1/2*. Work on air compressor.
Shows at 6040-60'; 6230-40'; 6330-60'.

4-27-91
Drilling ahead @7020'. Shows at 6640-60'; 6760-80'.

4-28-91
Circulate for casing @7120' (TD). Circulate and run logs.

4-29-91
RD Maxim. Run 170 jts 5-1/2", 15.5#, K-55 casg to 7077'. Cement csg &



Form Ap rov OMB No 2040-0041 Approval expires 3-30-96
UNITED STATES ENVIRONMENTAL PRO GENCY

oE PA WASHINGTON, DC 20460

PLUGGING AND ABANDONMENT PLAN
NAMEANDADDRESSOFFACILITY NAMEANDADDRESSOFOWNERIOPERATOR

Federal 1-26 Inland Production Cornpany
Uintah County, Utah 410 17th Street, Suite 700

Denver, Colorado 80202
STATE COUNTY PERMITNUMBER

LOCATE WELL AND OUTLINE UNIT ON Utah Uintah 43-047-31953
SECTION PLAT - 640 ACRES

SURFACELOCATIONDESCRIPTION
N ¼OF NE ¼OF NW SECTION 26 TOWNSHIP 8S RANGE 17E

LOCATEWELLINTWODIRECTIONSFROMNEARESTLINESOFQUARTERSECTIONANDDRILLINGUNIT

I I \ \ \ \ surface
Location 461 ft.from(NIS) N Lineofquartersection
and 1880 ft.from(ElW) W Lineofquartersection

TYPEOFAUTHORIZATION WELLACTIVITY
W E

IndividualPermit CLASSI
AreaPermit CLASSIl
Rule BrineDisposal

EnhancedRecovery
NumberofWells 16 HydrocarbonStorage

CLASSIll

Lease Name Federal 1-26-8-17 WellNumber Federal 1-26
CASINGANDTUBINGRECOl:DAFTERPLUGGING METHODOFEMPLACEMENTOFCEMENTPLUGS

SIZE WT(LBlFT) TOBEPUTINWELL(FT) TOBELEFTINWELL(FT) HOLESIZE The BalanceMethod
8-5/8" 24 289' 289' 12-1/4" The DumpBailerMethod
5-1/2" 15 6904' 6904' 7-7/8" TheTwo-PlugMethod

O Other

CEMENTINGTOPLUGANDABANDONDATA: PLUG#1 PLUG#2 PLUG#3 PLUG#4 PLUG#5 PLUG#6 PLUG#7
Sizeof HoleorPipe inwhichPlugWillbe Placed(inches) 5-1/2" 5-1/2" 5-1/2" 5-1/2" 5-1/2" annulus
DepthtoBottomofTubing or DrillPipe(ft). 6904' 6904' 6904' 6904' 6904' 6904'
Sacl<sofCementToBe Used(eachplug) 105 sx 30 sx 25sx 10 sx 10 10 sx
SlurryVolumeToBe Pumped(cu.Ft.)
CalculatedTopofPlug (ft.) 6028' 5110' 2000' 252' surface surface
MeasuredTopofPlug(iftaggedft.)
SlurryWt.(Lb.lGal.) 15.8 15.8 15.8 15.8 15.8 15.8
TypeCementor OtherMaterial(ClassIli) Class G Class G Class G Class G Class G Class G

LISTALLOPENHOLEANDIORPERFORATEDINTERVALSANDINTERVALSWHERECASINGWILLBEVARIED(ifany)
From To From To

no open holes

EstimatedCostto PlugWells $18,000

CERTIFICATION
I certify under thepenalty of law thatI have personally examined and am familiar with the information
submitted in this document and all attachments and that, based on my inquiry of those individuals
immediately responsible for obtaining the information, I believe that the information is true, accurate,
and complete. I am aware that thereare significantpenalties for submitting false information, including
the possibility of fine and imprisonment. (Ref 40 CFR 144.32)

NAMEANDOFF IALTTLE (Please typeorptint) S URE DAT G/NE/D

ATTACHMENT



Federal #1-26
Spud Date: 4/16/91 Initial Production: 102 STBOPD,
Put on Production: 6/13/91 Proposed P & A 96 STBWPD
GL: 5129' KB: 5142' Wellbore Diagram
SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55 Circulatel10 sx Class 'G' cement down 5-1/2" casing and up
WEIGHT:24# the 5-1/21 8-5/8" annulus to surface.

LENGTH: 7 jts.(289')
DEPTH LANDED: 302' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 220 sxs Class G Casing shoe at 302'

Perforate 4 jspf@ 352'

PRODUCTION CASING cementtop at 1130' KB ¯

CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15# -

LENGTH: 172 jts.(7106')
DEPTH LANDED: 7119' KB 200' balanced plug using 25 sx Class G cement

over water zone 2000'-2200'
HOLE SIZE: 7-7/8"

CEMENT DATA: 500 sxs Super G; tailed w/400 sx Class 'G'

CEMENT TOP AT: 1130' KB

100' (12 sx) Class G cement plug on top of CIBP

CIBP set at 5115'

5210'-15'
5282'-8T

6028'-45'
6222'-27'
6324'-36'

6406'-10'
6472'-76'
6496'-99'

6564'-72'
6634'-38'

- 6760'-7l'
6880'-85'

Inland Resources Inc.

6952' 664856.5'

(7)
EOT @6903.92'

Federal #1-26 PBTD 7044'
TD @7120'

461 FNL 1880FWL

NENW Section 26-T8S-R17E

Uintah Co, Utah

API #43-047-31953; Lease



ATTACHMENT Q-3

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @5115'.

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class G cement.

3. Plug #2 Set 200' plug from 2000'-2200' with 25 sx Class "G" cement.

4. RU perforators and perforate with 4 shots at 352'.

5. Plug #3 Circulate 110 sx Class G cement down 5-1/2" casing and up the 5-1/2" x 8-5/8"
annulus to surface.

The approximate cost to plug and abandon this well is $33,025.

Federal



ATTACHMENT R

NECESSARY RESOURCES

Submit evidence such as a surety bond or financial statement to verify that the resources necessary to
close, plug, or abandon the well are available.

Inland Production Company demonstrates financial responsibility by submitting annually the 10K financial
report.

Federal



RESOURCES INC.

March 11, 2002

Mr. Emmett Schmitz
U.S. Environmental Protection Agency
Region VIII
999 18 Street, Suite 500
Denver, Colorado 80202-2405

RE: Permit Application for Water Injection Well
Federal #1-26
Monument Butte Field, Greater Boundary Unit, Lease #UTU-76240
Section 26-Township 8S-Range 17E
Uintah County, Utah

Dear Mr. Schmitz:

Inland Production Company herein requests a permit to convert the Federal #1-26 from a producing oil
well to a water injection well.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

.royce I. McGough
Regulatory Specialist

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX



STAT UTAH
DEPARTMENT RAL RESOURCES

DIVISION OF i , AS, AND MINING
5. Lease Designation and Serial No.

SUNDRYNOTICES AND REPORTS ON WELLS UTU-76240

Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If Indian, Allotteeor Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE
1. Type of Well Greater Boundary Unit

Oil Well Gas well Other 8. Well Name and No.

2. Name of Operator Federal #1-26

INLAND PRODUCTION COMPANY 9. API Well No.

3. Address and Telephone No 43-047-31953

410 Seventeenth Street, Suite 700 Denver, CO 80202 (303) 893-0102 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) ÌVÍOnument Butte
11. Countyor Parish, State

NEINW 461' FNL, 1880' FWL Sec. 26, T8S, R17E Uintah County, Utah

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report PluggingBack Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Dispose Water
(Note: Report results of multiplecompletion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. Ifwell is directioally

drilled, give subsurface locations and measured and true vertical depths for all markersand zones pertinent to this work)

Please see attached injection application.

14. I rieebdycer e for is tr d

Title Regulatory Specialist Date 01
J ce I. cGough

(This space of Federal or State office use.)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to maketo any department of the United States any false, fictitious or fraudulent statements or representations as

to any matter within its



STA UTAH
DEPARTMENT URAL RESOURCES

DIVISION OF AS AND MINING
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-76240

Do not use this forrn for proposals to drill or deepen or reentry to a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE
1. Type of Well Greater Boundary Unit

Oil Well Gas well Other 8 Well Name and No.

2. Name of Operator Federal #1-26

INLAND PRODUCTION COMPANY 9. API Well No.

3. Address and Telephone No.
43-047-31953

410 Seventeenth Street, Suite 700 Denver, CO 80202 (303) 893-0102 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) ÌVlonument Butte
11. County or Parish, State

NEINW 461' FNL, 1880' FWL Sec. 26, T8S,'R17E Uintah County, Utah

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Dispose Water
(Note: Report results of muldple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. Ifwell is directically

drilled, give subsurface locations and measured and true vertical depths for all markersand zones pertinent to this work)

Please see attached injection application.

14. I hereby ce t the foregoing is tr and corr ct

Signed Title Regulatory Specialist Date

J ce I. WIcGough it

(This space of Federal or State office use.)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or fraudulent statements or representations as

to any matter within its



STA UTAH
DEPARTMENT URAL RESOURCES

DIVISION O AS, AND MINING
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-76240
Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE
1. Type of Well Greater Boundary Unit

Oil Weil Gas well Other 8. Well Name and No.

2. Name of Operator Federal #1-26
INLAND PRODUCTION COMPANY 9. API Well No.

3. Address and Telephone No 43-047-31953
410 Seventeenth Street, Suite 700 Denver, CO 80202 (303) 893-0102 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte
11. County or Parish, State

NE/NW 461' FNL, 1880' FWL Sec. 26, T8S, R17E Uintah County, Utah

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Dispose Water
(Note; Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. Ifwell is directically
drilled, give subsurface locations and measured and true vertical depths for all markersand zones pertinent to this work)

Please see attached injection application.

14. I hereby ce t the foregoing is tr and corr ct

Signed '
gg p Title Regulatory Specialist Date

J ce I. cGough
(This space of Federal or State office use.)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or fraudulent statements or representations as

to any matter within its



ee eo
RESOURCES INC.

March 11, 2002

Mr. Edwin I. Forsman
Bureau of Land Management
Vernal District Office, Division of Minerals
170 South 500 East
Vernal, Utah 84078

RE: Federal #1-26
Section 26-Township 8S-Range 17E
Monument Butte Field, Greater Boundary Unit
Duchesne County, Utah

Dear Mr. Forsman:

Inland Production Company, as operator of the above referenced well, has requested to convert
the above well from a producer to an injector. Enclosed for your review is a copy of the
application filed with the State of Utah. Also enclosed is a copy of the sundry notice of intent.

Should you have any questions, please contact me at 303/893-0102.

Sincerely,

Joyce McGough
Regulatory Specialist

Enclosures

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX



FORM3160-5 UNIT- · ETES FORMAPPROVED

(June1990) DEPARTME a. E INTERIOR BudgedBureauNo.1004-0135

BUREAU OF LANDMANAGEMENT ExpiresMarch31,1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-76240
Do not use thisform for proposals to drill or deepen or reentry to a different reservoir. 6. Ifindian,AllotteeorTribeName

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If unit or CA, Agreement Designation

SUBMITIN TRIPLICATE Greater Boundary Unit
1. Type of Well

Oil Well Gas well Other 8. Welt Name and No.

2. Name of Operator Federal #1-26
Inland Production Co. 9. API Well No.

3. Address and Telephone No (303) 893-0102 43-047-31953
410 Seventeenth Street, Suite 700 Denver, CO 80202 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte
11. County or Parish, State

NEINW 461' FNL, 1880' FWL SEC. 26, T8S, R17E Uintah County, Utah

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Dispose Water
(Note: Report results of muldple completion on Well
Completion or Recompleton Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pert nent details, and give pertinent dates, including estimated date of starting any proposed work. Ifwell is directionally

drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)

Please see attached injection application.

14. Ihereeby attheforegoing

tle Regulatory Specialist Date ,

J I. McGough
(This space of Federal or State office use.)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C.Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or fraudulent statements or representations as

to any matter within its jurisdiction.

*See Instruction on Reverse



Staá¾f Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801Kathleen Clarke

Executive Director 801-538-5340

Iowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

June 13, 2002

Inland Production Company
410 Seventeenth Street, Suite 700
Denver, Colorado 80202

Re: Greater Boundary Unit Well: Federal 1-26, Section 26, Township 8 South,
Range 17 East, Uintah County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II
injection well. Accordingly, the following stipulations shall apply for full compliance with this
approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells pursuant
to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Inland Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing
injection.

If you have any questions regarding this approval or the necessary requirements, please
contact Brad Hill at (801) 538-5315 or Dan Jarvis at (801) 538-5338.

Sincerely,

John R. Baza
Associate Director

er
cc: Dan Jackson, Environmental Protection Agency

Bureau of Land Management, Vernal
Inland Production Company,



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Inland Production Company Well: Federal 1-26

Location: 26/8S/17E API: 43-047-31953

Ownership Issues: The proposed well is located on BLMland. The well is located in the
Greater Rosmdarv Unit. Lands in the one-half mile radius of the well are administered by
the BLl ---' =^ in r I owner within the
area oi e unit. Inland
has prt adius. Inland
is the ( fidavit stating
that all

Well li has a cement
top at lent bond log
demor tubingwith a
packe er to injection.
There a evidence of
adequ

Grou! ! the base of
mode shall be limited
'°.'she nWiorne

a ed
and the packer is moved or disturbed an MIT shall be run to provide evidence of
mechanical integrity. Information submitted by Inland indicates that the fracture gradient
for the 1-26 well is .68 psilft., which was the lowest reported fracture gradient for the
injection zone. The resulting minimum fracture pressure for the proposed injection interval
is 1288 psig. The requested maximum pressure is 1288 psig. The anticipated average
injection pressure is 1100 psig. Injection at this pressure should not initiate any new
fractures or propagate existing fractures in the adjacent confining intervals. Any ground
water present should be adequately protected.



DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Inland Production Company Well: Federal 1-26

Location: 26/88/17E API: 43-047-31953

Ownership Issues: The proposed well is located on BLMland. The well is located in the
Greater Boundary Unit. Lands in the one-half mile radius of the well are administered by
the BLM and privately owned. The Federal Government is the mineral owner within the
area of review. Inland and other various individuals hold the leases in the unit. Inland
has provided a list of all surface, mineral and lease holders in the half-mile radius. Inland
is the operator of the Greater Boundary Unit. Inland has submitted an affidavitstating
that all owners and interest owners have been notifiedof their intent.

Well Integrity: The proposed well has surface casing set at 302 feet and has a cement
top at the surface. A 5 ½ inch production casing is set at 7119'. A cement bond log
demonstrates adequate bond in this well up to 1130 feet. A 2 7/8 inch tubingwith a
packer will be set. A mechanical integrity test will be run on the well prior to injection.
There is 1 producing well in the area of review. AII of the wells have evidence of
adequate casing and cement. No corrective action will be required.

Ground Water Protection: According to Technical Publication No. 92 the base of
moderately saline water is at a depth of approximately 140 feet. Injection shall be limited
to the interval between 4350 feet and 6964 feet in the Green River Formation. AIIof
these perforations willnot be opened initially. Each timethat new perforations are added
and the packer is moved or disturbed an MIT shall be run to provide evidence of
mechanical integrity. Information submitted by Inland indicates that the fracture gradient
for the 1-26 well is .68 psilft., which was the lowest reported fracture gradient for the
injection zone. The resulting minimum fracture pressure for the proposed injection interval
is 1288 psig. The requested maximum pressure is 1288 psig. The anticipated average
injection pressure is 1100 psig. Injection at this pressure should not initiate any new
fractures or propagate existing fractures in the adjacent confining intervals. Any ground
water present should be adequately protected.



Federal 1-26
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining
approved the Greater Boundary Unit August 24, 1992 and expanded it on July 9, 1998.
Correlative rights issues were addressed at this time. Previous reviews in this area
indicate that other mineral resources in the area have been protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent
to the Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will
be required prior to injection. It is recommended that approval of this application be
granted.

Note: Applicable technical publications conceming water resources in the general vicinity of this project have been
reviewed and taken into consideration during the permit review process.

Reviewer(s): Brad Hill Date 06/12/2002



4 O
AFFIDAVIT OF PUBLICATION

NOTIÓE OF
AGENCY
ACTION

CAUSE NO.County of Duchesne' UIC 287STATEOF UTAH
IN THE MATTER OF

THE APPLICATION OF
INLAND PRODUCTION
COMPANY FOR AD-I, Craig L. Ashby on oath, say that I am the MINISTRATIVE AP-

PUBLISHER of the Uintah Basin Standard, a weekl PROVAL OF THE
SOUTH WELLS DRAWnewspaper of general circulation, published at Roosevelt, 15-34-8-16 WELL, SEC-

State and County aforesaid, and that a certain notic.e.attue o°uN3H ROA GSE
l

copy of which is hereto attached, was published iiroint, ana ' EAST;THEWESTPOINT
Boundary Units respec- 5-8-9-16 WELLSECTIONissue such newspaper for / consecutive iss tively. The proceeding will 8, TOWNSHIP 9 SOUTH,

h beconductedinaccordance RANGE 16 EAST; THEt at t first publicationwas on the with Utah Admin. R649- WEST POINT 1-7-9-16
| , 20 Û,,'L , and that the last pul 10, Administrative Proce- WELL, SECTION 7,

dures- TOWNSHIP 9 SOUTH,of such otice was in the issue of such newspaper ( Selective zones in the RANGE 16 EAST,
da of I 20 d steengiversormationwillDUCHESNE COUNTY,

/ / > be used for water injection· UTAH AND THE FED-
The maximum requested ERAL 1-26 WELL SEC-
injection pressure and rate TION 26, TOWNSHIP 8
willbedeterminedbasedon SOUTH, RANGE 17
fracturegradientinformation EAST, UINTAH
submitted by Inland Pro- COUNTY, UTAH, AS
duction Company. CLASS II INJECTION

Any person desiring to WELLS.
/ object to the application or THE STATE OF UTAH

P lisher otherwise intervene in the TO ALL PERSONS IN-
proceeding,mustfileawrit- TERESTED IN THE
ten protest.or notice of in- ABOVE ENTITLED
tervention with the Divi- MATTER.
sion within fifteendays fol- Notice is hereby given

Subscribed and sworn to before lowing publication of this thattheDivisionofOil,Gas

/ notice. If such a protest or and Mining(the"Division")
da of , 20 CA notice of intervention is re- is commencing an informal

ceived, a hearing will be adjudicative proceeding to
scheduled in accordance consider the application of
with the aforementioned InlandProductionCompany
administrative procedural for administrative approval

Notary Public rules. Protestants and/or oftheSouthWellsDrawl5-
interveners should be pre- 34-8-16 well, Section 34,

BONN IEP A RR ISH pared to demonstrate at the Township 8 South, Range
HOTMPUBL/GSTA/Eo/U/XH hearing how this matter af- 16 East; the WestPoint 5-8-

fects their interests. 9-16 well, Section8,Town-
DatedthisladayofApril, ship9South,Rangel6East,

2002. the West Point 1-7-9-16
••• COMM EXP 3-31-2004

STATE OF UTAH well, Section7,Township9
DIVISION OF OIL, South, Range 16 East,

GAS & MINING Duchesne County, Utah;
John R. Baza the Federal1-26, Section26,
Associate Director Township 8 South, Range
Published in the Uintah 17 East, Uintah County,

Basin Standard April 9, Utah, for conversion to
2002- Class II injection wells.

These wells are located in
the So ith Wells Druw, West' se



UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

999 18TH STREET - SUITE 300
DENVER, CO 80202-2466

http:llwww.epa.gov/regionOS

Ref: 8P-W-GW ÛÛT3 l 2003

CERTIFIED MAIL
RETURN RECEIPT REQUESTED

Mr. David Gerbig
Operations Engineer
Inland Production Company
410 Seventeenth Street - Suite 700
Denver, CO 80202

RE: UNDERGROUND INJECTION CONTROL (UIC)
Authority to Commence Injection
Well Permit No. UT20702-04671
Federal No. 1-26-8-17
Uintah County, Utah

Dear Mr. Gerbig:

Inland Production Company (Inland) has satisfactorily fulfilled all the Environmental

Protection Agency's (EPA) Prior to Commencing Injection requirements in the Boundary Area

Permit, UT20702-00000 (Effective February 8, 1994), and the Additional Well to the

Boundary Area Permit (UT20702-04671: Effective October 3 , 2003). The Part I (Internal)

Mechanical Integrity Test (MIT), dated October 20, 2003, was received by the EPA on October

27, 2003. The MIT was reviewed and approved by the EPA on October 27, 2003...

The Well Rework Record (EPA Form No. 7520-12) was submitted to the EPA on

October 23, 2003. The Well Rework Record was reviewed and approved October 27, 2003.

The pore pressure was submitted to the EPA on October23, 2003 The pore pressure was

reviewed and approved by the EPA on October 27, 2003.

Inland, as of the date of this letter, is authorized to commence injection into the Federal

No. 1-26-8-17. There will be no limitation on the number of barrels of water that will be injected

into the Green River Formation interval 4164 feet to 6515 feet. Until such time that the

permittee demonstrates through a Step-Rate Injectivity Test that the fracture gradient is other

than 0.68 psi/ft, the Federal No. 1-26-8-17 shall be operated at a maximum surface injection

pressure no greater than 1275 psig.

Pted by RECEIVED

DIV

NOV05g
FORRECORDONLY

IL,GAS&MINING
Printed on Recycled
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As of this approval, responsibility for Permit compliance and enforcement is transferred

to the Region VIII UIC Technical Enforcement Program office. Therefore, please direct all

future notification, reporting, monitoring and compliance correspondence to the following

address, referencing your well name and UIC Permit number on all correspondence regarding

this well:

Mr. Nathan Wiser
Technical Enforcement Program - UIC
U.S. EPA Region VIII: Mail Code 8ENF-T

999-18th Street - Suite 300
Ðenver, CO 8G202-2466
Phone: 1.800.227.8917 (Ext. 6211)

Please be reminded that it is your responsibility to be aware of and to comply with all

conditions of Area Permit UT20702-00000, and the Authorization to Add an Additional Well to

the Boundary Area Permit (UT20702-04671). If you have any questions in regard to the above

action, please contact Dan Jackson at 1.800.227.8917 (Ext. 6155).

Sandra A. Stavnes
Director
Ground Water Program

cc: Ms. Maxine Natchees
Chairwoman
Uintah & Ouray Business Council
Ute Indian Tribe
P.O. Box 190
Fort Duchesne, UT 84026

Ms. Elaine Willie
Environmental Coordinator
Ute Indian Tribe
P.O. Box 460
Fort Duchesne, UT



W e
3

Mr. Chester Mills
Superintendent
Bureau of Indian Affairs
Uintah & Ouray Indian Agency
P.O. Box 130
Fort Duchesne, UT 84026

Mr. Mike Guinn
Inland Production Company
Vice President - Operations
Route 3 - Box 3630
Myton, UT 84502

Mr. Gil Hunt
Technical Services Manager
State of Utah Natural Resources
Division of Oil, Gas, and Mining
1549 West North Temple
Salt Lake City, Ut 84114-5801

Mr. Jerry Kenczka
Petroleum Engineer
Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Ut 84078

Mr. Nathan Wiser,



DOGM Form 5

May 5, 1987

STATE OF UT
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.

UTU-76240

i. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different uservoir. N/A
Use "APPLICATION FOR PERMlT--" for such proposals.)

ELLL GWAESLL

OTHER

7. UNI EE NE

OUNDARY

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY FEDERAL 1-26

3. ADDRESS OF OPERATOR 9. WELL NO.

Rt. 3 Box 3630, Myton Utah 84052 FEDERAL 1-26
435-646-3721

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)

At surface MONUMENT BUTTE
NEINW Section 26, T8S R17E
461 FNL 1880 FWL 11. sEC., T., R., M., OR BLK. AND

SURVEY OR AREA

NE/NW Section 26, TSS R17E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12 COUNTY OR PAR1SH 13. STATE

43-047-31953 5142 KB UINTAH UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:

TEST WATERSHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAlRlNG WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOOTING OR ACIDIZING ABANDONMENT*

REPAIR WELL (OTHER) In ection Conversion

(OTHER) (Note: Report results ofmultiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent details, and give pertinentdates, including estimated date of starting any

proposed work. If well is directionallydrilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The subject well was converted from a producing to an injecting well on 10/20/03. The rods and tubing
anchor were removed and a packer was inserted in bottom hole assembly at 4239'. On 10/16/03 Mr. Dan
Jackson w/EPA was contacted of the intent to conduct a MIT on the casing. On 10/20/03 the casing was

pressured to 1400 psi w/ no pressure loss charted in the 1/2 hour test. No governmental agencies were able to
witness the test.

18 Ih rebEDc n

TITLE Production Clerk DATE 10/23/2003
risha Russell

cc: BLM
(This space for Federal or State office use)

APPROVED BY TITLE DATE - « ·

CONDlT1ONS OF APPROVAL, IF ANY:

Acceptedby the
Utah Division of 0CT24 2003

* See Instructions On Reverse Side Oil, Gas and Mining

FORRECORD



1. chanical integrity Test
Casing or Annulus Pressure Mechanical intpgrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program, UIC Ditect implementation Program SP-W-GW

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 10 / 2.0 / 03
Test conducted by: gen $(anon
Others present:

Well Name: Eg,«gl Type: ER SWD Status: AC TA UC
Field: GasakeaRounAna ni
Location: j-£fe-S-)7, Sec; & T S N R 17 / W County: Q;hk Stat'e: kk .Operator: T la..) A es·«cef
Last MIT: / / Maximum AllowabÍePressure: PSIG

is this a regularly scheduled test? [G JYes [ ] No
Initial test for permit? [x ] Yes [ ] No

Test after well rework?, [x ] Yes [ ] No
Well injecting during test? [ ] Yes [X ] No lf yes, rate: bpd

Pre-test casing/tubing annulus pressure: 1,½00 psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE

Ditial pressure lgd y psig psig
, psig

. _

End of test pressure (g() g psig psig psig
CASINGITUBING ANNULUS PRESSURE
O minutes I,½00 psig psig psig
5 minutes ),8ðo psig psig psig

10 minutes 1,*-100 psig psig psig
5 minutes Igoo psig psig

, psig
20 rninutes 1800 psig psig psig
25 minutes lhoc psig psig psig
30 rninutes I () psig psig psig

rninutes psig psig psig
minutes psig psig psig

RESULT
_ IX] Pass ( ) Fall f ] Pass ( JFail Pass ( . Fail

Does the annulup pressure build back up after the test? [ ] Yes [ ] No

0CT242
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MEC AL INTEGRITY PRES TEST
Additional comrnents for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of Witness:

OFFICE USE ONLY - COMPLIANCE FOLLOWUP

Staff Date: I I
Do you agree with the reported test results7 ( 1 YES [ ] NO

if not. why?
...

Possfole violation identified? I I YES ( 1 NO
if YES. what
if YES - followup initiated? ( 1 YES
( ) NO - why not?

] Data Entry ( ) Compliance Staff ( ) 2"6 Data Entry ( 1Hardcopy



UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

w 999 18TH ËTREET - SUITE 300
DENVER, CO 80202-2466

0CT - 7 2003
Ref: 8P-W-GW

CERTIFIED MAIL Accepted by the
RETURN RECEIPT REQUESTED Utah Division of

Oil,Gas and Mining
Mr. David Gerbig FORRECORDONLY
Operations Engineer
Inland Production Co.
410 Seventeenth Street - Suite 700
Denver, CO 80202

RE: ADDITIONAL WELL TO BOUNDARY AREA
PERMIT: UT20702-00000
Federal No. 1-26-8-17
Well ID: UT20702-04671
Uintah County, Utah

Dear Mr. Gerbig:

The Inland Production Co.(Inland)request to convert a former Green River Formation-

Wasatch Formation oil well, the Federal No. 1-26-8-17, to an enhanced recovery injection well

in the Boundary Area Permit is hereby authorized. The proposed Federal No. 1-26-8-17 Class II

enhanced recovery injection well is within the exterior boundary of Boundary Area Permit
UT20702-00000; is within the exterior boundary of the Uintah & Ouray Indian Reservation; and

the addition is being made under the authority of 40 CFR § 144.33 (c) and the terms of the Area

Permit. Unless specifically mentioned in the enclosed Authorization For An Additional Well, all

terms and conditions of the original Area Permit will apply to the conversion, operation, and

monitoring, and plugging of the Federal No. 1-26-8-17.

Prior to receiving Environmental Protection Agency (EPA) authorization to inject, the

EPA requires that Inland submit for review and approval (1) the results of a Part I (Internal)
mechanical integrity test (MIT), (2) a pore pressure calculation of the injection interval, and

(3) an EPA Form No. 7520-12 (Well Rework Record, enclosed).

Because the cement bond log submitted for this well did not show an adequate interval of

annulus cement through the confining zone, the operator shall be required to demonstrate Part II

(External) MIT within a 180-day Limited Authorization To Inject. This demonstration may

be made by a Temperature Survey, Noise Log, or Oxygen Activation Log, and Region 8 may

accept results from a Radioactive Tracer Survey (RATS) under certain circumstances. A Limited

Period of Authorization to Inject is for the purpose of stabilizing the injection zone prior to this
demonstration.

Printed on Recycled
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A copy of Guidance 37 (Part I - Internal Mechanical Integrity Test), and an EPA Region 8

Guideline for conducting a Temperature Survey are enclosed.

Pursuant to Part II. Section C. Condition No. 4, (Injection Pressure Lirnitation), of this
Additional Well to the Boundary Area Permit UT20702-04671, the initial surface injection
pressure shall not exceed 1275 psig. The Boundary Final Area Permit, Part II. C. 4., provides an
opportunity for the permittee to request an increase, or decrease, in the initial maximum surface

injection pressure.

Please be aware that Inland does not have authorization to begin injection into the Federal

No. 1-26-8-17 until the Prior to Commencing Injection requirements, listed above and repeated
in Part II. Section C, 2. of the Additional Well to the Boundary Area Permit document, have been

submitted and evaluated by the EPA, and Inland has received written authorization to begin
injection from the Assistant Regional Administrator, or the Assistant Regional Administrator's

authorized representative.

If Inland Production Co. has any questions, please call Mr. Dan Jackson at (303) 312-

6155 (Denver) or 1.800.227.8917 (Ext. 6155) outside of Denver. Please submit the required pre-

authorization to inject data to ATTENTION: DAN JACKSON, at the letterhead address, citing

MAIL CODE: 8P-W-GW very prominently.

Sincerely,

tephen . Tuber
ssistant Regional Administrator

Office of Partnerships and
Regulatory Assistance

encl: Authorization For Conversion of An Additional Well
EPA Form No. 7520-12 (Well Rework Record)
Schematic Diagram: Conversion of Federal #1-26-8-17
Guidance No. 37: Mechanical Integrity External
Temperature Survey Guidance

cc w/ encl: Ms. Maxine Natchees
Chairwoman
Uintah & Ouray Business Committee
Ute Indian Tribe
P.O. Box 190
Fort Duchesne, UT
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Ms. Elaine Willie, Environmental Director
Ute Indian Affairs
P.O. Box 460
Fort Duchesne, UT 84026

Mr. Chester Mills, Superintendent
Bureau of Indian Affairs
Uintah & Ouray Indian Agency
P.O. Box 130
Fort Duchesne, UT 84026

Mr. Michael Guinn
Vice President, Operations
Inland Production Company
Route 3 - Box 3630
Myton, UT 84502

Mr. Gill Hunt
Technical Services Manager
State of Utah, Natural Services
Division of Oil, Gas and Mining
1594 West North Temple
Salt Lake City, UT 84114-5801

Mr. Jerry Kenezka, Petroleum Engineer
Bureau of Land Management, Vernal District
170 South 500 East
Vernal, UT
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY

REGION 8
999 187" STREET - SUITE 300

DENVER, CO 80202-2466

AUTHORIZATION FOR AN ADDITIONAL WELL
TO THE

BOUNDARY AREA PERMIT: UT20702-00000

The Environmental Protection Agency (EPA) authorizes the inclusion of an additional

enhanced recovery injection well to the Boundary Area Permit No. UT20702-00000, as
authorized by 40 CFR § 144.33 (c). The additional well is described as:

WELL NAME: FEDERAL NO. 1-26-8-17

WELL PERMIT NUMBER: UT20702-04671

SURFACE LOCATION: 461' FNL & 1880' FWL (NE NW)
Sec. 26 - T8S - Rl7E
Uintah County, Utah.

By agreement between the Environmental Protection Agency (EPA) and Inland

Production Company (Inland) the Federal No. 1-26-8-17 was designated as the GREATER
MONUMENT BUTTE AREA (GMBA) (T8&9S - R17E) TYPE WELL for locating
correlative tops of the Green River Formation Garden Gulch-Douglas Creek-Basal

Carbonate Members in all_wells in the GREATER MONUMENT BUTTE AREA.

The Federal No. 1-26-8-17 is also the TYPE WELL for identifying the shale

"Confining Zone" overlying the top of the Garden Gulch Member, which shale marker is

correlative throughout the GMBA .

This well is subject to all provisions of the original Area Permit (UT20702-00000), and

subsequent Modifications, unless specifically detailed below:

UNDERGROUND SOURCE OF DRINKING WATER (USDW): The base of the USDW in the
Federal No. 1-26-8-17 occurs within the Uinta Formation approximately 50 feet from ground

level (GL). The source for the location of the base of the USDW is the STATE OF UTAH:
PUBLICATION NO. 2. BASE OF MODERATELY SALINE GROUND WATER IN THE

UINTA BASIN, UTAH. Surface casing was set at 302 feet kelly bushing (KB) and cemented to
the surface.

CONFINING ZONE REVIEW: Federal No. 1-26-8-17

The Garden Gulch Member of the Green River Formation was added as an injection
zone, by Permit Modification on May 20, 1998. In the Federal No 1-26-8-17, the EPA identifies
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the confining zone directly overlying the top of the Garden Gulch as a forty-seven (47) foot silty
black shale from 4117 feet to 4164 feet. An EPA analysis of the CementBond Log/Gamma
Ray (CBL/GR) indicates inadequate annulus cement through the confining interval.

An EPA analysis of the Federal No. 1-26-8-17 CBL/GR did not identify a minimum of

eighteen (18) feet of continuous 80% bond index cement bond through the Garden Gulch
confining zone, pursuant to standards of Region 8 GROUND WATER SECTION GUIDANCE

NO. 34: Cement Bond Logging Techniques and Interpretation. Therefore, it has not been

determined that the cement in this well provides an effective barrier to significant upward

movement of fluids through vertical channels adjacent to the wellbore, pursuant to 40 CFR

§146.8(a) (2). The permittee will be required to demonstrate Part II Mechanical Integrity (MI)

within a 180-day period of limited authorization. Part II External MI which may be
demonstrated using a temperature survey, noise log, or oxygen activation log, and Region 8 may

accept results of a radioactive tracer survey under certain circumstances ((see the enclosed

GROUND WATER SECTION GUIDANCE NO. 37, Demonstrating Part II (External)

Mechanical Integrity for a Class II Injection Well Permit )).

INJECTION ZONE REVIEW: FEDERAL NO. 1-26-8-17

By Minor Permit Modification (May 20, 1998), the Boundary Area Permit identifies the
combined gross intervals of the Garden Gulch and the Douglas Creek Members of the Green
River Formation as'the approved injection zone. In the Federal No. 1-26-8-17, the top of the
Garden Gulch Member is 4164 feet (CBL/GR).

The injection interval shall consist of the Garden Gulch, Douglas Creek, and Basal

Carbonate Members of the Green River Formation. The approved injection interval of each

individual well shall be determined by correlation to the Greater Monument Butte Area (GMBA)

TYPE LOG, designated as the Dual Laterolog and Compensated Density-Neutron-Gamma Ray

log from the Federal No. 1-26-8-17 Class II enhanced recovery injection well (UT20702-04671)

located in the NE NW Sec. 26 - T8S - Rl7E, Uintah County, Utah. The GMBA TYPE LOG
shows that the injection interval in the Federal No. 1-26-8-17 extends from a measured depth of

4164 feet to 6515 feet, and the confining zone overlying the top of the injection zone (Garden
Gulch Member) is the shale interval from 4117 feet to 4164 feet.

TYPE LOG Wasatch Formation, Green River Formation and Member tops are:
- Green River Formation 1768 feet

- Confining Zone (Shale) 4117 feet
- Garden Gulch Member 4164 feet
- Douglas Creek Member 5186 feet
- Basal Carbonate Member 6390 feet

- Wasatch Formation 6515
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To isolate the Wasatch Formation perforations below the authorized injection interval

total depth, i.e., 6515 feet, the permittee shall place a cast iron bridge plug between the depths

of 6515 feet to 6550 feet. The gross Wasatch Formation perforation are 6564 feet to 6964

feet..

WELL CONSTRUCTION REVIEW: FEDERAL NO. 1-26-8-17

SURFACE CASING: 8-5/8 inch casing is set at 302 feet (groundlevel) in a 12-1/4 inch hole,
using 220 sacks of Class "G" cement circulated to the surface. The base of
the USDWs is approximately fifty (50) feet from ground level.

LONGSTRING CASING: 5-1/2 inch casing is set at 7119 feet kelly bushing (KB) in a 7-7/8

inch hole, and cemented with 500 sacks of Super "G", and 400
sacks of Class "G" cement.

The operator identifies the top of cement at 1130 feet (KB) by
CBL.

The EPA analysis of the CBL/GR shows that the shallowest
interval of 80% cement bond index is from 4702 feet to 4750 feet
(48 feet) in the Garden Gulch Member. Below 4750 feet there are
twelve (12) continuous intervals of 80% bond index annulus
cement bond greater than eighteen (18) feet thick.

PART II. A. CONSTRUCTION REQUIREMENTS FOR ADDITIONAL WELLS

Tubing and Packe_r: (Condition 3)

For injection purposes, the Federal No. 1-26-8-17 will be equipped with 2-7/8 tubing

with a packer to be set at a depth no higher than 100 feet above the top perforation, i.e., 5210

feet.

Formation Testing and Loggina: (Condition 6)

(a) Upon conversion of the Federal No. 1-26-8-17, the permittee is required to
determine the injection zone fluid pore pressure (static bottorn hole pressure)

prior to commencement of enhanced recovery injection operation. The results of

this test shall be submitted to the EPA.

(b) A step-rate test (SRT) shall be performed on the Federal No. 1-26-8-17 within

three (3) to six (6) months after injection operations were initiated. The results

shall be submitted to the EPA. The permittee will contact the EPA prior to
conducting the SRT to acquire the most current Guidance for conducting the



O O

4

PART II. B.

Corrective Action:

There are three Green River Formation producing oil wells within or proximate to the
one-quarter (1/4) mile radius around the proposed Federal No. 1-26-8-17 injection well.

There is one (1) proposed Green River Formation drill site within the one-quarter (1/4)

mile radius around the Federal No. 1-26-8-17.

Garden Gulch-Douglas Creek Members Oil Wells:

Federal No. 14-23-8-17 SE SW SEC. 23 - T8S - Rl7E

The confining zone (4155 feet to 4182 feet) immediately above the top of the
Garden Gulch Member (4182 feet) has no 80% bond index cement bond. The top
of the observed 80% bond index cement bond occurs from4217 feet to 4290 feet.

When a fluid leak is observed at the surface of the Federal No. 14-23-8-17, the permittee

will suspend into the Federal No. 1-26 and the well will stay suspended until the non-

compliance has been resolved, and renewed injection has been approved in writing by the
Director.

Greater Boundary No. 4-26-8-17 NW NW SEC. 26 - T8S - Rl7E

The confining zone (4055 feet to 4100 feet) immediately above the top of the Garden
Gulch Member (4100 feet) has no 80% bond index cement bond. The top of the observed
80% bond index cement bond occurs from 4369 feet to 4400 feet.

When a fluid leak is observed at the surface of the Greater Boundary No. 4-26-8-17, the
permittee will suspend into the Federal No. 1-26-8-17 and the well will stay suspended

until the non-compliance has been resolved, and renewed injection has been approved in
writing by the Director

Greater Boundary No. 6-26-8-17 SE NW SEC. 26 - T8S - Rl7E
The confining zone (3971 feet to 4044 feet) immediately above the top of the Garden
Gulch Member (4044 feet) has no 80% bond index cement bond. The top of the observed

80% bond index cement bond occurs from 4152 feet to 4296 feet.

When a fluid leak is observed at the surface of the Greater Boundary No. 6-26-8-17, the
permittee will suspend into the Federal No. 1-26-8-17 and the well will stay suspended
until the non-compliance has been resolved, and renewed injection has been approved in
writing by the
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NO. 2-26 NW NE SEC.26 - T8S - R17E

To be drilled in 2003-2004.

PART II. C.

Prior to Commencing Iniection (Additional Wells): (Condition 2)

Federal No. 1-26-8-17: This document is being issued without authority to inject.

Prior to beginning injection, the operator is required to submit the following information for EPA

review and written approval:

- A successful mechanical integrity test (MIT) demonstrating Part I (Internal) MI
(Enclosed),

- a pore pressure calculation of the proposed injection zone; and an

- EPA Form No. 7520-12 (Well Rework Record, enclosed).

Confirmation that the injectate will be confined to the authorized injection zone:

It has not been determined that the annulus cement in this well provides an

effective barrier to significant upward movement of fluids through vertical

channels adjacent to the wellbore (Part II MI), pursuant to 40 CFR 146.8 (a) (2).
Within a 180-day LIMITED AUTHORIZATION INJECTION PERIOD, the
permittee shall demonstrate Part II MI. Part II MI may be demonstrated by using

methods as described in the enclosed GROUND WATER SE CTION
GUIDANCE NO. 37: Demonstrating Part II (External Mechanical Integrity

for a Class II Injection Well Permit).

Please be advised that all tests will be conducted following current EPA Guidelines.
Deviations from those Guidelines, without written approval of the Director, may result in
denial of the survey/test.

Injection Interval: Federal No. 1-26-8-17: (Condition 3)

Injection shall be limited to the gross Garden Gulch, Douglas Creek., Basal Carbonate
Members of the Green River Formation, 4164 feet (KB) to the top of the Wasatch Formation at

6515 feet
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Injection Pressure Limitation: (Condition 4)

Pursuant to Final Area Permit UT2702-00000, Part II. Section C. 4. (b). the maximum

surface injection pressure (MIP) shall not exceed 1800 psig. Until such time that a step-rate

injectivity test (SRT) has been performed, reviewed, and approved by the EPA, the initial
maximum surface injection pressure (MIP) for the Federal No. 1-26-8-17 shall not exceed 1275

psig.

MIP = [FG - (0.433)(SG) D
FG = 0.68 psi/ft. Minimum value of 8 sand/frac treatments (0.68

psi/ft is below FGs proximate to Section 26 - T8S - R17E).
SG = 1.005
D = 5210 feet. Top perforation.

MIP = [0.68- (0.433)(l.005)5210
MIP = 1276 psig, reduced to 1275 psig.

Final Area Permit (UT20702-00000), has a provision whereby the operator may request an

increase, or decrease, in the maximum surface injection pressure.

PART II. F.

Demonstration of Financial Responsibilitv: (Condition 1)

The applicant has chosen to demonstrate financial responsibility within a $60,000Escrow

Trust Account, which covers four wells, one (1) of which is the Federal No. 1-26-8-17. This

Demonstration of Financial Responsibility has been reviewed and approved by the EPA.

PART III. E.

Reporting of Noncompliance: (Condition 10)

(a) Anticipated Noncompliance. The operator shall give advance notice to the
Director of any planned changes in the permitted facility or activity which may
result in noncompliance with Permit requirements.

(b) Compliance Schedules. Reports of compliance or noncompliance with, or any
progress reports on, interim and final requirements contained in any compliance
schedule of this Permit shall be submitted no later than thirty (30) days

following each schedule
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(c) Written Notice of any noncompliance which may endanger health or the
environment shall be reported to the Director within five (5) days of the time
the operator becomes aware of the noncompliance. The written notice shall

contain a description of the noncompliance and its cause; the period of
noncompliance including dates and times; if the noncompliance has not been

corrected the anticipated the anticipated time it is expected to continue; and steps

taken or planned to prevent or reduce recurrence of the noncornpliance.

Twenty-Four Hour Noncompliance Reporting: (Condition 11)

The operator shall report to the Director any noncompliance which may endanger

health or environment. Information shall be provided, either orally or by leaving a message,

within twenty-four (24) hours from the time the operator becomes aware of the circumstances by

telephoning 1.800.227-8917 and asking for the EPA Region VIII UIC Program Compliance

and Enforcement Director, or by contacting the Region VIII Emergency Operations Center

at 303.293.1788 if calling from outside the EPA Region VIII. The following information shall be

included in the verbal report:

(a) Any monitoring or other information which indicates that any contaminant may

cause an eridangerment to a USDW.

(b) Any noncompliance with a Permit condition or malfunction of the injection system

which may cause fluid migration into or between underground sources of drinking
water.

Oil Spill and Chemical Release Reporting: (Condition 12)

The operator shall comply with all other reporting requirements related to oil spills and

chemical releases or other potential impacts to human health or the environinent by contacting the

National Response Center (NRC) at 1.800.424.8802, or 202.267.2675, or through the NRC

website at http://www.nrc.useg.millindex.htm.

Other Noncompliance: (Condition 13)

The operator shall report all other instances of noncompliance not otherwise reported at

the time of monitoring reports are submitted. The reports shall contain the information listed in
Part III. 10. c. ii. of this





O e
Form Approved. OME No. 2040-0042. Expires6-30-98

UNITEDSTATE5 ENVIRONMENTALPROTECTION AGENCY
- 41b WASHINGTON. DC 20460

OL WELL REWORK RECORD
NAME AND ADDRESS OF PERMITTEE NAME AND ADORE55 OF CONTRACTOR

STATE COUNTY PERMIT NUMBER
LOCATE WELL AND QUTUNE UNITON

SECT10N PLAT - 640 ACRES
SURFACELOCATION DESCRIPTION

N 1/4 of 1/4 of 1/4 of 1/4 of Section Township Range
.

LOCATEWELL IN TWO DIRECTIONS FROM NEARESTUNESOF QUARTER SECTION ANO DRILUNGUNIT

Surface
Locatson ...... ft. from (N/S) -....Une of quarter section

and - fr. from (E/Wþ - Um of quarter section

WELL ACTiv!TY Total Depth Before Aework TYPEOF PERMIT

0 Brine Oisposei O Individual
E O Enhanced R Titat Depth After Rework O Area

O Hydrocarbon Storage Number of Wells -

Leese Name Date Rework Commenced Weil Number

-- OatrRework Completed

WELL CASING RECORD - BEFORE REW( RK

Casing Camem Pederanone Asid er Fracture

Sise Depth Seeks Type From To Treatmem Record

WELL CASI NG RECORD - AFTE R REWORK (Indicate Addhions and Changes Onl#

Casing Cemem Perforetions Acid or Fracture

Sian Depth Sacks Type From To Treatment Record

DESCRtBE REWORK OPERATIONS IN DETAIL WlRE UNE LOGS.UST EACH TYPE

USE ADDITIONAL SHEETSIF NECESSARY tag Types god intervals

CERTIFICATION
/ certify under the penalty of law that I have personaHy examined and am familiar with the information

submitted in this document and all attachments and that, based on my inquiry of those individuals
immediately responsible for obtaining the information. I believe that the information is true, accurate,

and complete. I am aware that there are significant penalties for submitting false information, including

the possibility of fine and imprisonment. (Ref. 40 CFR144.32).

NAME AND OFFICIAL'TITI.E(Please type or prmt; StGNATURE DATE
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Federal #1-26

Initial Production: 102STBOPD,
Spud Date: 4/16/91

. 96 STBWPD
Put on Production: 6/l3/91 ProposedInjection
GL: 5129' KB: 5142' Wellbore Diagram

S FACE CASING

WEIGHT24#

LENGTH:7jts.(289')

DEPTHLANDED:302' KB

HOLESIZE 12-1/4"

CEMENTDATA 220 sxs Class G

PRODUCTION CASING

CSG SIZE: 5-1/2"

GRADE:1-55

WElGHT: 15#

LENGTH 172 jts.(7106') '
7117 DSuper

G; tailed w/400 as Class 'G'

CEMENT TOP AT: 1130' KB
Note 5/12/99- replaced pump .

TUBING
SIZF)GRADE/WT.:2-74"IJ-55M.#.

I

NO. OF JOINTS: 164 jts.

TUBING ANCHOR 6852.5'

SEA11NG NIPPLE 2-7Æ" (1.10')

TOTAL STRINGLENGTH EOT @6903.92' .

Packer 5148'

5210
5282'-87

6028'-45'

6472'-76'
6496'-99'

g/; sy fr /7 65/5 -
PERFORATIONRECORD

Cat Frdy/ kalan 4,sts'¾yµ = = i 2° für 41..'"
5-29-91 6028'4045' 4 JSPF

6760'-7)• 5-28-91 6222*.6227 4 JSPF
6850'•85• 5-23-91 6324'4336' 4 JSPF
6952'-64 5-23-91 6406'4410' 4 JSPF

5-23-91 6472'-647d' 4 ISPF

Inland Resources Inc. @68655 ) 6 6

Federal #1-26 PBTo 7o44, 5-16-91 oso -OP 4 JSPF

TD @7120, 5-14-91 6880'4885' 4 15PP

461 FNL 1880 FW1.
5-13-91 6952'4964' 41sPF

NENWSection26-TSS-R17E

Uintah Co,Utah

API #43-047-31953; Lease#UTU-76240 JM



/ •. UNITED S ES ENVIRONMENTAL PROTEC AGENCY
REGION VIII

999 18th STREET -SUITE 500
DENVER,COLORADO 80202-2466

SUBJECT: GROUND WATER SECTION GUIDANCE NO. 37
Demonstrating Part II (external) Mechanical Integrity
for a Class II injection well permit.

FROM: Tom Pike, Chief
UIC Direct Implementation Section

TO: IEll Section Staff
Montana Operations Office

During the review for a Class II injection well permit,
consideration must be given to the mechanical integrity (MI) of
the well. MI demonstrates that the well is in sound condition
and that the well is constructed in a manner that prevents
injected fluids from entering any formation other than the
authorized injection formation.

A demonstration of MI is a two part process:

PART I - INTERNAL MECHANICAL INTEGRITY is an assurance that
there are no significant leaks in the
casing/tubing/packer system.

PART II - EXTERNAL MECHANICAL INTEGRITY demonstrates that
after fluid is injected into the formation, the
injected fluids will not migrate out of the
authorized injection interval through vertical
channels adjacent to the wellbore.

A Class II injection well may demonstrate Part II MI by
showing that injected fluids remain within the authorized
injection interval. This may be accomplished as follows:

1) Cement bond log showing 80% bond through the an
appropriate interval (Section Guidance 34),

2) Radioactive tracer survey conducted according to a EPA-
approved procedure, or

3) Temperature survey conducted according to a ERA-

approved procedure (Section Guidance 38).

For each test option above, the operator of the injection
well should submit a plan for conducting the test. The plan will
then be approved (or modified and approved) by EPA. EPA's pre-
approval of the testing method will assure the operator that the
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test is conchicted consistent with current EPA guidance, and that
the test will provide meaningful results.

Part II MI may be demonstrated either before or after
issuing the Final Permit. However, if Part II is to be
demonstrated after the Final Permit is issued, a provision in the
permit will require the demonstration of Part II MI. The well
will also be required to pass Part II MI prior to granting
authorization to inject.

Radioactive tracer surveys and temperature surveys require
that the well be allowed to inject fluids as part of the
procedure. In these cases, a well that has shown no other
demonstration of Part II MI will be allowed to inject only that
volume of fluid that is necessary to conduct the appropriate
test.

After the results of the test proves that the well has
passed Part II MI, the well will be given authorization to begin
full injection operations.

If any of the tests show a lack of Part II MI, the well will
be repaired and retested, or plugged (See Headquarters Guidance
#76).

Printed on Recycled
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION VIII

999 18th STREET - SUITE 500
DENVER, COLORADO 80202-2466

TEMPERATURE LOGGING FOR MECHANICALINTEGRITY
January 12, 1999

PURPOSE:
The purpose of this document is to provide a guideline for the acquisition of temperature

surveys, a procedure that may be used to determine the internal mechanical integrity of tubing and
casing in an injection well. A temperature survey may be used to verify confinement of injected
fluids within the injection formation.

LOGGING PROCEDURE

Run the temperature survey while going into the hole, with the temperature sensor located as close
to the bottom of the tool as possible. The tool need not be centralized.

Record temperatures a 1-5°F per inch, on a 5 inches per 100 feet log scale.

Logging speed should be within 20 - 30 feet per minute.

Run the log from ground level to total depth (or plug-back depth) of the well.

When using digital logging equipment, use the highest digital sampling rate as possible. Filtering
should be kept to a minimum so that small scale results are obtained and preserved.

Record the first log trace while injecting at up to the maxirnum allowed injection pressure.
Subsequent to the temperature survey, the maximum injection pressure will be limited to the
pressure used during the survey.

LOG TRACES

Log the first log trace while the well is actively injecting, and record traces for gamma ray,
temperature, and differential temperature.

Shut-in (not injecting) temperature curves should be recorded at intervals depending on the length
of time that the injection well has been active. Preferred time intervals are shown in the following
table:

1 month 1 3 6 12

6 months 1 6 10-122 22·24

1 year 1 10-12 22-24 45-48

5 years 1 10-12 22-24 45-48 90-96

10 vears or more 1 22-24 45-48 90-96 186-192

H:\UIC\R8UIC-Guidance\lNFO-TempLog.wpd ,Ianuary12, 1999

Printed on Recunhd



FORM 3160-5 NITED STATES FORM APPROVED

(June 1990) DEPAf OF THE INTERIOR Budget Bureau No. 1004-0135

BUREntJa . ND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICESAND REPORTS ON WELLS UTU-7624o

Do not use this form for proposals to drill or to deepen or reentry a different reservoir, 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE GREATER BOUNDARY

1.Type of Well

IOil Gas 8. We11Nameand No.

Well Well Other FEDERAL 1-26
9. API Well No.

2. Name of Operator
43-047-31953

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11.County or Parish, State

4. Location of Well (Footage, Sec., T , R., m., or Survey Description)

461 FNL 1880 FWL NE/NW Section 26, T8S RI7E UINTAH COUNTY, UT

12. CriECK APPROPalATE BOXp) TO INDICATENATUREOF NOTICE, REPORT, CitCT::ER LATA
TYPE OF SUBMISSION TYPEOF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Report of first injection Dispose Water
(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertment dates, including estimated date of startmg any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertment to this work.)*

The above referenced well was put on injection at 11:00 a.m. on 11/4/03.

DN.0F Og GAS & MlN

1
14. I hereby certify that the fore oi e and correct a

Signed , , p, Title Regulatory Specialist Date l1/5/2003

Mandie Crozier
CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001. makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its



UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

o 999 18TH STREET - SUITE 300
DENVER, CO 80202-2466

Phone 800-227-8917
http:IIwww.epa.govIregionO8

MAY25 204

Ref: 8P-W-GW

CERTIFIED MAIL Acceptedbythe
RETURN RECEIPT REQUESTED Utah Division OÍ

.
Oil, Gas and Mining

Mr. Michael Guinn
Vice President - Operations FORRECORDONLY
Inland Production Company
Route 3 - Box 3630
Myton, UT 84052

IU]: UNDERGROUND INJECTION CONTROL (UIC)
APPROVAL TO INCREASE MAXIMUM
SURFACE INJECTION PRESSURE
EPA Permit No. UT20702-04671

Federal No. 1-26-8-17

NW NE Sec. 26 - T8S - R17E
Uintah County, Utah

Dear Mr. Guinn:

The Environmental Protection Agency(EPA) Boundary Area

Permit UT20702-00000 (Effective February 8 1994), Part II,
Section C.4.(b), permits the "Director" to authorize, by letter,
an increase in the maximum surface injection pressure (MIP) for
the Federal No. 1-26-32-8-17 following receipt and approval of a

valid Step-Rate Test(SRT).

On April 30, 2004, Inland Production Company (Inland)

submitted an SRT, dated April 29, 2004, which was received by the
EPA on May 30, 2004. On May 4, 2004,the EPA approved a new
fracture gradient of 0.709 psi/ft for the Garden Gulch/Douglas
Creek/Basal Carbonate Members of the Green River Formation
injection interval.

As of the date of this letter, the EPA authorizes an
increase in the maximum surface iniection pressure (MIP) from
1275 psig to 1425 psig. RECEDIE]]

MAY2 72004
DM OF OL GAS & MN

Púnted on Recycled



2

FG = 0.709 psi/ft
D = 5210 feet: Top perforation
SG = Specific gravity: 1.005

MIP = Ï(0.709) - (0.433)(1.005)] 5210

MIP = 1425 psig.

Please send all compliance correspondence relative to this
well to the ATTENTION: NATHAN WISER, at the letterhead address,
citirig MAIL CODET BENF-UFO very prominently. You may call Mr.
Wiser at 303-312-6211, or 1-800-227-8917 (Ext. 6211).

Sincerely,

Stephen S. Tuber
U Assistant Regional Administrator

Office of Partnerships and
Regulatory Assistance

cc: Maxine Natchees
Chairperson
Uintah & Ouray Business Committee
Ute Indian Tribe
P.O. Box 190
Fort Duchesne, UT 84026

Elaine Willie
Environmental Coordinator
Ute Indian Tribe
P.O. Box 460
Fort Duchesne, UT 84026

Mr. Chester Mills
Superintendent
Bureau of Indian Affairs
Uintah & Ouray Indian Agency
P.O. Box 130
Fort Duchesne, UT
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Mr. David Gerbig
Operations Engineer
Inland Production Company
1401 Seventeenth Street - Suite 1000
Denver, CO 80202

Mr. Gil Hunt
Technical Services Manager
State of Utah - Natural Resources
Division of Oil, Gas and Mining
1594 West North Temple - Suite 1220
Salt Lake City, UT 84111-00581

Mr. Jerry Kenczka
Petroleum Engineer
Bureau of Land Management
Vernal District
170 South 500 East
Vernal, UT 84078

Mr. Nathan Wiser



CorporationsSection E op eoffrey S. Connor
P.O.Box 13697 4 A Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDW eŸffce ofthe
TO THE

Secretahyy
of State ofTeXSS

ARTICLES OF INCORPORATION
OF 02 $

INLAND PRODUCTION COMPAN Y CorporationsSection

Pursuantje the provisionsof Article 4.04 of the Texas BusinessCorporation Act (the
"TB0A"), the underzigned corporationadopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended,Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporationis NewfieldProduction Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to voteon said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment,and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



Unite States Department of the I erior

BUREAUOF LAND MANAGEMENT
. TAKE Paing*

UtahState Office INg ERICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY RBFERTO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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(TTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

LTFU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189)(
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
Ol7439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485)(
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207>£
020252A 39714 67170 74827 79015 81307)£
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807



09/20/20 10:01 3033824d INLAND RESOURCES PAGE 02

STATEOF UTAH uloFORM sDEPARTMENTOF NATI.FRALRESOURCES
DIVISIONOF OIL,GASANDMINING

TRANSFEROP AUTHORITYTOINJECT
Well Name and NMmber API NumberSee Attached List
Location of Well Fleid or Unit Name

See Attached ListFootage : County ; Lease Designationand NumberOO,Geotion,Townshy, Range: State: UTAH

EFFECTIVEDATEOP TRANSFER: 9/1/2004

CURRENTOPERATOR

Company inland ProductionCompany Name: Brian Harris
Address: 1401 17th Street Suite 1000 Signature:

ç¡tyDenver stateCo g¡p80202 Title: EngineeringTech.
Phone: (303) 09M102 Date: 9/16/2004
comments:

NEWOPERATOR

Company: NewfieldProduction CompanY Name: B Harris
Address: 1401 17thStreet Suite 1000 signature:

Denver stateCo rip 80202 Title: EngineeringT h.
Phone: Date: 9/15/2004
Comments:

(ThisspaceforState use only)

Translar approvedby ApprovalDate:

RECEIVEDptacon)

SEP2 O2004
DiVOFOIL,GAS&



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: GREATER BOUNDARY (GR)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
GBU 4-26-8-17 26 080S 170E 4301332289 12391 Federal OW P
GBU 5-26-8-17 26 080S 170E 4301332290 12391 Federal WI A
GBU 12-26-8-17 26 080S 170E 4301332306 12391 Federal OW P
GBU 13-26-8-17 26 080S 170E 4301332307 Federal OW APD
FEDERAL 1-26 26 080S 170E 4304731953 12391 Federal WI A
GBU 15-27-8-17 27 080S 170E 4301332246 12391 Federal OW P
GBU 16-27-8-17 27 080S 170E 4301332247 12391 Federal OW P
GB 1-28-8-17 28 080S 170E 4301332318 12391 Federal WI A K
GB FED 11-29-8-17 29 080S 170E 4301332518 Federal OW APD K
GB FED 10-29-8-17 29 080S 170E 4301332520 Federal OW APD K
GBU 1-34-8-17 34 080S 170E 4301332252 12391 Federal OW P
GBU 2-34-8-17 34 080S 170E 4301332253 12391 Federal OW P
GBU 4-34-8-17 34 080S 170E 4301332254 12391 Federal OW P
GBU 5-34-8-17 34 080S 170E 4301332255 12391 Federal OW P
GBU 6-34-8-17 34 080S 170E 4301332256 12391 Federal OW P
GBU 7-34-8-17 34 080S 170E 4301332257 12391 Federal OW P
GBU 8-34-8-17 34 080S 170E 4301332277 12391 Federal OW S
GBU 3-34-8-17 34 080S 170E 4301332292 12391 Federal OW P
GB 9-34-8-17 34 080S 170E 4301332331 12391 Federal OW P K
GB 10-34-8-17 34 080S 170E 4301332332 12391 Federal OW P K

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_GreaterBoundary 4_FORM_4B.xis



O O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield_Greater Boundary 4_FORM_4B.xis



FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135
Expires January 31,2004

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-76240

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

GREATER BOUNDARY II
l. T pe of Well

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator FEDERAL 1-26

NEWFIELD PRODUCTION COMPANY 9. API Wall 12.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4304731953

Myton, UT 84052 | 435646 3771 10 Field and Poni nr FYploratorv Area

4 Location ofWell (Footage, Sec., T.,R., M, or SurveyDescription) MONUMENT BUTTE
461 FNL 1880 FWL 11. County or Parish, State

NENW Section 26 TSS R17E UINTAH,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Step Rate Test

Final Abandonment Convert to O Plug Back O Water Disposal

13. Describe Proposed or CompletedOperation(clearly state all pertinent details, includingestimatedstarting date of any proposed work and approximate duration thereof Ifthe
proposal is to deependirectionallyor recomplete horizontally,give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Noticesshall be filed only after all requirements, including melamation, have been completed,and the operator has deterrninedthat the site is ready for final
inspection.)

A step rate test was conducted on the subject well on June 1, 2007. Results from the test indicate that the fracture gradient is
.814 psilft. Therefore, Newfield is requesting that the maximum allowable injection pressure (MAIP) be changed to 1620 psi.

Accepted by the
Utah Division of

Oil, Gas and Mining
F ECORDONLY

RECEIVED
JUN2 8 2007

DIV.0FOIL,GAS&MINING

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

Chevenne OdelWD Well Analyst Foreman

Signature Date
06/25/2007

Approved by Title Ogr
Conditionsof approval, if any, are attached. Approval of this notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicantto conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingivand willfully to make to any department or agency of the United

States anv false. fictitiousand fraudulent statements or renresentationsas to anv matter within its iurisdiction

(Instructions on



Federal 1-26-8-17
Greater BoundaryUnit

Step Rate Test

1700
June 1, 2007

1600

1500

1100

1200 is,,,,,,,

O 30 60 90 120 150 180 210 240 270
Rate (BPD)

Steg Rate(bgd) Pressure(psi)
Start Pressure: 1270 psi 1 30 1360
Instantaneous Shut In Pressure (ISIP): 1635 psi 2 60 1400
Top Perforation: 4328 feet 3 90 1450
Fracture pressure (Pfp): 1620 psi 4 120 1500
FG: 0.814 psilft 5 150 1550

6 180 1600
7 210 1630
8 240 1650
9 270
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STATE OF UTAH
DEPARTMENTOF NATURALRESOURCES

5. LEASE DESIGNATION AND SERIALNUMBER;DIVISION OF OIL, GAS AND MINING USA UTU-76240

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

. 7. UNIT or CA AGREEMENTNAMEDo not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
wells, or to drill horizontallaterals. Use APPLICATION FOR PERMIT TO DRILL formfor such proposals. GREATERBOUNDARY II

1. TYPE OF WELL: 8. WELL NAME andNUMBER:
OIL WELL GAS WELL OTHER FEDERAL 1-26

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4304731953
3. ADDRESSOF OPERATOR: PHONENUMBER 10, FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATIONOF WELL;

FOOTAGESATSURFACE: 461 FNL 1880 FWL COUNTY: UINTAH

OTR/OTR. SECTION. TOWNSHIP.RANGE.MERIDIAN: NENW, 26, T8S, R17E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximatedate work will O CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT O CHANGEWELL NAME PLUGBACK WATER DISPOSAL
(SubmitOriginalForm Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - 5 Year MIT

10/01/2008 Q CONVERT WELL TYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

On 09/16/08 Nathan Wiser with the EPA was contacted concerning the 5-year MIT on the above listed well. Permission was given at
that timeto perform the test on 09-26-08. On 09-26-08 the csg was pressured up to 1170 psig and charted for 30 minutes with 0 psi
pressure loss. The well was injecting during the test. The tbg pressure was 1560 psig during the test. There was not an EPA
representative available to witness the test. EPA#20702-04671 APl#43-047-31953.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

NAME (PLEASEPRINOJ Otti ŸRik, TITLE Production Tech

SIGNATURE DATE 10/01/2008

(This space for Stat e only)

RECEIVED
OCTO6 2008

DIV.0F OIL,GAS&



Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground injection Control Program

999 18"' Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: OŸ/ /
Test conducted by: O ff .
Others present:

Well Name: ÑÁekal /- -R/ 7 Type: ER SWD Status: AC TA UC

Location: See: Na T Ñ N R / 7Ù W County: /Á State:_Ù
Operator: Ñ¾) O $¾
Last MIT: / / Maximum Allowable Pressure: / 2 PSIG

Is this a regularly scheduled test? [¾ Yes [ ] No
Initial test for permit? [ ] Yes [ No
Test after well rework? [ ] Yes [ k] No
Well injecting during test? g Yes ( ] No If Yes, rate: /Ñ bpd

Pre-test casing/tubing annulus pressure: O psig

MIT DATA TABLE Test #1 Test #2 Test #3
TUBING PRESSURE
Initial Pressure p psig psig Psig

IEnd of test pressure /SO Psis P618 P"'S
CASING/ TUBING ANNULUS PRESSURE
0 minutes psig psig PS18

5 minutes psig psig Psig
10 minutes psig psig Psig

15 minutes psig psig Psig

20 minutes psig psig Psig

25 minutes psig psig Psig

30 minutes psig psig psig

minutes psig psig Psig

minutes psig psig psig

RESULT [¾ Pass [ lFail [ ] Pass ( ]Fail ( ] Pass

Does the annulus pressure build back up after the test ? ( ] Yes g No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Rinnatura of
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING USA UTU-76240

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTI'EEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged
wells, or to drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GASWELL OTHER FEDERAL 1-26

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4304731953
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ztP 84052 435.646.3721 GREATER MB UNIT
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 461 FNL 1880 FWL COUNTY: UINTAH

OTR/OTIL SECTION. TOWNSHIP. RANGE, MERIDIAN: NENW, 26, T8S, R17E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATOR CHANGE O TUBINGREPAIR

O CHANGE TUBING PLUG AND ABANDON VENT OR FLAIR

S SUBSEOUENT REPORT Q CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(SubmitOriginalFormOnly)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: - Step Rate Test

09/07/2010 CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A step rate test was conducted on the subject well on September 7,2010. Results from the test indicate that the fracture gradient is
0.887 psilft. Therefore, Newfield is requesting that the maximum allowable injection pressure (MAIP) be changed from 1620 psi to
1935 psi.

EPA: UT20702-04671 API: 43-047-31953

Acceptedby the
UtahDivisionof

Oil,GasandMining

FORRECORDONLY

IAG AT(PLEASE PR hav TD TLE Admin strative Assistant

(This space for Stateuse only)

RECEIVED
DEC 16 2010

DIV.0FOlL,GAS&



Step Rate Test (SRT) Analysis

Date: 09/13/2010 Operator: Newfield Production Company
veit Federal 1-26-8-17

Permit #: UT20702-04671

Enter the following data :

SperficGravity(sg) of injectate = 1.015 ge
Depthto topperforation(D) = 4328 feer «s2s

Topofpermittedinjectionzonedepth(blank=usetopperforationto calalate fg)= jeer
EstimatedFormationPartingPressure(Pfp)fromSRT chart = 1935 pa

InstantaneousShutIn Pressure(ISIP)ßom SRT = 1957 pa os

BottomHolePartingPressure(Phhp)fromdownholepressurerecorder= pa ..so..asi,

Part One - Calculation of Fracture Gradient (fg)

Calculated Fracture Gradient = 0.887 µy
a ex ¿ = Phhp / D (Note:thisforamlauser thedonviholeacorded bottom holepartingpastam if available) = 1957

D = d¢th kred = 4328 Pbhpused = 3837

Calculated Bottom Hole Parting Pressure (Pbhp) = 3837 på 3837.134

tocalculateBottom1-lolePanin.gPassam(Phhp) = Fom/ationFractumPassmeQTIPor Pfþ)+ (0.433* SG * D)

(Useslesserof1SIPor P/þ) Vahre used = 1935

Part Two - Calculation of Maximutn Allowable Infection Pressure (M41P)

Maximum Allowable Injection Pressure MD) = 1935 ,,4
D = dpth used = 4328 MA1P = ig - (0.433* SG)) * D = 1936.802 (rounded downto nearest 5



Federal 1-26-8-17
Greater Monument Butte Unit

Step Rate Test
September 7, 2010

2100

2000

1000

&
!¡ 1800

1700

1600

1500 i i e i i i

0 30 60 90 120 150 180 210
Rate (BPD)

Step Rate(bpd) Pressure(psi)
Start Pressure: 1422 psi 1 30 1569
Instantaneous Shut in Pressure (ISIP): 1957 psi 2 60 1716
Top Perforation: 4328 feet 3 90 1860
Fracture pressure (Pfp): 1935 psi 4 120 1952
FG: 0.887 psilft 5 150 1992

6 180



Device - PrTemp1000
Federal 1-26-8-17 SRT (9-7-10) Serial Number - M75866

PSIA Absolute Pressure Device ID - PrTemp PSIA

2700 2700

2500 2500

2300 2300

2100 2100

1900 1900

1700 1700

1500 1500

1300 - 1300

1100 1100

900 900

700 700
04:15:00 AM 04:57:01 AM 05:39:01 AM 06:21:02 AM 07:03:03 AM 07:45:03 AM 08:27:04 AM 09:09:05 AM 09:51:06 AM 10:33:06 AM 11:15:07 AM
Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010

MDT MDT MDT MDT MDT MDT MDT MDT MDT MDT



Report.Name: PrTemp1000 Data Table
Report Date: Sep 07, 2010 01:41:50 PM MDT
File Name: C:\Program Files\PTC® Instruments 2.00\Federal 1-26-8-17 SRT (9-7-10).csv
Title: Federal 1-26-8-17 SRT (9-7-10)
Device: PrTemp1000 - Temperature and Pressure Recorder
Hardware Revision: REV2C (64K)
Serial Number: M75866
Device ID: PrTemp
Data Start Date: Sep 07, 2010 04:30:03 AM MDT
Data End Date: Sep 07, 2010 11:00:02 AM MDT
Reading Rate: 2 Seconds
Readings: 1 to 79 of 79
Last Calibration Date: May 22, 2009
Next Calibration Date: May 22, 2010

Reading Date and Time (MDT) Absolute Pressure Annotation

1 Sep 07, 2010 04:30:03 AM 1423.600 PSIA
2 Sep 07, 2010 04:35:01 AM 1423.200 PSIA
3 Sep 07, 2010 04:40:02 AM 1422.400 PSIA
4 Sep 07, 2010 04:45:01 AM 1422.200 PSIA
5 Sep 07, 2010 04:50:03 AM 1422.200 PSIA
6 Sep 07, 2010 04:55:02 AM 1421.800 PSIA
7 Sep 07, 2010 05:00:02 AM 1422.400 PSIA
8 Sep 07, 2010 05:05:01 AM 1500.200 PSIA
9 Sep 07, 2010 05:10:02 AM 1513.200 PSIA

10 Sep 07, 2010 05:15:02 AM 1523.400 PSIA
11 Sep 07, 2010 05:20:02 AM 1533.400 PSIA
12 Sep 07, 2010 05:25:02 AM 1542.000 PSIA
13 Sep 07, 2010 05:30:02 AM 1547.000 PSIA
14 Sep 07, 2010 05:35:03 AM 1549.200 PSIA
15 Sep 07, 2010 05:40:03 AM 1555.600 PSIA
16 Sep 07, 2010 05:45:03 AM 1559.200 PSIA
17 Sep 07, 2010 05:50:01 AM 1562.000 PSIA
18 Sep 07, 2010 05:55:02 AM 1565.000 PSIA
19 Sep 07, 2010 06:00:02 AM 1568.600 PSIA
20 Sep 07, 2010 06:05:02 AM 1624.200 PSIA
21 Sep 07, 2010 06:10:02 AM 1654.200 PSIA
22 Sep 07, 2010 06:15:01 AM 1667.400 PSIA
23 Sep 07, 2010 06:20:05 AM 1675.000 PSIA
24 Sep 07, 2010 06:25:02 AM 1688.200 PSIA
25 Sep 07, 2010 06:30:02 AM 1694.600 PSIA
26 Sep 07, 2010 06:35:01 AM 1700.400 PSIA
27 Sep 07, 2010 06:40:03 AM 1700.800 PSIA
28 Sep 07, 2010 06:45:02 AM 1708.400 PSIA
29 Sep 07, 2010 06:50:02 AM 1710.200 PSIA
30 Sep 07, 2010 06:55:02 AM 1715.400 PSIA
31 Sep 07, 2010 07:00:01 AM 1715.600 PSIA
32 Sep 07, 2010 07:05:05 AM 1757.000 PSIA
33 Sep 07, 2010 07:10:02 AM 1774.800 PSIA
34 Sep 07, 2010 07:15:03 AM 1790.000 PSIA
35 Sep 07, 2010 07:20:01 AM 1798.400 PSIA
36 Sep 07, 2010 07:25:02 AM 1817.400 PSIA
37 Sep 07, 2010 07:30:02 AM 1824.200 PSIA
38 Sep 07, 2010 07:35:02 AM 1823.600 PSIA
39 Sep 07, 2010 07:40:01 AM 1845.400 PSIA
40 Sep 07, 2010 07:45:02 AM 1853.000 PSIA
41 Sep 07, 2010 07:50:02 AM 1864.000 PSIA
42 Sep 07, 2010 07:55:01 AM 1866.400 PSIA
43 Sep 07, 2010 08:00:03 AM 1859.600 PSIA
44 Sep 07, 2010 08:05:01 AM 1901.800 PSIA
45 Sep 07, 2010 08:10:02 AM 1916.400 PSIA
46 Sep 07, 2010 08:15:02 AM 1904.600 PSIA
47 Sep 07, 2010 08:20:04 AM 1913.800 PSIA
48 Sep 07, 2010 08:25:02 AM 1919.400 PSIA
49 Sep 07, 2010 08:30:01 AM 1927.200 PSIA
50 Sep 07, 2010 08:35:05 AM 1945.400 PSIA
51 Sep 07, 2010 08:40:02 AM 1931.200 PSIA
52 Sep 07, 2010 08:45:03 AM 1929.600 PSIA
53 Sep 07, 2010 08:50:01 AM 1936.800 PSIA
54 Sep 07, 2010 08:55:02 AM 1961.200 PSIA
55 Sep 07, 2010 09:00:01 AM 1951.600 PSIA
56 Sep 07, 2010 09:05:02 AM 1988.600 PSIA
57 Sep 07, 2010 09:10:05 AM 1969.800 PSIA
58 Sep 07, 2010 09:15:02 AM 1973.400 PSIA
59 Sep 07, 2010 09:20:02 AM 1992.000 PSIA
60 Sep 07, 2010 09:25:01 AM 1977.600



61 Sep 07, 2010 09:30:02 AM 1989.000 PSIA
62 Sep 07, 2010 09:35:02 AM 2014.400 PSIA
63 Sep 07, 2010 09:40:03 AM 1982.200 PSIA
64 Sep 07, 2010 09:45:01 AM 2018.400 PSIA
65 Sep 07, 2010 09:50:02 AM 2015.200 PSIA
66 Sep 07, 2010 09:55:02 AM 1992.400 PSIA
67 Sep 07, 2010 10:00:01 AM 1992.200 PSIA
68 Sep 07, 2010 10:05:02 AM 2040.800 PSIA
69 Sep 07, 2010 10:10:01 AM 2044.600 PSIA
70 Sep 07, 2010 10:15:03 AM 2017.200 PSIA
71 Sep 07, 2010 10:20:01 AM 2020.000 PSIA
72 Sep 07, 2010 10:25:02 AM 2043.200 PSIA
73 Sep 07, 2010 10:30:01 AM 2023.600 PSIA
74 Sep 07, 2010 10:35:01 AM 2050.600 PSIA
75 Sep 07, 2010 10:40:02 AM 2020.800 PSIA
76 Sep 07, 2010 10:45:02 AM 2050 600 PSIA
77 Sep 07, 2010 10:50:02 AM 2027.800 PSIA
78 Sep 07, 2010 10:55:01 AM 2043.200 PSIA
79 Sep 07, 2010 11:00:02 AM 2025.600



ice - PrTemp1000
Federal 1-26-8-17 ISIP (9-7-10) Serial Number - M75866PSIA Absolute Pressure Device ID - PrTemp PSIA

2400 2400

2300 2300

2200 2200

2100 2100

2000 2000

1900 1900

1800 1800

1700 -- 1700

1600 1600

1500 -- --- -- - 1500

1400 1400
10:58:13 AM 11:01:38 AM 11:05:02 AM 11:08:27 AM 11:11:52 AM 11:15:16 AM 11:18:41 AM 11:22:06 AM 11:25:31 AM 11:28:55 AM 11:32:20 AM
Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010 Sep 07, 2010

MDT MDT MDT MDT MDT MDT MDT MDT MDT MDT



Report.Name: PrTemp1000 Data Table
Report Date: Sep 07, 2010 01:41:41 PM MDT
File Name: C:\Program Files\PTC® Instruments 2.00\Federal 1-26-8-17 ISIP (9-7-10).csv
Title: Federal 1-26-8-17 ISIP (9-7-10)
Device: PrTemp1000 - Temperature and Pressure Recorder
Hardware Revision: REV2C (64K)
Serial Number: M75866
Device ID: PrTemp
Data Start Date: Sep 07, 2010 11:00:16 AM MDT
Data End Date: Sep 07, 2010 11:30:16 AM MDT
Reading Rate: 2 Seconds
Readings: 1 to 31 of 31
Last Calibration Date: May 22, 2009
Next Calibration Date: May 22, 2010

Reading Date and Time (MDT) Absolute Pressure Annotation

1 Sep 07, 2010 11:00:16 AM 2039.000 PSIA
2 Sep 07, 2010 11:01:16 AM 1956.600 PSIA
3 Sep 07, 2010 11:02:15 AM 1905.400 PSIA
4 Sep 07, 2010 11:03:15 AM 1878.600 PSIA
5 Sep 07, 2010 11:04:16 AM 1860.600 PSIA
6 Sep 07, 2010 11:05:16 AM 1847.800 PSIA
7 Sep 07, 2010 11:06:15 AM 1837.400 PSIA
8 Sep 07, 2010 11:07:16 AM 1828.200 PSIA
9 Sep 07, 2010 11:08:15 AM 1821.000 PSIA

10 Sep 07, 2010 11:09:16 AM 1815.000 PSIA
11 Sep 07, 2010 11:10:15 AM 1809.200 PSIA
12 Sep 07, 2010 11:11:15 AM 1803.000 PSIA
13 Sep 07, 2010 11:12:16 AM 1798.400 PSIA
14 Sep 07, 2010 11:13:16 AM 1793.600 PSlA
15 Sep 07, 2010 11:14:16 AM 1789.800 PSIA
16 Sep 07, 2010 11:15:16 AM 1786.000 PSIA
17 Sep 07, 2010 11:16:17 AM 1782.000 PSIA
18 Sep 07, 2010 11:17:16 AM 1778.600 PSIA
19 Sep 07, 2010 11:18:16 AM 1776.200 PSIA
20 Sep 07, 2010 11:19:16 AM 1772.800 PSIA
21 Sep 07, 2010 11:20:15 AM 1769.600 PSIA
22 Sep 07, 2010 11:21:15 AM 1767.200 PSIA
23 Sep 07, 2010 11:22:16 AM 1764.600 PSIA
24 Sep 07, 2010 11:23:16 AM 1761.800 PSIA
25 Sep 07, 2010 11:24:15 AM 1759.400 PSIA
26 Sep 07, 2010 11:25:16 AM 1757.800 PSIA
27 Sep 07, 2010 11:26:16 AM 1755.400 PSIA
28 Sep 07, 2010 11:27:16 AM 1753.000 PSIA
29 Sep 07, 2010 11:28:16 AM 1750.400 PSIA
30 Sep 07, 2010 11:29:16 AM 1748.400 PSIA
31 Sep 07, 2010 11:30:16 AM 1746.600



Federal 1-264-17 Rate Sheet (9-7-10)

Time: 5:05 5:10 5:15 5:20 5:25 5:30Step # 1
Rate; 30.4 30.4 30.4 30.4 30.4 30.3

Time: 5:35 5:40 5:45 5:50 5:55 6:00
Rate: 30.3 30.3 30.2 30.2 30.2 30.2

Time: 6:05 6:10 6:15 6:20 6:25 6:30Step # 2
Rate: 60.3 60.3 60.2 60.2 60.2 60.2

Time: 6:35 6:40 6:45 6:50 6:55 7:00
Rate: 60.2 60.2 60.1 60.1 60.1 60.1

Time: 7:05 7:10 7:15 7:20 7:25 7:30Step # 3
Rate: 90.5 90.5 90.5 90.5 90.5 90.5

Time: 7:35 7:40 7:45 7:50 7:55 8:00
Rate: 90.4 90.4 90.3 90.3 90.3 90.2

Time: 8:05 8:10 8:15 8:20 8:25 8:30Step # 4
Rate: 120.5 120.5 120.4 120.4 120.4 120.3

Time; 8:35 8:40 8:45 8:50 8:55 9:00
Rate: 120.3 120.3 120.3 120.2 120.2 120.2

Time: 9:05 9:10 9:15 9:20 9:25 9:30Step # 5
Rate: 150.4 150.4 150.3 150.3 150.3 150.3

Time: 9:35 9:40 9:45 9:50 9:55 10:00
Rate: 150.2 150.2 150.2 150.2 150.1 150.1

Time: 10:05 10:10 10:15 10:20 10:25 10:30Step # 6
Rate: 180.5 180.5 180.5 180.5 180.4 180.4

Time: 10:35 10:40 10:45 10:50 10:55 11:00
Rate: 180.3 180.3 180.3 180.2 180.2



RECEIVED: Jun. 05, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67845 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 1-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43047319530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0461 FNL 1880 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 26 Township: 08.0S Range: 17.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /5 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Squeeze Job

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield proposes to Squeeze GG-1 Sand 4328-36’ due to EPA
injection well construction requirements. Return to injection.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 6 /5 /2013

June 19, 2013

Sundry Number: 38664 API Well Number: 43047319530000Sundry Number: 38664 API Well Number: 43047319530000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67845

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 1-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047319530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0461 FNL 1880 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 26 Township: 08.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/5/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Squeeze Job

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to Squeeze GG-1 Sand 4328-36' due to EPA Accepted by the
injection well construction requirements. Return to injection. utah Division of

Oil, Gas and Mining

Date: June 19, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 6/5/2013

RECEIVED: Jun. 05,



RECEIVED: Jun. 05, 2013

Federal 1-26-8-17

Injection Wellbore 
Diagram

SURFACE CASING

PRODUCTION CASING

TUBING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 7 jts.(289’)

DEPTH LANDED: 302’ KB

HOLE SIZE:12-1/4”

CEMENT DATA: 220 sxs Class G

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15#

LENGTH: 172 jts.(7106’)

DEPTH LANDED: 7119’ KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 500 sxs Super G; tailed w/400 sx Class ‘G’

CEMENT TOP AT: 1130’ KB

SIZE/GRADE/WT.: 2-7/8”/J-55/6.#.

NO. OF JOINTS: 136 jts. (4220.98’)

PACKER: 4239.33’

SEATING NIPPLE: 2-7/8” (1.10’)

SN LANDED AT: 4234.98’

TOTAL STRING LENGTH: EOT @ 4242.50’

Spud Date: 4/16/91 
Put on Production: 6/13/91 
GL: 5129’   KB: 5142’

Initial Production: 102 STBOPD, 
96 STBWPD

PERFORATION RECORD

FRAC JOB

6-04-91    5210’-5215’     4 JSPF     
5-31-91    5282’-5287’     4 JSPF  
5-29-91    6028’-6045’     4 JSPF  
5-28-91    6222’-6227’     4 JSPF  
5-23-91    6324’-6336’     4 JSPF  
5-23-91    6406’-6410’     4 JSPF  
5-23-91    6472’-6476’     4 JSPF  
5-23-91    6496’-6499’     4 JSPF  
5-18-91    6564’-6572’     4 JSPF  
5-18-91    6634’-6638’     4 JSPF  
5-16-91    6760’-6771’     4 JSPF  
5-14-91    6880’-6885’     4 JSPF 
5-13-91    6952’-6964’     4 JSPF

6-4-91      5210’-5215’ Acid breakdown. Frac w/9900# 20/40 sand; 
screened out.

5-31-91     5282’-5287’ Acid breakdown. Frac w/6900# 20/40 sand.  
Screened out.

5-29-91     6028’-6045’ Acid breakdown. Frac w/25,400# 20/40 sand, 
9700# 16/30 sand.Screened out. 

5-28-91     6222’-6227’ Acid breakdown.   

5-23-91     6324’-6336’ Acid breakdown. Frac w/38,580# 20/40 sand 
and 16/30 sand. Avg rate 25.2 BPM, avg 
press 3534#.

5-23-91     6406’-6499’ Acid breakdown. 

5-21-91     6564’-6572’ Acid breakdown. Frac down annulus 
w/39,000# 20/40 sand; tail in w/approx 1200# 
16/30 before screen out.  Avg rate 14.8 BPM, 
avg press 3800#.  697 total bbls fluid.

5-18-91      6564’-6572’ Attempted frac failed due to high friction -
3900# @ 5 BPM. 

5-18-91     6634-38’ Acid breakdown. No frac.

5-16-91     6760’-6771’ Acid breakdown. Frac w/48,800 lbs 20/40 
and 16/30 sand @ avg rate of 25.6 BPM and 
avg press of 3700 psig.

5-14-91     6880’-6885’ Acid breakdown. 

5-13-91     6952’-6964’ Acid breakdown.   

6/17/02     Pump change. Update rod and tubing details 

10/20/03 Injection Conversion.  

6952’-6964’

6880’-6885’

6760’-6771’

6634’-6638’

6564’-6572’

6496’-6499’

6472’-6476’

6406’-6410’

6324’-6336’ CP-5 sds

6222’-6227’ CP-4 sds

6028’-6045’ CP-1 sds

5282’-5287’ D3 sds

5210’-5215’ D2 sds

Packer @ 4239’

KR 10/27/03

SN @ 4235’

EOT @ 4243’

SHOE @ 7119’

TD @ 7120’

Bridge Plug @ 6520’

Federal #1-26
461 FNL & 1880 FWL
NENW Section 26-T8S-R17E
Uintah Co, Utah
API #43-047-31953; Lease #UTU-76240

4328’-4336’

Sundry Number: 38664 API Well Number: 43047319530000Sundry Number: 38664 API Well Number: 43047319530000

Federal 1-26-8-17
Spud Date: 4/16/91 Initial Production: 102 STBOPD,
Put on Production: 6/13/91 Injection Wellbore 96 STBWPD
GL: 5129' KB: 5142' Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6-4-91 5210'-5215' Acid breakdown. Frac w/9900# 20/40 sand:

GRADE: J-55 screened out.

WEIGHT:24# 5-31-91 5282'-5287' Acid breakdown. Frac w/6900# 20/40 sand.
Screened out.

LENGTH: 7 jts.(289')
5-29-91 6028'-6045' Acid breakdown. Frac w/25,400# 20/40 sand,

DEPTH LANDED: 302' KB 9700# 16/30 sand.Screened out.

HOLE SIZE:12-l/4" 5-28-91 6222'-6227' Acid breakdown.
CEMENT DATA: 220 sxs Class G 5-23-91 6324'-6336' Acid breakdown. Frac w/38,580# 20/40 sand

/ \ and 16/30 sand. Avg rate 25.2 BPM, avg
press 3534#.

5-23-91 6406'-6499' Acid breakdown.
5-21-91 6564'-6572' Acid breakdown. Frac down annulus

w/39,000# 20/40 sand; tail in w/approx 1200#
16/30 before screen out. Avg rate 14.8 BPM,

PRODUCTION CASING avg press 3800#. 697 total bbls fluid.

CSG SIZE: 5-1/2" 5-18-91 6564'-6572' Atternpted frac failed due to high friction -
GRADE: J-55 3900# @5 BPM.

WEIGHT: 15#
5-18-91 6634-38' Acid breakdown. No frac.
5-16-91 6760'-6771' Acid breakdown. Frac w/48,800 lbs 20/40

LENGTH: 172 jts.(7106') - -

and 16/30 sand @avg rate of 25.6 BPM and
DEPTH LANDED: 7119' KB avg press of3700 psig.

HOLE SIZE: 7-7/8"
SN @4235, 5-14-91 6880'-6885' Acid breakdown.

CEMENT DATA: 500 sxs Super G; tailed w/400 sx Class 'G
Packer @4239, 5-13-91 6952'-6964' Acid breakdown.

CEMENT TOP AT: 1130' KB 6/17/02 Putnp change. Update rod and tubing details

10/20/03 Injection Conversion.

EOT @4243'

TUBING
¯:

= = 2 4328'-4336'

SIZE/GRADE/WT.: 2-7/8"/J-55/6.#. 2 5210'-5215' D2 sds

NO. OF JOINTS: 136 jts. (4220.98') -
2 5282'-5287' D3 sds

PACKER: 4239.33'

SEATING NIPPLE: 2-7/8" (1.10')
2 = = 2 6028'-6045' CP-1 sds

SN LANDED AT: 4234.98'

TOTAL STRING LENGTH: EOT @4242.50, 2 - 6222'-6227' CP-4 sds

6324'-6336' CP-5 sds

6406'-6410'

6472'-6476'

6496'-6499'

Bridge Plug @6520 '

6564'-6572' PERFORATION RECORD

6634'-6638' 6-04-91 5210'-5215' 4 JSPF
5-31-91 5282'-5287' 4 JSPF
5-29-91 6028'-6045' 4 JSPF

6760'-6771' 5-28-91 6222'-6227' 4 JSPF
5-23-91 6324'-6336' 4 JSPF

6880'-6885' 5-23-91 6406'-6410' 4 JSPF
5-23-91 6472'-6476' 4 JSPF

6952'-6964' 5-23-91 6496'-6499' 4 JSPF
5-18-91 6564'-6572' 4 JSPF
5-18-91 6634'-6638' 4 JSPF
5-16-91 6760'-6771' 4 JSPF
5-14-91 6880'-6885' 4 JSPF
5-13-91 6952'-6964' 4 JSPF

NEWFIELD
SHOE @7119'

Federal #1-26
461 FNL & 1880 FWL TD @7120'

NENW Section 26-T8S-R17E
Uintah Co, Utah
API #43-047-31953; Lease #UTU-76240

KR 10/27/03

RECEIVED: Jun. 05,



RECEIVED: Aug. 22, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67845 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 1-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43047319530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0461 FNL 1880 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 26 Township: 08.0S Range: 17.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

8 /19 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 5 YR MIT performed on the above listed well. On 08/19/2013 the
casing was pressured up to 1050 psig and charted for 30 minutes with

no pressure loss. The well was injecting during the test. The tbg
pressure was 1260 psig during the test. There was not an EPA

representative available to witness the test. EPA #UT22197-04671

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 8 /22 /2013

August 26, 2013

Sundry Number: 41633 API Well Number: 43047319530000Sundry Number: 41633 API Well Number: 43047319530000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67845

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 1-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047319530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0461 FNL 1880 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 26 Township: 08.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

8/19/2013
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

5 YR MIT performed on the above listed well. On 08/19/2013 the Accepted by the
casing was pressured up to 1050 psig and charted for 30 minutes with Utah Division of

no pressure loss. The well was injecting during the test. The tbg Oil, Gas and Mining

pressure was 1260 psig during the test. There was not an EPA FOR RECORD ONLY
representative available to witness the test. EPA #UT22197-04671 August 26, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 8/22/2013

RECEIVED: Aug. 22,



RECEIVED: Aug. 22, 2013

Sundry Number: 41633 API Well Number: 43047319530000Sundry Number: 41633 API Well Number: 43047319530000

Mechanical IntegrityTest
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental ProtectionAgency
Underground Injection Control Program

999 18* Street, Suite 500 Denver, CO 80202-2466

EPAWitness: Date: Ñ / /Ÿ / IJ
Test conducted by:
Others present·

Well Name: Ñ / - / 7 Type: ER SWD Status: AC TA UC

Location: M Af& See T N / R W County: lA State:RF
Operator: PM PA RV r Da

_
C(L

Last MIT: / / Maximum Allowable Pressure: PSIG

Is this a regularly scheduled test? Yes [ ] No
Initial test for permit? [ ] Yes No
Test after well rework? [ ] Yes No
Well injecting during test? [ ] Yes No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE_
_

|Test #1 Test #2 Test #3
¯¯

TUBING PRESSURE
Initial Pressure ) psig psig

psig¯

End of test pressure psig psig psig

CASING / TUBING ANNULUS PRESSURE
Ominutes /pg psig psig psig
5 minutes /DS 96** P''a "" E
10 minutes psig psig Psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig psig
30 minutes psig psig psig

minutes psig psig psig
minutes psig psig psig

RESULT _ass_ [ ]Fail [ LPass
_ __[ ]__P Fail

Does the annulus pressure build back up after the test ? [ ] Yes o

MECHANICAL INTEGRITY PRESSURE TEST

Additionalcomments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubingleak, other), etc.:

Signature of



RECEIVED: Aug. 22, 2013

Sundry Number: 41633 API Well Number: 43047319530000Sundry Number: 41633 API Well Number: 43047319530000
1



RECEIVED: Sep. 10, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-67845 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 FEDERAL 1-26 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43047319530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0461 FNL 1880 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENW Section: 26 Township: 08.0S Range: 17.0E Meridian: S

COUNTY:
 UINTAH 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /3 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Workover MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above subject well had workover procedures performed (packer
release), attached is a daily status report. Workover MIT performed on

the above listed well. On 09/03/2013 the csg was pressured up to
1130 psig and charted for 30 minutes with no pressure loss. The well

was not injecting during the test. The tbg pressure was 1050 psig
during the test. There was not an EPA representative available to

witness the test. EPA #UT22197-04671

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /10 /2013

October 17, 2013

Sundry Number: 42416 API Well Number: 43047319530000Sundry Number: 42416 API Well Number: 43047319530000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-67845

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well FEDERAL 1-26

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43047319530000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: UINTAH

0461 FNL 1880 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENW Section: 26 Township: 08.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/3/20 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Workover MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above subject well had workover procedures performed (packer Accepted by the
release), attached is a daily status report. Workover MIT performed on Utah Division of

the above listed well. On 09/03/2013 the csg was pressured up to Oil, Gas and Mining

1130 psig and charted for 30 minutes with no pressure loss. The well FOR RECORD ONLY
was not injecting during the test. The tbg pressure was 1050 psig October 17, 2013
during the test. There was not an EPA representative available to

witness the test. EPA #UT22197-04671

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/10/2013

RECEIVED: Sep. 10,



RECEIVED: Sep. 10, 2013

Sundry Number: 42416 API Well Number: 43047319530000Sundry Number: 42416 API Well Number: 43047319530000

MechanicalIntegrityTest
Casing or Annulus Pressure Mechanical Integrity Test

U.S. EnvironmentalProtectionAgency
Underground Injection Control Prograrn

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: / « Ÿ /

Test conducted by:
Otherspresent:

Well Name· em- Ì / > Ñ - / 7 Type: ER SWD Status: AC TA UC

Location: A i See: T Ñ N / R / 7 W County: (..AA State:
Operator:
Last MIT: / / Maximum Allowable Pressure: / 4 N PSIG

Is this a regularly scheduled test? [ ] Yes [ No
Initial test for permit? [ ] Yes [ No
Test after well rework? g Yes ] No
Well injecting during test? [ ] Yes No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA T_ABLE Test #1 Test #2 Test #3

TUBING PRESSURE
Initial Pressure psig psig psig

End of test pressure psig psig psig

CASING / TUBING ANNULUS PRESSURE
0 minutes // psig psig psig

5 minutes psig psig Psig

10 minutes psig psig Psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig Psig

30 minutes psig psig psig

minutes psig psig psig

minutes psig psig psig

RESULT ass
_ _

[_]Fail ( _]_Pass F

Does the annulus pressure build back up after the test ? [ ] Yes o

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of



RECEIVED: Sep. 10, 2013

Sundry Number: 42416 API Well Number: 43047319530000Sundry Number: 42416 API Well Number:



RECEIVED: Sep. 10, 2013

Sundry Number: 42416 API Well Number: 43047319530000Sundry Number: 42416 API Well Number: 43047319530000
Summary Rig Activity Page 1 of 3

Daily Activity Report

Format For Sundry

FEDERAL 1-26-8-17
6/1/2013To 10/30/2013

8/22/2013 Day:1 5YearMIT

Rigless on 8/22/2013 - Conduct MIT - 5 YR MIT performed on the above listed well. On
08/19/2013 the casing was pressured up to 1050 psig and charted for 30 minutes with no
pressure loss. The well was injecting during the test. The tbg pressure was 1260 psig during
the test. There was not an EPA representative available to witness the test. EPA #UT22197-
04671 - 5 YR MIT performed on the above listed well. On 08/19/2013 the casing was
pressured up to 1050 psig and charted for 30 minutes with no pressure loss. The well was
injecting during the test. The tbg pressure was 1260 psig during the test. There was not an
EPA representative available to witness the test. EPA #UT22197-04671 Finalized
Daily Cost: $0
Cumulative Cost: $900

8/27/2013 Day: 1 Major Workover

NC #3 on 8/27/2013 - MIRU NC#3, N/U BOPs, Release Pkr,TOOH W/ Tbg, L/D Pkr, RIH W/
20jts Tbg, SWI. - 2:00PM-3:00PM Rig Move, 3:00PM MIRU NC#3, XO BOP Bolts, N/D W/H-D,

N/U BOPs, R/U Rig Fir, R/U Tbg Eqp, Release Pkr, TOOH W/ Tbg, Tally Tbg Out Of Hole, RIH
W/ 20jts Tbg(Kill String), Wait On Weatherford Tools, 6:00PM CSDFN, 6:30PM-7:00PM C/Tvl -

2:00PM-3:00PM Rig Move, 3:00PM MIRU NC#3, XO BOP Bolts, N/D W/H-D, N/U BOPs, R/U Rig
Flr, R/U Tbg Eqp, Release Pkr, TOOH W/ Tbg, Tally Tbg Out Of Hole, RIH W/ 20jts Tbg(Kill
String), Wait On Weatherford Tools, 6:00PM CSDFN, 6:30PM-7:00PM C/Tvl
Daily Cost: $0
Cumulative Cost: $4,675

8/28/2013 Day: 2 Major Workover

NC #3 on 8/28/2013 - TIH W/ RBP, Set, Dump Sand, Tag Sand, TOOH, RIH W/ CICR, No
Injection Rate, TOOH W/ CICR, RIH W/ Pkr, Psr Tst To 3000psi For 1 Hour. - 5:30AM-6:00AM
C/Tvl, 6:00AM OWU, TOOH W/ Kill String, P/U & RIH W/ Weatherford RBP, Set @ 4400', P/U
60', Dump 3 Bags Sand Down Tbg To Go On Top Of RBP(+/-25'), Wait 45min For Sand To
Fall, RIH To Tag Sand, No Sand On RBP, R/U Preferred H/Oiler To Tbg, Pmp 25BW Down Tbg
To Displace Sand Out Of Tbg, Wait 15min, RIH, Tag Sand @ 4375', TOOH W/Tbg, P/U & RIH
W/ CICR, RIH To 4279, Try To Get Injection Rate Before Setting CICR, Would Not Inject Into
Perfs, Psr Up To 1800 & Held For 45min, TOOH W/ CICR, P/U & RIH W/ Weatherford HD Pkr,
W/ Reteiving Head On Btm Of Pkr, RIH To 4279', Set Pkr, Psr Perfs To 3000psi, Held For One
Hour W/ No Bleed Off, Wanting To Find More Info On Well Before Conn, WOO, 6:30PM CSDFN,
6:30PM-7:00PM C/Tvl. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, TOOH W/ Kill String, P/U & RIH
W/ Weatherford RBP, Set @ 4400', P/U 60', Dump 3 Bags Sand Down Tbg To Go On Top Of
RBP(+/-25'), Wait 45min For Sand To Fall, RIH To Tag Sand, No Sand On RBP, R/U Preferred
H/Oiler To Tbg, Pmp 25BW Down Tbg To Displace Sand Out Of Tbg, Wait 15min, RIH, Tag
Sand @ 4375', TOOH W/Tbg, P/U & RIH W/ CICR, RIH To 4279, Try To Get Injection Rate
Before Setting CICR, Would Not Inject Into Perfs, Psr Up To 1800 & Held For 45min, TOOH W/
CICR, P/U & RIH W/ Weatherford HD Pkr, W/ Reteiving Head On Btm Of Pkr, RIH To 4279',
Set Pkr, Psr Perfs To 3000psi, Held For One Hour W/ No Bleed Off, Wanting To Find More Info
On Well Before Conn, WOO, 6:30PM CSDFN, 6:30PM-7:00PM C/Tvl.
Daily Cost: $0
Cumulative Cost: $12,651

http://www.inewfld.com/denver/SumActRpt.asp?RC=152863&API=4304731953&MinDate...



RECEIVED: Sep. 10, 2013

Sundry Number: 42416 API Well Number: 43047319530000Sundry Number: 42416 API Well Number: 43047319530000
Summary Rig Activity Page 2 of 3

8/29/2013 Day: 3 Major Workover

NC #3 on 8/29/2013 - Release Pkr, TOOH, L/D Pkr, RIH W/ Arrow Set, Work To Drift Tbg W/
No luck, TOOH, Swab Half The Tbg String, RIH Swabing Tbg Clean, Drop S/Vlve, Psr Tbg To
3000psi. - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, WOO, Could Not Find Any Paper Work That
Showed The Perf Being Shot, Release Pkr, RIH, M/U Wash Stand, R/U Rig Pmp, Wash Sand Off
RBP, Circulate Hole Clean, Latch Onto RBP, Release, Circulate Hole Clean, TOOH W/ Pkr &
RBP, L/D, P/U & RIH W/ Weatherford Injection Pkr Assernbly-2 3/8 Guide Collar, X/N Nipple,
4' Tbg Sub, XO, 5 1/2 Arrow Set Pkr, On/Off Tool, S/N, & 166jts 2 7/8 Tbg(Top 30 New),
Brake & Dope 30 New Jts W/ Lubon 404G Dope, R/U S/Lne W/ 2 7/8 Tbg Drift, P/U & RIH,
Drift Tbg, Could Not Get Past 2000' W/ Drift, TOOH To 3000', P/U & RIH W/ Swab Cup, Make
2 Swab Runs, TIH W/ 15jts Tbg, Make Swab Run, TIH W/ Tbg String, Swab Again, Drop
S/Vlve, Push S/Vlve To Seat W/ Sand Line, Psr Up To 500psi, POOH & L/D S/Lne, Psr Tbg To
3000PSI, SWI, 7:30PM SWI, 7:30PM-8:00PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM OWU,
WOO, Could Not Find Any Paper Work That Showed The Perf Being Shot, Release Pkr, RIH,
M/U Wash Stand, R/U Rig Pmp, Wash Sand Off RBP, Circulate Hole Clean, Latch Onto RBP,
Release, Circulate Hole Clean, TOOH W/ Pkr & RBP, L/D, P/U & RIH W/ Weatherford Injection
Pkr Assembly-2 3/8 Guide Collar, X/N Nipple, 4' Tbg Sub, XO, 5 1/2 Arrow Set Pkr, On/Off
Tool, S/N, & 166jts 2 7/8 Tbg(Top 30 New), Brake & Dope 30 New .lts W/ Lubon 404G Dope,
R/U S/Lne W/ 2 7/8 Tbg Drift, P/U & RIH, Drift Tbg, Could Not Get Past 2000' W/ Drift, TOOH
To 3000', P/U & RIH W/ Swab Cup, Make 2 Swab Runs, TIH W/ 15jts Tbg, Make Swab Run,
TIH W/ Tbg String, Swab Again, Drop S/Vlve, Push S/Vlve To Seat W/ Sand Line, Psr Up To
500psi, POOH & L/D S/Lne, Psr Tbg To 3000PSI, SWI, 7:30PM SWI, 7:30PM-8:00PM C/Tvl
Daily Cost: $0
Cumulative Cost: $21,883

8/30/2013 Day: 4 Major Workover

NC #3 on 8/30/2013 - Psr Tst Tbg, Fish S/Vlve, R/D S/Lne, N/D BOPs, N/U W/H-D, Pmp Pkr
Fluid, Set Pkr, Psr Tst Csg, Csg Bleeding Off @ .458psi Per Min. - 5:30AM-6:00AM C/Tvl,
6:00AM OWU, Tbg Psr @ 2200psi, Bump Back Up To 3000, Held 3000psi For One Hour, Blead
Psr Off, P/U S/Lne W/ Fishing Tool, RIH & Fish S/Vlve, L/D & R/D S/Lne, P/U 6'Tbg Sub, R/D
Tbg Eqp, R/D Rig Flr, N/D BOPs, N/U W/H-D, Pmp 80BW W/ Pkr Fluid In It, N/D W/H-D, Set
Pkr In 17k# Tension, L/D 6' Tbg Sub, N/U W/H-D, Psr Csg Up To 1500psi, Blead Off To
1250psi @ .458psi Per Min, Bump Psr Back Up To 1500psi, SWI, Leave Psr On Well Over
Weekend, Send Crew Into Newfield Office To Do Time & Safety Meetings, 6:30PM CSDFN,
6:30PM-7:00PM C/Tvl - 5:30AM-6:00AM C/Tvl, 6:00AM OWU, Tbg Psr @ 2200psi, Bump Back
Up To 3000, Held 3000psi For One Hour, Blead Psr Off, P/U S/Lne W/ Fishing Tool, RIH & Fish
S/Vlve, L/D & R/D S/Lne, P/U 6'Tbg Sub, R/D Tbg Eqp, R/D Rig Fir, N/D BOPs, N/U W/H-D,

Pmp 80BW W/ Pkr Fluid In It, N/D W/H-D, Set Pkr In 17k# Tension, L/D 6' Tbg Sub, N/U
W/H-D, Psr Csg Up To 1500psi, Blead Off To 1250psi @ .458psi Per Min, Bump Psr Back Up To
1500psi, SWI, Leave Psr On Well Over Weekend, Send Crew Into Newfield Office To Do Time
& Safety Meetings, 6:30PM CSDFN, 6:30PM-7:00PM C/Tvl Finalized
Daily Cost: $0
Cumulative Cost: $29,855

9/3/2013 Day: 5 Major Workover

NC #3 on 9/3/2013 - Check Psr, Psr Held Over Weekend, RDMO NC#3. - 5:30AM-6:00AM
C/Tvi, 6:00AM Check Csg Psr, Held 1300psi Over Weekend, Watch Psr, Did Not Fall, Good Tst,
RDMO NC#3 @ 8:00PM Final Report Ready For MIT - 5:30AM-6:00AM C/Tvl, 6:00AM Check
Csg Psr, Held 1300psi Over Weekend, Watch Psr, Did Not Fall, Good Tst, RDMO NC#3 @

http://www.inewfld.com/denver/SumActRpt.asp?RC=152863&API=4304731953&MinDate...



RECEIVED: Sep. 10, 2013

Sundry Number: 42416 API Well Number: 43047319530000Sundry Number: 42416 API Well Number: 43047319530000
Summary Rig Activity Page 3 of 3

8:00PM Final Report Ready For MIT Finalized
Daily Cost: $0
Cumulative Cost: $45,387

9/4/2013 Day: 6 Major Workover

Rigless on 9/4/2013 - Conduct MIT - Workover MIT performed on the above listed well. On
09/03/2013 the csg was pressured up to 1130 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg pressure was 0 psig during
the test. There was not an EPA representative available to witness the test. EPA #UT22197-
04671 - Workover MIT performed on the above listed well. On 09/03/2013 the csg was
pressured up to 1130 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test. The tbg pressure was O psig during the test. There was not an EPA
representative available to witness the test. EPA #UT22197-04671 Finalized
Daily Cost: $0
Cumulative Cost: $46,287

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=l52863&API=4304731953&MinDate...



RECEIVED: Sep. 10, 2013

Sundry Number: 42416 API Well Number: 43047319530000Sundry Number: 42416 API Well Number: 43047319530000

SpudDate:4/l6/91 Federal 1-26-8-17
Put on Production: 6/13/91 Initial Production: 102 STBOPD,
GL: 5129' KB: 5142' Injection Wellbore 96 STBWPD

Diagram
SURFACE CASING

.

FRAC JOB

CSG SlZE 8-5/8" 6-4-91 5210'-5215' Acid breakdown Frac w/9900# 20/40 sand;

GRADE J-55 screened out

WEIGHT 24#
5-31-91 5282'-5287' Acid breakdown Frac w/6900# 20/40 sand

Screened out
LENGTH 7 jts (289')

5-29-91 6028'-6045' Acid breakdown Frac w/25,400#20/40 sand,
DEPTH LANDED 302' KB 9700# 16/30 sand Screened out

HOLE SIZE 12-1/4" 5-28-91 6222'-6227' Acid breakdown

CEMENT DATA 220 sxs Class G 5-23-91 6324'-6336' Acid breakdown Frac w/38,580#20/40 sand
and 16/30 sand Avg rate25 2 BPM, avg
press 3534#

5-23-91 6406'-6499' Acid breakdown
5-21-91 6564'-6572' Acid breakdown Frac down annulus

w/39,000#20/40 sand; tail in wlapprox 1200#
16/30 before screen out Avg rate 14 8 BPM,

PRODUCTION CASING avgpress3800# 697 totalbbis fluid

CSG SIZE 5-1/2" 5-18-91 6564'-6572' Attempted frac failed due to high friction -
GRADE J-55

3900#@ 5 BPM

WEIGHT 15# TOC @4235'
5-18-91 6634-38' Acid breakdown. No frac

LENGTH: 172 jts (7106') ., .

5-16-91 6760'-6771' Acid breakdown Frac w/48,800 lbs 20/40
and 16/30 sand @avg rate of25 6 BPM and

DEPTH LANDED 7119' KB Could not find record of ever beinB - i 4328'-4336, avg press of3700 psig

HOLE SIZE: 7-7/8" shot - Psr test & held 3000 psi
¯ 5-14-91 6880'-6885' Acid breakdown

CEMENT DATA: 500 sxs Super G; tailed w/400 sx Class 'G' 5-L3-9L 6952'-6964' Acid breakdown

CEMENT TOP AT 1130' KB 6/17/02 Pump change Update rod and tubing details

10/20/03 Injection Conversion.

09/03/13 Workover MIT completed - Verify presence
of top peds - no record of ever being shot

TUBING
SlZE/GRADE/WT : 2-7/8" / J-55 / 6 5# SN @ 5162'

NO OFJOlNTS l66jts (5149') OnOffTool@Sl63'

SEATING N1PPLE: 2-7/8" (1 10') Packer@ 5168'

SN LANDED AT 5 L62' KB
X/N Nipple @ 5176'

ONIOFF TOOL AT 5163 l' EOT @5178'

ARROW #1 PACKER CE AT 5167 57 5210'-5215'

XO 2-3/8 x 2-7/8 J-55 AT 5171 5' 5282'-528T

TBG PUP 2-3/8 J-55 AT 5172'

X/N NIPPLE AT 5176 2'

TOTAL STRING LENGTH: EOT @ 5177 7T

- 6028'-6045'

- 6222'-622T

6324'-6336, PFRFORATION R¶CORD

- 6406'-6410, 6-04-91 5210'-5215' 4]SPF
5-31-91 5282'-528T 4JSPF

6472'-6476' 5-29-91 6028'-6045' 4 JSPF
5-28-91 6222'-622T 4 JSPF

6496'-6499' 5-23-91 6324'-6336' 4 JSPF
6564'-6572 5-23-91 6406'-6410' 4 JSPF

5-23-9 I 6472'-6476' 4 JSPF
6634'-6638 5-23-91 6496'-6499' 4JSPF
6760'-677L, 5-18-91 6564'-6572' 4JSPF

5-18-91 6634'-6638' 4 JSPF
6880'-6885' 5-16-91 6760'-677I' 4]SPF

5-14-91 6880'-6885' 4 JSPF
6952'-6964' 5-13-91 6952'-6964' 4]SPF

NEWFIELD

PBTD @ 7044'
Federal 1-26-8-17

461 FNL & 1880 FWL
SHOE @7119'

NENWSection26-T8S-Rl7E TD@7120'

Uintah Co, Utab
API #43-047-31953; Lease #UTU-76240



e#*°"% UNITED STATES ENVIRONMENTALPROTECTIONAGENCY
1595R Np8Street RECENED

DENVER, CO 80202-1129
Phone 800-227-8917 SEP19 2013

http://www.epa.gov/regionO8

SEP16 2013 °'" '°"'

Ref: 8ENF-UFO

CERTIFIED MAIL 7009-3410-0000-2599-8072
RETURN RECEIPTREQUESTED

Mr. JD Horrocks -¡ E 26Newfield Exploration Company
Route 3, Box 3630
Myton, UT 84052

Re: Underground Injection Control (UIC) Øm
Permission to Resume Injection U Divisionof
Federal 31R-9H-9-17 and Federal 1-26-8-17 Wells . Mining
EPA Well ID UT22197-04532 andUT22197-04671
API #43-013-31107 and 43-047-31953 FORRECORD ONLY
Monument Butte and Boundary Fields
Duchesne County, UT

Dear Mr. Horrocks:

On September 10, 2013, the Environmental Protection Agency (EPA) received information from
Newfield Exploration Company on the above referencedwells concerning the workovers and the
followup mechanical integrity tests (MIT) conducted on August 30, 2013, and September 3, 2013. The
data submitted shows that the wells passed the required MIT. Therefore, pursuant to Title 40 of the Code
of Federal Regulations Section 144.51(q)(2) (40 C.F.R. §l44.51(q)(2)),permission to resume injection is
granted. Under continuous service, the next MIT will be due on or before August 30, 2018 for the
31R-9H-9-17 well and September 3, 2018 for the 1-26-8-17 well.

Pursuant to 40 C.F.R. §144.52(a)(6),if the wells are not used for a period of at least two (2) years
("temporary abandonment"), they shall be plugged and abandoned unless the EPA is notified and
procedures are described to the EPA ensuring the wells will not endanger underground sources of
drinking water ("non-endangerment demonstration") during continued temporary abandonment. A
successful MIT is an acceptable non-endangerment demonstration and would be necessary every two (2)
years a well continues in temporary abandonment.

Failure to comply with a UIC Permit, or the UIC regulations found at 40 C.F.R. Parts 144 through 148
constitute one or more violations of the Safe Drinking Water Act, 42 U.S.C. §300h.Such non-

compliance may subject you to formal enforcement by the EPA, as codified at 40 C.F.R. Part



If you have any questions concerning this letter, you may contact Sarah Roberts at
(303) 312-7056. Please direct all correspondence to the attention of Sarah Roberts at Mail Code
8ENF-UFO.

Since

Darcy O'Connor, Director
UIC/FIFRA/OPA Technical Eiiforcement Programs

cc: Gordon Howell, Chairman Ronald Wopsock, Vice-Chairman
Uintah & OurayBusiness Committee Uintah & OurayBusiness Committee
P.O. Benedg g P.O.Box 190
Fort D ehesag 026 Fort Duchesne,Utah 84026

R a Ta oof, Executive Assistant Stewart Pike, Councilman
Uin u liffilhymmittee Uintah & OurayBusiness Committee
P.O. Box 190 P.O. Box 190
Fort Duchesne, Utah 84026 Fort Duchesne, Utah 84026

Tony Small, Councilman Bruce Ignacio, Councilman
Uintah & OurayBusiness Committee Uintah & Ouray Business Committee
P.O. Box 190 P.O. Box 190
Fort Duchesne, Utah 84026 Fort Duchesne,Utah 84026

Phillip Chimburas, Councilman Manuel Myore, Director of Energy,
Uintah & OurayBusinessCommittee Minerals and Air Programs
P.O.Box 190 Ute Indian Tribe
Fort Duchesne,Utah 84026 P.O. Box 190

Fort Duchesne, Utah 84026

Mike Natchees, Environmental John Rogers
Coordinator UtahDivision of Oil, Gas and Mining
Ute Indian Tribe P.O. Box 145801
P.O.Box 190 Salt Lake City,Utah 84114
Fort Duchesne, Utah 84026
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Pnnted on Recycled
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